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<<< START OF CHANGES >>>
CSI-ResourceConfig
Table 5.4.2.0-40: CSI-ResourceConfig for beam management
	Derivation Path: Table 4.6.3-41

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourceConfig ::= SEQUENCE {
	
	
	

	  csi-ResourceConfigId
	1
	
	

	  csi-RS-ResourceSetList CHOICE {
	
	
	

	    nzp-CSI-RS-SSB  SEQUENCE {
	
	
	

	      nzp-CSI-RS-ResourceSetList SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourceSetsPerConfig)) OF NZP-CSI-RS-ResourceSetId {
	1 entry
	
	

	        NZP-CSI-RS-ResourceSetId[1]
	1
	entry 1
	

	      }
	
	
	

	      csi-SSB-ResourceSetList
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  bwp-Id
	BWP-Id
	
	

	  resourceType
	periodic
	
	

	}
	
	
	



PUCCH-Config
Table 5.4.2.0-41: PUCCH-Config
	Derivation Path: Table 4.6.3-112

	Information Element
	Value/remark
	Comment
	Condition

	PUCCH-Config ::= SEQUENCE {
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	4 entries
	
	FR1.15-1
FR1.30-2
FR2.120-1
FR2.120-1A

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	    INTEGER[3]
	4
	entry 3
	

	    INTEGER[4]
	6
	entry 4
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	7 entries
	
	FR1.30-1
FR1.30-1A
FR1.30-4

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	    INTEGER[3]
	4
	entry 3
	

	    INTEGER[4]
	5
	entry 4
	

	    INTEGER[5]
	6
	entry 5
	

	    INTEGER[6]
	7
	entry 6
	

	    INTEGER[7]
	8
	entry 7
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	4 entries
	
	FR1.30-3

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	    INTEGER[3]
	4
	entry 3
	

	    INTEGER[4]
	5
	entry 4
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	2 entries
	
	FR1.30-5
FR1.30-6

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	3 entries
	
	FR2.60-1
FR2.120-2

	    INTEGER[1]
	2
	entry 1
	

	    INTEGER[2]
	3
	entry 2
	

	    INTEGER[3]
	5
	entry 3
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	2 entries
	
	FR2.120-1_CSI

	    INTEGER[1]
	3
	entry 1
	

	    INTEGER[2]
	6
	entry 2
	

	  }
	
	
	

	}
	
	
	

	  dl-DataToUL-ACK SEQUENCE (SIZE (1..8)) OF INTEGER {
	3 entries
	
	FR2.120-2_CSI

	    INTEGER[1]
	6
	entry 1
	

	    INTEGER[2]
	7
	entry 2
	

	    INTEGER[3]
	11
	entry 3
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	FR1.15-1
	TDD UL-DL pattern FR1.15-1 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-1
	TDD UL-DL pattern FR1.30-1 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-2
	TDD UL-DL pattern FR1.30-2 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-3
	TDD UL-DL pattern FR1.30-3 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-4
	TDD UL-DL pattern FR1.30-4 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-5
	TDD UL-DL pattern FR1.30-5 is used. Ref Annex A.1.2 of TS 38.521-4

	FR1.30-6
	TDD UL-DL pattern FR1.30-6 is used. Ref Annex A.1.2 of TS 38.521-4

	FR2.60-1
	TDD UL-DL pattern FR2.60-1 is used. Ref Annex A.1.3 of TS 38.521-4

	FR2.120-1
	TDD UL-DL pattern FR2.120-1 is used. Ref Annex A.1.3 of TS 38.521-4

	FR2.120-2
	TDD UL-DL pattern FR2.120-2 is used. Ref Annex A.1.3 of TS 38.521-4

	FR2.120-1_CSI
	TDD UL-DL pattern FR2.120-1 is used for CSI reporting test cases. Ref Table 8.1.2-1 of TS 38.521-4

	FR2.120-2_CSI
	TDD UL-DL pattern FR2.120-2 is used for CSI reporting test cases. Ref Table 8.1.2-1 of TS 38.521-4




5.4.2.1	Message contents for PDSCH Demodulation requirements
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<<< END OF CHANGES >>>



