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< Unchanged sections omitted >
[bookmark: _Toc21621516][bookmark: _Toc29297131][bookmark: _Toc36149332][bookmark: _Toc44092911][bookmark: _Toc44093460][bookmark: _Toc44094283][bookmark: _Toc44094562][bookmark: _Toc52295978][bookmark: _Toc59027688][bookmark: _Toc69328182]5.4.1.1	EN-DC FR2 UE transmit timing accuracy
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
5.4.1.1.1	Test purpose
The purpose of this test is to verify that the UE can follow frame timing change of the connected gNB and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. This test will verify the requirements in clause 7.1.2
5.4.1.1.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward supporting EN-DC FR2. 
5.4.1.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.4.1.0.1.
The normative reference for this requirement is TS.38.133 [6] clause A.5.4.1.1
5.4.1.1.4	Test Description
5.4.1.1.4.1	Initial Conditions
This test can be run in one of the configurations defined in Table 5.4.1.1.4.1-1.
Table 5.4.1.1.4.1-1: Supported test configurations for FR2 PSCell
	Configuration
	Description

	1
	LTE FDD, NR TDD, SSB SCS 240 kHz, data SCS 120 kHz, BW 100 MHz

	2
	LTE TDD, NR TDD, SSB SCS 240 kHz, data SCS 120 kHz, BW 100 MHz

	Note:	The UE is only required to be tested in one of the supported test configurations in FR2 depending on UE capability.



Configure the test equipment and the DUT according to the parameters in Table 5.4.1.1.4.1-2
[bookmark: _Hlk28532334]Table 5.4.1.1.4.1-2: Initial conditions for EN-DC FR2 transmit timing accuracy
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E.1.1, Table E.3-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 5.5.1.4.4.1-1

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.1.7.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.2.3.4
	

	Exceptions to connection diagram
	N/A
	



1.	Message contents are defined in clause 5 4.1.1.4.3.
2.	There are two cells, Cell 1 is the E-UTRAN PCell, and Cell 2 is the PSCell, in the test. The E-UTRAN PCell setting refers to Table A.6.1.1-1. The power levels and settings for Cell 1 are set according to Annex A.6, Table A.6.1.1-1. Cell 2 is NR FR2 PSCell. The connection setup is done according to the settings in Annex C.1.3, and the downlink signal levels as per Annex C.1.2.
3.	Downlink signals for NR cell are initially set up according to Annex C.1.2 and C.1.3.
a) [bookmark: _Hlk28532616][bookmark: _Hlk43983732]4.	The UE Rx beam peak direction has been obtained previously using one of the Rx Beam Peak Search procedures as described in Annex I.
5.4.1.1.4.2	Test procedure
The test consists of two cells, a single E-UTRA cell (Pcell), and a single NR FR2 cell (PSCell). The downlink timing of the PSCell is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting SRS used as a measurement reference facilitating the SS timing estimation.
[bookmark: _Hlk54977611]The test sequence shall be carried out in RRC_CONNECTED for every test case. Unless otherwise stated, the downlink signal and noise are aligned to arrive in the UE Rx beam peak direction.
Following will be the test sequence for this test
1.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On and Test Mode On according to TS 38.508-1 [6] clause 4.5.
2.	Set up E-UTRA PCell according to parameters given in Table A.6.1.1-1 and setup NR PSCell according to parameters given in Table 5.4.1.1.4.1-1.
3.	The SS shall transmit an RRCConnectionReconfiguration message configuring the UE with the message content defined in clause 5.4.1.1.4.3.
4.	The UE shall transmit RRCConnectionReconfigurationComplete message.
5.	Set the UE in the Rx beam peak direction found with a 3D EIS scan as performed in Annex I.1 - I.3. Allow at least BEAM_SELECT_WAIT_TIME (NOTE 1) for the UE Rx beam selection to complete.
6.	After connection set up with the cell and during 2 seconds before DL timing adjustment, the test equipment shall monitor all SRS transmisisons and verify that, for each received SRS, the timing of the NR cell is within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB.
a.	The NTA offset value (in Tc units) is 13792 for FR2
b.	The Te values depend on the DL and UL SCS for which the test is being run and are given in Table 5.4.1.1.5-4.
7.	The test system shall adjust the timing of the DL path by values given in Table 5.4.1.1.4.2-1
[bookmark: _Hlk28532597]Table 5.4.1.1.4.2-1: Adjustment Value for DL Timing
	SCS of SSB signals (KHz)
	Adjustment Value

	
	Test1
	Test2

	240
	+8*64Tc
	+4*64Tc



8.	The test system shall verify that the adjustment step size and the adjustment rate shall be according to requirements specified in Table 5.4.1.1.5-5. This will only be done for Test1. The test system samples the UE Transmit Timing once per SRS transmission (as per configured SRS periodicity). To check Rule 1, the SS shall check that the maximum time adjustment step size Tq between one SRS transmission to next consecutive SRS transmission of a valid UL slot is within Rule 1 as specified in clause 5.4.1.0.1 and Table 5.4.1.0.1-3. To check that the minimum adjustment rate is within Rule 2 as specified in clause 5.4.1.0.1 and Table 5.4.1.0.1-3, the SS shall measure the change in SRS transmission timing over a 1 + offset seconds sliding window (offset in ms to the next consecutive SRS transmission), with step size p (where p is the periodicity of SRS) , as long as the resulting slot is a valid UL slot. To check that the maximum adjustment rate is within Rule 3 as specified in clause 5.4.1.0.1 and Table 5.4.1.0.1-3, the SS shall measure the change in SRS transmission timing over a 200ms – offset sliding window of previous SRS transmission, with step size p (where p is the periodicity of SRS) , as long as the resulting slot is a valid UL slot. The three rules apply until the UE transmit timing offset is within the limits specified in 5.4.1.0.1 and Table 5.4.1.0.1-3 with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1. The test system will wait till evaluation interval of T seconds is met to ensure UE transmit timing is stable at the end of the step, where T=.DL_timing_change[Ts]/5.5Ts and DL_timing_change is specified in Table 5.4.1.1.4.2-1.
9.	After the UE transmit timing is within the limits specified in step 7, and during 2 seconds, the test system shall monitor all SRS transmissions and verify that, for each received SRS, the UE transmit timing offset stays within (NTA + NTA_offset) ×Tc ± Te of the first detected path of DL SSB. For Test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment.
NOTE 1:	The BEAM_SELECT_WAIT_TIME default value is defined in Annex K.1.1 in TS 38.521-2[3].
5.4.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 5.4.1.1.4.3-0: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.9-1



Table 5.4.1.1.4.3-1: SRS-Config : Additional test requirement for UE transmit timing accuracy for EN-DC FR2 UE
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	  srs-ResourceSetToReleaseList
	Not present
	
	

	  srs-ResourceSetToAddModList SEQUENCE (SIZE(0..maxNrofSRS-ResourceSets)) OF SEQUENCE {
	
	
	

	    srs-ResourceSetId
	0
	
	

	    srs-ResourceIdList SEQUENCE (SIZE(1..maxNrofSRS-ResourcesPerSet)) OF {
	
	0 for Config 1 and Config 2
	

	      SRS-ResourceId[1]
	0
	
	

	    }
	
	
	

	    resourceType CHOICE {
	
	
	

	      periodic SEQUENCE {
	
	
	

	        periodicityAndOffset-p
	
	sl1 for Config 1
sl2560 : 4 for Config 2
	

	      }
	
	
	

	    }
	
	
	

	    usage
	codebook
	
	

	    alpha
	Alpha
	
	

	    p0
	0
	
	

	    pathlossReferenceRS CHOICE {
	
	
	

	      ssb-Index
	SSB-Index
	
	

	    }
	
	
	

	    srs-PowerControlAdjustmentStates
	Not present
	
	

	  }
	
	
	

	  srs-ResourceToReleaseList 
	Not present
	
	

	  srs-ResourceToAddModList SEQUENCE (SIZE(1..maxNrofSRS-Resources)) OF SEQUENCE {
	
	
	

	    srs-ResourceId
	0
	
	

	    nrofSRS-Ports
	Port1
	
	

	    ptrs-PortIndex
	Not present
	
	

	    transmissionComb CHOICE {
	
	
	

	      n2 SEQUENCE {
	
	
	

	        combOffset-n2
	0
	
	

	        cyclicShift-n2
	0
	
	

	      }
	
	
	

	    }
	
	
	

	    resourceMapping SEQUENCE {
	
	
	

	      startPosition
	0
	
	

	      nrofSymbols
	n1
	
	

	      repetitionFactor
	n1
	
	

	    }
	
	
	

	    freqDomainPosition
	0
	
	

	    freqDomainShift
	0
	
	

	    freqHopping SEQUENCE {
	
	
	

	      c-SRS
	1
	
	

	      b-SRS
	0
	
	

	      b-hop
	0
	
	

	    }
	
	
	

	    groupOrSequenceHopping 
	
	NOT PRESENT
	

	    }
	
	
	

	    sequenceId
	0
	
	

	    spatialRelationInfo SEQUENCE {
	SRS-SpatialRelationInfo
	
	

	      servingCellId
	Not present
	
	

	      referenceSignal  CHOICE {
	
	
	

	        ssb-Index
	SSB-Index
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  tpc-Accumulation
	Not present
	
	

	}
	
	
	



[bookmark: _Hlk65225381]Table 5.4.1.1.4.3-2: DRX-Config : Additional test requirement for UE transmit timing accuracy Test 2 for EN-DC FR2
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DRX-Config ::= CHOICE {
	
	
	

	  drx-onDurationTimer CHOICE {
	
	
	

	    milliSeconds
	ms6
	
	

	  }
	
	
	

	  drx-InactivityTimer
	ms1
	
	

	  drx-HARQ-RTT-TimerDL
	56
	
	

	  drx-HARQ-RTT-TimerUL
	56
	
	

	  drx-RetransmissionTimerDL
	sl1
	
	

	  drx-RetransmissionTimerUL
	sl1
	
	

	  drx-LongCycleStartOffset CHOICE {
	
	
	

	    ms320
	0
	
	

	  }
	
	
	

	  shortDRX
	
	NOT PRESENT
	

	}
	
	
	



5.4.1.1.5	Test Requirements
The UE initial transmission timing error shall be less than or equal to Te where the timing error limit value Te is specified in Table 5.4.1.1.5-4. 
The UE shall meet the Te requirement for an initial transmission provided that at least one SSB is available at the UE during the last 160 ms. The reference point for the UE initial transmit timing control requirement shall be the downlink timing of the reference cell minus [image: ]. The downlink timing is defined as the time when the first detected path (in time) of the corresponding downlink frame is received from the reference cell. NTA for PRACH is defined as 0.
[image: ] (in Tc units) for other channels is the difference between UE transmission timing and the downlink timing immediately after when the last timing advance was applied. NTA for other channels is not changed until next timing advance is received. The value of[image: ]depends on the duplex mode of the cell in which the uplink transmission takes place and the frequency range (FR). [image: ]is defined in Table 5.4.1.1.5-5.
Table 5.4.1.1.5-1: Cell Specific Test Parameters for UL Transmit Timing test
	Parameter
	Unit
	Config
	Test1
	Test2
	Band Group

	SSB ARFCN
	
	1,2
	Freq1
	Freq1
	

	Duplex Mode
	
	1,2
	TDD
	

	TDD configuration
	
	1,2
	TDDConf.3.1
	

	BWchannel
	MHz
	1,2
	100: NRB,c = 66
	

	Initial BWP Configuration
	
	1,2
	DLBWP.0.1
ULBWP.0.1
	

	Dedicated BWP Configuration
	
	1,2
	DLBWP.1.1
ULBWP.1.1
	

	TRS Configuration
	
	1,2
	TRS.2.1 TDD
	

	PDSCH/PDCCH TCI State
	
	1,2
	TCI.State.2
	

	DRx Cycle
	ms
	1,2
	N/A
	DRX.8Note5
	

	PDSCH Reference measurement channel
	
	1,2
	SR.3.3 TDD
	

	RMSI CORESET Reference Channel
	
	1,2
	CR.3.2 TDD
	

	Dedicated CORESET Reference Channel
	
	1,2
	CCR.3.7 TDD
	

	OCNG Patterns
	
	1,2
	OP.1
	

	SSB Configuration
	
	1,2
	SSB.4 FR2
	

	SMTC Configuration
	
	1,2
	SMTC.1
	

	PDSCH/PDCCH subcarrier spacing
	kHz
	1,2
	120
	

	EPRE ratio of PSS to SSS
	dB
	1,2
	0
	0
	

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	
	

	Propagation condition
	
	1,2
	AWGN
	

	SRS Config
	
	1,2
	Config1Note6
	Config2Note6
	

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	Void
Note 4:	Void
Note 5:	DRx related parameters are given in Table A.3.3.5-1 or Table A.5-1
Note 6:	SRS configs are given in Table A. 5.4.1.1.5-2



Table 5.4.1.1.5-2: SRS Configuration for Timing Accuracy Test
	
	Field
	Config1
	Config 2
	Comments

	SRS-ResourceSet
	srs-ResourceSetId
	0
	0
	

	
	srs-ResourceIdList
	0
	0
	

	
	resourceType
	Periodic
	Periodic
	

	
	Usage
	Codebook
	Codebook
	

	SRS-Resource
	SRS-ResourceId
	0
	0
	

	
	nrofSRS-Ports
	Port1
	Port1
	

	
	transmissionComb 
	n2
	n2
	

	
	combOffset-n2
	0
	0
	

	
	cyclicShift-n2
	0
	0
	

	
	resourceMapping
startPosition
	0
	0
	

	
	resourceMapping
nrofSymbols
	n1
	n1
	

	
	resourceMapping
repetitionFactor
	n1
	n1
	

	
	freqDomainPosition
	0
	0
	

	
	freqDomainShift
	0
	0
	

	
	freqHopping
c-SRS
	sl1
	sl1
	

	
	freqHopping
b-SRS
	0
	0
	

	
	freqHopping
b-hop
	0
	0
	

	
	groupOrSequenceHopping
	Neither
	Neither
	

	
	resourceType
	Periodic
	Periodic
	

	
	periodicityAndOffset-p
	sl1,0
	sl2560,4
	Offset to align with DRx periodicity 

	
	sequenceId
	0
	0
	Any 10 bit number



[bookmark: _Hlk16712639][bookmark: _Hlk16810059]Table 5.4.1.1.5-3: OTA related test parameters
	[bookmark: _Hlk16723823]Parameter
	Unit
	Test 1
	Test 2

	Angle of arrival configuration
	
	Setup 1 defined in A.9.1

	Assumption for UE beamsNote 6
	
	Fine

	
Note1
	dBm/15kHzNote4
	-112

	
Note1
	dBm/SCSNote3
	-100

	

	dB
	4

	SS-RSRPNote2
	dBm/SCS Note4
	-96

	

	dB
	4

	IoNote2
	dBm/95.04 MHz Note4
	-68.5

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SSB_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	Void
Note 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone 
Note 6:	Information about types of UE beam is given in B.2.1.3, and does not limit UE implementation or test system implementation



Table 5.4.1.1.5-4: Te Timing Error Limit
	Frequency Range
	SCS of SSB signals ( kHz)
	SCS of uplink signals ( kHz)
	Te

	2
	120
	60
	N/A

	
	
	120
	N/A

	
	240
	60
	N/A

	
	
	120
	3.75*64*Tc

	Note 1:	Tc is the basic timing unit defined in TS 38.211 [6]



Table 5.4.1.1.5-5: Tq Maximum Autonomous Time Adjustment Step and Tp Minimum Aggregate Adjustment rate
	Frequency Range
	SCS of uplink signals (KHz)
	The Maximum timing change in one adjustment Tq
	The Minimum aggregate adjustment rate Tp 
	The Maximum aggregate adjustment rate Tq

	2
	120
	3.125*64*Tc
	-1.225*64*Tc
	+3.725*64*Tc

	NOTE 1:	Tc is the basic timing unit defined in TS 38.211 [6]
	



Table 5.4.1.1.5-6: The Value of [image: ]
	Frequency range and band of cell used for uplink transmission
	[image: ](Unit: TC)

	FR2
	13792

	Note 1:	The UE identifies [image: ] based on the information n-TimingAdvanceOffset as specified in TS 38.331 [2]. If UE is not provided with the information n-TimingAdvanceOffset, the default value of [image: ] is set as 25600 for FR1 band. In case of multiple UL carriers in the same TAG, UE expects that the same value of n-TimingAdvanceOffset is provided for all the UL carriers according to clause 4.2 in TS 38.213 [3] and the value 39936 of [image: ] can also be provided for a FDD serving cell.
Note 2:	Void



[bookmark: _Toc21621521][bookmark: _Toc29297136][bookmark: _Toc36149337][bookmark: _Toc44092916][bookmark: _Toc44093465][bookmark: _Toc44094288][bookmark: _Toc44094567][bookmark: _Toc52295983][bookmark: _Toc59027693][bookmark: _Toc69328187]< Unchanged sections omitted >
5.4.3.1	EN-DC FR2 timing advance adjustment accuracy
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
5.4.3.1.1	Test purpose
The purpose of the test is to verify UE timing advance adjustment delay and accuracy requirement defined in clause 7.3 of TS 38.133 [6].
5.4.3.1.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC.
5.4.3.1.3	Minimum conformance requirement
The minimum conformance requirements are specified in clause 5.4.3.0.1.
The normative reference for this requirement is TS.38.133 [6] clause A.5.4.3.1.
5.4.3.1.4	Test description
5.4.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 of 38.521-2 [17].
This test shall be tested using any of the test configurations in Table 5.4.3.1.4.1-1.
Table 5.4.3.1.4.1-1: EN-DC FR2 timing advance adjustment accuracy supported test configurations
	Config
	Description

	1
	LTE FDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	2
	LTE TDD, NR 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 5.4.3.1.4.1-2
Table 5.4.3.1.4.1-2: Initial conditions for EN-DC FR2 timing advance adjustment accuracy
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E.1.1, E.1.2, and Table E.3-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the test configuration selected from Table 5.4.3.1.4.1-1

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.1.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	N/A
	



Table 5.4.3.1.4.1-3: General test parameters for timing advance
	Parameter
	Unit
	Value
	Comment

	RF channel number
	
	Cell 1: 1
Cell 2: 2
	1 for E-UTRAN PCell
2 for NR PSCell

	Initial DL BWP
	
	DLBWP.0.1
	As specified in Table A.3.9.2.1-1 of TS 38.133 [6]

	Dedicated DL BWP
	
	DLBWP.1.1
	As specified in Table A.3.9.2.2-1 of TS 38.133 [6]

	Initial UL BWP
	
	ULBWP.0.1
	As specified in Table A.3.9.3.1-1 of TS 38.133 [6]

	Dedicated UL BWP
	
	ULBWP.1.1
	As specified in Table A.3.9.3.2-1 of TS 38.133 [6]

	Timing Advance Command (TA) value during T1
	
	31
	NTA_new = NTA_old  for the purpose of establishing a reference value from which the timing advance adjustment accuracy can be measured during T2

	Timing Advance Command (TA) value during T2
	
	39
	NTA_new = NTA_old  + 1024*Tc (based on equation in TS 38.213 [3] section 4.2)

	T1
	s
	5
	

	T2
	s
	5
	



1. Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 is NR FR2 PSCell. The connection setup is done according to the settings in Annex C.1.1.
2. Downlink signals for NR cell are initially set up according to Annex C.1.2, C.1.3.
3. The UE Rx beam peak direction has been obtained previously using one of the Rx Beam Peak Search procedures as described in Annex I.
5.4.3.1.4.2	Test Procedure
The test consists of two cells, a single E-UTRA cell (PCell), and a single NR cell (PSCell). Cell 1 is the PCell in the primary Timing Advance Group (pTAG) and cell 2 is the PSCell is in the secondary Timing Advance Group (sTAG). The test consists of two successive time periods, with time durations of T1 and T2 respectively. In each time period, timing advance commands for sTAG are sent to the UE and Sounding Reference Signals (SRS), as specified in Table 5.4.3.1.5-1 and Table 5.4.3.1.5-2, are sent from the UE and received by the test equipment. By measuring the reception of the SRS, the transmit timing, and hence the timing advance adjustment accuracy, can be measured for PSCell in sTAG. The UE Time Alignment Timer (timeAlignmentTimer IE), described in Clause 5.2 in TS 38.321, shall be configured so that it does not expire in the duration of the test.
Unless otherwise stated, the downlink signal and noise are aligned to arrive in the UE Rx beam peak direction.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On and Test Mode On according to TS 38.508-1 [14] clause 4.5. Message content are defined in clause 5.4.3.1.2.3.
2. Set the parameters according to values in Tables 5.4.3.1.4.1-3 and Table 5.4.3.1.5-1 as appropriate. Propagation conditions are set according to Annex C.2.2. 
3. SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. During time period T1, the test equipment shall send one message with a Timing Advance Command MAC Control Element for sTAG, as specified in Clause 6.1.3.4 in TS 38.321. The Timing Advance Command value shall be set to 31, which according to Clause 4.2 in TS 38.213 results in zero adjustment of the Timing Advance. In this way, a reference value for the timing advance for sTAG used by the UE is established.
6. During time period T2, the test equipment shall send a sequence of messages with Timing Advance Command MAC Control Elements for sTAG, with Timing Advance Command value of 39 as specified in table 5.4.3.1.4.1-3.
7. This value shall result in changes of the timing advance for sTAG used by the UE, and the accuracy of the change shall then be measured, using the SRS sent from the UE.
8. As specified in Clause 7.3.2.1 of TS 38.133 [6], the UE adjusts its uplink timing at slot n+k+1 for a timing advance command received in slot n. This delay must be taken into account when measuring the timing advance adjustment accuracy, via the SRS sent from the UE.
9. The UE Time Alignment Timer, described in Clause 5.2 in TS 38.321, shall be configured so that it does not expire in the duration of the test.
10.	The result from the SRS and adjustment of the timing advance in step 7) is used to measure that the UE adjusts the timing of its transmission with a relative accuracy better than or equal to value specified in Table 5.4.3.0.3-1 to the signalled timing advance value compared to the timing of preceding uplink transmission.
11.	If the UE adjust the timing of its transmission within a relative accuracy greater than or equal to value specified in Table 5.4.3.0.3-1 to the signalled timing advance value compared to the timing of preceding uplink transmission then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
12.	The SS shall transmit RRCConnectionReconfiguration message with condition EN-DC_PSCell_Rel according to TS 36.508 [25] Table 4.6.1-8 to release NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message.
13. The SS then shall transmit RRCConnectionReconfiguration message with condition MCG_and_SCG according to TS 36.508 [25] Table 4.6.1-8 to add NR cell (PSCell). The UE shall transmit RRCConnectionReconfigurationComplete message.
14. If any of the above Reconfiguration in Step 12 or 13 fails, switch off and on the UE and ensure the UE is in RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5.
15.	Repeat steps 3-14 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
5.4.3.1.4.3	Message Contents
Message contents are according to TS 38.508-1 [14] clause 7.3, with the following exceptions:
Table 5.4.3.1.4.3-0: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.9-1



Table 5.4.3.1.4.3-1: srs-Config setup
	Derivation Path: TS 38.508-1, Table 4.6.3-182

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	  srs-ResourceSetToAddModList SEQUENCE (SIZE(0..maxNrofSRS-ResourceSets)) OF SEQUENCE {
	[1 entry]
	
	

	    srs-ResourceSetId
	0
	
	

	    srs-ResourceIdList SEQUENCE (SIZE(1..maxNrofSRS-ResourcesPerSet)) OF {
	1 entry
	
	

	      SRS-ResourceId[1]
	0
	
	

	    }
	
	
	

	    resourceType CHOICE {
	
	
	

	      periodic SEQUENCE {
	
	
	

	      }
	
	
	

	    }
	
	
	

	    Usage
	Codebook
	
	

	    pathlossReferenceRS CHOICE {
	
	
	

	      ssb-Index
	SSB-Index
	
	

	    }
	
	
	

	  srs-ResourceToAddModList SEQUENCE (SIZE(1..maxNrofSRS-Resources)) OF SEQUENCE {
	1 entry
	
	

	    srs-ResourceId
	0
	
	

	    nrofSRS-Ports
	port1
	
	

	    transmissionComb CHOICE {
	
	
	

	      n2 SEQUENCE {
	
	
	

	        combOffset-n2
	0
	
	

	        cyclicShift-n2
	0
	
	

	      }
	
	
	

	    }
	
	
	

	    resourceMapping SEQUENCE {
	
	
	

	      startPosition
	0
	
	

	      nrofSymbols
	n1
	
	

	      repetitionFactor
	n1
	
	

	    }
	
	
	

	    freqDomainPosition
	0
	
	

	    freqDomainShift
	0
	
	

	    freqHopping SEQUENCE {
	
	
	

	      c-SRS
	16
	
	

	      b-SRS
	0
	
	

	      b-hop
	0
	
	

	    }
	
	
	

	    groupOrSequenceHopping 
	Neither
	
	

	    resourceType CHOICE {
	
	
	

	      periodic SEQUENCE {
	Periodic
	
	

	      }
	
	
	

	               periodicityAndOffset-p
	sl5 : 4
	Once every 5 Slots
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



5.4.3.1.5	Test Requirement
The UE shall apply the signalled Timing Advance value for PSCell in sTAG to the transmission timing at the designated activation time i.e. k+1 slots after the reception of the timing advance command, where k = 11. 
The Timing Advance adjustment accuracy for PSCell in sTAG shall be within the limits specified in Table 5.4.3.1.5-3.
The rate of correct Timing Advance adjustments observed during repeated tests shall be at least 90% with a confidence level of 95%.
Table 5.4.3.1.5-1, Table 5.4.3.1.5-1a and Table 5.4.3.1.5-2 define the primary level settings.
Table 5.4.3.1.5-1: Cell specific test parameters for timing advance
	Parameter
	Unit
	Test1

	
	
	T1
	T2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	MHz
	100: NRB,c = 66

	BWP BW
	MHz
	100: NRB,c = 66

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	
	SR.3.1 TDD 

	CORESET Reference Channel
	
	CR.3.1 TDD 

	TRS configuration
	
	TRS.2.1 TDD

	PDSCH/PDCCH TCI state
	
	TCI.State.2

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	
	SMTC.1 FR2

	SSB configuration
	
	SSB.3 FR2

	PDSCH/PDCCH subcarrier spacing
	kHz
	120 kHz

	PUCCH/PUSCH subcarrier spacing
	kHz
	120 kHz

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.



Table 5.4.3.1.5-1a: OTA specific test parameters for timing advance
	Parameter
	Unit
	Test 1

	
	
	T1
	T2

	Angle of arrival configuration
	
	Setup 1

	Assumption for UE beamsNote 6
	
	Fine

	
Note1

	dBm/15kHzNote4
	-112

	
Note1

	dBm/SCSNote3
	-103

	

	dB
	4

	SS-RSRPNote2
	dBm/SCS Note4
	-99

	

	dB
	4

	IoNote2
	dBm/95.04 MHz Note4
	-68.53

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 5:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 6:	Information about types of UE beam is given in B.2.1.3 of TS 38.133 [6], and does not limit UE implementation or test system implementation



Table 5.4.3.1.5-2: Sounding Reference Symbol Configuration for timing advance
	Field
	Value
	Comment

	c-SRS
	16
	Frequency hopping is disabled

	b-SRS
	0
	

	b-hop
	0
	

	freqDomainPosition
	0
	Frequency domain position of SRS

	freqDomainShift
	0
	

	groupOrSequenceHopping
	neither
	No group or sequence hopping

	SRS-PeriodicityAndOffset
	sl5=4
	Once every 5 slots

	pathlossReferenceRS
	ssb-Index=0
	SSB #0 is used for SRS path loss estimation

	usage
	Codebook
	Codebook based UL transmission

	startPosition
	0
	resourceMapping setting. SRS on last symbol of slot, and 1symbols for SRS without repetition.

	nrofSymbols
	n1
	

	repetitionFactor
	n1
	

	combOffset-n2
	0
	transmissionComb setting

	cyclicShift-n2
	0
	

	nrofSRS-Ports
	port1
	Number of antenna ports used for SRS transmission

	Note:	For further information see clause 6.3.2 in TS 38.331 [13].



Table 5.4.3.1.5-3: UE Timing Advance adjustment accuracy
	UL Sub Carrier Spacing(kHz)
	60
	120

	UE Timing Advance adjustment accuracy
	±128 Tc
	±72 Tc



For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.
< Unchanged sections omitted >
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Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	AoA Setup 3 in Annex A.9 contains square brackets
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
5.6.2.1.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
5.6.2.1.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC.
5.6.2.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.5.6.2.1.
5.6.2.1.4	Test description
5.6.2.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.6.2.1.4.1-1.
Table 5.6.2.1.4.1-1: EN-DC FR2-FR2 event triggered reporting tests in non-DRX supported test configurations
	Test Case ID
	Description

	5.6.2.1-1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	5.6.2.1-2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table 5.6.2.1.4-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR1 NR carrier frequencies is used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in TS 38.133 [6] clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB.3 FR2
	As specified in clause A.3.2

	A3-Offset
	dB
	Config 1,2
	-30
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.

	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	5.2 for PC1; 3.5 for other PC
	5.2 for PC1; 3.5 for other PC
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 5.6.2.1.4.1-3: Test Environment test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 5.6.2.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 5.6.2.1.4.3.
2.	Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 and Cell 3 are NR FR1 cells in different frequencies. Cell 2 is the PSCell and Cell 3 is the target cell. The power levels and settings for Cell 2 are set according to Annex C.1.2 and Annex C.1.3. Cell 3 is switched off during the initial connection setup.
3.	If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
4. The AoA setup for this test is Setup 3 as defined in clause A.9
5.6.2.1.4.2	Test procedure
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.
In test 1 measurement gap pattern configuration # 0 as defined in Table 5.6.2.1.4.1-2 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table 5.6.2.1.4.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5.
[bookmark: _Hlk53409678]2. Set the parameters according to T1 in Table 5.6.2.1.4.1-2. The TE shall ensure that the NR FR2 cells are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] and relative angular offset between active probes are according to Table A.9.3-1. T1 starts.
3. The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.6.2.1.4.1-2. T2 starts.
6. UE shall transmit a MeasurementReport message triggered by Event A3 embedded in E-UTRA RRC message ULInformationTransferMRDC. If the overall delay measured from the beginning of time period T2 is less than 5122 ms for UE supporting power class 1, or 3202 ms for UE supporting other power class for Test 1 and Test 2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 3 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. TE shall change the active probes in such way that relative angular offset between active probes differs in the following iteration.
10. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.
11. Repeat step 2-10 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
12. Repeat step 1-11 for each sub-test in Table 5.6.2.1.4.1-2 as appropriate.
5.6.2.1.4.3	Message contents
[bookmark: _Hlk4768615]Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions:
Table 5.6.2.1.4.3-1: Common Exception messages for Additional EN-DC FR2-FR2 event triggered reporting tests in non-DRX test requirement 
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ 
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with A3-offset = -30dB
Table H.3.1-6 with Conditions gapFR2 and Pattern #13 for Test 2
Table H.3.4-4 with Condition gapUE Test 1
Table H.3.4-5 with Condition Pattern #0 for Test 1
Table H.3.1-7 with Condition INTER-FREQ
Table H.3.4-1
Table H.3.4-2
Table H.3.4-3



5.6.2.1.5	Test requirement
Table 5.6.2.3.5-1 defines the primary level settings including test tolerances for all tests.
Table 5.6.2.1.5-1: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 3 as specified in clause A.9

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	OP.1
	OP.1

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11.1
	
	Config 1,2
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1,2
	-87
	-87
	-Infinity
	-87

	SSB-RP Note 3
	dBm/SCS Note5
	Config 1,2
	-87
	-87
	-Infinity
	-87

	
BB Note 8
	dB
	Config 1,2
	1.89
	1.89
	-Infinity
	1.89

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SSB-RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 [6] Annex B.2.1.3, and does not limit UE implementation or test system implementation.
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [3], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [3] Table 6.2.1.3-4.



In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class. 
In test 1 and 2 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
TTI insertion uncertainty = TTIDCCH = 1 ms; 2xTTIDCCH = 2 ms
The overall delays measured shall be less than a total of 5122 ms in this test for power class UE and 3202 ms for other power classes.
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5.6.2.3	EN-DC FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

-	AoA Setup 3 in Annex A.9 contains square brackets
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
5.6.2.3.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
5.6.2.3.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC.
5.6.2.3.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.5.6.2.3.
5.6.2.3.4	Test description
5.6.2.3.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.6.2.3.4.1-1.
Table 5.6.2.3.4.1-1: EN-DC FR2-FR2 event triggered reporting tests in non-DRX with SSB time index detection supported test configurations
	Test Case ID
	Description

	5.6.2.3-1
	LTE FDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	5.6.2.3-2
	LTE TDD, 120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table 5.6.2.3.4.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection in DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2
	1, 2
	Two FR1 NR carrier frequencies is used.

	Active cell
	
	Config 1,2
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2
	0
	13
	As specified in TS 38.133 clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2
	39
	39
	

	SMTC-SSB parameters
	
	Config 1,2
	SSB. 3 FR2
	As specified in clause A.3

	A3-Offset
	dB
	Config 1,2
	-30
	

	Hysteresis
	dB
	Config 1,2
	0
	

	CP length
	
	Config 1,2
	Normal
	

	TimeToTrigger
	s
	Config 1,2
	0
	

	Filter coefficient
	
	Config 1,2
	0
	L3 filtering is not used

	DRX
	
	Config 1,2
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,2
	3s
	Synchronous cells.

	T1
	s
	Config 1,2
	5
	

	T2
	s
	Config 1,2
	7 for PC1; 4.5 for other PC
	7 for PC1; 4.5 for other PC
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 5.6.2.3.4.1-3: Test Environment test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 5.6.2.3.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 5.6.2.3.4.3.
2.	Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 and Cell 3 are NR FR1 cells in different frequencies. Cell 2 is the PSCell and Cell 3 is the target cell. The power levels and settings for Cell 2 and are set according to Annex C.1.2 and Annex C.1.3. Cell 3 is switched off during the initial connection setup.
3.	If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
4.	The AoA setup for this test is Setup 3 as defined in clause A.9 
5.6.2.3.4.2	Test procedure
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR2 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.
In test 1 measurement gap pattern configuration # 0 as defined in Table 5.6.2.3.4.1-1 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table 5.6.2.3.4.1-1 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 5.6.2.3.4.1-2. The TE shall ensure that the NR FR2 cells are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] and relative angular offset between active probes are according to Table A.9.3-1. T1 starts.
3. The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.6.2.3.4.1-2. T2 starts.
6. UE shall transmit a MeasurementReport message triggered by Event A3 embedded in E-UTRA RRC message ULInformationTransferMRDC. If the overall delay measured from the beginning of time period T2 is less than 6722 ms for UE supporting power class 1, or 4162 ms for UE supporting other power class for Test 1 and Test 2, then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 3 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. TE shall change the active probes in such way that relative angular offset between active probes differs in the following iteration.
10. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.
11. Repeat step 2-10 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
12. Repeat step 1-11 for each sub-test in Table 5.6.2.3.4.1-2 as appropriate.
5.6.2.3.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions: 
[bookmark: _Hlk5116513]Table 5.6.2.3.4.3-1: Common Exception messages for Additional EN-DC FR2-FR2 event triggered reporting tests without SSB time index detection in non-DRX test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with conditions GAP NEEDED and INTER-FREQ 
Table H.3.1-3 with conditions INTER-FREQ MO and and Synchronous cells
Table H.3.1-4 with condition SSB Index and A3-offset = -30dB
Table H.3.1-6 with conditions gapFR2 and Pattern #13 for Test 2
Table H.3.4-4 with condition gapUE for Test 1
Table H.3.4-5 with condition Pattern #0 for Test 1
Table H.3.1-7 with condition SSB Index and INTER-FREQ
Table H.3.4-1
Table H.3.4-2
Table H.3.4-3



5.6.2.3.5	Test requirement
Table 5.6.2.3.5-1 defines the primary level settings including test tolerances for all tests.
Table 5.6.2.3.5-1: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection in DRX
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2
	Setup 3 as specified in clause A.3.9

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1,2
	1
	2

	Duplex mode
	
	Config 1,2
	TDD
	TDD

	BWchannel
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,2
	100: NRB,c = 66
	100: NRB,c = 66

	TDD configuration
	
	Config 1,2
	TDDConf.3.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2
	DLBWP.1.1
	NA

	Initial UL BWP
	
	Config 1,2
	DLBWP.0.1
	NA

	Dedicated UL BWP
	
	Config 1,2
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1,2
	SR.3.1 TDD
	-

	CORESET Reference Channel
	
	Config 1,2
	CR.3.1 TDD
	-

	TRS configuration
	
	Config 1,2
	TRS.2.1 TDD
	NA

	PDSCH/PDCCH TCI state
	
	Config 1,2
	TCI.State.2
	NA

	SMTC configuration defined in A.3.11.1
	
	Config 1,2
	SMTC.1 
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1
	-87
	-87
	-Infinity
	-87

	SSB-RP Note 3
	dBm/SCS Note5
	Config 1,2
	-87
	-87
	-Infinity
	-87

	
BBNote8
	dB
	Config 1,2
	1.89
	1.89
	-Infinity
	1.89

	IoNote3
	dBm/95.04 MHz Note5
	Config 1,2
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1,2
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SSB-RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 [6] Annex B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [3], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [3] Table 6.2.1.3-4.



In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or
4160 for UE supporting other power class. 
In test 1 and 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%. In test 1 and 2 UE is required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
TTI insertion uncertainty = TTIDCCH = 1 ms; 2xTTIDCCH = 2 ms
The overall delays measured shall be less than a total of 6722 ms in this test for power class UE and 4162 ms for other power classes.
< Unchanged sections omitted >
5.6.2.5	EN-DC FR1-FR2 event-triggered reporting in non-DRX
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
5.6.2.5.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
5.6.2.5.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC.
5.6.2.5.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.5.6.2.5.
5.6.2.5.4	Test description
5.6.2.5.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.6.2.5.4.1-1. Configure the test equipment and the DUT according to the parameters in Table 5.6.2.5.4.1-2. Test environment parameters are given in Table 5.6.2.5.4.1-3.
Table 5.6.2.5.4.1-1 EN-DC FR1-FR2 event triggered reporting tests in non-DRX supported test configurations
	Test Case ID
	Description of serving cell
	Description of target cell

	5.6.2.5-1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	5.6.2.5-2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	5.6.2.5-3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	5.6.2.5-4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	

	5.6.2.5-5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	5.6.2.5-6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: The target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table 5.6.2.5.4-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection in non-DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.

	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in TS 38.133 clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.3 FR2
	As specified in clause A.3

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	-120
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	5.2 for PC1; 3.5 for other PC
	5.2 for PC1; 3.5 for other PC
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 4.6.2.4.4-3: Test Environment test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table TBD and TS 38.508-1 [14] clause TBD 

	Channel bandwidth
	As specified by the test configuration selected from Table 5.6.2.5.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 5.6.2.5.4.3.
2.	Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 and Cell 3 are NR FR2 cells in different frequencies. Cell 2 is the PSCell and Cell 3 is the target cell. The power levels and settings for Cell 2 and Cell 3 are set according to Annex TBD
3.	If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
[bookmark: _Hlk52977945]4.	The AoA setup for Cell 3 for this test is Setup 1 as defined in clause A.9
5.6.2.5.4.2	Test procedure
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2. 
In test 1 measurement gap pattern configuration # 0 as defined in Table 5.6.2.5.4.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table 5.6.2.5.4.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 5.6.2.5.4.1-2.
3. The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.6.2.5.4.1-2.
6. UE shall transmit a MeasurementReport message triggered by Event A3 embedded in E-UTRA RRC message  ULInformationTransferMRDC. If the overall delay measured from the beginning of time period T2 is less than 5120 ms for UE supporting power class 1, or 3200 ms for UE supporting other power class for Test 1 and  Test 2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8.  Set Cell 3 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 4.6.2.1.4.1-2 as appropriate.
5.6.2.5.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:
Table 5.6.2.5.4.3-1: Common Exception messages for Additional EN-DC FR1-FR2 event triggered reporting tests without SSB time index detection in non-DRX test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ 
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with A4-threshold = -120
Table H.3.1-6 with Conditions gapFR2 and Pattern #13 for Test 2
Table H.3.4-4 with Condition gapUE Test 1
Table H.3.4-5 with Condition Pattern #0 for Test 1
Table H.3.1-7 with Condition INTER-FREQ
Table H.3.4-1
Table H.3.4-2
Table H.3.4-3




Table 5.6.2.5.4.3-2: MeasObjectNR-DEFAULT: EN-DC FR1-FR2 measurement object configuration
	Derivation Path: Table H.3.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	6 dB
	
	

	}
	
	
	



5.6.2.5.5	Test requirement
Table 5.6.2.5.5-1  defines the primary level settings including test tolerances for all tests.
Table 5.6.2.5.5-1: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection in non-DRX
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3,4,5,6
	NA
	Setup 1 as specified in clause A.9

	Assumption for UE beamsNote 7
	
	Config 1,2,3,4,5,6
	NA
	Rough

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	SMTC configuration defined in A.3.11.1
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	NA
	NA

	
Note2
	dBm/SCS Note4
	Config 1,2,4,5
	NA
	NA

	
	
	Config 3,6
	NA
	NA

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2,4,5
	NA
	NA
	-Infinity
	-87

	
	
	Config 3,6
	NA
	NA
	-Infinity
	-87

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	NA

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	NA

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	-
	-
	-Infinity
	-87

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class. 
In test 1 and 2 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%. In test 1 and 2 UE is not required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
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Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
5.6.2.6.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event in DRX within inter-frequency cell search requirements. 
5.6.2.6.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC FR2 and long DRX cycle.
5.6.2.6.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.5.6.2.6.
5.6.2.6.4	Test description
5.6.2.6.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.6.2.6.4.1-1. Configure the test equipment and the DUT according to the parameters in Table 5.6.2.6.4.1-2. Test environment parameters are given in Table 5.6.2.6.4.1-3.
Table 5.6.2.6.4.1-1: EN-DC FR1-FR2 event triggered reporting tests in DRX supported test configurations
	Test Case ID
	Description of serving cell
	Description of target cell

	5.6.2.6-1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	5.6.2.6-2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	5.6.2.6-3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	5.6.2.6-4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	

	5.6.2.6-5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	5.6.2.6-6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: The target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table 5.6.2.6.4-2: General test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.

	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in TS 38.133 clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.3 FR2
	As specified in clause A.3

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	-120
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	As specified in clause A.5

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.

	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 5.6.2.6.4-3: Test Environment test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table TBD and TS 38.508-1 [14] clause TBD 

	Channel bandwidth
	As specified by the test configuration selected from Table 4.6.2.3.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 4.6.2.3.4.3.
2.	Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 and Cell 3 are NR FR2 cells in different frequencies. Cell 2 is the PSCell and Cell 3 is the target cell. The power levels and settings for Cell 2 and Cell 3 are set according to Annex TBD
3.	If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
4. The AoA setup for Cell 3 for this test is Setup 1 as defined in clause A.9
5.6.2.6.4.2	Test procedure
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table 5.6.2.6.4-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table 5.6.2.6.4-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furthermore UE is allocated with PUSCH resource at every DRX cycle.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 5.6.2.6.4-2.
3. The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.6.2.6.4-2.
6. UE shall transmit a MeasurementReport message triggered by Event A3 embedded in E-UTRA RRC message ULInformationTransferMRDC. If the overall delay measured from the beginning of time period T2 is less than 7680 ms for UE supporting power class 1, or 4800 ms for UE supporting other power class  for Test 1 and Test 3 and 81920 ms for UE supporting power class 1, or 51200 ms  for UE supporting other power class for Test 2 and Test 4, then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8.  Set Cell 3 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 5.6.2.6.4-2 as appropriate.
5.6.2.6.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:
Table 5.6.2.6.4.3-1: Common Exception messages for Additional EN-DC FR1-FR2 event triggered reporting tests without SSB time index detection in DRX test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ 
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with A4-threshold = -120
Table H.3.1-6 with Conditions gapFR2 and Pattern #13 for Test 3 and Test 4
Table H.3.4-4 with Condition gapUE Test 1 and Test 2
Table H.3.4-5 with Condition Pattern #0 for Test 1 and Test 2
Table H.3.1-7 with Condition INTER-FREQ
Table H.3.7-1 with Condition DRX.1 for Test 1 and Test 3
Table H.3.7-1 with Condition DRX.2 for Test 2 and Test 4
Table H.3.4-1
Table H.3.4-2
Table H.3.4-3



Table 5.6.2.6.4.3-2: MeasObjectNR-DEFAULT: EN-DC FR1-FR2 measurement object configuration
	Derivation Path: Table H.3.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	6 dB
	
	

	}
	
	
	



5.6.2.6.5	Test requirement
Table 5.6.2.6.5-1  defines the primary level settings including test tolerances for all tests.
Table 5.6.2.6.5-1: Cell specific test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3,4,5,6
	NA
	Setup 1 as specified in clause A.9

	Assumption for UE beamsNote 7
	
	Config 1,2,3,4,5,6
	NA
	Rough

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1 
	OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	NA
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1,2,4,5
	NA
	-95.7

	
	
	Config 3,6
	NA
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2,4,5
	NA
	NA
	-Infinity
	-86.7

	
	
	Config 3,6
	NA
	NA
	-Infinity
	-86.7

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	9

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	9

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	-
	-
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
7680 for UE supporting power class 1, or
4800 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
81920 for UE supporting power class 1, or
51200 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with the confidence level of 95%.
In test 1, 2, 3 and 4 UE is not required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
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Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
5.6.2.7.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements with SSB time index detection. 
5.6.2.7.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC.
5.6.2.7.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.5.6.2.7.
5.6.2.7.4	Test description
5.6.2.7.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.6.2.7.4.1-1. Configure the test equipment and the DUT according to the parameters in Table 5.6.2.7.4.1-2. Test environment parameters are given in Table 5.6.2.7.4.1-3.
Table 5.6.2.7.4.1-1: EN-DC FR1-FR2 event triggered reporting tests in non-DRX with SSB time index detection supported test configurations
	Test Case ID
	Description of serving cell
	Description of target cell

	5.6.2.7-1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	5.6.2.7-2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	5.6.2.7-3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	5.6.2.7-4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	

	5.6.2.7-5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	5.6.2.7-6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: The target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table 5.6.2.7.4-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in TS 38.133 clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.3 FR2
	As specified in clause A.3

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	-120
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	OFF
	DRX is not used

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	7 for PC1; 4.5 for other PC
	7 for PC1; 4.5 for other PC
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 5.6.2.7.4-3: Test Environment test parameters for EN-DC inter-frequency event triggered reporting without SSB time index detection in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table TBD and TS 38.508-1 [14] clause TBD 

	Channel bandwidth
	As specified by the test configuration selected from Table 4.6.2.3.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 5.6.2.7.4.3.
2.	Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 and Cell 3 are NR FR2 cells in different frequencies. Cell 2 is the PSCell and Cell 3 is the target cell. The power levels and settings for Cell 2 and Cell 3 are set according to Annex TBD
3.	If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 2. Otherwise it is only required to pass test 1.
4. The AoA setup for Cell 3 for this test is Setup 1 as defined in clause A.9
5.6.2.7.4.2	Test procedure
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.
In test 1 measurement gap pattern configuration # 0 as defined in Table 5.6.2.7.4.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table 5.6.2.7.4.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 5.6.2.7.4-2 .
3. The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.6.2.7.4.1-2 .
6. UE shall transmit a MeasurementReport message triggered by Event A3 embedded in E-UTRA RRC message ULInformationTransferMRDC. If the overall delay measured from the beginning of time period T2 is less than 6720 ms for UE supporting power class 1, or 4160 ms for UE supporting other power class for Test 1 and Test 2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8.  Set Cell 3 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 5.6.2.7.41.-2 as appropriate.
5.6.2.7.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:
Table 5.6.2.7.4.3-1: Common Exception messages for Additional EN-DC FR1-FR2 event triggered reporting tests with SSB time index detection in non-DRX test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with conditions GAP NEEDED and INTER-FREQ 
Table H.3.1-3 with conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with condition SSB Index and A4-threshold = -120
Table H.3.1-6 with conditions gapFR2 and Pattern #13 for Test 2
Table H.3.4-4 with condition gapUE for Test 1
Table H.3.4-5 with condition Pattern #0 for Test 1
Table H.3.1-7 with condition SSB Index and INTER-FREQ
Table H.3.4-1
Table H.3.4-2
Table H.3.4-3
Table H.3.1-4 a4 threshold = TBD



Table 5.6.2.7.4.3-2: MeasObjectNR-DEFAULT: EN-DC FR1-FR2 measurement object configuration
	Derivation Path: Table H.3.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	6 dB
	
	

	}
	
	
	



5.6.2.7.5	Test requirement
Table 5.6.2.7.5-1 defines the primary level settings including test tolerances for all tests.
Table 5.6.2.7.5-1: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3,4,5,6
	NA
	Setup 1 as specified in clause A.9

	Assumption for UE beamsNote 7
	
	Config 1,2,3,4,5,6
	NA
	Rough

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	NA
	NA

	
Note2
	dBm/SCS Note4
	Config 1,2,4,5
	NA
	NA

	
	
	Config 3,6
	NA
	NA

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2,4,5
	NA
	NA
	-Infinity
	NA

	
	
	Config 3,6
	NA
	NA
	-Infinity
	NA

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	-87

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	TBD

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	-
	-
	-Infinity
	-87

	Propagation Condition
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 with per-UE gap and in test 2 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or
4160 for UE supporting other power class. 
In test 1 and 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
In test 1 and 2 UE is required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
[bookmark: _Toc21621584][bookmark: _Toc29297199][bookmark: _Toc36149400][bookmark: _Toc44092988][bookmark: _Toc44093537][bookmark: _Toc44094360][bookmark: _Toc44094639][bookmark: _Toc52296055][bookmark: _Toc59027767][bookmark: _Toc69328261]5.6.2.8	EN-DC FR1-FR2 event-triggered reporting in DRX with SSB time index detection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
5.6.2.8.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event in DRX within inter-frequency cell search requirements with SSB time index detection. 
5.6.2.8.2	Test applicability
This test applies to all types of E-UTRA UE release 15 and forward, supporting EN-DC FR2 and long DRX cycle.
5.6.2.8.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.5.6.2.8.5.6.2.8.4	Test description
5.6.2.8.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.6.2.8.4.1-1. Configure the test equipment and the DUT according to the parameters in Table 5.6.2.8.4.1-2. Test environment parameters are given in Table 5.6.2.8.4.1-3.
Table 5.6.2.8.4.1-1: EN-DC FR1-FR2 event triggered reporting tests in DRX with SSB time index detection supported test configurations
	Test Case ID
	Description of serving cell
	Description of target cell

	5.6.2.8-1
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	5.6.2.8-2
	LTE FDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	5.6.2.8-3
	LTE FDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	5.6.2.8-4
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	

	5.6.2.8-5
	LTE TDD, NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	5.6.2.8-6
	LTE TDD, NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: The target NR cell3 has the same SCS, BW and duplex mode as NR serving cell2



Table A.5.6.2.8.4.1-2: General test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection in DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	E-UTRA RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	One E-UTRAN TDD carrier frequencies is used.

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1, 2
	Two FR1 NR carrier frequencies is used.

	Active cell
	
	Config 1,2,3,4,5,6
	LTE Cell 1 (PCell) and NR cell 2 (PScell)
	LTE Cell 1 is on E-UTRA RF channel number 1.
NR Cell 2 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3,4,5,6
	NR cell 3
	NR cell 3 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3,4,5,6
	0
	13
	As specified in TS 38.133 clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2,3,4,5,6
	39
	39
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1,4
	SSB.1 FR1
	As specified in clause A.3

	
	
	Config 2,5
	SSB.1 FR1
	As specified in clause A.3

	
	
	Config 3,6
	SSB.2 FR1
	As specified in clause A.3

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3,4,5,6
	SSB.3 FR2
	As specified in clause A.3

	offsetMO
	dB
	Config 1,2,3,4,5,6
	6
	

	Hysteresis
	dB
	Config 1,2,3,4,5,6
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	-120
	

	CP length
	
	Config 1,2,3,4,5,6
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3,4,5,6
	0
	

	Filter coefficient
	
	Config 1,2,3,4,5,6
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3,4,5,6
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	As specified in clause A.5

	Time offset between PCell and PSCell
	
	Config 1,2,3,4,5,6
	3 s
	Synchronous EN-DC

	Time offset between serving and neighbour cells
	
	Config 1,4
	3ms
	Asynchronous cells.
The timing of Cell 3 is 3ms later than the timing of Cell 2.

	
	
	Config 2,3,5,6
	3s
	Synchronous cells.

	T1
	s
	Config 1,2,3,4,5,6
	5
	

	T2
	s
	Config 1,2,3,4,5,6
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 5.6.2.8.4-3: Test Environment test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection in DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table TBD and TS 38.508-1 [14] clause TBD 

	Channel bandwidth
	As specified by the test configuration selected from Table 4.6.2.3.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 5.6.2.8.4.3.
2.	Cell 1 is the E-UTRA serving cell (PCell) for the EN-DC setup. The power levels and settings for Cell 1 are set according to Annex A.6. Cell 2 and Cell 3 are NR FR2 cells in different frequencies. Cell 2 is the PSCell and Cell 3 is the target cell. The power levels and settings for Cell 2 and Cell 3 are set according to Annex TBD.
3.	If a UE supports per-FR gap and gap pattern configuration #4, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
4. The AoA setup for Cell 3 for this test is Setup 1 as defined in clause A.9
5.6.2.8.4.2	Test procedure
In this test, there are three cells: LTE cell 1 as PCell on E-UTRA RF channel 1, NR cell 2 as PSCell in FR1 on NR RF channel 1 and NR cell 3 as neighbour cell in FR2 on NR RF channel 2.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table 5.6.2.8.4.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table 5.6.2.8.4.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 5.6.2.8.4-2 .
3. The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 5.6.2.8.4.1-2 .
6. UE shall transmit a MeasurementReport message triggered by Event A3 embedded in E-UTRA RRC message  ULInformationTransferMRDC. If the overall delay measured from the beginning of time period T2 is less than 10080 ms for UE supporting power class 1, or 6240 ms for UE supporting other power class for Test 1 and Test 3 and 107520 ms for UE supporting power class 1, or 66560 ms for UE supporting other power class  for Test 2 and Test 4, then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8.  Set Cell 3 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity EN-DC, DC bearer MCG and SCG, Connected without release On  according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 5.6.2.8.4.1-2 as appropriate.
TBD5.6.2.8.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:
Table 5.6.2.8.4.3-1: Common Exception messages for Additional EN-DC FR1-FR2 event triggered reporting tests with SSB time index detection in DRX test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with conditions GAP NEEDED and INTER-FREQ 
Table H.3.1-3 with conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with condition SSB Index and A4-threshold = -120
Table H.3.1-6 with conditions gapFR2 and Pattern #13 for Test 3 and Test 4
Table H.3.4-4 with condition gapUE for Test 1 and Test 2
Table H.3.4-5 with condition Pattern #0 for Test 1 and Test 2
Table H.3.1-7 with condition SSB Index and INTER-FREQ
Table H.3.7-1 with condition DRX.1 for Test 1 and Test 3
Table H.3.7-1 with condition DRX.2 for Test 2 and Test 4
Table H.3.4-1
Table H.3.4-2
Table H.3.4-3



Table 5.6.2.5.8.3-2: MeasObjectNR-DEFAULT: EN-DC FR1-FR2 measurement object configuration
	Derivation Path: Table H.3.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	6 dB
	
	

	}
	
	
	



5.6.2.8.5	Test requirement
Table 5.6.2.8.5-1 defines the primary level settings including test tolerances for all tests.

Table 5.6.2.8.5-1: Cell specific test parameters for EN-DC inter-frequency event triggered reporting with SSB time index detection in DRX
	Parameter
	Unit
	Test configuration
	Cell 2
	Cell 3

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3,4,5,6
	NA
	Setup 1 as specified in clause A.9

	Assumption for UE beamsNote 7
	
	Config 1,2,3,4,5,6
	NA
	Rough

	NR RF Channel Number
	
	Config 1,2,3,4,5,6
	1
	2

	Duplex mode
	
	Config 1,4
	FDD
	TDD

	
	
	Config 2,3,5,6
	TDD
	TDD

	BWchannel
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1,4
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2,5
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3,6
	40: NRB,c = 106 
	100: NRB,c = 66

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3,4,5,6
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1,4
	SR.1.1 FDD 
	-

	
	
	Config 2,5
	SR.1.1 TDD
	

	
	
	Config 3,6
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1,4
	CR.1.1 FDD  
	-

	
	
	Config 2,5
	CR.1.1 TDD
	

	
	
	Config 3,6
	CR2.1 TDD
	

	TDD configuration
	
	Config 2,5
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3,6
	TDDConf.2.1
	TDDConf.3.1

	Initial DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.0.1
	NA

	Initial UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.0.1
	NA

	Dedicated DL BWP
	
	Config 1,2,3,4,5,6
	DLBWP.1.1
	NA

	Dedicated UL BWP
	
	Config 1,2,3,4,5,6
	ULBWP.1.1
	NA

	SMTC configuration defined in A.3.11.1
	
	Config 1,4
	SMTC.2
	SMTC.2

	
	
	Config 2,3,5,6
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2,4,5
	15
	120

	
	
	Config 3,6
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3,4,5,6
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	NA
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1,2,4,5
	NA
	-95.7

	
	
	Config 3,6
	NA
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2,4,5
	NA
	NA
	-Infinity
	-86.7

	
	
	Config 3,6
	NA
	NA
	-Infinity
	-86.7

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	9

	

	dB
	Config 1,2,3,4,5,6
	NA
	NA
	-Infinity
	9

	IoNote3
	dBm/9.36MHz
	Config 1,2,4,5
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3,6
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3,4,5,6
	-
	-
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2,3,4,5,6
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 with per-UE gap and in test 3 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
10080 for UE supporting power class 1, or
6240 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 with per-FR gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
107520 for UE supporting power class 1, or
66560 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
In test 1, 2, 3 and 4 UE is required to report SSB time index.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
< Unchanged sections omitted >
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Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- Message contents are not complete.
- TT analysis is missing.
- Test procedure is FFS
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- Normal conditions
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
- The test is incomplete for extreme conditions
5.7.1.1.1	Test purpose
The purpose of this test is to verify that the intra-frequency SS-RSRP measurement accuracy for NR FR2 is within the specified limits for all bands.
5.7.1.1.2	Test applicability
This test applies to all types of NR UE supporting E-UTRA and EN-DC from Release 15 onwards.
5.7.1.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.7.1.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.5.7.1.1.
5.7.1.1.4	Test description
Three cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell, Cell 2 is the NR FR2 PSCell and Cell 3 is the NR FR2 neighbour cell on the same frequency as the PSCell.
5.7.1.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.7.1.1.4.1-1.
Table 5.7.1.1.4.1-1: Supported test configurations
	Configuration
	Description

	5.7.1.1-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, FDD duplex mode, LTE FDD

	5.7.1.1-2
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode, LTE FDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 5.7.1.1.4.1-2.
Table 5.7.1.1.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.3-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the selected test configuration.

	Propagation conditions
	AWGN
	As specified in Annex C.2.1

	Connection Diagram
	FFS
	As specified in TS 38.508-1 [14] Annex A.

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 5.7.1.1.4.1-3.
2.	Message contents are defined in clause 5.7.1.1.4.3.
3.	There are two carriers and three cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier, Cell 2 is the NR PSCell on the NR FR2 carrier and Cell 3 is the neighbour cell on the same NR FR2 carrier. Cell 3 is the target for the SS-RSRP measurements. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] Annex C.1.0 and C.1.1.
5.7.1.1.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 5.7.1.1.5-1 as appropriate.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	FFS
5.7.1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 5.7.1.1.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	TBD

	Default RRC messages and information elements contents exceptions
	TBD



5.7.1.1.5	Test requirement
FFS
< Unchanged sections omitted >
[bookmark: _Toc44093009][bookmark: _Toc44093558][bookmark: _Toc44094381][bookmark: _Toc44094660][bookmark: _Toc52296076][bookmark: _Toc59027788][bookmark: _Toc69328282]5.7.2.1	EN-DC FR2 SS-RSRQ measurement accuracy
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- Message contents are not complete.
- TT analysis is missing.
- Test procedure is FFS
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- Normal conditions
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
- The test is incomplete for extreme conditions
5.7.2.1.1	Test purpose
The purpose of this test is to verify that the intra-frequency SS-RSRQ measurement accuracy for NR FR2 is within the specified limits for all bands.
5.7.2.1.2	Test applicability
This test applies to all types of NR UE supporting E-UTRA and EN-DC from Release 15 onwards.
5.7.2.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.7.2.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.5.7.2.1.
5.7.2.1.4	Test description
Three cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell, Cell 2 is the NR FR2 PSCell and Cell 3 is the NR FR2 neighbour cell on the same frequency as the PSCell.
5.7.2.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.7.2.1.4.1-1.
Table 5.7.2.1.4.1-1: Supported test configurations
	Configuration
	Description

	5.7.2.1-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, FDD duplex mode, LTE FDD

	5.7.2.1-2
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode, LTE FDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 5.7.2.1.4.1-2.
Table 5.7.2.1.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.3-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the selected test configuration.

	Propagation conditions
	AWGN
	As specified in Annex C.2.1

	Connection Diagram
	FFS
	As specified in TS 38.508-1 [14] Annex A.

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 5.7.2.1.4.1-3.
2.	Message contents are defined in clause 5.7.2.1.4.3.
3.	There are two carriers and three cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier, Cell 2 is the NR PSCell on the NR FR2 carrier and Cell 3 is the neighbour cell on the same NR FR2 carrier. Cell 3 is the target for the SS-RSRQ measurements. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] Annex C.1.0 and C.1.1.
5.7.2.1.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 5.7.2.1.5-1 as appropriate.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	FFS
5.7.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 5.7.2.1.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	TBD

	Default RRC messages and information elements contents exceptions
	TBD



5.7.2.1.5	Test requirement
FFS
< Unchanged sections omitted >
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Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- Message contents are not complete.
- TT analysis is missing.
- Test procedure is FFS
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- Normal conditions
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
- The test is incomplete for extreme conditions
5.7.3.1.1	Test purpose
The purpose of this test is to verify that the intra-frequency SS-SINR measurement accuracy for NR FR2 is within the specified limits for all bands.
5.7.3.1.2	Test applicability
This test applies to all types of NR UE supporting E-UTRA and EN-DC from Release 15 onwards, which support ss-SINR-Meas.
5.7.3.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 5.7.3.0.1.
The normative reference for this requirement is TS 38.133 [6] clause A.5.7.3.1.
5.7.3.1.4	Test description
Three cells are configured in this test: E-UTRA Cell 1 is the E-UTRAN PCell, Cell 2 is the NR FR2 PSCell and Cell 3 is the NR FR2 neighbour cell on the same frequency as the PSCell.
5.7.3.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 5.7.3.1.4.1-1.
Table 5.7.3.1.4.1-1: Supported test configurations
	Configuration
	Description

	5.7.3.1-1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, FDD duplex mode, LTE FDD

	5.7.3.1-2
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode, LTE FDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Configure the test equipment and the DUT according to the parameters in Table 5.7.3.1.4.1-2.
Table 5.7.3.1.4.1-2: Initial conditions
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 36.508 [25] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.3-1 and TS 38.508-1 [14] clause 4.3.1.

	Channel bandwidth
	As specified by the selected test configuration.

	Propagation conditions
	AWGN
	As specified in Annex C.2.1

	Connection Diagram
	FFS
	As specified in TS 38.508-1 [14] Annex A.

	Exceptions to connection diagram
	N/A
	



1.	The general test parameter settings are set up according to Table 5.7.3.1.4.1-3.
2.	Message contents are defined in clause 5.7.3.1.4.3.
3.	There are two carriers and three cells specified in the test, where E-UTRA Cell 1 is the E-UTRA PCell on the E-UTRA carrier, Cell 2 is the NR PSCell on the NR FR2 carrier and Cell 3 is the neighbour cell on the same NR FR2 carrier. Cell 3 is the target for the SS-SINR measurements. E-UTRA Cell 1 is configured according to TS 36.521-3 [26] Annex C.1.0 and C.1.1.
5.7.3.1.4.2	Test procedure
1.	Ensure the UE is in State 3A-RF according to TS 36.508 [25] clause 7.2A.3.
2.	Set the parameters according to Table 5.7.3.1.5-1 as appropriate.
3.	The SS shall transmit an RRCConnectionReconfiguration message on Cell 1.
4.	The UE shall transmit an RRCConnectionReconfigurationComplete message.
5.	FFS
5.7.3.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions:
Table 5.7.3.1.4.3-1: Common Exception messages
	Default Message Contents

	Common contents of system information blocks exceptions
	TBD

	Default RRC messages and information elements contents exceptions
	TBD



5.7.3.1.5	Test requirement
FFS.
< Unchanged sections omitted >
7.6.2	Inter-frequency measurements
7.6.2.0	Minimum conformance requirements for Inter-frequency measurements
Same as clause 5.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause 9.3.2, 9.3.4, 9.3.5, 9.3.6.3.
7.6.2.1	NR SA FR2-FR2 event-triggered reporting in non-DRX
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	AoA Setup 3 in Annex A.9 contains square brackets
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
7.6.2.1.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
7.6.2.1.2	Test applicability
This test applies to all types of NR UE from Release 15 onwards.
7.6.2.1.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.7.6.2.1.
7.6.2.1.4	Test description
7.6.2.1.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.6.2.1.4.1-1.
Table 7.6.2.1.4.1-1: NR FR2-FR2 event triggered reporting tests in non-DRX supported test configurations
	Test Case ID
	Description

	7.6.2.1-1
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1:	Void



Table 7.6.2.1.4.1-1: General test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	NR RF Channel Number
	
	Config 1
	1, 2
	Two FR1 NR carrier frequencies is used.

	Active cell
	
	Config 1
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1
	39
	

	SMTC-SSB parameters
	
	Config 1
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1
	-30
	

	Hysteresis
	dB
	Config 1
	0
	

	CP length
	
	Config 1
	Normal
	

	TimeToTrigger
	s
	Config 1
	0
	

	Filter coefficient
	
	Config 1
	0
	L3 filtering is not used

	DRX
	
	Config 1
	OFF
	DRX is not used

	Time offset between serving and neighbour cells
	
	Config 1
	3s
	Synchronous cells.

	T1
	s
	Config 1
	5
	

	T2
	s
	Config 1
	5.2 for PC1; 3.5 for other PC
	



Table 7.6.2.1.4-3: Test Environment parameters for SA inter-frequency event triggered reporting without SSB time index detection in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.6.2.1.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 7.6.2.1.4.3.
2.	There are two NR cells on two carriers specified in the test. Cell 1 is the cell used for connection setup and Cell 2 is a target cell on a different carrier than Cell 1. The power levels and settings for Cell 2 are set according to Annex C.1.2.
3. The AoA setup for this test is Setup 3 as defined in clause A.9
7.6.2.1.4.2	Test procedure
In this test, there are two cells: NR cell 1 as PCell in FR2 on NR RF channel 1 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.
In test 1 measurement gap pattern configuration # 0 as defined in Table 7.6.2.1.4.1-2 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table 7.6.2.1.4.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 7.6.2.1.4.1-2. The TE shall ensure that the NR FR2 cells are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] and relative angular offset between active probes are according to Table A.9.3-1. T1 starts.
3. The SS shall transmit an RRCReconfiguration message.
4. The UE shall transmit RRCReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.2.1.4.1-2. T2 starts.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 5122 ms for UE supporting power class 1, or 3202 ms for UE supporting other power class for Test 1 and Test 2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
[bookmark: _Hlk54621467]8. Set Cell 2 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. TE shall change the active probes in such way that relative angular offset between active probes differs in the following iteration.
10. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
11. Repeat step 2-10 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
12. Repeat step 1-11 for each sub-test in Table 7.6.2.1.4.1-2 as appropriate.
7.6.2.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions:
Table 7.6.2.1.4.3-1: Common Exception messages SA inter frequency event triggered reporting without SSB time index detection in non-DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with A3-offset = -30dB
Table H.3.1-5
Table H.3.1-6 with Conditions gapUE and Pattern #13
Table H.3.1-7 with Condition INTER-FREQ



7.6.2.1.5	Test requirement
Table 7.6.2.1.5-1 defines the primary level settings including test tolerances for all tests.
Table 7.6.2.1.5-1: Cell specific test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1
	Setup 3 as specified in clause A.9

	
	
	
	AoA1
	AoA2

	Assumption for UE beamsNote 7
	
	Config 1,2
	Rough
	Rough

	NR RF Channel Number
	
	Config 1
	1
	2

	Duplex mode
	
	Config 1
	TDD
	TDD

	TDD configuration
	
	Config 1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1
	DLBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1
	
OP.1 
	
OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.3.1 TDD

	-

	CORESET Reference Channel
	
	Config 1
	CR.3.1 TDD

	-

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1
	120
	120

	TRS configuration
	
	Config 1
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state TCI configuration
	
	Config 1
	CSI-RS.Config.0TCI.State.2
	N/A

	EPRE ratio of PSS to SSS
	
	Config 1
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1
	-87
	-87
	-Infinity
	-87

	SSB-RP Note 3
	dBm/SCS Note5
	Config 1
	-87
	-87
	-Infinity
	-87

	
BBNote 8
	dB
	Config 1
	1.89
	1.89
	-Infinity
	1.89

	IoNote3
	dBm/95.04 MHz Note5
	Config 1
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SSB-RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 [6] Annex B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [3], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [3] Table 6.2.1.3-4.



The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class. 
The UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
TTI insertion uncertainty = TTIDCCH = 1 ms; 2xTTIDCCH = 2 ms
The overall delays measured shall be less than a total of 5122 ms in this test for power class UE and 3202 ms for other power classes.
7.6.2.2	NR SA FR2-FR2 event-triggered reporting in DRX
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
7.6.2.2.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements.
7.6.2.2.2	Test applicability
This test applies to all types of NR UE Release 15 and forward supporting 5GS NR SA FR2 and long DRX cycle.
7.6.2.2.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.7.6.2.2.
7.6.2.2.4	Test description
7.6.2.2.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.6.2.2.4.1-1.
Table 7.6.2.2.4.1-1: NR FR2-FR2 event triggered reporting tests in DRX supported test configurations
	Test Case ID
	Description

	7.6.2.2-1
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: Void



Table 7.6.2.2.4.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection in DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	NR RF Channel Number
	
	Config 1
	1, 2
	Two FR1 NR carrier frequencies is used.


	Active cell
	
	Config 1
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1
	13
	As specified in clause 9.1.2-1.


	Measurement gap offset
	
	Config 1
	39
	

	SMTC-SSB parameters
	
	Config 1
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1
	-6
	

	Hysteresis
	dB
	Config 1
	0
	

	CP length
	
	Config 1
	Normal
	

	TimeToTrigger
	s
	Config 1
	0
	

	Filter coefficient
	
	Config 1
	0
	L3 filtering is not used

	DRX
	
	Config 1
	DRX.1
	DRX.2
	As specified in clause A.3.3

	Time offset between serving and neighbour cells
	
	Config 1
	3s
	Synchronous cells.

	T1
	s
	Config 1
	5
	

	T2
	s
	Config 1
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	



Table 7.6.2.2.4-3: Test Environment parameters for SA inter-frequency event triggered reporting without SSB time index detection in DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.6.2.2.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 7.6.2.2.4.3.
2.	There are two NR cells on two carriers specified in the test. Cell 1 is the cell used for connection setup and Cell 2 is a target cell on a different carrier than Cell 1. The power levels and settings for Cell 2 are set according to Annex C.1.2.
3. The AoA setup for this test is Setup 1 as defined in clause A.9
7.6.2.2.4.2	Test procedure
In this test, there are two cells: NR cell 1 as PCell in FR2 on NR RF channel 1 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table 7.6.2.2.4.1-2 is provided for UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table 7.6.2.2.4.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furthermore UE is allocated with PUSCH resource at every DRX cycle.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 7.6.2.2.4.1-2. T1 starts.
3. The SS shall transmit an RRCReconfiguration message.
4. The UE shall transmit RRCReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.2.2.4.1-2.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 7680 ms for UE supporting power class 1, or 4800 ms for UE supporting other power class for Test 1 and Test 3 and 81920 ms for UE supporting power class 1, or 51200 ms for UE supporting other power class for Test 2 and Test 4 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 7.6.2.2.4.1-2 as appropriate.
7.6.2.2.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions:
Table 7.6.2.2.4.3-1: Common Exception messages SA inter frequency event triggered reporting without SSB time index detection in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ 
Table H.3.1-3 with Conditions INTER-FREQ MO and and Synchronous cells
Table H.3.1-4 with A3-offset = -6dB
Table H.3.1-5
Table H.3.1-6 with Conditions gapUE and Pattern #13
Table H.3.1-7 with Condition INTER-FREQ
Table H.3.7-1 with Condition DRX.1 for Test 1 and DRX.2 for Test 2



7.6.2.2.5	Test requirement
Table 7.6.2.2.5-1 defines the primary level settings including test tolerances for all tests.
Table A.7.6.2.2.1-3: Cell specific test parameters for CA inter-frequency event triggered reporting without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1
	Setup 1 as specified in clause A.9

	Beam AssumptionNote 7
	
	Config 1
	Rough

	NR RF Channel Number
	
	Config 1
	1
	2

	TDD configuration
	
	Config 1
	TDDConf.3.1
	TDDConf.3.1

	Duplex mode
	
	Config 1
	TDD
	TDD

	BWchannel
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1
	DLBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.3.1 TDD
	-

	CORESET Reference Channel
	
	Config 1
	CR.3.1 TDD
	-

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	-104.7
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1
	-95.7
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1
	-89.7
	-89.7
	-Infinity
	-86.7

	

	dB
	Config 1
	6
	6
	-Infinity
	9

	

	dB
	Config 1
	6
	6
	-Infinity
	9

	IoNote3
	dBm/95.04 MHz Note5
	Config 1
	-59.7
	-59.7
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
7680 for UE supporting power class 1, or
4800 for UE supporting other power class. 
In test 2 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
81920 for UE supporting power class 1, or
51200 for UE supporting other power class. 
In test 1 and 2 UE is not required to report SSB time index. 
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
7.6.2.3	NR SA FR2-FR2 event-triggered reporting in non-DRX with SSB time index detection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	AoA Setup 3 in Annex A.9 contains square brackets
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
7.6.2.3.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
7.6.2.3.2	Test applicability
This test applies to all types of NR UE from Release 15 onwards.
7.6.2.3.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.7.6.2.3.
7.6.2.3.4	Test description
7.6.2.3.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.6.2.3.4.1-1.
Table 7.6.2.3.4.1-1: NR FR2-FR2 event triggered reporting tests in non-DRX with SSB time index detection supported test configurations
	Test Case ID
	Description

	7.6.2.3-1
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1:	Void



Table 7.6.2.3.4.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	NR RF Channel Number
	
	Config 1
	1, 2
	Two FR1 NR carrier frequencies is used.

	Active cell
	
	Config 1
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1
	39
	

	SMTC-SSB parameters
	
	Config 1
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1
	-30
	

	Hysteresis
	dB
	Config 1
	0
	

	CP length
	
	Config 1
	Normal
	

	TimeToTrigger
	s
	Config 1
	0
	

	Filter coefficient
	
	Config 1
	0
	L3 filtering is not used

	DRX
	
	Config 1
	OFF
	DRX is not used

	Time offset between serving and neighbour cells
	
	Config 1
	3s
	Synchronous cells.


	T1
	s
	Config 1
	5
	

	T2
	s
	Config 1
	7 for PC1; 4.5 for other PC
	



Table 7.6.2.3.4-3: Test Environment parameters for SA inter-frequency event triggered reporting with SSB time index detection in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.6.2.3.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 7.6.2.3.4.3.
2.	There are two NR cells on two carriers specified in the test. Cell 1 is the cell used for connection setup and Cell 2 is a target cell on a different carrier than Cell 1. The power levels and settings for Cell 2 are set according to Annex C.1.2.
3. The AoA setup for this test is Setup 3 as defined in clause A.9
7.6.2.3.4.2	Test procedure
In this test, there are two cells: NR cell 1 as PCell in FR2 on NR RF channel 1 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.
In test 1 measurement gap pattern configuration # 0 as defined in Table 7.6.2.3.4.1-2 is provided for UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table 7.6.2.3.4.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 7.6.2.3.4.1-2. The TE shall ensure that the NR FR2 cells are from the set of directions corresponding to the EIS spherical coverage percentile of the DUT as defined in clause 7.3.4 of TS 38.101-2 [3] and relative angular offset between active probes are according to Table A.9.3-1. T1 starts.
3. The SS shall transmit an RRCReconfiguration message.
4. The UE shall transmit RRCReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.2.3.4.1-2. T2 starts.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 6722 ms for UE supporting power class 1, or 4162 ms for UE supporting other power class for Test 1 and Test 2, then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. TE shall change the active probes in such way that relative angular offset between active probes differs in the following iteration.10. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
11. Repeat step 2-10 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
12. Repeat step 1-11 for each sub-test in Table 7.6.2.3.4.1-2 as appropriate.
7.6.2.3.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions: 
Table 7.6.2.3.4.3-1: Common Exception messages SA inter frequency event triggered reporting with SSB time index detection in non-DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ 
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with Condition SSB Index and A3-offset = -30dB
Table H.3.1-5
Table H.3.1-6 with Conditions gapUE and Pattern #13
Table H.3.1-7 with Condition INTER-FREQ




7.6.2.3.5	Test requirement
Table 7.6.2.3.5-1 defines the primary level settings including test tolerances for all tests.
Table 7.6.2.3.5-1: Cell specific test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1
	Setup 3 as specified in clause A.9

	
	
	
	AoA1
	AoA2

	Beam AssumptionNote 7
	
	Config 1
	Rough
	Rough

	NR RF Channel Number
	
	Config 1
	1
	2

	Duplex mode
	
	Config 1
	TDD
	TDD

	TDD configuration
	
	Config 1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1
	DLBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1
	OP.1 
	OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.3.1 TDD
	-

	CORESET Reference Channel
	
	Config 1
	CR.3.1 TDD
	-

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1
	120
	120

	TRS configuration
	
	Config 1
	TRS.2.1 TDD
	N/A

	PDSCH/PDCCH TCI state TCI configuration
	
	Config 1
	CSI-RS.Config.0TCI.State.2
	N/A

	EPRE ratio of PSS to SSS
	
	Config 1
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	Ês
	dBm/SCS
	Config 1
	-87
	-87
	-Infinity
	-87

	SSB-RP Note 3
	dBm/SCS Note5
	Config 1
	-87
	-87
	-Infinity
	-87

	
BBNote 8
	dB
	Config 1
	1.89
	1.89
	-Infinity
	1.89

	IoNote3
	dBm/95.04 MHz Note5
	Config 1
	-58.01
	-58.01
	-Infinity
	-58.01

	Propagation Condition 
	
	Config 1
	AWGN
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Void
Note 3:	SSB-RP, Es/Iot and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	Void
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 [6] Annex B.2.1.3, and does not limit UE implementation or test system implementation
Note 8:	Calculation of Es/IotBB includes the effect of UE internal noise up to the value assumed for the associated Refsens requirement in clause 7.3.2 of TS 38.101-2 [3], and an allowance of 1dB for UE multi-band relaxation factor ΔMBS from TS 38.101-2 [3] Table 6.2.1.3-4.



The UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or 
4160 for UE supporting other power class. 
The UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
TTI insertion uncertainty = TTIDCCH = 1 ms; 2xTTIDCCH = 2 ms
The overall delays measured shall be less than a total of 6722 ms in this test for power class UE and 4162 ms for other power classes.
7.6.2.4	NR SA FR2-FR2 event-triggered reporting in DRX with SSB time index detection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-		The Test tolerances and Test system uncertainties applicable to this test are undefined.
7.6.2.4.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
7.6.2.4.2	Test applicability
This test applies to all types of NR UE Release 15 and forward supporting 5GS NR SA FR2 and long DRX cycle.
7.6.2.4.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.7.6.2.4.
7.6.2.4.4	Test description
7.6.2.4.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.6.2.4.4.1-1.
Table 7.6.2.4.4.1-1: NR FR2-FR2 event triggered reporting tests in DRX with SSB time index detection supported test configurations
	Test Case ID
	Description

	7.6.2.4-1
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	Note 1: Void



Table 7.6.2.4.4.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection in DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	NR RF Channel Number
	
	Config 1
	1, 2
	Two FR1 NR carrier frequencies is used.

	Active cell
	
	Config 1
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1
	13
	As specified in clause 9.1.2-1.

	Measurement gap offset
	
	Config 1
	39
	

	SMTC-SSB parameters
	
	Config 1
	SSB.3 FR2
	As specified in clause A.3.10.2

	A3-Offset
	dB
	Config 1
	-6
	

	Hysteresis
	dB
	Config 1
	0
	

	CP length
	
	Config 1
	Normal
	

	TimeToTrigger
	s
	Config 1
	0
	

	Filter coefficient
	
	Config 1
	0
	L3 filtering is not used

	DRX
	
	Config 1
	DRX.1
	DRX.2
	As specified in clause A.3.3

	Time offset between serving and neighbour cells
	
	Config 1
	3s
	Synchronous cells.

	T1
	s
	Config 1
	5
	

	T2
	s
	Config 1
	11 for PC1; 6.5 for other PC
	108 for PC1; 67 for other PC
	



Table 7.6.2.4.4-3: Test Environment parameters for SA inter-frequency event triggered reporting with SSB time index detection in DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.6.2.4.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 7.6.2.4.4.3.
2.	There are two NR cells on two carriers specified in the test. Cell 1 is the cell used for connection setup and Cell 2 is a target cell on a different carrier than Cell 1. The power levels and settings for Cell 2 are set according to Annex C.1.2.
3. The AoA setup for this test is Setup 1 as defined in clause A.9
7.6.2.4.4.2	Test procedure
In this test, there are two cells: NR cell 1 as PCell in FR2 on NR RF channel 1 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table 7.6.2.4.4.1-2 is provided for UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table 7.6.2.4.4.1-2 is provided for UE that supports per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 2.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furthermore UE is allocated with PUSCH resource at every DRX cycle.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 7.6.2.4.4.1-2. T1 starts.
3. The SS shall transmit an RRCReconfiguration message.
4. The UE shall transmit RRCReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.2.4.4.1-2.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 10080 ms for UE supporting power class 1, or 6240 ms for UE supporting other power class for Test 1 and Test 3 and 107520 ms for UE supporting power class 1, or 66560 ms for UE supporting other power class for Test 2 and Test 4, then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 7.6.2.4.4.1-2 as appropriate.
7.6.2.4.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 with the following exceptions:
Table 7.6.2.4.4.3-1: Common Exception messages SA inter frequency event triggered reporting with SSB time index detection in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ 
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with Condition SSB Index and A3-offset = -6dB
Table H.3.1-5
Table H.3.1-6 with Conditions gapUE and Pattern #13
Table H.3.1-7 with Condition INTER-FREQ
Table H.3.7-1 with Condition DRX.1 for Test 1 and DRX.2 for Test 2




7.6.2.4.5	Test requirement
Table 7.6.2.4.5-1 defines the primary level settings including test tolerances for all tests.
Table 7.6.2.4.5-1: Cell specific test parameters for CA inter-frequency event triggered reporting with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1
	Setup 1 as specified in clause A.9

	Beam AssumptionNote 7
	
	Config 1
	Rough

	NR RF Channel Number
	
	Config 1
	1
	2

	Duplex mode
	
	Config 1
	TDD
	TDD

	TDD configuration
	
	Config 1
	TDDConf.3.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1
	100: NRB,c = 66
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1
	DLBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1
	OP.1 
	OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.3.1 TDD
	-

	CORESET Reference Channel
	
	Config 1
	CR.3.1 TDD
	-

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1
	120
	120

	EPRE ratio of PSS to SSS
	
	Config 1
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	M 
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1
	-95.7
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1
	-89.7
	-89.7
	-Infinity
	-86.7

	

	dB
	Config 1
	6
	6
	-Infinity
	9

	

	dB
	Config 1
	6
	6
	-Infinity
	9

	IoNote3
	dBm/95.04 MHz Note5
	Config 1
	-59.7
	-59.7
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
10080 for UE supporting power class 1, or
6240 for UE supporting other power class. 
In test 2 , the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
107520 for UE supporting power class 1, or
66560 for UE supporting other power class. 
In test 1 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
7.6.2.5	NR SA FR1-FR2 event-triggered reporting in non-DRX
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
7.6.2.5.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements.
7.6.2.5.2	Test applicability
This test applies to all types of NR UE from Release 15 onwards.
7.6.2.5.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.7.6.2.5.
7.6.2.5.4	Test description
7.6.2.5.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.6.2.5.4.1-1.
Table 7.6.2.5.4.1-1: SA FR1-FR2 event triggered reporting tests in non-DRX supported test configurations
	Test Case ID
	Description of serving cell
	Description of target cell

	7.6.2.5-1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	7.6.2.5-2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	7.6.2.5-3
	NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table 7.6.2.5.4.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	NR RF Channel Number
	
	Config 1,2,3
	1, 2
	Two NR carrier frequencies is used.

	Active cell
	
	Config 1,2,3
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1

	Neighbour cell
	
	Config 1,2,3
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3
	0
	Gap not configured
	As specified in TS 38.133 [6]clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2,3
	39
	N/A
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1
	SSB.1 FR1
	As specified in clause A.3.1

	
	
	Config 2
	SSB.1 FR1
	As specified in clause A.3.1

	
	
	Config 3
	SSB.2 FR1
	As specified in clause A.3.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3
	SSB.3 FR2
	As specified in clause A.3.2

	offsetMO
	dB
	Config 1,2,3
	6
	

	Hysteresis
	dB
	Config 1,2,3
	0
	

	a4-Threshold
	dBm
	Config 1,2,3
	-120
	

	CP length
	
	Config 1,2,3
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3
	0
	

	Filter coefficient
	
	Config 1,2,3
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3
	OFF
	DRX is not used

	Time offset between serving and neighbour cells
	
	Config 1
	3ms
	Asynchronous cells.
The timing of Cell 2 is 3ms later than the timing of Cell 1.

	
	
	Config 2,3
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3
	5
	

	T2
	s
	Config 1,2,3
	5.2 for PC1; 3.5 for other PC
	3 for PC1; 2 for other PC
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 7.6.2.5.4-3: Test Environment parameters for SA inter-frequency event triggered reporting with SSB time index detection in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.6.2.5.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 7.6.2.5.4.3.
2.	There are two NR cells on two carriers specified in the test. Cell 1 is the cell used for connection setup and Cell 2 is a target cell on a different carrier than Cell 1. The power levels and settings for Cell 2 are set according to Annex C.1.2.
3.	If a UE supports per-FR gap it is only required to pass test 2. Otherwise it is only required to pass test 1.
4. The AoA setup for this test is Setup 1 as defined in clause A.9
7.6.2.5.4.2	Test procedure
In this test, there are two cells: NR cell 1 as PCell in FR1 on NR RF channel 2 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.
In test 1 measurement gap pattern configuration # 0 as defined in Table 7.6.2.5.4.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table 7.6.2.5.4.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 7.6.2.5.4.1-2. T1 starts.
3. The SS shall transmit an RRCReconfiguration message.
4. The UE shall transmit RRCReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.2.5.4.1-2.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 5120 ms for UE supporting power class 1, or 3200 ms for UE supporting other power class for Test 1 and Test 2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 7.6.2.5.4.1-2 as appropriate.
7.6.2.5.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:
Table 7.6.2.5.4.3-1: Common Exception messages SA inter frequency event triggered reporting without SSB time index detection in non-DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ for Test 1
Table H.3.1-2 with Condition INTER-FREQ for Test 2
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with A4-threshold= -120dB
Table H.3.1-5
Table H.3.1-6 with Conditions gapUE and Pattern #0 for Test 1
Table H.3.1-7 with Condition INTER-FREQ




Table 7.6.2.5.4.3-2: MeasObjectNR-DEFAULT: SA FR1-FR2 measurement object configuration
	Derivation Path: Table H.3.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	dB6
	
	

	}
	
	
	



7.6.2.5.5	Test requirement
Table 7.6.2.5.5-1 defines the primary level settings including test tolerances for all tests.
Table 7.6.2.5.5-1: Cell specific test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3
	N/A
	Setup 1 as specified in clause A.9

	Beam AssumptionNote 7
	
	Config 1,2,3
	N/A
	Rough

	NR RF Channel Number
	
	Config 1,2,3
	1
	2

	Duplex mode
	
	Config 1
	FDD
	TDD

	
	
	Config 2,3
	TDD
	TDD

	TDD configuration
	
	Config 1
	Not Applicable
	TDDConf.3.1

	
	
	Config 2
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3
	TDDConf.2.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1,2,3
	DLBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3
	OP.1
	OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.1.1 FDD 
	-

	
	
	Config 2
	SR.1.1 TDD
	

	
	
	Config 3
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1
	CR.1.1 FDD
	-

	
	
	Config 2
	CR.1.1 TDD
	

	
	
	Config 3
	CR2.1 TDD
	

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.2
	SMTC.2

	
	
	Config 2,3
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	15
	120

	
	
	Config 3
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	NA
	TBD

	
Note2
	dBm/SCS Note4
	Config 1,2
	NA
	NA

	
	
	Config 3
	NA
	NA

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	NA
	NA
	-Infinity
	-87

	
	
	Config 3
	NA
	NA
	-Infinity
	-87

	

	dB
	Config 1,2,3
	NA
	NA
	-Infinity
	NA

	

	dB
	Config 1,2,3
	NA
	NA
	-Infinity
	NA

	IoNote3
	dBm/9.36MHz
	Config 1,2
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3
	-
	-
	-Infinity
	-87

	Propagation Condition 
	
	Config 1,2,3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 with per-UE gap the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
5120 for UE supporting power class 1, or
3200 for UE supporting other power class.
In test 2, without the gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
2560 for UE supporting power class 1, or
1600 for UE supporting other power class.
In test 1 and 2 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
7.6.2.6	NR SA FR1-FR2 event-triggered reporting in DRX
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
7.6.2.6.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
7.6.2.6.2	Test applicability
This test applies to all types of NR UE Release 15 and forward supporting 5GS NR SA FR2 and long DRX cycle.
7.6.2.6.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.7.6.2.6.
7.6.2.6.4	Test description
7.6.2.6.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.6.2.6.4.1-1.
Table 7.6.2.6.4.1-1: SA FR1-FR2 event triggered reporting tests in DRX supported test configurations
	Test Case ID
	Description of serving cell
	Description of target cell

	7.6.2.6-1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	7.6.2.6-2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	7.6.2.6-3
	NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table 7.6.2.6.4.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection in DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	NR RF Channel Number
	
	Config 1,2,3
	1, 2
	Two NR carrier frequencies is used.


	Active cell
	
	Config 1,2,3
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3
	0
	Gap not configured
	As specified in TS 38.133 [6] clause 9.1.2-1.


	Measurement gap offset
	
	Config 1,2,3
	39
	N/A
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1
	SSB.1 FR1
	As specified in clause A.3.1

	
	
	Config 2
	SSB.1 FR1
	As specified in clause A.3.1

	
	
	Config 3
	SSB.2 FR1
	As specified in clause A.3.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3
	SSB.3 FR2
	As specified in clause A.3.2

	offsetMO
	dB
	Config 1,2,3
	6
	

	Hysteresis
	dB
	Config 1,2,3
	0
	

	a4-Threshold
	dBm
	Config 1,2,3
	-120
	

	CP length
	
	Config 1,2,3
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3
	0
	

	Filter coefficient
	
	Config 1,2,3
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	DRX is used

	Time offset between serving and neighbour cells
	
	Config 1
	3ms
	Asynchronous cells.
The timing of Cell 2 is 3ms later than the timing of Cell 1.

	
	
	Config 2,3
	3s
	Synchronous cells.


	T1
	s
	Config 1,2,3
	5
	

	T2
	s
	Config 1,2,3
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	8 for PC1;
5 for other PC
	82 for PC1; 52 for other PC
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 7.6.2.6.4-3: Test Environment parameters for SA inter-frequency event triggered reporting without SSB time index detection in DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.6.2.6.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 7.6.2.6.4.3.
2.	There are two NR cells on two carriers specified in the test. Cell 1 is the cell used for connection setup and Cell 2 is a target cell on a different carrier than Cell 1. The power levels and settings for Cell 2 are set according to Annex C.1.2.
3.	If a UE supports per-FR gap it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
4. The AoA setup for this test is Setup 1 as defined in clause A.9
7.6.2.6.4.2	Test procedure
In this test, there are two cells: NR cell 1 as PCell in FR1 on NR RF channel 2 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table 7.6.2.6.4.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table 7.6.2.6.4.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furthermore UE is allocated with PUSCH resource at every DRX cycle.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 7.6.2.6.4.1-2. T1 starts.
3. The SS shall transmit an RRCReconfiguration message.
4. The UE shall transmit RRCReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.2.6.4.1-2.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 7680 ms for UE supporting power class 1, or 4800 ms for UE supporting other power class for Test 1 and Test 3 and 81920 ms for UE supporting power class 1, or 51200 ms for UE supporting other power class for Test 2 and Test 4, then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 7.6.2.6.4.1-2 as appropriate.
7.6.2.6.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:
Table 7.6.2.6.4.3-1: Common Exception messages SA inter frequency event triggered reporting without SSB time index detection in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ for Test 1 and Test 2
Table H.3.1-2 with Condition INTER-FREQ for Test 3 and Test 4
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with A4-threshold= -120dB
Table H.3.1-5
Table H.3.1-6 with Conditions gapUE and Pattern #0 for Test 1 and Test 2
Table H.3.1-7 with Condition INTER-FREQ
Table H.3.7-1 with Condition DRX.1 for Test 1 and Test 3 and DRX.2 for Test 2 and Test 4




Table 7.6.2.6.4.3-2: MeasObjectNR-DEFAULT: SA FR1-FR2 measurement object configuration
	Derivation Path: Table H.3.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	dB6
	
	

	}
	
	
	



7.6.2.6.5	Test requirement
Table 7.6.2.6.5-1 defines the primary level settings including test tolerances for all tests.
Table 7.6.2.6.5-1: Cell specific test parameters for SA inter-frequency event triggered reporting for FR2 without SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3
	NA
	Setup 1 as specified in clause A.9

	Beam AssumptionNote 7
	
	Config 1,2,3
	N/A
	Rough

	NR RF Channel Number
	
	Config 1,2,3
	1
	2

	Duplex mode
	
	Config 1
	FDD
	TDD

	
	
	Config 2,3
	TDD
	TDD

	TDD configuration
	
	Config 1
	Not Applicable
	TDDConf.3.1

	
	
	Config 2
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3
	TDDConf.2.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1,2,3
	DLBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3
	OP.1 
	OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.1.1 FDD 
	-

	
	
	Config 2
	SR.1.1 TDD
	

	
	
	Config 3
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1
	CR.1.1 FDD
	-

	
	
	Config 2
	CR.1.1 TDD
	

	
	
	Config 3
	CR2.1 TDD
	

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.2
	SMTC.2

	
	
	Config 2,3
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	15
	120

	
	
	Config 3
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	NA
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1,2
	NA
	-95.7

	
	
	Config 3
	NA
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	NA
	NA
	-Infinity
	-86.7

	
	
	Config 3
	NA
	NA
	-Infinity
	-86.7

	

	dB
	Config 1,2,3
	NA
	NA
	-Infinity
	9

	

	dB
	Config 1,2,3
	NA
	NA
	-Infinity
	9

	IoNote3
	dBm/9.36MHz
	Config 1,2
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3
	-
	-
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2,3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 with per-UE gap and in test 3 without the gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
7680 for UE supporting power class 1, or
4800 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 without the gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
81920 for UE supporting power class 1, or
51200 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is not required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
7.6.2.7	NR SA FR1-FR2 event-triggered reporting in non-DRX with SSB time index detection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
-	Antenna diagram is TBD
-	AoA setup is missing in the test procedure
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
7.6.2.7.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
7.6.2.7.2	Test applicability
This test applies to all types of NR UE from Release 15 onwards.
7.6.2.7.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.7.6.2.7.
7.6.2.7.4	Test description
7.6.2.7.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.6.2.7.4.1-1.
Table 7.6.2.7.4.1-1: SA FR1-FR2 event triggered reporting tests in non-DRX with SSB time index detection supported test configurations
	Test Case ID
	Description of serving cell
	Description of target cell

	7.6.2.7-1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	7.6.2.7-2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	7.6.2.7-3
	NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table 7.6.2.7.4.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection in non-DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	

	NR RF Channel Number
	
	Config 1,2,3
	1, 2
	Two NR carrier frequencies is used

	Active cell
	
	Config 1,2,3
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3
	0
	Gap not configured
	As specified in TS 38.133 [6] clause 9.1.2-1

	Measurement gap offset
	
	Config 1,2,3
	39
	N/A
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1
	SSB.1 FR1
	As specified in clause A.3.1

	
	
	Config 2
	SSB.1 FR1
	As specified in clause A.3.1

	
	
	Config 3
	SSB.2 FR1
	As specified in clause A.3.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3
	SSB.3 FR2
	As specified in clause A.3.2

	offsetMO
	dB
	Config 1,2,3
	6
	

	Hysteresis
	dB
	Config 1,2,3
	0
	

	a4-Threshold
	dBm
	Config 1,2,3,4,5,6
	-120
	

	CP length
	
	Config 1,2,3
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3
	0
	

	Filter coefficient
	
	Config 1,2,3
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3
	OFF
	DRX is not used

	Time offset between serving and neighbour cells
	
	Config 1
	3ms
	Asynchronous cells.
The timing of Cell 2 is 3ms later than the timing of Cell 1.

	
	
	Config 2,3
	3s
	Synchronous cells

	T1
	s
	Config 1,2,3
	5
	

	T2
	s
	Config 1,2,3
	7 for PC1; 4.5 for other PC
	3.5 for PC1; 2.5 for other PC
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 7.6.2.7.4.1-3: Test Environment parameters for SA inter-frequency event triggered reporting with SSB time index detection in non-DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.6.2.7.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 7.6.2.7.4.3.
2.	There are two NR cells on two carriers specified in the test. Cell 1 is the cell used for connection setup and Cell 2 is a target cell on a different carrier than Cell 1. The power levels and settings for Cell 2 are set according to Annex C.1.2.
3.	If a UE supports per-FR gap it is only required to pass test 2. Otherwise it is only required to pass test 1.
4. The AoA setup for this test is Setup 1 as defined in clause A.9
7.6.2.7.4.2	Test procedure
The purpose of this test is to verify that the UE makes correct reporting of an event. This test will partly verify the SA inter-frequency NR cell search requirements in clause 9.3.4.
In this test, there are two cells: NR cell 1 as PCell in FR1 on NR RF channel 2 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.
In test 1 measurement gap pattern configuration # 0 as defined in Table 7.6.2.7.4.1-2 is provided for a UE that does not support per-FR gap and in test 2 measurement gap pattern configuration #13 as defined in Table 7.6.2.7.4.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
1. Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2. Set the parameters according to T1 in Table 7.6.2.7.4.1-2. T1 starts.
3. The SS shall transmit an RRCReconfiguration message.
4. The UE shall transmit RRCReconfigurationComplete message.
5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.2.7.4.1-2.
6. UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 6720 ms for UE supporting power class 1, or 4160 ms for UE supporting other power class for Test 1 and Test 2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8. Set Cell 2 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 7.6.2.7.4.1-2 as appropriate.
7.6.2.7.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:
Table 7.6.2.7.4.3-1: Common Exception messages SA inter frequency event triggered reporting with SSB time index detection in non-DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ for Test 1
Table H.3.1-2 with Condition INTER-FREQ for Test 2
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with Condition SSB Index and A4-threshold= -120dB
Table H.3.1-5
Table H.3.1-6 with Conditions gapUE and Pattern #0 for Test 1
Table H.3.1-7 with Condition INTER-FREQ




Table 7.6.2.7.4.3-2: MeasObjectNR-DEFAULT: SA FR1-FR2 measurement object configuration
	Derivation Path: Table H.3.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	dB6
	
	

	}
	
	
	




7.6.2.7.5	Test requirement
Table 7.6.2.7.5-1 defines the primary level settings including test tolerances for all tests.
Table 7.6.2.7.5-1: Cell specific test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3
	NA
	Setup 1 as specified in clause A.9

	Beam AssumptionNote 7
	
	Config 1,2,3
	N/A
	Rough

	NR RF Channel Number
	
	Config 1,2,3
	1
	2

	Duplex mode
	
	Config 1
	FDD
	TDD

	
	
	Config 2,3
	TDD
	TDD

	TDD configuration
	
	Config 1
	Not Applicable
	TDDConf.3.1

	
	
	Config 2
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3
	TDDConf.2.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1,2,3
	DLBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3
	OP.1 
	OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.1.1 FDD 
	-

	
	
	Config 2
	SR.1.1 TDD
	

	
	
	Config 3
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1
	CR.1.1 FDD
	-

	
	
	Config 2
	CR.1.1 TDD
	

	
	
	Config 3
	CR2.1 TDD
	

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.2
	SMTC.2

	
	
	Config 2,3
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	15
	120

	
	
	Config 3
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	NA
	NA

	
Note2
	dBm/SCS Note4
	Config 1,2
	NA
	NA

	
	
	Config 3
	NA
	NA

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	NA
	NA
	-Infinity
	-87

	
	
	Config 3
	NA
	NA
	-Infinity
	-87

	

	dB
	Config 1,2,3
	NA
	NA
	-Infinity
	NA

	

	dB
	Config 1,2,3
	NA
	NA
	-Infinity
	NA

	IoNote3
	dBm/9.36MHz
	Config 1,2
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3
	-
	-
	Infinity
	-87

	Propagation Condition 
	
	Config 1,2,3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone 
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 with per-UE gap , the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
6720 for UE supporting power class 1, or
4160 for UE supporting other power class. 
In test 2 without the gap, the UE shall send one Event A4 triggered measurement report, with a measurement reporting delay less than X ms from the beginning of time period T2, where X is
3360 for UE supporting power class 1, or
2080 for UE supporting other power class.
In test 1 and 2 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
7.6.2.8	NR SA FR1-FR2 event-triggered reporting in DRX with SSB time index detection
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:
-	The Test tolerances and Test system uncertainties applicable to this test are undefined.
Editor’s Note: This test case has been completed for the following configurations:
- Test frequency f ≤ 40.8 GHz
- UE PC3
- The test is incomplete for UE power classes other than PC3
- The test is incomplete for test frequencies > 40.8 GHz
7.6.2.8.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
7.6.2.8.2	Test applicability
This test applies to all types of NR UE Release 15 and forward supporting 5GS NR SA FR2 and long DRX cycle.
7.6.2.8.3	Minimum conformance requirements
The minimum conformance requirements are specified in clause 7.6.2.0.
The normative reference for this requirement is TS 38.133 [6] clause A.7.6.2.8.
7.6.2.8.4	Test description
7.6.2.8.4.1	Initial conditions
This test shall be tested using any of the test configurations in Table 7.6.2.8.4.1-1.
Table 7.6.2.8.4.1-1: SA FR1-FR2 event triggered reporting tests in DRX with SSB time index detection supported test configurations
	Test Case ID
	Description of serving cell
	Description of target cell

	7.6.2.8-1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode
	120 kHz SSB SCS, 100MHz bandwidth, TDD duplex mode

	7.6.2.8-2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode
	

	7.6.2.8-3
	NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode
	

	Note 1: The UE is only required to be tested in one of the supported test configurations
Note 2: target NR cell has the same SCS, BW and duplex mode as NR serving cell



Table 7.6.2.8.4.1-2: General test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection in DRX
	Parameter
	Unit
	Test configuration
	Value
	Comment

	
	
	
	Test 1
	Test 2
	Test 3
	Test 4
	

	NR RF Channel Number
	
	Config 1,2,3
	1, 2
	Two NR carrier frequencies is used.

	Active cell
	
	Config 1,2,3
	NR cell 1 (Pcell)
	NR Cell 1 is on NR RF channel number 1.

	Neighbour cell
	
	Config 1,2,3
	NR cell 2
	NR cell 2 is on NR RF channel number 2.

	Gap Pattern Id
	
	Config 1,2,3
	0
	Gap not configured
	As specified in TS 38.133 [6] clause 9.1.2-1.

	Measurement gap offset
	
	Config 1,2,3
	39
	N/A
	

	SMTC-SSB parameters on NR RF Channel 1
	
	Config 1
	SSB.1 FR1
	As specified in clause A.3.1

	
	
	Config 2
	SSB.1 FR1
	As specified in clause A.3.1

	
	
	Config 3
	SSB.2 FR1
	As specified in clause A.3.1

	SMTC-SSB parameters on NR RF Channel 2
	
	Config 1,2,3
	SSB.3 FR2
	As specified in clause A.3.2

	offsetMO
	dB
	Config 1,2,3
	6
	

	Hysteresis
	dB
	Config 1,2,3
	0
	

	a4-Threshold
	dBm
	Config 1,2,3
	-120
	

	CP length
	
	Config 1,2,3
	Normal
	

	TimeToTrigger
	s
	Config 1,2,3
	0
	

	Filter coefficient
	
	Config 1,2,3
	0
	L3 filtering is not used

	DRX
	
	Config 1,2,3
	DRX.1
	DRX.2
	DRX.1
	DRX.2
	DRX is used

	Time offset between serving and neighbour cells
	
	Config 1
	3ms
	Asynchronous cells.
The timing of Cell 2 is 3ms later than the timing of Cell 1.

	
	
	Config 2,3
	3s
	Synchronous cells.

	T1
	s
	Config 1,2,3
	5
	

	T2
	s
	Config 1,2,3
	11 for PC1; 6.5 for other PCTBD
	108 for PC1; 67 for other PCTBD
	11 for PC1; 6.5 for other PCTBD
	108 for PC1; 67 for other PCTBD
	PC1 - power class 1 as specified in TS 38.101-2 [3] Table 6.2.1.0



Table 7.6.2.8.4-3: Test Environment parameters for SA inter-frequency event triggered reporting with SSB time index detection in DRX
	Parameter
	Value
	Comment

	Test environment
	NC
	As specified in TS 38.508-1 [14] clause 4.1.

	Test frequencies
	As specified in Annex E, Table E.2-1 and TS 38.508-1 [14] clause 4.3.1 and 4.4.2.

	Channel bandwidth
	As specified by the test configuration selected from Table 7.6.2.8.4.1-1.

	Propagation conditions
	AWGN
	As specified in Annex C.2.2.

	Connection Diagram
	TE Part
	A.3.3.3.1
	As specified in TS 38.508-1 [14] Annex A.

	
	DUT Part
	A.3.4.1.1
	

	Exceptions to connection diagram
	
	



1.	Message contents are defined in clause 7.6.2.8.4.3.
2.	There are two NR cells on two carriers specified in the test. Cell 1 is the cell used for connection setup and Cell 2 is a target cell on a different carrier than Cell 1. The power levels and settings for Cell 2 are set according to Annex C.1.2.
3.	If a UE supports per-FR, it is only required to pass test 3&4. Otherwise it is only required to pass test 1&2.
4. The AoA setup for this test is Setup 1 as defined in clause A.9
7.6.2.8.4.2	Test procedure
In this test, there are two cells: NR cell 1 as PCell in FR1 on NR RF channel 2 and NR cell 2 as neighbour cell in FR2 on NR RF channel 2.
In test 1&2 measurement gap pattern configuration # 0 as defined in Table 7.6.2.8.4.1-2 is provided for a UE that does not support per-FR gap and in test 3&4 measurement gap pattern configuration #13 as defined in Table 7.6.2.8.4.1-2 is provided for UE that support per-FR gap.
In the measurement control information, it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time duration of T1, and T2 respectively. During time duration T1, the UE shall not have any timing information of NR cell 3.
1.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
2.	Set the parameters according to T1 in Table 7.6.2.8.4.1-2. T1 starts.
3.	The SS shall transmit an RRCReconfiguration message.
4.	The UE shall transmit RRCReconfigurationComplete message.
5.	When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 7.6.2.8.4.1-2.
6.	UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 10080 ms for UE supporting power class 1, or 6240 ms for UE supporting other power class for Test 1 and Test 3 and 107520 ms for UE supporting power class 1, or 66560 ms for UE supporting other power class for Test 2 and Test 4 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.
7.	After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.
8.	Set Cell 2 physical cell identity = [(current cell 2 physical cell identity + 1) mod 1008] for next iteration of the test procedure loop.]
9.	After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5. (if the paging fails, switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.),
or:
- switches off and on the UE and ensures the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR SA, Connected without release On according to TS 38.508-1 [14] clause 4.5.
10.	Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11.	Repeat step 1-10 for each sub-test in Table 7.6.2.8.4.1-2 as appropriate.
7.6.2.8.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause TBD with the following exceptions:
Table 7.6.2.8.4.3-1: Common Exception messages SA inter frequency event triggered reporting with SSB time index detection in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.1-2 with Conditions GAP NEEDED and INTER-FREQ for Test 1 and Test 2
Table H.3.1-2 with Condition INTER-FREQ for Test 3 and Test 4
Table H.3.1-3 with Conditions INTER-FREQ MO and Synchronous cells
Table H.3.1-4 with Condition SSB Index and A4-threshold= -120dB
Table H.3.1-5
Table H.3.1-6 with Conditions gapUE and Pattern #0 for Test 1 and Test 2
Table H.3.1-7 with Condition INTER-FREQ
Table H.3.7-1 with Condition DRX.1 for Test 1 and Test 3 and DRX.2 for Test 2 and Test 4




Table 7.6.2.8.4.3-2: MeasObjectNR-DEFAULT: SA FR1-FR2 measurement object configuration
	Derivation Path: Table H.3.1-3

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	dB6
	
	

	}
	
	
	



7.6.2.8.5	Test requirement
Table 7.6.2.8.5-1 defines the primary level settings including test tolerances for all tests.
Table 7.6.2.8.5-1: Cell specific test parameters for SA inter-frequency event triggered reporting for FR2 with SSB time index detection in DRX
	Parameter
	Unit
	Test configuration
	Cell 1
	Cell 2

	
	
	
	T1
	T2
	T1
	T2

	AoA setup
	
	Config 1,2,3
	NA
	Setup 1 as specified in clause A.9

	Beam AssumptionNote 7
	
	Config 1,2,3
	N/A
	Rough

	NR RF Channel Number
	
	Config 1,2,3
	1
	2

	Duplex mode
	
	Config 1
	FDD
	TDD

	
	
	Config 2,3
	TDD
	TDD

	TDD configuration
	
	Config 1
	Not Applicable
	TDDConf.3.1

	
	
	Config 2
	TDDConf.1.1
	TDDConf.3.1

	
	
	Config 3
	TDDConf.2.1
	TDDConf.3.1

	BWchannel
	MHz
	Config 1
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP BW
	MHz
	Config 1
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 2
	10: NRB,c = 52
	100: NRB,c = 66

	
	
	Config 3
	40: NRB,c = 106 
	100: NRB,c = 66

	BWP configuration
	Initial DL BWP
	
	Config 1,2,3
	DLBWP.0.1
	N/A

	
	Dedicated DL BWP
	
	
	DLBWP.1.1
	N/A

	
	Dedicated UL BWP
	
	
	ULBWP.1.1
	N/A

	OCNG Patterns defined in A.3.2.1.1 (OP.1) 
	
	Config 1,2,3
	OP.1 
	OP.1

	PDSCH Reference measurement channel
	
	Config 1
	SR.1.1 FDD 
	-

	
	
	Config 2
	SR.1.1 TDD
	

	
	
	Config 3
	SR2.1 TDD
	

	CORESET Reference Channel
	
	Config 1
	CR.1.1 FDD
	-

	
	
	Config 2
	CR.1.1 TDD
	

	
	
	Config 3
	CR2.1 TDD
	

	SMTC configuration defined in A.3.11.1 and A.3.11.2
	
	Config 1
	SMTC.2
	SMTC.2

	
	
	Config 2,3
	SMTC.1
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	kHz
	Config 1,2
	15
	120

	
	
	Config 3
	30
	120

	EPRE ratio of PSS to SSS
	
	Config 1,2,3
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	
	
	

	
Note2
	dBm/15kHz Note5
	
	NA
	-104.7

	
Note2
	dBm/SCS Note4
	Config 1,2
	NA
	-95.7

	
	
	Config 3
	NA
	-95.7

	SS-RSRP Note 3
	dBm/SCS Note5
	Config 1,2
	NA
	NA
	-Infinity
	-86.7

	
	
	Config 3
	NA
	NA
	-Infinity
	-86.7

	

	dB
	Config 1,2,3
	NA
	NA
	-Infinity
	9

	

	dB
	Config 1,2,3
	NA
	NA
	-Infinity
	9

	IoNote3
	dBm/9.36MHz
	Config 1,2
	NA
	NA
	-
	-

	
	dBm/38.16MHz
	Config 3
	NA
	NA
	-
	-

	
	dBm/95.04 MHz Note5
	Config 1,2,3
	-
	-
	-66.7
	-57.2

	Propagation Condition 
	
	Config 1,2,3
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	Equivalent power received by an antenna with 0dBi gain at the centre of the quiet zone
Note 6:	As observed with 0dBi gain antenna at the centre of the quiet zone
Note 7:	Information about types of UE beam is given in TS 38.133 Annex B.2.1.3, and does not limit UE implementation or test system implementation



In test 1 with per-UE gap and in test 3 without the gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X1 ms from the beginning of time period T2, where X1 is
10080 for UE supporting power class 1, or
6240 for UE supporting other power class. 
In test 2 with per-UE gap and in test 4 without the gap, the UE shall send one Event A3 triggered measurement report, with a measurement reporting delay less than X2 ms from the beginning of time period T2, where X2 is
107520 for UE supporting power class 1, or
66560 for UE supporting other power class. 
In test 1, 2, 3 and 4 UE is required to report SSB time index. The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled. The rate of correct events observed during repeated tests shall be at least 90% with a confidence level of 95%.
NOTE:	The actual overall delays measured in the test may be up to 2xTTIDCCH higher than the measurement reporting delays above because of TTI insertion uncertainty of the measurement report in DCCH.
< End of changes >
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