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<Start of modified section>
6.5.5.1	NR SA FR1 SSB-based beam failure detection and link recovery in non-DRX
6.5.5.1.1	Test purpose
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving cell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR1 serving cell requirements in TS 38.133 [6] clause 8.5.
<<Unchanged skipped>>

6.5.5.1.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 and clause 7.3 with the following exceptions: 
Table 6.5.5.1.4.3-1: Common Exception messages for NR SA FR1 SSB-based beam failure detection and link recovery in non-DRX mode
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-2 with Condition INTRA-FREQ 
Table H.3.1-6 with Condition BFD
Table H.3.1-8 with Condition SSB BFD

Table H.3.1-10 with Condition SSB

Table H.3.1-10A
Table H.3.5-4
Table H.3.1-6 with Condition BFD
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 6.5.5.1-1 and 6.5.5.1-2
	Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.3 FR1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 6.5.5.1-3
	Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.4 FR1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1



Table 6.5.5.1.4.3-2: PDCCH Search Space
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  duration
	2
	
	

	  monitoringSymbolsWithinSlot
	10000000000000
	Symbol 0
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n0
	
	

	    aggregationLevel8
	n1
	AL8
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS, SISS

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	DCI Format 1_0
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5.5.1.4.3-3: UE-TimersAndConstants
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-200

	Information Element
	Value/remark
	Comment
	Condition

	UE-TimersAndConstants ::= SEQUENCE {
	
	
	

	  n310
	n2
	
	

	}
	
	
	



Table 6.5.5.1.4.3-4: Void

<<Unchanged skipped>>

6.5.5.2.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 4.6 and clause 7.3 with the following exceptions: 
Table 6.5.5.2.4.3-1: Common Exception messages for NR SA FR1 SSB-based beam failure detection and link recovery in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-2 with Condition INTRA-FREQ

Table H.3.1-8 with Condition SSB BFD

Table H.3.1-10 with Condition SSB
Table H.3.1-10A
Table H.3.5-4
Table H.3.7-1 with Condition DRX.7
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 6.5.5.2-1 and 6.5.5.2-2
	Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.3 FR1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 6.5.5.2-3
	Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.4 FR1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1



Table 6.5.5.2.4.3-2: PDCCH Search Space
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  duration
	2
	
	

	  monitoringSymbolsWithinSlot
	10000000000000
	Symbol 0 
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n0
	
	

	    aggregationLevel8
	n1
	AL8
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS, SISS

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	DCI Format 1_0
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5.5.2.4.3-3: UE-TimersAndConstants
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-200

	Information Element
	Value/remark
	Comment
	Condition

	UE-TimersAndConstants ::= SEQUENCE {
	
	
	

	  n310
	n2
	
	

	}
	
	
	



<<Unchanged skipped>>

6.5.5.3.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 6.5.5.3.4.3-1: Common Exception messages for NR SA FR1 CSI-RS-based beam failure detection and link recovery in non-DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-2 with Condition INTRA-FREQ

Table H.3.1-8 with Condition CSI-RS BFD

Table H.3.1-10 with Condition CSI-RS
[bookmark: OLE_LINK6]Table H.3.1-10A
Table H.3.5-4
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 6.5.5.3-1 and 6.5.5.3-2
	Table H.3.1-3 with Condition INTRA -FREQ MO, SSB.1 FR1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 6.5.5.3-3
	Table H.3.1-3 with Condition INTRA -FREQ MO, SSB.2 FR1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1



Table 6.5.5.3.4.3-2: PDCCH Search Space
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  duration
	2
	
	

	  monitoringSymbolsWithinSlot
	10000000000000
	Symbol 0 
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n0
	
	

	    aggregationLevel8
	n1
	AL8
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS, SISS

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	DCI Format 1_0
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5.5.3.4.3-3: UE-TimersAndConstants
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-200

	Information Element
	Value/remark
	Comment
	Condition

	UE-TimersAndConstants ::= SEQUENCE {
	
	
	

	  n310
	n2
	
	

	}
	
	
	



Table 6.5.5.3.4.3-4: Void

Table 6.5.5.3.4.3-5: NZP-CSI-RS-Resource
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-85

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  powerControlOffsetSS
	db0
	
	

	}
	
	
	



<<Unchanged skipped>>

6.5.5.4.4.3	Message contents
Message contents are according to TS 38.508-1 [14] clause 7.3 with the following exceptions: 
Table 6.5.5.4.4.3-1: Common Exception messages for NR SA FR1 CSI-RS-based beam failure detection and link recovery in DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-2 with Condition INTRA-FREQ

Table H.3.1-8 with Condition CSI-RS BFD

Table H.3.1-10 with Condition CSI-RS
Table H.3.1-10A
Table H.3.5-4
Table H.3.7-1 with Condition DRX.7
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 6.5.5.4-1 and 6.5.5.4-2
	Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.1 FR1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1

	Specific message contents exceptions for Test Configuration 6.5.5.4-3
	Table H.3.1-3 with Condition INTRA-FREQ MO, SSB.1 FR1
Table 7.3.1-3 in TS 38.508-1 [14] with condition SMTC.1



Table 6.5.5.4.4.3-2: PDCCH Search Space
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  duration
	2
	
	

	  monitoringSymbolsWithinSlot
	10000000000000
	Symbol 0 
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n0
	
	

	    aggregationLevel8
	n1
	AL8
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS, SISS

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	DCI Format 1_0
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.5.5.4.4.3-3: UE-TimersAndConstants
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-200

	Information Element
	Value/remark
	Comment
	Condition

	UE-TimersAndConstants ::= SEQUENCE {
	
	
	

	  n310
	n2
	
	

	}
	
	
	



Table 6.5.5.4.4.3-4: Void

Table 6.5.5.4.4.3-5: NZP-CSI-RS-Resource
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-85

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  powerControlOffsetSS
	db0
	
	

	}
	
	
	




<<Unchanged skipped>>

BeamFailureRecoveryConfig-DEFAULT
Default configuration for CBD and contention-free RACH in link recovery.
[bookmark: OLE_LINK4]Table H.3.1-10: BeamFailureRecoveryConfig-DEFAULT
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-6clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BeamFailureRecoveryConfig ::= SEQUENCE {
	
	
	

	  rootSequenceIndex-BFR
	0
	
	

	  rach-ConfigBFR
	RACH-ConfigGeneric-DEFAULT
	
	

	[bookmark: OLE_LINK71]  rsrp-ThresholdSSB
	518
	-10598dBm
	

	  candidateBeamRSList SEQUENCE (SIZE(1..maxNrofCandidateBeams)) OF CHOICE {
	1 entry
	
	

	    ssb[1] SEQUENCE {
	
	
	SSB

	      ssb
	1
	
	

	      ra-PreambleIndex
	50
	
	

	    }
	
	
	

	    csi-RS[1] SEQUENCE {
	
	
	CSI-RS

	      csi-RS
	NZP-CSI-RS-ResourceId of the CSI-RS resource used for CBD
	
	

	      ra-OccasionList
	1
	
	

	      ra-PreambleIndex
	50
	
	

	    }
	
	
	

	  }
	
	
	

	  ssb-perRACH-Occasion
	oneFourth
	
	

	  ra-ssb-OccasionMaskIndex
	Not present
	
	

	  recoverySearchSpaceId
	SearchSpaceId of the search space used for BFD RAR in DL active BWP
	
	

	  ra-Prioritization
	Not present
	
	

	  beamFailureRecoveryTimer
	Not present
	
	

	  msg1-SubcarrierSpacing-v1530
	kHz120
	
	

	}
	
	
	



	Condition
	Explanation

	SSB
	Configuration for SSB based CBD

	CSI-RS
	Configuration for CSI-RS based CBD



BWP-UplinkDedicated
Default BWP configuration for Beam Failure Recovery
Table H.3.1-10A: BWP-UplinkDedicated
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-15

	Information Element
	Value/remark
	Comment
	Condition

	BWP-UplinkDedicated ::= SEQUENCE {
	
	
	

	  beamFailureRecoveryConfig
	BeamFailureRecoveryConfig-DEFAULT
	
	

	}
	
	
	




RACH-ConfigGeneric-DEFAULT
Default generic configuration for contention-free RACH in link recovery.
Table H.3.1-11: RACH-ConfigGeneric-DEFAULT
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-130

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	144
	
	

	  msg1-FDM
	one
	
	

	  zeroCorrelationZoneConfig
	11
	
	

	  preambleReceivedTargetPower
	-120
	
	

	  preambleTransMax
	n200
	
	

	  powerRampingStep
	dB2
	
	

	  ra-ResponseWindow
	sl40
	
	

	}
	
	
	




<End of modified section>
