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1. [bookmark: _Toc122434485][bookmark: _Toc68906389]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc68906390]Corrections required
1. [bookmark: _Toc68906391]Change 1
	Function name
	f_TC_6_1_1_3_NR5GC_TestBody

	Reason for change
	The length of s_nssai is 3 Octets but it is incorrectly mentioned as 2 octets

	Summary of change
	Changed iel to '03'O

	TTCN module
	Idle_PLMNSelection_NR5GC

	MCC160 Comment
	



Before Change
	function f_TC_6_1_1_3_NR5GC_TestBody() runs on NR5GC_PTC
   {//Power levels on FR2 are FFS
    var template (value) NR_CellPowerList_Type v_CellPowerList_T1;
    var template (value) NR_CellPowerList_Type v_CellPowerList_T2;
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
    var NG_NAS_GutiParameters_Type v_GutiParams;
    var PLMN_Identity v_ASN_PLMN;
    var TrackingAreaCode v_TAC;
    var NAS_PlmnId v_PLMN;
    var template (value) NG_MobileIdentity v_GUTIToSend;
    var template (value) NG_TrackingAreaIdList v_TAIList;
    var template (value) NG_NAS_DL_Message_Type v_MsgToSend;
    var template (value) NSSAI v_AllowedNSSAI;
    timer t_IdleMode_GenericTimer := 360.0;
    v_AllowedNSSAI:= {
      iei := '15'O,
      iel := '02'O,
      s_nssai := {cs_S_NSSAI(omit, '02'O, '01'O, omit, '01'O)}
};
….
}



After Change
	   function f_TC_6_1_1_3_NR5GC_TestBody() runs on NR5GC_PTC
   {//Power levels on FR2 are FFS
    var template (value) NR_CellPowerList_Type v_CellPowerList_T1;
    var template (value) NR_CellPowerList_Type v_CellPowerList_T2;
    var NG_NAS_MSG_Indication_Type v_ReceivedMsg;
    var GMM_MobilityInfo_Type v_GMM_MobilityInfo;
    var NG_NAS_GutiParameters_Type v_GutiParams;
    var PLMN_Identity v_ASN_PLMN;
    var TrackingAreaCode v_TAC;
    var NAS_PlmnId v_PLMN;
    var template (value) NG_MobileIdentity v_GUTIToSend;
    var template (value) NG_TrackingAreaIdList v_TAIList;
    var template (value) NG_NAS_DL_Message_Type v_MsgToSend;
    var template (value) NSSAI v_AllowedNSSAI;
    timer t_IdleMode_GenericTimer := 360.0;
    v_AllowedNSSAI:= {
      iei := '15'O,
      iel := '03'O,
      s_nssai := {cs_S_NSSAI(omit, '02'O, '01'O, omit, '01'O)}
};
….
}



