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	Reason for change:
	If an empty list is passed in p_DrbInfoList, the value of c_RadioBearerList can be returned uninitialized. This can cause a run-time error in the calling function, e.g. inf_NR_SendRRCResume_Def()


	
	

	Summary of change:
	Initialise v_RadioBearerList

	 
	

	Consequences if not approved:
	A conformant UE may fail the test cases

	
	

	Clauses affected:
	e.g. 6.4.1.1.NR5GC
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1. [bookmark: _Toc122434485][bookmark: _Toc69222552]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk12 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc69222553]Corrections required

1. [bookmark: _Toc30685521][bookmark: _Toc69222554]Change 1
	Function name
	f_NR5GC_GetRadioBearerList()

	Reason for change
	If an empty list is passed in p_DrbInfoList, the value of c_RadioBearerList can be returned uninitialized. This can cause a run-time error in the calling function, e.g. inf_NR_SendRRCResume_Def()

	Summary of change
	Inisialise v_RadioBearerList 

	TTCN module
	

	MCC160 Comment
	NR5GC_RRCSteps.ttcn



Before Change
	  function f_NR5GC_GetRadioBearerList(template (value) NR_DRBInfoList_Type  p_DrbInfoList,
                                      boolean p_ExcludeSCG_DRB := false
                                      ) return template (value) NR_RadioBearerList_Type
  {
    var template (value) NR_RadioBearerList_Type v_RadioBearerList;
    var integer i;
    for (i:= 0; i < lengthof(p_DrbInfoList); i:=i+1) {
        if (not(p_ExcludeSCG_DRB and valueof(p_DrbInfoList[i].DC_SCG) == false)) {
            v_RadioBearerList[i] :=  p_DrbInfoList[i].SS_Config;
        }
    }
    return v_RadioBearerList;
  }



After Change
	  function f_NR5GC_GetRadioBearerList(template (value) NR_DRBInfoList_Type  p_DrbInfoList,
                                      boolean p_ExcludeSCG_DRB := false
                                      ) return template (value) NR_RadioBearerList_Type
  {
    var template (value) NR_RadioBearerList_Type v_RadioBearerList := {};
    var integer i;
    for (i:= 0; i < lengthof(p_DrbInfoList); i:=i+1) {
        if (not(p_ExcludeSCG_DRB and valueof(p_DrbInfoList[i].DC_SCG) == false)) {
            v_RadioBearerList[i] :=  p_DrbInfoList[i].SS_Config;
        }
    }
    return v_RadioBearerList;
  }




