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	36.104
	4939
	-
	Rel-16
	CR to 36.104: In-band blocking for multi-band Base Stations
	A
	16.9.0
	RAN4#99-e
	R4-2111120
	Ericsson
	NR_newRAT-Core
	
	

	36.104
	4940
	-
	Rel-17
	CR to 36.104: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111121
	Ericsson
	NR_newRAT-Core
	
	

	36.141
	1312
	-
	Rel-16
	CR to 36.141: In-band blocking for multi-band Base Stations
	A
	16.9.0
	RAN4#99-e
	R4-2111123
	Ericsson
	NR_newRAT-Perf
	
	

	36.141
	1313
	-
	Rel-17
	CR to 36.141: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111124
	Ericsson
	NR_newRAT-Perf
	
	

	37.104
	0943
	-
	Rel-16
	CR to 37.104: In-band blocking for multi-band Base Stations
	A
	16.9.0
	RAN4#99-e
	R4-2111126
	Ericsson
	NR_newRAT-Core
	
	

	37.104
	0944
	-
	Rel-17
	CR to 37.104: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111127
	Ericsson
	NR_newRAT-Core
	
	

	37.105
	0237
	-
	Rel-16
	CR to 37.105: In-band blocking for multi-band Base Stations
	A
	16.7.0
	RAN4#99-e
	R4-2111132
	Ericsson
	NR_newRAT-Core
	
	

	37.105
	0238
	-
	Rel-17
	CR to 37.105: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111133
	Ericsson
	NR_newRAT-Core
	
	

	37.141
	0982
	-
	Rel-16
	CR to 37.141: In-band blocking for multi-band Base Stations
	A
	16.9.0
	RAN4#99-e
	R4-2111129
	Ericsson
	NR_newRAT-Perf
	
	

	37.141
	0983
	-
	Rel-17
	CR to 37.141: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111130
	Ericsson
	NR_newRAT-Perf
	
	

	37.145-1
	0266
	-
	Rel-16
	CR to 37.145-1: In-band blocking for multi-band Base Stations
	A
	16.6.0
	RAN4#99-e
	R4-2111135
	Ericsson
	NR_newRAT-Perf
	
	

	37.145-1
	0267
	-
	Rel-17
	CR to 37.145-1: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111136
	Ericsson
	NR_newRAT-Perf
	
	

	37.145-2
	0309
	-
	Rel-16
	CR to 37.145-2: In-band blocking for multi-band Base Stations
	A
	16.7.0
	RAN4#99-e
	R4-2111138
	Ericsson
	NR_newRAT-Perf
	
	

	37.145-2
	0310
	-
	Rel-17
	CR to 37.145-2: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111139
	Ericsson
	NR_newRAT-Perf
	
	

	38.104
	0333
	-
	Rel-17
	CR to 38.104: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111112
	Ericsson
	NR_newRAT-Core
	
	

	38.133
	2109
	-
	Rel-15
	CR on NR-DC PSCell addition and release delay in Rel15
	F
	15.13.0
	RAN4#99-e
	R4-2111032
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Core
	
	

	38.133
	2110
	-
	Rel-16
	CR on NR-DC PSCell addition and release delay in Rel16 - Cat A
	A
	16.7.0
	RAN4#99-e
	R4-2111033
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Core
	
	

	38.133
	2111
	-
	Rel-17
	CR on NR-DC PSCell addition and release delay in Rel17 - Cat A
	A
	17.1.0
	RAN4#99-e
	R4-2111034
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Core
	
	

	38.133
	2113
	-
	Rel-16
	Maintenance CR for RRM test cases in Rel16 - Cat A
	A
	16.7.0
	RAN4#99-e
	R4-2111036
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.133
	2114
	-
	Rel-17
	Maintenance CR for RRM test cases in Rel17 - Cat A
	A
	17.1.0
	RAN4#99-e
	R4-2111037
	Nokia, Nokia Shanghai Bell
	NR_newRAT-Perf
	
	

	38.141-1
	0236
	-
	Rel-16
	CR to 38.141-1: In-band blocking for multi-band Base Stations
	A
	16.7.0
	RAN4#99-e
	R4-2111114
	Ericsson
	NR_newRAT-Perf
	
	

	38.141-1
	0237
	-
	Rel-17
	CR to 38.141-1: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111115
	Ericsson
	NR_newRAT-Perf
	
	

	38.141-2
	0351
	-
	Rel-17
	CR to 38.141-2: removal of outstanding TBDs, Rel-17
	A
	17.1.0
	RAN4#99-e
	R4-2111050
	Huawei
	NR_newRAT-Perf
	
	

	38.141-2
	0353
	-
	Rel-16
	CR to 38.141-2: In-band blocking for multi-band Base Stations
	A
	16.7.0
	RAN4#99-e
	R4-2111117
	Ericsson
	NR_newRAT-Perf
	
	

	38.141-2
	0354
	-
	Rel-17
	CR to 38.141-2: In-band blocking for multi-band Base Stations
	A
	17.1.0
	RAN4#99-e
	R4-2111118
	Ericsson
	NR_newRAT-Perf
	
	


