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< Start of change 1>
[bookmark: _Toc535476725]A.4.7.1.2	EN-DC inter-frequency measurement accuracy with FR1 serving cell and FR1 target cell
A.4.7.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in Clauses 10.1.4.1.1 and 10.1.4.1.2 for inter-frequency measurements with the testing configurations in Table A.4.7.1.2.1-1.
Table A.4.7.1.2.1-1: Applicable NR configurations for FR1 inter-frequency SS-RSRP accuracy test
	Config
	Description

	1
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	LTE FDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	LTE FDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	4
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	5
	LTE TDD, NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	6
	LTE TDD, NR 30 kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations on each supported band



A.4.7.1.2.2	Test parameters
In this set of test cases there are three cells in the test, E-UTRAN PCell (Cell 1), FR1 PSCell (Cell 2) and a FR1 neighbour cell (Cell 3) on a different frequency than the PSCell. The test parameters and applicability for Cell 1 are defined in A.3.7.2. The test parameters for the Cell 2 and Cell 3 are given in Table A.4.7.1.2.2-1 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.4.7.1.2.2-1. The inter-frequency measurements are supported by a measurement gap.
Table A.4.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 2
	Cell 3
	Cell 2
	Cell 3

	SSB ARFCN
	1~6
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1,4
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2,5
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3,6
	
	40: NRB,c = 106
	40: NRB,c = 106

	Gap pattern ID
	
	
	0
	0

	Duplex mode
	1,4
	
	FDD
	FDD

	
	2,5
	
	TDD
	TDD

	
	3,6
	
	TDD
	TDD

	TDD configuration
	1,4
	
	N/A
	N/A

	
	2,5
	
	TDDConf.1.1
	TDDConf.1.1

	
	3,6
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1,4
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2,5
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3,6
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1,4
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2,5
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3,6
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1,4
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2,5
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3,6
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1,4
	
	SSB.1 FR1
	SSB.1 FR1

	
	2,5
	
	SSB.1 FR1
	SSB.1 FR1

	
	3,6
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~6
	
	OP.1
	OP.1

	TRS configuration
	1,4
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	-

	
	2,5
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3,6
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~6
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~6
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 2
	1,4
	ms
	-
	3
	-
	3

	
	2,3,5,6
	s
	-
	3
	-
	3

	SMTC configuration
	1,4
	
	SMTC.2
	SMTC.2

	
	2,3,5,6
	
	SMTC.1
	SMTC.1

	EPRE ratio of PSS to SSS
	1~6
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,

	1~6
	dBm/15kHz
	-94.65

	
( for Cell 3 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	[image: ]Note2

	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,

	1,2,4,5
	dBm/SSB SCS
	-94.65

	
( for Cell 3 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,
	3,6
	
	-91.65
	
( for C 3 +8dB)
	-112.00

	
	NR_FDD_FR1_B
	
	
	
	
	-112111.50

	
	NR_TDD_FR1_C
	
	
	
	
	-112111.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-111110.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-111110.00

	
	NR_FDD_FR1_G
	
	
	
	
	-110109.00

	
	NR_FDD_FR1_H
	
	
	
	
	-110108.50

	[image: ]
	1~6
	dB
	10
	10
	13
	-3

	SS-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,
	1,2,4,5
	dBm/SCS
	-84.65
	(RSRP for Cell 3 +25dB)
	-118.00

	
	NR_FDD_FR1_B
	
	
	
	
	-117.50

	
	NR_TDD_FR1_C
	
	
	
	
	-117.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-116.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-116.00

	
	NR_FDD_FR1_G
	
	
	
	
	-115.00

	
	NR_FDD_FR1_H
	
	
	
	
	-114.50

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5,

	3,6
	
	-81.65
	(RSRP for Cell 3 +25dB)
	-115.00

	
	NR_FDD_FR1_B
	
	
	
	
	-114.50

	
	NR_TDD_FR1_C
	
	
	
	
	-114.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113.00

	
	NR_FDD_FR1_G
	
	
	
	
	-112.00

	
	NR_FDD_FR1_H
	
	
	
	
	-111.50

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6,

	1,2,4,5
	dBm/
9.36MHz
	-56.28
	(Io for Channel 3 +19.75dB)
	-85.28

	
	NR_FDD_FR1_B
	
	
	
	
	-84.78

	
	NR_TDD_FR1_C
	
	
	
	
	-84.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-83.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-83.28

	
	NR_FDD_FR1_G
	
	
	
	
	-82.28

	
	NR_FDD_FR1_H
	
	
	
	
	-81.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 6,

	3,6
	dBm/
38.16MHz
	-50.19
	(Io for Channel 3 +19.75dB)
	-79.19

	
	NR_FDD_FR1_B
	
	
	
	
	-78.69

	
	NR_TDD_FR1_C
	
	
	
	
	-78.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-77.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-77.19

	
	NR_FDD_FR1_G
	
	
	
	
	-76.19

	
	NR_FDD_FR1_H
	
	
	
	
	-75.69

	[image: ]
	1~6
	dB
	10
	10
	13
	-3

	Propagation condition
	1~6
	-
	AWGN
	AWGN

	Antenna configuration
	
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port. 
Note 5	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification



< End of change 1>
< Start of change 2>
A.6.7.1.2	SA inter-frequency case measurement accuracy with FR1 serving cell and FR1 target cell
A.6.7.1.2.1	Test Purpose and Environment
The purpose of this test is to verify that the SS-RSRP measurement accuracy is within the specified limits. This test will verify the requirements in clauses 10.1.4.1.1 and 10.1.4.1.2 for inter-frequency measurements with the testing configurations for NR cells in Table A.6.7.1.2.1-1.
Table A.6.7.1.2.1-1: Applicable NR configurations for FR1 inter-frequency SS-RSRP accuracy test
	Config
	Description

	1
	NR 15 kHz SSB SCS, 10 MHz bandwidth, FDD duplex mode

	2
	NR 15 kHz SSB SCS, 10 MHz bandwidth, TDD duplex mode

	3
	NR 30kHz SSB SCS, 40 MHz bandwidth, TDD duplex mode

	Note:	The UE is only required to be tested in one of the supported test configurations in each supported band



A.6.7.1.2.2	Test parameters
In this set of test cases there are two cells in the test, PCell (Cell 1) and a FR1 neighbour cell (Cell 2) on a different frequency than the PCell. The test parameters for the Cell 1 and Cell 2 are given in Table A.6.7.1.2.2-1 below. Both absolute and relative accuracy of RSRP inter-frequency measurements are tested by using the parameters in Table A.6.7.1.2.2-1. The inter-frequency measurements are supported by a measurement gap.
Table A.6.7.1.2.2-1: SS-RSRP inter-frequency test parameters
	Parameter
	Config
	Unit
	Test 1
	Test 2

	
	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	SSB ARFCN
	1~3
	
	freq1
	freq2
	freq1
	freq2

	BWchannel
	1
	MHz
	10: NRB,c = 52
	10: NRB,c = 52

	
	2
	
	10: NRB,c = 52
	10: NRB,c = 52

	
	3
	
	40: NRB,c = 106
	40: NRB,c = 106

	Duplex mode
	1
	
	FDD
	FDD

	
	2
	
	TDD
	TDD

	
	3
	
	TDD
	TDD

	TDD configuration
	1
	
	N/A
	N/A

	
	2
	
	TDDConf.1.1
	TDDConf.1.1

	
	3
	
	TDDConf.2.1
	TDDConf.2.1

	PDSCH Reference measurement channel
	1
	
	SR.1.1 FDD
	-
	SR.1.1 FDD
	-

	
	2
	
	SR.1.1 TDD
	
	SR.1.1 TDD
	

	
	3
	
	SR.2.1 FDD
	
	SR.2.1 FDD
	

	RMSI CORESET Reference Channel
	1
	
	CR.1.1 FDD
	-
	CR.1.1 FDD
	-

	
	2
	
	CR.1.1 TDD
	-
	CR.1.1 TDD
	-

	
	3
	
	CR.2.1 FDD
	-
	CR.2.1 FDD
	-

	Dedicated CORESET Reference Channel
	1
	
	CCR.1.1 FDD
	-
	CCR.1.1 FDD
	-

	
	2
	
	CCR.1.1 TDD
	-
	CCR.1.1 TDD
	-

	
	3
	
	CCR.2.1 TDD
	-
	CCR.2.1 TDD
	-

	SSB configuration
	1
	
	SSB.1 FR1
	SSB.1 FR1

	
	2
	
	SSB.1 FR1
	SSB.1 FR1

	
	3
	
	SSB.2 FR1
	SSB.2 FR1

	OCNG Patterns
	1~3
	
	OP.1
	OP.1

	TRS configuration
	1
	
	TRS.1.1 FDD
	-
	TRS.1.1 FDD
	

	
	2
	
	TRS.1.1 TDD
	
	TRS.1.1 TDD
	

	
	3
	
	TRS.1.2 TDD
	
	TRS.1.2 TDD
	

	Initial BWP Configuration
	1~3
	
	DLBWP.0.1
ULBWP.0.1
	DLBWP.0.1
ULBWP.0.1

	Dedicated BWP configuration
	1~3
	
	DLBWP.1.1
ULBWP.1.1
	DLBWP.1.1
ULBWP.1.1

	Time offset with Cell 1
	1
	ms
	-
	3
	-
	3

	
	2,3
	s
	-
	3
	-
	3

	SMTC configuration
	1
	
	SMTC.2
	SMTC.2

	
	2,3
	
	SMTC.1
	SMTC.1

	EPRE ratio of PSS to SSS
	1~3
	dB
	0
	0
	0
	0

	EPRE ratio of PBCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	
	
	
	
	

	EPRE ratio of PDSCH DMRS to SSS
	
	
	
	
	
	

	EPRE ratio of PDSCH to PDSCH DMRS
	
	
	
	
	
	

	EPRE ratio of OCNG DMRS to SSSNote 1
	
	
	
	
	
	

	EPRE ratio of OCNG to OCNG DMRS Note 1
	
	
	
	
	
	

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5
	1~3
	dBm/15kHz
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	[image: ]Note2
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2,4,5
	dBm/SSB SCS
	-94.65

	
( for Channel 2 +8dB)
	-115

	
	NR_FDD_FR1_B
	
	
	
	
	-114.5

	
	NR_TDD_FR1_C
	
	
	
	
	-114

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.5

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113

	
	NR_FDD_FR1_F
	
	
	
	
	-112.5

	
	NR_FDD_FR1_G
	
	
	
	
	-112

	
	NR_FDD_FR1_H
	
	
	
	
	-111.5

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-91.65
	
( for Channel 2 +8dB)
	-112.00

	
	NR_FDD_FR1_B
	
	
	
	
	-112111.50

	
	NR_TDD_FR1_C
	
	
	
	
	-112111.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-111110.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-111110.00

	
	NR_FDD_FR1_F
	
	
	
	
	-110109.50

	
	NR_FDD_FR1_G
	
	
	
	
	-110109.00

	
	NR_FDD_FR1_H
	
	
	
	
	-110108.50

	[image: ]
	1~3
	dB
	10
	10
	13
	-3

	SS-RSRPNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2,4,5
	dBm/SCS
	-84.65
	(RSRP for Cell 2 +25dB)
	-118.00

	
	NR_FDD_FR1_B
	
	
	
	
	-117.50

	
	NR_TDD_FR1_C
	
	
	
	
	-117.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-116.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-116.00

	
	NR_FDD_FR1_F
	
	
	
	
	-115.50

	
	NR_FDD_FR1_G
	
	
	
	
	-115.00

	
	NR_FDD_FR1_H
	
	
	
	
	-114.50

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	
	-81.65
	(RSRP for Cell 2 +25dB)
	-115.00

	
	NR_FDD_FR1_B
	
	
	
	
	-114.50

	
	NR_TDD_FR1_C
	
	
	
	
	-114.00

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-113.50

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-113.00

	
	NR_FDD_FR1_F
	
	
	
	
	-112.50

	
	NR_FDD_FR1_G
	
	
	
	
	-112.00

	
	NR_FDD_FR1_H
	
	
	
	
	-111.50

	IoNote3
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	1,2,4,5
	dBm/
9.36MHz
	-56.28
	(Io for Channel 2 +19.75dB)T
	-85.28

	
	NR_FDD_FR1_B
	
	
	
	
	-84.78

	
	NR_TDD_FR1_C
	
	
	
	
	-84.28

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-83.78

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-83.28

	
	NR_FDD_FR1_F
	
	
	
	
	-82.78

	
	NR_FDD_FR1_G
	
	
	
	
	-82.28

	
	NR_FDD_FR1_H
	
	
	
	
	-81.78

	
	NR_FDD_FR1_A, NR_TDD_FR1_A NOTE 5, 
	3
	dBm/
38.16MHz
	-50.19
	(Io for Channel 2 +19.75dB)T
	-79.19

	
	NR_FDD_FR1_B
	
	
	
	
	-78.69

	
	NR_TDD_FR1_C
	
	
	
	
	-78.19

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	
	
	
	
	-77.69

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	
	
	
	
	-77.19

	
	NR_FDD_FR1_F
	
	
	
	
	-76.69

	
	NR_FDD_FR1_G
	
	
	
	
	-76.19

	
	NR_FDD_FR1_H
	
	
	
	
	-75.69

	[image: ]
	1~3
	dB
	10
	10
	13
	-3

	Propagation condition
	1~3
	-
	AWGN
	AWGN

	Antenna configuration
	1~3
	
	1x2
	1x2

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: ] to be fulfilled.
Note 3:	RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5: 	The test configuration excludes support for band n51 and it is not required to run this test on band n51 in this release of the specification.



< End of change 2>
< Start of change 3>
A.7.5.5.1	Beam Failure Detection and Link Recovery Test for FR2 PCell configured with SSB-based BFD and LR in non-DRX mode
[bookmark: _Toc535476726]A.7.5.5.1.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving cell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when no DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR2 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.7.5.5.1.1-1, A.7.5.5.1.1-2, A.7.5.5.1.1-3 and A.7.5.5.1.1-4 below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.5.5.1.1-1 shows the variation of the downlink SNR of the SSB in set q0 in the active cell to emulate SSB based beam failure. Figure A.7.5.5.1.1-1 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is not enabled. The UE is configured to perform inter-frequency measurements using GP ID #0 (40ms) in test 1.
Table A.7.5.5.1.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth

	2
	TDD duplex mode, 240 kHz SSB SCS, 100 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.7.5.5.1.1-2: General test parameters for FR2 PCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1, 2
	
	TDD
	

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66
	

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 2
	
	TDDConf.3.1
	

	CORESET Reference Channel
	Config 1, 2
	
	CR. 3.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.1 FR2
	

	
	Config 2
	
	SSB.2 FR2
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.3
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz
	

	PRACH Configuration
	Config 1, 2
	
	FR2 PRACH configuration 2
	A.3.8.3

	SSB index assigned as BFD RS (q0)
	
	0
	

	SSB index assigned as CBD RS (q1)
	
	1
	

	TCI Configuration
	Config 1, 2
	
	TBD
	

	OCNG parameters
	
	OP.1
	

	CP length	
	
	Normal
	

	Beam failure detection transmission parameters 
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	OFF
	

	Gap pattern ID 
	
	gp0
	

	gapOffset
	
	0
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-
	Config 1
	dBm/SSB
	-94.5
	Threshold used 

	ThresholdSSB
	Config 2
	SCS
	-91.5
	for Qin_LR_SSB

	powerControlOffsetSS
	
	
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for CSI reporting
	Config 1, 2
	
	CSI-RS.3.1 TDD
	

	TCI states
	
	TCI.State.0
	

	CSI-RS for tracking
	Config 1, 2
	
	TRS.2.1 TDD
	

	SSB index assigned as RLM RS
	
	0, 1
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	2.61
	

	T3
	s
	1.64
	

	T4
	S
	0
	

	T5
	s
	1.01
	

	D1
	s
	0.97
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.


Editor’s note: An additional RS for RLM, different from BFD-RS at constant high SNR shall be configured as part of the test configuration.

Table A.7.5.5.1.1-3: Cell specific test parameters for FR2 PCell for SSB-based beam failure detection and link recovery testing in non-DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 1 defined in A.3.15

	Assumption for UE beams Note 10
	
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1
	dB
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 2
	
	0.2
	0.2
	20.2
	20.2
	20.2

	SSB_RP of set q1
	Config 1
	dBm/SSB
	-104.5
	-104.5
	-84.5
	-84.5
	-84.5

	
	Config 2
	SCS
	-101.5
	-101.5
	-81.5
	-81.5
	-81.5

	

	Config 1
	dBm/120 KHz
	-104.7

	
	Config 2
	
	-104.7

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Measurement gap configuration is assigned to the UE prior to the start of time period T1.
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE hich supports 4RX on all bands, the SNR during T3 is modified as specified in clause A.3.6. 
Note 10: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.



Table A.7.5.5.1.1-4: Void
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Figure A.7.5.5.1.1-1: SNR and L1-RSRP variation SSB for SSB-based beam failure detection and link recovery testing in non-DRX mode
< End of change 3>
< Start of change 4>
[bookmark: _Toc535476728]A.7.5.5.2	Beam Failure Detection and Link Recovery Test for FR2 PCell configured with SSB-based BFD and LR in DRX mode
A.7.5.5.2.1	Test Purpose and Environment
The purpose of this test is to verify that the UE properly detects SSB-based beam failure in the set q0 configured for a serving cell and that the UE performs correct SSB-based link recovery based on beam candidate set q1. The purpose is to test the downlink monitoring for beam failure detection within the UEs active DL BWP, during the evaluation period, and link recovery, when DRX is used. This test will partly verify the SSB based beam failure detection and link recovery for an FR2 serving cell requirements in clause 8.5.
The test parameters are given in Tables A.7.5.5.2.1-1, A.7.5.5.2.1-2, A.7.5.5.2.1-3, A.7.5.5.2.1-4 and A.7.5.5.2.1-5 below. There is one cell, cell 1 which is the active cell, in the test. The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure A.7.5.5.2.1-1 shows the variation of the downlink SNR of the SSB in set q0 in the active cell to emulate SSB based beam failure. Figure A.7.5.5.2.1-1 additionally shows the variation of the downlink L1-RSRP of the SSB in set q1 of the candidate beam used for link recovery. Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CSI reporting with a reporting periodicity of 5 ms. In the test, DRX configuration is enabled in PCell and DRX inactivity timer has already been expired, i.e. UE tries to decode PDCCH and to send periodic CQI during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
Table A.7.5.5.2.1-1: Supported test configurations for FR2 PCell
	Configuration
	Description

	1
	TDD duplex mode, 120 kHz SSB SCS, 100 MHz bandwidth

	2
	TDD duplex mode, 240 kHz SSB SCS, 100 MHz bandwidth

	Note:	The UE is only required to pass in one of the supported test configurations in FR2



Table A.7.5.5.2.1-2: General test parameters for FR2 PCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	

	Active PCell 
	
	Cell 1
	

	RF Channel Number
	
	1
	

	Duplex mode
	Config 1, 2
	
	TDD
	

	BWchannel
	Config 1, 2
	
	100: NRB,c = 66
	

	DL initial BWP configuration
	Config 1, 2
	
	DLBWP.0.1
	

	DL dedicated BWP configuration
	Config 1, 2
	
	DLBWP.1.1
	

	UL initial BWP configuration
	Config 1, 2
	
	ULBWP.0.1
	

	UL dedicated BWP configuration
	Config 1, 2
	
	ULBWP.1.1
	

	TDD Configuration
	Config 1, 2
	
	TDDConf.3.1
	

	CORESET Reference Channel
	Config 1, 2
	
	CR. 3.1 TDD
	

	SSB Configuration
	Config 1
	
	SSB.1 FR2
	

	
	Config 2
	
	SSB.2 FR2
	

	SMTC Configuration
	Config 1, 2
	
	SMTC.3
	

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2
	
	120 KHz
	

	PRACH Configuration
	Config 1, 2
	
	FR2 PRACH configuration 2
	A.3.8.3

	SSB index assigned as BFD RS (q0)
	
	0
	

	SSB index assigned as CBD RS (q1)
	
	1
	

	TCI Configuration
	Config 1, 2
	
	TBD
	

	OCNG parameters
	
	OP.1
	

	CP length	
	
	Normal
	

	Beam failure detection transmission parameters
	DCI format
	
	1-0
	

	
	Number of Control OFDM symbols
	
	2
	

	
	Aggregation level 
	CCE
	8
	

	
	Ratio of hypothetical PDCCH RE energy to average CSI-RS RE energy
	dB
	0
	

	
	Ratio of hypothetical PDCCH DMRS energy to average CSI-RS RE energy
	dB
	0
	

	
	DMRS precoder granularity
	
	REG bundle size
	

	
	REG bundle size
	
	6
	

	DRX
	
	DRX.3
	A.3.3.3

	Gap pattern ID 
	
	N.A.
	

	rlmInSyncOutOfSyncThreshold
	
	absent
	When the field is absent, the UE applies the value 0. (Table 8.1.1-1).

	rsrp-
	Config 1
	dBm/SSB
	-94.5
	Threshold used 

	ThresholdSSB
	Config 2
	SCS
	-91.5
	for Qin_LR_SSB

	powerControlOffsetSS
	
	db0
	Used for deriving rsrp-ThresholdCSI-RS

	beamFailureInstanceMaxCount
	
	n1
	see clause 5.17 of TS 38.321 [7]

	beamFailureDetectionTimer
	
	pbfd4
	see clause 5.17 of TS 38.321 [7]

	CSI-RS configuration for CSI reporting
	Config 1, 2
	
	CSI-RS.3.1 TDD
	A.3.14.2

	TCI states
	
	TCI.State.0
	

	CSI-RS for tracking
	Config 1, 2
	
	TRS.2.1 TDD
	

	SSB index assigned as RLM RS
	
	0, 1
	

	T310 Timer
	ms
	1000
	

	N310
	
	2
	

	T1
	s
	1
	During this time the the UE shall be fully synchronized to cell 1

	T2
	s
	3.37
	

	T3
	s
	2.8
	

	T4
	s
	0
	

	T5
	s
	0.61
	

	D1
	s
	0.57
	

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.



Table A.7.5.5.2.1-3: Cell specific test parameters for FR2 PCell for SSB-based beam failure detection and link recovery testing in DRX mode
	Parameter
	Unit
	Test 1

	
	
	T1
	T2
	T3
	T4
	T5

	AoA setup
	
	Setup 1 defined in A.3.15

	Assumption for UE beams Note 10
	
	Rough

	EPRE ratio of PDCCH DMRS to SSS
	dB
	0

	EPRE ratio of PDCCH to PDCCH DMRS
	dB
	

	EPRE ratio of PBCH DMRS to SSS
	dB
	

	EPRE ratio of PBCH to PBCH DMRS
	dB
	

	EPRE ratio of PSS to SSS
	dB
	

	EPRE ratio of PDSCH DMRS to SSS 
	dB
	

	EPRE ratio of PDSCH to PDSCH DMRS
	dB
	

	EPRE ratio of OCNG DMRS to SSS
	dB
	

	EPRE ratio of OCNG to OCNG DMRS
	dB
	

	SNR_SSB of set q0
	Config 1
	dB
	5
	-3
	-12
	-12
	-12

	
	Config 2
	
	5
	-3
	-12
	-12
	-12

	SNR_SSB of set q1
	Config 1
	dB
	0.2
	0.2
	20.2
	20.2
	20.2

	
	Config 2
	
	0.2
	0.2
	20.2
	20.2
	20.2

	SSB_RP of set q1
	Config 1
	dBm/SSB
	-104.5
	-104.5
	-84.5
	-84.5
	-84.5

	
	Config 2
	SCS
	-101.5
	-101.5
	-81.5
	-81.5
	-81.5

	

	Config 1
	dBm/120 KHz
	-104.7

	
	Config 2
	
	-104.7

	Propagation condition
	
	TDL-A 30ns 75Hz

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	The uplink resources for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 3:	NZP CSI-RS resource set configuration for CSI reporting are assigned to the UE prior to the start of time period T1.
Note 4:	Void
Note 5:	The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.
Note 6:	The signal contains PDCCH for UEs other than the device under test as part of OCNG.
Note 7:	SNR levels correspond to the signal to noise ratio over the SSS REs.
Note 8:	The SNR in time periods T1, T2, T3, T4 and T5 is denoted as SNR1, SNR2 and SNR3 respectively in figure A.7.5.5.1.1-1.
Note 9:	The SNR values are specified for testing a UE which supports 2RX on at least one band. For testing of a UE which supports 4RX on all bands, the SNR during T3 is modified as specified in clause [A.3.6].
Note 10: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.



Table A.7.5.5.2.1-4: Void
Table A.7.5.5.2.1-5: Void
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Figure A.7.5.5.2.1-1: SNR and L1-RSRP variation for SSB-based beam failure detection and link recovery testing in non-DRX mode
< End of change 4>
< Start of change 5>
A.7.5.6.2	RRC-based Active BWP Switch
A.7.5.6.2.1	NR FR2 DL active BWP switch of PCell with non-DRX in SA
A.7.5.6.2.1.1	Test Purpose and Environment
The purpose of this test is to verify the DL BWP switch delay requirement for RRC-based BWP switch defined in clause 8.6.3. Supported test configurations are shown in Table A.7.5.6.2.1.1-1.
The test scenario comprises of one PCell (Cell 1) as given in Table A.7.5.6.2.1.1-2. Cell-specific parameters of PCell are specified in Table A.7.5.6.2.1.1-3 below.
PDCCHs indicating new transmissions shall be sent continuously on PCell (Cell 1) to ensure that the UE will have ACK/NACK sending.
Before the test starts,
-	UE is connected to Cell 1 (PCell) on radio channel 1 (PCC).
-	UE has bandwidth part BWP-1 in its RRC-configuration for Cell 1 (PCell).
-	UE is indicated in firstActiveDownlinkBWP-Id that the active DL BWP is BWP-1 of initial condition in PCell.
All cells have constant signal levels throughout the test.
The test consists of 1 time period, with duration of T1.
During T1,
	Time period T1 starts when a RRCReconfiguration with updated bandwidth part configuration, sent from the test equipment to the UE, is received at the UE side in PSCell’s slot # denoted i. The UE shall reconfigure its bandwidth part with the updated bandwidth part BWP-1 of final condition.
	The UE shall be able to completely receive PDSCH on PCell from the first DL slot that occurs after the beginning of DL slot  as defined in clause 8.6.3 and starts to report valid ACK/NACK for the PCell from the first UL slot that occurs after the beginning of DL slot. The UE shall be continuously scheduled on PSCell’s BWP-1 starting from the first DL slot that occurs after the beginning of DL slot .
	TRRCprocessingDelay and TBWPswitchDelayRRC are defined in clause 8.6.3.
The test equipment verifies the DL BWP switch time in PSCell by counting the time from the time when the RRC Reconfiguration message including updated BWP configurationis sent till the time when RRC Reconfiguration Complete message is received.
Table A.7.5.6.2.1.1-1: DL BWP switch supported test configurations
	Config
	Description

	1
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	2
	NR 120 kHz SSB SCS, 100 MHz bandwidth, TDD duplex mode

	Note 1:	The UE is only required to be tested in one of the supported test configurations



Table A.7.5.6.2.1.1-2: General test parameters for DL BWP switch in synchronous EN-DCSA
	Parameter
	Unit
	Value
	Comment

	NR RF Channel Number
	
	1
	One NR radio channel is used for this test

	Active PCell
	
	Cell 1
	PCell on RF channel number 1.

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	Cell-individual offset for cells on RF channel number 1
	dB
	0
	Individual offset for cells on PCC. 

	T1
	s
	 [0.2]
	



Table A.7.5.6.2.1.1-3: NR Cell specific test parameters for DL BWP switch in synchronous EN-DCSA
	Parameter
	Unit
	Cell 1

	Frequency Range
	
	FR2

	Duplex mode
	
	TDD

	TDD configuration
	
	TDDConf.3.1

	BWchannel
	
	100 MHz: NRB,c = 66

	Active BWP ID
	
	1

	Initial Condition
	Active DL BWP-1 Configuration
	
	DLBWP.0.2

	
	Active UL BWP-1 Configuration
	
	ULBWP.1.3

	Final
Condition
	Active DL BWP-1 Configuration
	
	DLBWP.1.1

	
	Active UL BWP-1 Configuration
	
	ULBWP.1.1

	
	
	

	
	
	

	
	
	

	
	
	

	'PDSCH Reference measurement channel
	
	SR.3.1 TDD

	RMSI CORESET parameters
	
	CR.3.1 TDD

	Dedicated CORESET parameters
	
	CCR.3.1 TDD

	OCNG Patterns
	
	OP.1

	SSB Configuration
	
	SSB.1 FR2

	SMTC Configuration
	
	SMTC.1

	TCI State
	
	TCI.State.0

	TRS Configuration
	
	TRS.2.1 TDD

	Antenna Configuration
	
	1x2

	Propagation Condition
	
	AWGN

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	Note 1:	OCNG shall be used such that the resources in Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 3:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 4:	For unpaired spectrum, a DL BWP is linked with an UL BWP. DLBWP.0.2 is linked with ULBWP.0.2; DLBWP.1.1 is linked with ULBWP.1.1; DLBWP.1.3 is linked with ULBWP.1.3 defined in clause 12 of TS 38.213 [3].



Table A.7.5.6.2.1.1-4: OTA related test parameters for BWP switching test case
	Parameter
	Unit
	Cell 2

	Angle of arrival configuration
	
	Setup 1 according to table A.3.15

	Assumption for UE beams Note 5
	
	Fine

	
Note1

	NR_TDD_FR2_A
	dBm/15kHz
	-112

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	
	NR_TDD_FR2_T
	
	

	
	NR_TDD_FR2_Y
	
	

	
Note1

	NR_TDD_FR2_A
	dBm/SCS
	-103

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	
	NR_TDD_FR2_T
	
	

	
	NR_TDD_FR2_Y
	
	

	SS-RSRPNote2
	NR_TDD_FR2_A
	dBm/SCS Note3
	-85

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	
	NR_TDD_FR2_T
	
	

	
	NR_TDD_FR2_Y
	
	

	

	dB
	18

	IoNote2
	NR_TDD_FR2_A
	dBm/95.04 MHz Note4
	-56

	
	NR_TDD_FR2_B
	
	

	
	NR_TDD_FR2_F
	
	

	
	NR_TDD_FR2_G
	
	

	
	NR_TDD_FR2_T
	
	

	
	NR_TDD_FR2_Y
	
	

	
Note 1:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 2:	SS-RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:	SS-RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 4:	Equivalent power received by an antenna with 0 dBi gain at the centre of the quiet zone
Note 5: 	Information about types of UE beam is given in B.2.1.3 and does not limit UE implementation or test system implementation.



< End of change 5>
< Start of change 6>
A.8	E-UTRA standalone tests for NR RRM
Editor notes: All NR RRM tests under E-UTRA standalone operations are included in this Annex. All EN-DC related NR RRM tests are in A.6A.4 and A.5.
< End of change 6>
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