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7.4.5.1	MSR operation
[bookmark: _Toc21095401][bookmark: _Toc29766934][bookmark: _Toc36041081][bookmark: _Toc37228491][bookmark: _Toc37228995][bookmark: _Toc37229499][bookmark: _Toc45907056][bookmark: _Toc61116211][bookmark: _Toc67060977]7.4.5.1.1	General blocking test requirement
For the general blocking requirement, the interfering signal shall be a UTRA FDD signal as specified in clause A.1 in TS 25.141 [18] for a UTRA, E-UTRA or NR (≤ 20 MHz) wanted signal. The interfering signal shall be a 20 MHz E-UTRA signal for NR wanted signal channel bandwidth greater than 20 MHz.
For TAB connector operating in non-contiguous spectrum, the requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 15 MHz. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For multi-band TAB connector the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least 15 MHz. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted and interfering signal coupled to the TAB connector, using the parameters in tables 7.4.5.1.1-1 and 7.4.5.1.1-2, the following requirements shall be met:
-	For any measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in clause 7.2.5.3.
-	For any measured UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in clause 7.2.5.1.
-	For any measured UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in clause 7.2.5.2.
-	For any measured NR carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 38.104 [17], clause 7.2.
For a multi-band TAB connector, the requirement applies according to table 7.4.5.1‑1 for the in-band blocking frequency ranges of each supported operating band.
Table 7.4.5.1.1-1: General blocking requirement
	Base Station class
	Mean power of interfering signal (dBm)
	Wanted Signal mean power (dBm)
(Note 1)
	Centre Frequency of Interfering Signal
	Interfering signal centre frequency minimum frequency offset from the Base Station RF Bandwidth edge or sub-block edge inside a gap (MHz)

	Wide Area BS
	-40 +y (Note 7)
	PREFSENS + x dB 
(Note 2, 5)
	
	

	Medium Range BS
	-35 +y (Note 7)
	PREFSENS + x dB 
(Note 3, 5)
	FUL_low - ΔfOOB to FUL_high + ΔfOOB (Note 8)
	±(7.5+z) (Note 9)

	Local Area BS
	-30 +y (Note 7)
	PREFSENS + x dB 
(Note 4, 5)
	
	

	NOTE 1:	PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see clause 7.2.
NOTE 2:	For WA BS supporting UTRA, "x" is equal to 6 in case of NR or E-UTRA or UTRA wanted signals.
NOTE 3:	For MR BS supporting UTRA, "x" is equal to 6 in case of UTRA wanted signals, 9 in case of NR or E-UTRA wanted signal.
NOTE 4:	For LA BS supporting UTRA, "x" is equal to 11 in case of NR or E-UTRA wanted signal, 6 in case of UTRA wanted signal.
NOTE 5:	For a BS not supporting UTRA, x is equal to 6 for all BS classes if NR is supported, otherwise “x” is equal to 6 for WA BS or 9 for MR BS or 11 for LA BS if NR is not supported.
NOTE 6:	For a BS capable of multi-band operation, "x" in Note 2, 3, 4, 5 applies in case of interfering signals that are in the in-band blocking frequency range of the operating band where the wanted signal is present or in the in-band blocking frequency range of an adjacent or overlapping operating band. For other in-band blocking frequency ranges of the interfering signal for the supported operating bands, "x" is equal to 1.4 dB.
[bookmark: _Hlk513542859]NOTE 7:	For a BS supporting NR and not supporting UTRA, "y" is equal to -3 for the WA and MR BS class and -5 for the LA BS class. For all other cases, “y” is equal to zero for all BS classes.
NOTE 8:	The downlink frequency range of an FDD operating band is excluded from the general blocking requirement.
NOTE 9:	For NR wanted signal channel bandwidth greater than 20 MHz, z = 22.5 MHz. For all other cases, z = 0 MHz.



Table 7.4.5.1.1-2: Void
NOTE:	The requirement in tables 7.4.5.1.1-1 assumes that two operating bands, where the downlink operating band (see table 4.4-1 and table 4.4-2 in TS 37.141 [16].) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
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*********************Next changed section*****************
[bookmark: _Toc21095423][bookmark: _Toc29766956][bookmark: _Toc36041103][bookmark: _Toc37228513][bookmark: _Toc37229017][bookmark: _Toc37229521][bookmark: _Toc45907078][bookmark: _Toc61116233][bookmark: _Toc67060999]7.5.5.2	Single RAT UTRA FDD operation
For each measured carrier, the BER shall not exceed 0.001 for the parameters specified in tables 7.5.5.2-1 to 7.5.5.2-9 if applicable for the TAB connector under test.
The requirement is applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the lower/upper Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.
For a TAB connector operating in non-contiguous spectrum within any operating band, the blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least 15 MHz. The interfering signal offset is defined relative to the lower/upper sub-block edge inside the sub-block gap and is equal to -7.5 MHz/+7.5 MHz, respectively.
For a TAB connector operating in non-contiguous spectrum within any operating band, the narrowband blocking requirements in tables 7.5.5.2-7 to 7.5.5.2-9 apply in addition inside any sub-block gap, in case the sub-block gap size is at least 400 kHz or 600 kHz, depending on the operating band. The interfering signal offset is defined relative to the lower/upper sub-block edge inside the sub-block gap and is equal to -200 kHz/+200 kHz or -300 kHz/+300 kHz, respectively.
For a multi-band TAB connector, the requirement in the in-band blocking frequency range applies for each supported operating band. The requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least 15 MHz. The interfering signal offset is defined relative to lower/upper Base Station RF bandwidth edges inside the Inter RF Bandwidth gap and is equal to -7.5 MHz/+7.5 MHz, respectively.
For a multi-band TAB connector, the requirement in the out-of-band blocking frequency ranges apply for each operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to tables 7.5.5.2-1 to 7.5.5.2-3 shall be excluded from the out-of-band blocking requirement.
For a multi-band TAB connector, the narrowband blocking requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least 400 kHz or 600 kHz, depending on the operating band. The interfering signal offset is defined relative to lower/upper Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap and is equal to -200 kHz/+200 kHz or -300 kHz/+300 kHz, respectively.
Table 7.5.5.2-1: Blocking characteristics for Wide Area BS
	Operating Band
	Centre Frequency of Interfering Signal
	Interfering Signal mean power
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	I
	1920 ‑ 1980 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1900 ‑ 1920 MHz
1980 ‑ 2000 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz -1900 MHz
2000 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	
	CW carrier

	II
	1850 ‑ 1910 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1830 ‑ 1850 MHz
1910 ‑ 1930 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1830 MHz
1930 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 
	CW carrier

	III
	1710 - 1785 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1690 ‑ 1710 MHz
1785 - 1805 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1690 MHz
1805 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 
	CW carrier

	IV
	1710 - 1755 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1690 ‑ 1710 MHz
1755 - 1775 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1690 MHz
1775 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 
	CW carrier

	V
	824-849 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	804-824 MHz
849-869 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 804 MHz
869 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	
	CW carrier

	VI
	810 - 830 MHz
840 - 860 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 810 MHz
860 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	
	CW carrier

	VII
	2500 - 2570 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	2480 - 2500 MHz
2570 - 2590 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz -2480 MHz
2590 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	
	CW carrier

	VIII
	880 ‑ 915 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	860 ‑ 880 MHz
915 - 925 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz -860 MHz
925 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	
	CW carrier

	IX
	1749.9 - 1784.9 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1729.9 - 1749.9 MHz
1784.9 - 1804.9 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 1729.9 MHz
1804.9 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	
	CW carrier

	X
	1710 - 1770 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1690 ‑ 1710 MHz
1770 - 1790 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1690 MHz
1790 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm
	
	CW carrier

	XI
	1427.9 - 1447.9 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1407.9 - 1427.9 MHz
1447.9 - 1467.9 MHz 
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 1407.9 MHz
1467.9 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	
	CW carrier

	XII
	699 - 716 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	679 - 699 MHz
716 - 729 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 679 MHz
729 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	
	CW carrier

	XIII
	777 - 787 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	757 - 777 MHz
787 - 807 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 - 757 MHz
807 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	 
	CW carrier

	XIV
	788 - 798 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	768 - 788 MHz
798 - 818 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 - 768 MHz
818 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	 
	CW carrier

	XIX
	830 - 845 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	810 - 830 MHz
845 - 865 MHz
	-40 dBm
	-115 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 810 MHz
865 MHz - 12750 MHz
	-15 dBm
	-115 dBm 
	
	CW carrier

	XX
	832 - 862 MHz
	-40 dBm
	-115 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	821 - 832 MHz
862 - 882 MHz
	-40 dBm
	-115 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 821 MHz
882 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	
	CW carrier

	XXI
	1447.9 - 1462.9 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1427.9 - 1447.9 MHz
1462.9 - 1482.9 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 1427.9 MHz
1482.9 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	
	CW carrier

	XXII
	3410 - 3490 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	3390 - 3410 MHz
3490 - 3510 MHz
	-40 dBm
	-115 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 3390 MHz
3510 MHz - 12750 MHz
	-15 dBm
	-115 dBm
	
	CW carrier

	XXV
	1850 ‑ 1915 MHz
	-40 dBm
	-115 dBm 
	±10 MHz
	WCDMA signal (Note 1)

	
	1830 ‑ 1850 MHz
1915 ‑ 1930 MHz
	-40 dBm
	-115 dBm 
	±10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1830 MHz
1930 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm 
	 
	CW carrier

	XXVI
	814-849 MHz
	-40 dBm
	-115 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	794-814 MHz
849-859 MHz
	-40 dBm
	-115 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 794 MHz
859 MHz ‑ 12750 MHz
	-15 dBm
	-115 dBm
	
	CW carrier

	NOTE 1:	The characteristics of the W-CDMA interfering signal are specified in annex I of TS 25.141 [18].
NOTE 2:	For a multi-band TAB connector, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, or in the in-band blocking frequency range of an adjacent or overlapping operating band, the wanted signal mean power is equal to ‑119.6 dBm.



NOTE:	Table 7.5.5.2-1 assumes that two operating bands, where the downlink frequencies (see TS 25.141 [18] table 3.0) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.2-2: Blocking characteristics for Medium Range BS
	Operating Band
	Centre Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	I
	1920 ‑ 1980 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1900 ‑ 1920 MHz
1980 ‑ 2000 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz -1900 MHz
2000 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	
	CW carrier

	II
	1850 ‑ 1910 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1830 ‑ 1850 MHz
1910 ‑ 1930 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1830 MHz
1930 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	 
	CW carrier

	III
	1710 - 1785 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1690 ‑ 1710 MHz
1785 - 1805 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1690 MHz
1805 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	 
	CW carrier

	IV
	1710 - 1755 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1690 ‑ 1710 MHz
1755 - 1775 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1690 MHz
1775 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	 
	CW carrier

	V
	824-849 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	804-824 MHz
849-869 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 804 MHz
869 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	
	CW carrier

	VI
	810 - 830 MHz
840 - 860 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 810 MHz
860 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	
	CW carrier

	VII
	2500 - 2570 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	2480 - 2500 MHz
2570 - 2590 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz -2480 MHz
2590 MHz - 12750 MHz
	-15 dBm
	-105 dBm 
	
	CW carrier

	VIII
	880 ‑ 915 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	860 ‑ 880 MHz
915 - 925 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz -860 MHz
925 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	
	CW carrier

	IX
	1749.9 - 1784.9 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1729.9 - 1749.9 MHz
1784.9 - 1804.9 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 1729.9 MHz
1804.9 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	
	CW carrier

	X
	1710 - 1770 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1690 ‑ 1710 MHz
1770 - 1790 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1690 MHz
1790 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm
	
	CW carrier

	XI
	1427.9 - 1447.9 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1407.9 - 1427.9 MHz
1447.9 - 1467.9 MHz 
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 1407.9 MHz
1467.9 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	
	CW carrier

	XII
	699 - 716 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	679 - 699 MHz
716 - 729 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 679 MHz
729 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	
	CW carrier

	XIII
	777 - 787 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	757 - 777 MHz
787 - 807 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 - 757 MHz
807 MHz - 12750 MHz
	-15 dBm
	-105 dBm 
	 
	CW carrier

	XIV
	788 - 798 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	768 - 788 MHz
798 - 818 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 - 768 MHz
818 MHz - 12750 MHz
	-15 dBm
	-105 dBm 
	 
	CW carrier

	XIX
	830 - 845 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	810 - 830 MHz
845 - 865 MHz
	-35 dBm
	-105 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 810 MHz
865 MHz - 12750 MHz
	-15 dBm
	-105 dBm 
	
	CW carrier

	XX
	832 - 862 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	821 - 832 MHz
862 - 882 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 821 MHz
882 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	
	CW carrier

	XXI
	1447.9 - 1462.9 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1427.9 - 1447.9 MHz
1462.9 - 1482.9 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 1427.9 MHz
1482.9 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	
	CW carrier

	XXII
	3410 - 3490 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	3390 - 3410 MHz
3490 - 3510 MHz
	-35 dBm
	-105 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 3390 MHz
3510 MHz - 12750 MHz
	-15 dBm
	-105 dBm
	
	CW carrier

	XXV
	1850 ‑ 1915 MHz
	-35 dBm
	-105 dBm 
	±10 MHz
	WCDMA signal (Note 1)

	
	1830 ‑ 1850 MHz
1915 ‑ 1930 MHz
	-35 dBm
	-105 dBm 
	±10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1830 MHz
1930 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm 
	 
	CW carrier

	XXVI
	814-849 MHz
	-35 dBm
	-105 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	794-814 MHz
849-859 MHz
	-35 dBm
	-105 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 794 MHz
859 MHz ‑ 12750 MHz
	-15 dBm
	-105 dBm
	
	CW carrier

	NOTE 1:	The characteristics of the WCDMA interfering signal are specified in annex I of TS 25.141 [18].
NOTE 2:	For a multi-band TAB connector, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, or in the in-band blocking frequency range of an adjacent or overlapping operating band, the wanted signal mean power is equal to ‑109.6 dBm.



NOTE:	Table 7.5.5.2-2 assumes that two operating bands, where the downlink frequencies (see TS 25.141 [18] Table 3.0) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.2-3: Blocking characteristics for Local Area
	Operating Band
	Centre Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal mean power
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	I
	1920 ‑ 1980 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1900 ‑ 1920 MHz
1980 ‑ 2000 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz -1900 MHz
2000 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	
	CW carrier

	II
	1850 ‑ 1910 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1830 ‑ 1850 MHz
1910 ‑ 1930 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1830 MHz
1930 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 
	CW carrier

	III
	1710 - 1785 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1690 ‑ 1710 MHz
1785 - 1805 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1690 MHz
1805 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 
	CW carrier

	IV
	1710 - 1755 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1690 ‑ 1710 MHz
1755 - 1775 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1690 MHz
1775 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm 
	 
	CW carrier

	V
	824-849 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	804-824 MHz
849-869 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 804 MHz
869 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm 
	
	CW carrier

	VI
	810 - 830 MHz
840 - 860 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 810 MHz
860 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	
	CW carrier

	VII
	2500 - 2570 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	2480 - 2500 MHz
2570 - 2590 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz -2480 MHz
2590 MHz - 12750 MHz
	-15 dBm
	-101 dBm 
	 
	CW carrier

	VIII
	880 ‑ 915 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	860 ‑ 880 MHz
915 - 925 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz -860 MHz
925 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm 
	 
	CW carrier

	IX
	1749.9 - 1784.9 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1729.9 - 1749.9 MHz
1784.9 - 1804.9 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 1729.9 MHz
1804.9 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	 
	CW carrier

	X
	1710 - 1770 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1690 ‑ 1710 MHz
1770 - 1790 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1690 MHz
1790 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 
	CW carrier

	XI
	1427.9 - 1447.9 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1407.9 - 1427.9 MHz
1447.9 - 1467.9 MHz 
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 1407.9 MHz
1467.9 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	
	CW carrier

	XII
	699 - 716 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	679 - 699 MHz
716 - 729 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 679 MHz
729 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	
	CW carrier

	XIII
	777 - 787 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	757 - 777 MHz
787 - 807 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 - 757 MHz
807 MHz - 12750 MHz
	-15 dBm
	-101 dBm 
	 
	CW carrier

	XIV
	788 - 798 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	768 - 788 MHz
798 - 818 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 - 768 MHz
818 MHz - 12750 MHz
	-15 dBm
	-101 dBm 
	 
	CW carrier

	XIX
	830 - 845 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	810 - 830 MHz
845 - 865 MHz
	-30 dBm
	-101 dBm 
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 810 MHz
865 MHz - 12750 MHz
	-15 dBm
	-101 dBm 
	
	CW carrier

	XX
	832 - 862 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	821 - 832 MHz
862 - 882 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 821 MHz
882 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	
	CW carrier

	XXI
	1447.9 - 1462.9 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1427.9 - 1447.9 MHz
1462.9 - 1482.9 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 1427.9 MHz
1482.9 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	
	CW carrier

	XXII
	3410 - 3490 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	3390 - 3410 MHz
3490 - 3510 MHz
	-30 dBm
	-101 dBm
	10 MHz
	WCDMA signal (Note 1)

	
	1 MHz - 3390 MHz
3510 MHz - 12750 MHz
	-15 dBm
	-101 dBm
	
	CW carrier

	XXV
	1850 ‑ 1915 MHz
	-30 dBm
	-101 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	1830 ‑ 1850 MHz
1915 ‑ 1930 MHz
	-30 dBm
	-101 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 1830 MHz
1930 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	 
	CW carrier

	XXVI
	814-849 MHz
	-30 dBm
	-101 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	794-814 MHz
849-859 MHz
	-30 dBm
	-101 dBm
	±10 MHz
	WCDMA signal (Note 1)

	
	1 MHz ‑ 794 MHz
859 MHz ‑ 12750 MHz
	-15 dBm
	-101 dBm
	
	CW carrier

	NOTE 1:	The characteristics of the WCDMA interfering signal are specified in annex I of TS 25.141 [18].
NOTE 2:	For a multi-band TAB connector, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, or in the in-band blocking frequency range of an adjacent or overlapping operating band, the wanted signal mean power is equal to -105.6 dBm.



NOTE:	Table 7.5.5.2-3 assumes that two operating bands, where the downlink frequencies (see TS 25.141 [18] table 3.0) of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
*********************End of change*****************

*********************Next changed section*****************
[bookmark: _Toc21095427][bookmark: _Toc29766960][bookmark: _Toc36041107][bookmark: _Toc37228517][bookmark: _Toc37229021][bookmark: _Toc37229525][bookmark: _Toc45907082][bookmark: _Toc61116237][bookmark: _Toc67061003]7.5.5.4	Single RAT E-UTRA operation
[bookmark: _Toc21095428][bookmark: _Toc29766961][bookmark: _Toc36041108][bookmark: _Toc37228518][bookmark: _Toc37229022][bookmark: _Toc37229526][bookmark: _Toc45907083][bookmark: _Toc61116238][bookmark: _Toc67061004]7.5.5.4.1	General test requirement
For each measured E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted and an interfering signal coupled to BS antenna input using the parameters in tables 7.5.5.4.1-1, 7.5.5.4.1-2, 7.5.5.4.1-3 and 7.5.5.4.1-4. The reference measurement channel for the wanted signal is specified in tables 7.2.5.3-1, 7.2.5.3-2 and 7.2.5.3-3 for each channel bandwidth and further specified in TS 36.141 [17], Annex A.
The blocking requirement is always applicable outside the Base Station RF Bandwidth or Maximum Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Maximum Radio Bandwidth edges.
For a TAB connector operating in non-contiguous spectrum within any operating band, the blocking requirement applies in addition inside any sub-block gap, in case the sub-block gap size is at least as wide as twice the interfering signal minimum offset in table 7.6-2. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.
For a multi-band TAB connector, the requirement in the in-band blocking frequency ranges applies for each supported operating band. The requirement applies in addition inside any Inter RF Bandwidth gap, in case the Inter RF Bandwidth gap size is at least as wide as twice the interfering signal minimum offset in table 7.6-2.
For a multi-band TAB connector, the requirement in the out-of-band blocking frequency ranges apply for each operating band, with the exception that the in-band blocking frequency ranges of all supported operating bands according to tables 7.5.5.4.1-1, 7.5.5.4.1-2 and 7.5.5.4.1-3 shall be excluded from the out-of-band blocking requirement.
Table 7.5.5.4.1-1: Blocking performance requirement for Wide Area BS
	Operating Band
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
(Note 1)
	Interfering signal centre frequency minimum frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18, 19, 21-23, 24, 27, 30, 33-45, 48, 50, 52, 65, 66, 68, 70
	(FUL_low -20)
	to
	(FUL_high +20)
	-43
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +20)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	8, 26, 28
	(FUL_low -20)
	to
	(FUL_high +10)
	-43
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +10)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	12
	(FUL_low -20)
	to
	(FUL_high +13)
	-43
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +13)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	17
	(FUL_low -20)
	to
	(FUL_high +18)
	-43
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +18)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	20, 71
	(FUL_low -11)
	to
	(FUL_high +20)
	-43
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +20)
	to
to
	(FUL_low -11)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	25
	(FUL_low -20)
	to
	(FUL_high +15)
	-43
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +15)
	to

	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	31, 72, 73, 74
	(FUL_low -20)
	to
	(FUL_high +5)
	-43
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +5)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	85
	(FUL_low -20)
	to
	(FUL_high +12)
	-43
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +12)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	NOTE 1:	PREFSENS depends on the channel bandwidth as specified in TS 36.104 [11], clause 7.2.1.
NOTE 2:	For a multi-band TAB connector, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, or in the in-band blocking frequency range of an adjacent or overlapping operating band, the wanted signal mean power is equal to PREFSENS + 1.4 dB.



NOTE 1:	Table 7.5.5.4.1-1 assumes that two operating bands, where the downlink operating band see clause 4.5 of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.4.1-2: Blocking performance requirement for Local Area BS
	Operating Band
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
(Note 1)
	Interfering signal centre frequency minimum frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of Interfering Signal

	1-7, 9-11, 13-14, 18,19,21-23, 24, 27, 30, 33-45, 48, 50, 51, 52, 65, 66, 68, 70
	(FUL_low -20)
	to
	(FUL_high +20)
	-35
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +20)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	8, 26, 28
	(FUL_low -20)
	to
	(FUL_high +10)
	-35
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +10)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	12
	(FUL_low -20)
	to
	(FUL_high +13)
	-35
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +13)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	17
	(FUL_low -20)
	to
	(FUL_high +18)
	-35
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +18)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	20, 71
	(FUL_low -11)
	to
	(FUL_high +20)
	-35
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +20)
	to
to
	(FUL_low -11)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	25
	(FUL_low -20)
	to
	(FUL_high +15)
	-35
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +15)
	to

	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	31, 72, 73, 74
	(FUL_low -20)
	to
	(FUL_high +5)
	-35
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +5)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	85
	(FUL_low -20)
	to
	(FUL_high +12)
	-35
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +12)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	NOTE 1:	PREFSENS depends on the channel bandwidth as specified in TS 36.104 [11], clause 7.2.1.
NOTE 2:	For a multi-band TAB connector, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, or in the in-band blocking frequency range of an adjacent or overlapping operating band, the wanted signal mean power is equal to PREFSENS + 1.4 dB.



NOTE 2:	Table 7.5.5.4.1-2 assumes that two operating bands, where the downlink operating band see clause 4.5 of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.4.1-3: Blocking performance requirement for Medium Range BS
	Operating Band
	Centre Frequency of Interfering Signal (MHz)
	Interfering Signal mean power (dBm)
	Wanted Signal mean power (dBm)
(Note 1)
	Interfering signal centre frequency minimum frequency offset to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of Interfering Signal

	1-7, 9-11, 13, 14, 18,19, 21-23, 24, 27, 30, 33-45, 48, 50, 52, 65, 66, 68, 70
	(FUL_low -20)
	to
	(FUL_high +20)
	-38
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +20)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	8, 26, 28
	(FUL_low -20)
	to
	(FUL_high +10)
	-38
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +10)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	12
	(FUL_low -20)
	to
	(FUL_high +13)
	-38
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +13)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	17
	(FUL_low -20)
	to
	(FUL_high +18)
	-38
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +18)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	20, 71
	(FUL_low -11)
	to
	(FUL_high +20)
	-38
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +20)
	to
to
	(FUL_low -11)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	25
	(FUL_low -20)
	to
	(FUL_high +15)
	-38
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +15)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB
	
	CW carrier

	31, 72, 73, 74
	(FUL_low -20)
	to
	(FUL_high +5)
	-38
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +5)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB
	
	CW carrier

	85
	(FUL_low -20)
	to
	(FUL_high +12)
	-38
	PREFSENS +6 dB (Note 2)
	See table 7.5.5.4.1-4
	See table 7.5.5.4.1-4

	
	1
(FUL_high +12)
	to
to
	(FUL_low -20)
12750
	-15
	PREFSENS +6 dB 
	
	CW carrier 

	NOTE 1:	PREFSENS depends on the channel bandwidth as specified in TS 36.104 [11], clause 7.2.1.
NOTE 2:	For a multi-band TAB connector, in case of interfering signal that is not in the in-band blocking frequency range of the operating band where the wanted signal is present, or in the in-band blocking frequency range of an adjacent or overlapping operating band, the wanted signal mean power is equal to PREFSENS + 1.4 dB.



NOTE 3:	Table 7.5.5.4.1-3 assumes that two operating bands, where the downlink operating band see clause 4.5 of one band would be within the in-band blocking region of the other band, are not deployed in the same geographical area.
Table 7.5.5.4.1-4: Interfering signals for blocking performance requirement
	E-UTRA
channel BW of the lowest/highest carrier received (MHz)
	Interfering signal centre frequency minimum offset to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap (MHz)
	Type of interfering signal

	1.4
	±2.1
	1.4 MHz E-UTRA signal

	3
	±4.5
	3 MHz E-UTRA signal

	5
	±7.5
	5 MHz E-UTRA signal

	10
	±7.5
	5 MHz E-UTRA signal

	15
	±7.5
	5 MHz E-UTRA signal

	20
	±7.5
	5 MHz E-UTRA signal



NOTE 4:	If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause 4.1.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex C.
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