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	Rev
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	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	0737
	-
	Rel-16
	CR Removal of square brackets from n48 NS_27 R16 CAT F
	F
	16.7.0
	RAN4#99-e
	R4-2108918
	Nokia
	NR_RF_FR1-Core
	
	

	38.101-1
	0738
	-
	Rel-17
	CR Removal of square brackets from n48 NS_27 R17 CAT F
	F
	17.1.0
	RAN4#99-e
	R4-2108919
	Nokia
	NR_RF_FR1-Core
	
	

	38.101-1
	0750
	-
	Rel-17
	CR on spurious emission between n40 and n41 into Rel-17 TS 38.101-1
	A
	17.1.0
	RAN4#99-e
	R4-2108946
	CMCC,Huawei, HiSilicon,ZTE, OPPO, CATT
	NR_RF_FR1-Core
	
	

	38.101-2
	0363
	-
	Rel-16
	Removal of CA_n260(*) notation and IE fix R16 CATF
	F
	16.7.0
	RAN4#99-e
	R4-2108922
	Nokia
	NR_RF_FR2_req_enh
	
	

	38.101-2
	0364
	-
	Rel-17
	Removal of CA_n260(*) notation and IE fix R17 CATA
	A
	17.1.0
	RAN4#99-e
	R4-2108923
	Nokia
	NR_RF_FR2_req_enh
	
	

	38.101-4
	0190
	-
	Rel-17
	CR to TS 38.101-4: Performance requirements for single-DCI based multi-TRP Repetition Tx schemes (R17)
	A
	17.0.0
	RAN4#99-e
	R4-2109204
	Intel Corporation
	NR_eMIMO-Perf
	
	

	38.101-4
	0191
	1
	Rel-16
	CR to TS 38.101-4: HST-DPS channel model clarification (R16)
	F
	16.4.0
	RAN4#99-e
	R4-2108557
	Intel
	NR_HST-Perf
	
	

	38.101-4
	0192
	-
	Rel-17
	CR to TS 38.101-4: HST-DPS channel model clarification (R17)
	A
	17.0.0
	RAN4#99-e
	R4-2109206
	Intel Corporation
	NR_HST-Perf
	
	

	38.101-4
	0194
	-
	Rel-17
	Corrections to align the description of PMI test cases with TS 38.214
	A
	17.0.0
	RAN4#99-e
	R4-2109270
	Nokia, Nokia Shanghai Bell
	NR_eMIMO-Perf
	
	

	38.101-4
	0201
	-
	Rel-16
	CR to 38.101-4 on URLLC requirements for PDSCH slot aggregation in FR2 - R16
	F
	16.4.0
	RAN4#99-e
	R4-2109344
	Apple
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0202
	-
	Rel-17
	CR to 38.101-4 on URLLC requirements for PDSCH slot aggregation in FR2 - R17
	A
	17.0.0
	RAN4#99-e
	R4-2109345
	Apple
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0203
	-
	Rel-16
	CR to 38.101-4 on CQI Reporting requirements with Table3 - R16
	F
	16.4.0
	RAN4#99-e
	R4-2109346
	Apple
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0204
	-
	Rel-17
	CR to 38.101-4 on CQI Reporting requirements with Table3 - R17
	A
	17.0.0
	RAN4#99-e
	R4-2109347
	Apple
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0205
	1
	Rel-16
	CR to 38.101-4 on TRS config update for HST-DPS test cases- R16
	F
	16.4.0
	RAN4#99-e
	R4-2108558
	Apple
	NR_HST-Perf
	
	

	38.101-4
	0206
	-
	Rel-17
	CR to 38.101-4 on TRS config update for HST-DPS test cases- R17
	A
	17.0.0
	RAN4#99-e
	R4-2109350
	Apple
	NR_HST-Perf
	
	

	38.101-4
	0208
	-
	Rel-16
	CR on HST-SFN requirements for TDD
	F
	16.4.0
	RAN4#99-e
	R4-2109521
	CMCC
	NR_HST-Perf
	
	

	38.101-4
	0209
	-
	Rel-17
	CR on HST-SFN requirements for TDD
	A
	17.0.0
	RAN4#99-e
	R4-2109522
	CMCC
	NR_HST-Perf
	
	

	38.101-4
	0233
	1
	Rel-16
	CR to TS 38.101-4 Cleanup of UE performance requirements for FR1 URLLC PDSCH repetitions over multiple slots (Rel-16)
	F
	16.4.0
	RAN4#99-e
	R4-2108707
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0234
	1
	Rel-17
	CR to TS 38.101-4 Cleanup of UE performance requirements for FR1 URLLC PDSCH repetitions over multiple slots (Rel-17)
	F
	17.0.0
	RAN4#99-e
	R4-2108708
	Huawei, HiSilicon
	NR_L1enh_URLLC-Perf
	
	

	38.101-4
	0261
	1
	Rel-17
	CR to TS 38.101-4: FRC index update and Editorial corrections (R17)
	A
	17.0.0
	RAN4#99-e
	R4-2108561
	Intel
	NR_HST-Perf
	
	

	38.133
	1859
	-
	Rel-17
	Correction to cell reselection test case for HST
	A
	17.1.0
	RAN4#99-e
	R4-2109070
	CATT
	NR_HST-Perf
	
	

	38.133
	1860
	-
	Rel-16
	Correction to cell reselection test case for UE Power saving
	F
	16.7.0
	RAN4#99-e
	R4-2109071
	CATT
	NR_UE_pow_sav-Perf
	
	

	38.133
	1861
	-
	Rel-17
	Correction to cell reselection test case for UE Power saving
	A
	17.1.0
	RAN4#99-e
	R4-2109072
	CATT
	NR_UE_pow_sav-Perf
	
	

	38.133
	1878
	-
	Rel-17
	CR on legacy Rel-16 HST NR UE measurement requirements (R17)
	A
	17.1.0
	RAN4#99-e
	R4-2109227
	Intel Corporation
	NR_HST_FR1_enh
	
	

	38.133
	1881
	-
	Rel-16
	Correction on the power of the first preamble for 2-step RACH
	F
	16.7.0
	RAN4#99-e
	R4-2109271
	Nokia, Nokia Shanghai Bell
	NR_2step_RACH-Perf
	
	

	38.133
	1882
	-
	Rel-17
	Correction on the power of the first preamble for 2-step RACH
	A
	17.1.0
	RAN4#99-e
	R4-2109272
	Nokia, Nokia Shanghai Bell
	NR_2step_RACH-Perf
	
	

	38.133
	1901
	-
	Rel-16
	CR to 38.133 on Link recovery requirements - R16
	F
	16.7.0
	RAN4#99-e
	R4-2109334
	Apple
	NR_eMIMO-Core
	
	

	38.133
	1902
	-
	Rel-17
	CR to 38.133 on Link recovery requirements - R17
	A
	17.1.0
	RAN4#99-e
	R4-2109335
	Apple
	NR_eMIMO-Core
	
	

	38.141-1
	0228
	1
	Rel-16
	CR for 38.141-1: HST demodulation specification maintenance
	F
	16.7.0
	RAN4#99-e
	R4-2108559
	Nokia, Nokia Shanghai Bell
	NR_HST-Perf
	
	

	38.141-2
	0317
	-
	Rel-16
	CR for TS 38.141-2: Introduction of NR PUSCH UL TA performance requirement(Rel-16)
	F
	16.7.0
	RAN4#99-e
	R4-2109107
	CATT
	NR_HST-Perf
	
	

	38.141-2
	0318
	-
	Rel-17
	CR for TS 38.141-2: Introduction of NR PUSCH UL TA performance requirement(Rel-17)
	A
	17.1.0
	RAN4#99-e
	R4-2109108
	CATT
	NR_HST-Perf
	
	

	38.141-2
	0335
	1
	Rel-16
	CR for 38.141-2: HST demodulation specification maintenance
	F
	16.7.0
	RAN4#99-e
	R4-2108560
	Nokia, Nokia Shanghai Bell
	NR_HST-Perf
	
	

	38.141-2
	0337
	1
	Rel-16
	CR for 38.141-2: Demodulation performance enhancement specification maintenance
	F
	16.7.0
	RAN4#99-e
	R4-2108709
	Nokia, Nokia Shanghai Bell
	NR_perf_enh-Perf
	
	

	38.307
	0062
	-
	Rel-17
	CR to 38.307 to add interband CA R17 CATA
	A
	17.1.0
	RAN4#99-e
	R4-2108911
	Nokia, Nokia Shanghai Bell, NTT DOCOMO
	NR_RF_FR2_req_enh2-Core
	
	


