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[bookmark: _Toc13090907]<START OF THE CHANGE 1>
[bookmark: _Toc61121167][bookmark: _Toc53176839][bookmark: _Toc45892974][bookmark: _Toc40210015][bookmark: _Toc40209673][bookmark: _Toc37084311][bookmark: _Toc37083969][bookmark: _Toc37068424][bookmark: _Toc29808505][bookmark: _Toc21338397]A.3.2.1.1	Reference measurement channels for SCS 15 kHz FR1
(Unchanged part skipped)
Table A.3.2.1.1-8: PDSCH Reference Channel for FDD HST scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-8.1 FDD
	R.PDSCH.1-8.2 FDD
	R.PDSCH.1-8.3 FDD
	R.PDSCH.1-8.4 FDD
	

	Channel bandwidth
	MHz
	10
	10
	10
	10
	

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	

	Number of allocated resource blocks
	PRBs
	52
	52
	52
	52
	

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	

	MCS index
	
	13
	17
	13
	17
	

	Modulation
	
	16QAM
	64QAM
	16QAM
	64QAM
	

	Target Coding Rate
	
	0.48
	0.43
	0.48
	0.43
	

	Number of MIMO layers
	
	1
	1
	2
	2
	

	Number of DMRS REs
	
	18
	18
	18
	18
	

	Overhead for TBS determination
	
	0
	0
	0
	0
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	12552
	16896
	25104
	2868033816
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	CBs
	2
	3
	3
	45
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,2,11,12
	Bits
	24960
	37440
	5116849920
	7675274880
	

	  For Slots i = 3,…, 10, 13, …, 19
	Bits
	26208
	39312
	52416
	78624
	

	Max. Throughput averaged over 2 frames
	Mbps
	11.924
	16.0512
	23.8488
	27.24632.1252
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



<END OF THE CHANGE 1>

<START OF THE CHANGE 2>
[bookmark: _Toc61121173]A.3.2.2.2	Reference measurement channels for SCS 30 kHz FR1
(Unchanged part skipped)
Table A.3.2.2.2-10: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1 and HST scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-10.1 TDD
	R.PDSCH.2-10.2 TDD
	R.PDSCH.2-10.3 TDD
	R.PDSCH.2-10.4 TDD
	R.PDSCH.2-10.5 TDD

	Channel bandwidth
	MHz
	40
	40
	40
	40
	40

	Subcarrier spacing
	kHz
	30
	30
	30
	30
	30

	Allocated resource blocks
	PRBs
	106
	106
	106
	106
	106

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	4
	N/A
	4
	N/A
	4

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	
	31
	27
	31
	27
	31

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	17
	13
	17

	Modulation
	
	16QAM
	16QAM
	64QAM
	16QAM
	64QAM

	Target Coding Rate
	
	0.48
	0.48
	0.43
	0.48
	0.43

	Number of MIMO layers
	
	1
	1
	1
	2
	2

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	
	6
	N/A
	6
	N/A
	6

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	
	18
	18
	18
	18
	18

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	8456
	N/A
	11528
	N/A
	1946423040

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	25608
	25608
	33816
	51216
	5838467584

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	24
	N/A
	24
	N/A
	24

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	CBs
	2
	N/A
	2
	N/A
	3

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {1,…,39}
	CBs
	4
	4
	5
	7
	79

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,2,21,22 (Note 3)
	Bits
	52176 (Note 3)
	5088052176
	7632078264
	104304104352
	156456156528

	  For Slot i, if mod(i, 10) = 7 for i from {0,…,39}
	Bits
	17808
	N/A
	26712
	N/A
	53424

	  For Slot i, if mod(i, 10) = {0,1,2,3,4,5,6} for i from {3,…,20,23,…,39}
	Bits
	53424
	53424
	80136
	106848
	160272

	Max. Throughput averaged over 2 frames
	Mbps
	36.262
	34.5708
	47.9572
	69.1416
	82.711295.8464

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Binary Channel Bits are calculated under assumption of 52 PRBs TRS allocation.



<END OF THE CHANGE 2>

