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	Reason for change:
	Current description for simultaneous multi-CC spatial relaton update for SRS in TS 38.214 is not aligned with the corresponding paragraph for simultaneous multi-CC TCI state update for PDSCH captured and can be misinterpreted such that the applicable list of CCs is indicated by RRC configuration, not by MAC CE command.
TS 38.214, 5.1.5
Antenna ports quasi co-location

The UE receives an activation command, as described in clause 6.1.3.14 of [10, TS 38.321], used to map up to 8 TCI states to the codepoints of the DCI field 'Transmission Configuration Indication' in one CC/DL BWP or in a set of CCs/DL BWPs, respectively. When a set of TCI state IDs are activated for a set of CCs/DL BWPs, where the applicable list of CCs is determined by indicated CC in the activation command, the same set of TCI state IDs are applied for all DL BWPs in the indicated CCs.


	
	

	Summary of change:
	Revise text such that the applicable list of CCs is determined by the indicated CC in the MAC CE command

	
	

	Consequences if not approved:
	The text can be misunderstood that the applicable list of CCs is indicated by RRC configuration, not by MAC CE command.
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6.2
UE reference signal (RS) procedure

6.2.1
UE sounding procedure

< Unchanged parts are omitted>
When a spatialRelationInfo is activated/updated for a semi-persistent or aperiodic SRS resource configured by the higher layer parameter SRS-Resource by a MAC CE for a set of CCs/BWPs, where the applicable list of CCs provided by higher layer parameter simultaneousSpatial-UpdatedList1 or simultaneousSpatial-UpdatedList2 is determined by the indicated CC in the MAC CE, the spatialRelationInfo is applied for the semi-persistent or aperiodic SRS resource(s) with the same SRS resource ID for all the BWPs in the determined CCs.
< Unchanged parts are omitted>
