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	According to the RAN1 LS, R1-2104094, RAN1 informed RAN2 about the following agreement:
	To align 38.213 and 38.331 with RAN1's original intention, request RAN2 to implement the following in TS38.331:
The maximum size of the lists switchTriggerToAddModList-r16 and switchTriggerToReleaseList-r16 is aligned to maxNrofAggregatedCellsPerCellGroup, i.e. the maximum size is 16 instead of 4.
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[bookmark: _Toc46488661][bookmark: _Toc52574082][bookmark: _Toc52574168][bookmark: _Toc67919875]4.2.7.2a	SharedSpectrumChAccessParamsPerBand
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	ul-DynamicChAccess-r16
Indicates whether the UE supports UL channel access for dynamic channel access mode.
Support of this feature is mandatory if UE supports any of the deployment scenarios A.2, B, C, D and E in Annex B.3 of TS 38.300 [28] with dynamic channel access mode.
	Band 
	CY
	N/A
	N/A

	ul-Semi-StaticChAccess-r16
Indicates whether the UE supports UL channel access for semi-static channel access mode.
Support of this feature is mandatory if UE supports any of the deployment scenarios A.2, B, C, D and E in Annex B.3 of TS 38.300 [28] with semi-static channel access mode.
	Band 
	CY
	N/A
	N/A

	ssb-RRM-DynamicChAccess-r16
Indicates whether the UE supports SSB-based RRM for dynamic channel access mode.
Support of this feature is mandatory if UE supports any of the deployment scenarios A.1, A.2, B, C, D and E in Annex B.3 of TS 38.300 [28] with dynamic channel access mode.
	Band 
	CY
	N/A
	N/A

	ssb-RRM-Semi-StaticChAccess-r16
Indicates whether the UE supports SSB-based RRM for semi-static channel access mode, when SMTC window is no longer than the fixed frame period.
Support of this feature is mandatory if UE supports any of the deployment scenarios A.1, A.2, B, C, D and E in Annex B.3 of TS 38.300 [28] with semi-static channel access mode.
	Band 
	CY
	N/A
	N/A

	mib-Acquisition-r16
Indicates whether the UE supports acquiring MIB on an unlicensed cell for SpCell.
Support of this feature is mandatory if UE supports any of the deployment scenarios B, C, D and E in Annex B.3 of TS 38.300 [28].
	Band 
	CY
	N/A
	N/A

	ssb-RLM-DynamicChAccess-r16
Indicates whether the UE supports SSB-based RLM for dynamic channel access mode.
Support of this feature is mandatory if UE supports any of the deployment scenarios B, C, D and E in Annex B.3 of TS 38.300 [28] with dynamic channel access mode.
	Band 
	CY
	N/A
	N/A

	ssb-RLM-Semi-StaticChAccess-r16
Indicates whether the UE supports SSB-based RLM for semi-static channel access mode, when discovery burst transmission window is no longer than the fixed frame period.
Support of this feature is mandatory if UE supports any of the deployment scenarios B, C, D and E in Annex B.3 of TS 38.300 [28] with semi-static channel access mode.
	Band 
	CY
	N/A
	N/A

	sib1-Acquisition-r16
Indicates whether the UE supports acquiring SIB1 on an unlicensed cell for PCell.
Support of this feature is mandatory if UE supports any of the deployment scenarios C and D in Annex B.3 of TS 38.300 [28].
	Band 
	CY
	N/A
	N/A

	extRA-ResponseWindow-r16
Indicates whether the UE supports the configuration of maximum length of RAR window with a value larger than 10ms and up to 40ms by decoding of the 2 LSBs of SFN in the DCI format 1_0 for 4-step RA type. Support of this feature is mandatory if the UE supports any of the deployment scenarios B, C, D and E in Annex B.3 of TS 38.300 [28].
	Band 
	CY
	N/A
	N/A

	ssb-BFD-CBD-dynamicChannelAccess-r16
Indicates whether the UE supports SSB based Beam Failure Detection and Candidate Beam Detection with NSSBQCL for dynamic channel access mode.
	Band
	No
	N/A
	N/A

	ssb-BFD-CBD-semi-staticChannelAccess-r16
Indicates whether the UE supports SSB based Beam Failure Detection and Candidate Beam Detection with NSSBQCL for semi-static channel access mode.
	Band
	No
	N/A
	N/A

	csi-RS-BFD-CBD-r16
Indicates whether the UE supports CSI-RS based Beam Failure Detection and Candidate Beam Detection for shared spectrum operation.
	Band
	No
	N/A
	N/A

	ul-ChannelBW-SCell-10mhz-r16
Indicates whether the UE supports 10 MHz of LBT bandwidth for an SCell. A UE that supports this feature shall also support ul-DynamicChAccess-r16 or ul-Semi-StaticChAccess-r16.
	Band 
	No
	N/A
	N/A

	rssi-ChannelOccupancyReporting-r16
Indicates whether the UE supports RSSI measurements and channel occupancy reporting.
	Band
	No
	N/A
	N/A

	srs-StartAnyOFDM-Symbol-r16
Indicates whether the UE supports transmitting SRS starting in all symbols (0 to 13) of a slot. This capability is also applicable to frequency band that does not require shared spectrum access.
	Band
	No
	N/A
	N/A

	searchSpaceFreqMonitorLocation-r16
Indicates the maximum number of frequency domain locations supported by the UE, for a search space set configuration with freqMonitorLocations-r16.
	Band
	No
	N/A
	N/A

	coreset-RB-Offset-r16
Indicates whether the UE supports CORESET configuration with rb-Offset-r16. This capability is also applicable to frequency band that does not require shared spectrum access.
	Band
	No
	N/A
	N/A

	cgi-Acquisition-r16
Indicates whether the UE supports acquisition of CGI information from a neighbouring NR unlicensed cell in an unlicensed carrier by reading SIB1 of the neighbouring unlicensed cell and reporting the acquired information to the network.
	Band
	No
	N/A
	N/A

	configuredUL-Tx-r16
Indicates whether the UE supports configuration of enableConfiguredUL-r16 and enable transmission of higher-layer configured UL (SRS, PUCCH, CG-PUSCH, etc) when SFI field in DCI 2_0 is configured but DCI 2_0 is not detected.
	Band
	No
	N/A
	N/A

	prach-Wideband-r16
Indicates whether the UE supports enhanced PRACH design for operation with shared spectrum channel access by adopting a single long ZC sequence, with ZC sequence = 1151 for 15 kHz and ZC sequence = 571 for 30 kHz.
	Band 
	No
	N/A
	N/A

	dci-AvailableRB-Set-r16
Indicates whether the UE supports monitoring DCI 2_0 to read available RB set indicator.
	Band 
	No
	N/A
	N/A

	dci-ChOccupancyDuration-r16
Indicates whether the UE supports monitoring DCI 2_0 to read COT duration.
	Band 
	No
	N/A
	N/A

	typeB-PDSCH-length-r16
Indicates whether the UE supports 1. Type B PDSCH length {3, 5, 6, 8, 9, 10, 11, 12, 13} without DMRS shift due to CRS collision. This capability is also applicable to frequency band that does not require shared spectrum access.
	Band
	No
	N/A
	N/A

	[bookmark: _Hlk71552541]searchSpaceSetGroupSwitchingwWithDCI-r16
Indicates whether the UE supports switching between two groups of search space sets with DCI 2_0 monitoring that comprises of the following functional components:
-	Monitor DCI 2_0 with a search space set switching field;
-	Support switching the search space set group with PDCCH decoding in group 1;
-	Support a timer to switch back to original search space set group;
-	Monitor DCI 2_0 for channel occupancy time and use the end of channel occupancy time to switch back to the original search space set group.
The UE can switch search space set groups for different cells independently, unless the UE supports jointSearchSpaceGroupSwitchingAcrossCells-r16. The UE supports search space set group switching capability-1: P=25/25/25 symbols for µ=0/1/2, unless the UE supports searchSpaceSetGroupSwitchingcCapability2-r16. The UE supports search space switching triggers to be configured for up to 4 cells or 4 cell groups. 
	Band
	No
	N/A
	N/A

	searchSpaceSwitchWithDCI-Ext-r16
For UEs that support searchSpaceSwitchWithDCI-r16, this field indicates that the UE supports search space switching triggers to be individually configured for up to 16 cells.  
	Band
	No
	N/A
	N/A

	searchSpaceSetGroupSwitchingwWithoutDCI-r16
Indicates whether the UE supports switching between two groups of search space sets without DCI 2_0 monitoring (i.e. implicit PDCCH decoding) that comprises of the following functional components:
-	Support switching the search space set group with PDCCH decoding in group 1;
-	Support a timer to switch back to original search space set group.
The UE can switch search space set groups for different cells independently, unless the UE supports jointSearchSpaceGroupSwitchingAcrossCells-r16. The UE supports search space set group switching capability-1: P=25/25/25 symbols for µ=0/1/2, unless the UE supports searchSpaceSetGroupSwitchingcCapability2-r16.
	Band
	No
	N/A
	N/A

	searchSpaceSetGroupSwitchingcCapability2-r16
Indicates whether the UE supports search space set group switching Capability-2: P=10/12/22 symbols for µ = 0/1/2 SCS. If the UE supports this feature, the UE needs to report searchSpaceSetGroupSwitchingwWithDCI-r16 or searchSpaceSetGroupSwitchingwWithoutDCI-r16.
	Band
	No
	N/A
	N/A

	non-numericalPDSCH-HARQ-timing-r16
Indicates whether the UE supports configuration of a value for dl-DataToUL-ACK-r16 indicating an inapplicable time to report HARQ ACK.
	Band
	No
	N/A
	N/A

	enhancedDynamicHARQ-codebook-r16
Indicates whether the UE supports enhanced dynamic HARQ codebook supporting grouping of HARQ ACK and triggering the retransmission of HARQ ACK in each group. The enhanced dynamic HARQ codebook comprises of the following functional components:
-	Support of bit fields signalling PDSCH HARQ group index and NFI in DCI 1_1 (configuration of nfi-TotalDAI-Included);
-	Support of bit field in DCI 0_1 for other group total DAI if configured. (configuration of ul-TotalDAI-Included);
-	Support the retransmission of HARQ ACK (pdsch-HARQ-ACK-Codebook = enhancedDynamic-r16).
This capability is also applicable to frequency band that does not require shared spectrum access.
	Band
	No
	N/A
	N/A

	oneShotHARQ-feedback-r16
Indicates whether the UE supports one shot HARQ ACK feedback comprised of the following functional components:
-	Support feedback of type 3 HARQ-ACK codebook, triggered by a DCI 1_1 scheduling a PDSCH;
-	Support feedback of type 3 HARQ-ACK codebook, triggered by a DCI 1_1 without scheduling a PDSCH using a reserved FDRA value.
This capability is also applicable to frequency band that does not require shared spectrum access.
	Band
	No
	N/A
	N/A

	multiPUSCH-UL-grant-r16
Indicates whether the UE supports scheduling up to 8 PUSCH with a single DCI 0_1.
	Band
	No
	N/A
	N/A

	csi-RS-RLM-r16
Indicates whether the UE supports CSI-RS based RLM for NR-Unlicensed.
	Band
	No
	N/A
	N/A

	csi-RSRP-AndRSRQ-MeasWithSSB-r16
Indicates whether the UE can perform CSI-RSRP and CSI-RSRQ measurement as specified in TS 38.215 [13], where CSI-RS resource is configured with an associated SS/PBCH in shared spectrum channel access.
	Band
	No
	N/A
	N/A

	csi-RSRP-AndRSRQ-MeasWithoutSSB-r16
Indicates whether the UE can perform CSI-RSRP and CSI-RSRQ measurement as specified in TS 38.215 [13], where CSI-RS resource is configured for a cell that transmits SS/PBCH block and without an associated SS/PBCH block in shared spectrum channel access.
	Band
	No
	N/A
	N/A

	csi-SINR-Meas-r16
Indicates whether the UE can perform CSI-SINR measurements based on configured CSI-RS resources as specified in TS 38.215 [13] in shared spectrum channel access. If the UE supports this feature, the UE needs to report maxNumberCSI-RS-RRM-RS-SINR. UE indicating support of this feature shall indicate support of csi-RSRP-AndRSRQ-MeasWithSSB-r16.
	Band
	No
	N/A
	N/A

	ssb-AndCSI-RS-RLM-r16
Indicates whether the UE can perform radio link monitoring procedure based on measurement of SS/PBCH block and CSI-RS as specified in TS 38.213 [11] and TS 38.133 [5]. If the UE supports this feature, the UE needs to report maxNumberResource-CSI-RS-RLM.

UE indicating support of this feature shall indicate support of csi-RS-RLM-r16 and either ssb-RLM-DynamicChAccess-r16 or ssb-RLM-Semi-StaticChAccess-r16.
	Band
	No
	N/A
	N/A

	csi-RS-CFRA-ForHO-r16
Indicates whether the UE can perform reconfiguration with sync using a contention free random access with 4-step RA type on PRACH resources that are associated with CSI-RS resources of the target cell in shared spectrum channel access.

UE indicating support of this feature shall indicate support of either csi-RSRP-AndRSRQ-MeasWithSSB-r16 or csi-RSRP-AndRSRQ-MeasWithoutSSB-r16.
	Band
	No
	N/A
	N/A

	periodicAndSemi-PersistentCSI-RS-r16
indicates whether the UE supports validating P/SP-CSI-RS reception when receiving a DCI granting a PDSCH over the same set of symbols, and when receiving a DCI triggering an A-CSI-RS over the same set of symbols.
	Band
	No
	N/A
	N/A

	pusch-PRB-interlace-r16
Indicates whether the UE supports PRB interlace frequency domain resource allocation for PUSCH.
	Band
	No
	N/A
	N/A

	pucch-F0-F1-PRB-Interlace-r16
Indicates whether the UE supports PRB interlace frequency domain resource allocation for PUCCH format 0, 1, 2 and 3.
	Band
	No
	N/A
	N/A

	occ-PRB-PF2-PF3-r16
Indicates whether the UE supports OCC for PRB interface mapping for PUCCH format 2 and 3. If the UE supports this feature, the UE needs to report pucch-F0-F1-PRB-Interlace-r16.
	Band
	No
	N/A
	N/A

	extCP-rangeCG-PUSCH-r16
Indicates whether the UE supports generating a CP extension of length longer than 1 symbol for Configured Grant PUSCH transmission. If the UE supports this feature, the UE needs to report configuredUL-GrantType1 and/or configuredUL-GrantType2.
	Band
	No
	N/A
	N/A

	configuredGrantWithReTx-r16
Indicates whether the UE supports configured grant with retransmission in configured grant resource, comprised of retransmission timer, DFI monitoring and CG-UCI in CG-PUSCH. If the UE supports this feature, the UE needs to report configuredUL-GrantType1 and/or configuredUL-GrantType2.
	Band
	No
	N/A
	N/A

	ed-Threshold-r16
Indicates whether the UE supports using ED threshold given by gNB for UL to DL COT sharing. A UE that supports this feature shall also support ul-DynamicChAccess-r16.
	Band
	No
	N/A
	N/A

	ul-DL-COT-Sharing-r16
Indicates whether the UE supports UL to DL COT sharing. A UE that supports this feature shall also support ul-DynamicChAccess-r16.
	Band
	No
	N/A
	N/A

	mux-CG-UCI-HARQ-ACK-r16
Indicates whether the UE supports multiplexing CG-UCI with HARQ ACK. If the UE supports this feature, the UE needs to report configuredGrantWithReTx-r16.
	Band
	No
	N/A
	N/A

	cg-resourceConfig-r16
Indicates whether the UE supports configuration of resources with cg-nrofSlots-r16 and cg-nrofPUSCH-InSlot-r16. If the UE supports this feature, the UE needs to report configuredUL-GrantType1 and/or configuredUL-GrantType2.
	Band
	No
	N/A
	N/A

	dl-ReceptionLBT-subsetRB-r16
Indicates whether the UE supports reception in a wideband carrier when LBT is successful in a subset of the configured RB sets, which are either contiguous or non-contiguous, of the carrier.
	Band
	No
	N/A
	N/A

	dl-ReceptionIntraCellGuardband-r16
Indicates whether the UE supports reception in the non-zero intra-cell guardband between contiguous RB sets in DL wideband carrier operation wider than 20MHz when LBT is successful only in a subset of RB sets. The UE indicates support of this capability shall also indicates support of dl-ReceptionLBT-subsetRB-r16.
	Band
	No
	N/A
	N/A



< Next change >
[bookmark: _Toc12750896][bookmark: _Toc29382260][bookmark: _Toc37093377][bookmark: _Toc37238653][bookmark: _Toc37238767][bookmark: _Toc46488663][bookmark: _Toc52574084][bookmark: _Toc52574170][bookmark: _Toc67919877]4.2.7.4	CA-ParametersNR
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	beamManagementType-r16
Indicates the supported beam management type for inter-band CA within FR2. Beam management type can be independent beam management (IBM) or common beam management (CBM).

In this release of the specification, the UE shall only report value of 'ibm'.
	BC
	Yes
	TDD only
	FR2 only

	blindDetectFactor-r16
Defines the value of factor R for blind detection as specified in Clause 10.1 [11].
The UE that indicates support of this feature shall support multiDCI-MultiTRP-r16.
	BC
	No
	N/A
	N/A

	codebookComboParametersAdditionPerBC-r16
Indicates the list of supported CSI-RS resources across all bands in a band combination by referring to codebookVariantsList for the mixed codebook types. For mixed codebook types, UE reports support active CSI-RS resources and ports for up to 4 mixed codebook combinations in any slot. The following parameters are included in codebookVariantsList for each code book type:
-	maxNumberTxPortsPerResource indicates the maximum number of Tx ports in a resource across all bands within a band combination;
-	maxNumberResourcesPerBand indicates the maximum number of resources across all CCs within a band combination, simultaneously;
-	totalNumberTxPortsPerBand indicates the total number of Tx ports across all CCs within a band combination, simultaneously.
For each band in a band combination, supported values for these three parameters are determined in conjunction with codebookComboParametersAddition-r16 reported in MIMO-ParametersPerBand.
	BC
	No
	N/A
	N/A

	codebookParametersAdditionPerBC-r16
Indicates the list of supported CSI-RS resources across all bands in a band combination by referring to codebookVariantsList for the additional codebook types. The following parameters are included in codebookVariantsList for each code book type:
-	maxNumberTxPortsPerResource indicates the maximum number of Tx ports in a resource across all bands within a band combination;
-	maxNumberResourcesPerBand indicates the maximum number of resources across all CCs within a band combination, simultaneously;
-	totalNumberTxPortsPerBand indicates the total number of Tx ports across all CCs within a band combination, simultaneously.
For each band in a band combination, supported values for these three parameters are determined in conjunction with codebookParametersAddition-r16 reported in MIMO-ParametersPerBand.
	BC
	No
	N/A
	N/A

	crossCarrierA-CSI-trigDiffSCS-r16
Indicates the UE support of handling cross-carrier A-CSI trigger with different SCS. Value higherA-CSI-SCS indicates the UE support of PDCCH cell of lower SCS and A-CSI RS cell of higher SCS and value lowerA-CSI-SCS indicates the UE support of PDCCH cell of higher SCS and A-CSI RS cell of lower SCS, and value both indicates the support of both variations. A UE supporting this feature shall also indicate support of CSI-RS and CSI-IM reception for CSI feedback using csi-RS-IM-ReceptionForFeedback
	BC
	No
	N/A
	N/A

	crossCarrierSchedulingDefaultQCL-r16
Indicates whether the UE can be configured with enabledDefaultBeamForCCS for default QCL assumption for cross-carrier scheduling for same/different numerologies. A UE supporting this feature shall either indicate support of crossCarrierScheduling-SameSCS or crossCarrierSchedulingDL-DiffSCS-r16.

Value diff-only indicates UE supports this feature only for different SCS combination(s).
Value both indicates UE supports this feature for same SCS and for different SCS combination(s).
	BC
	No
	N/A
	N/A

	crossCarrierSchedulingDL-DiffSCS-r16
Indicates the UE supports cross carrier scheduling for the different numerologies with carrier indicator field (CIF) in DL carrier aggregation where numerologies for the scheduling cell and scheduled cell are different.

Value low-to-high indicates UE supports scheduling cell of lower SCS to scheduled cell of higher SCS;
Value high-to-low indicates UE supports scheduling cell of higher SCS to scheduled cell of lower SCS;
Value both indicates UE supports both scheduling cell of lower SCS to scheduled cell of higher SCS and scheduling cell of higher SCS to scheduled cell of lower SCS.
	BC
	No
	N/A
	N/A

	crossCarrierSchedulingUL-DiffSCS-r16
Indicates the UE supports cross carrier scheduling for the different numerologies with carrier indicator field (CIF) in UL carrier aggregation where numerologies for the scheduling cell and scheduled cell are different.

Value low-to-high indicates UE supports scheduling cell of lower SCS to scheduled cell of higher SCS;
Value high-to-low indicates UE supports scheduling cell of higher SCS to scheduled cell of lower SCS;
Value both indicates UE supports both scheduling cell of lower SCS to scheduled cell of higher SCS and scheduling cell of higher SCS to scheduled cell of lower SCS.
	BC
	No
	N/A
	N/A

	csi-RS-IM-ReceptionForFeedbackPerBandComb
Indicates support of CSI-RS and CSI-IM reception for CSI feedback. This capability signalling comprises the following parameters:
-	maxNumberSimultaneousNZP-CSI-RS-ActBWP-AllCC indicates the maximum number of simultaneous CSI-RS resources in active BWPs across all CCs, and across MCG and SCG in case of NR-DC. This parameter limits the total number of NZP-CSI-RS resources that the NW may configure across all CCs, and across MCG and SCG in case of NR-DC (irrespective of the associated codebook type). The network applies this limit in addition to the limits signalled in MIMO-ParametersPerBand-> maxNumberSimultaneousNZP-CSI-RS-PerCC and in Phy-ParametersFRX-Diff-> maxNumberSimultaneousNZP-CSI-RS-PerCC;
-	totalNumberPortsSimultaneousNZP-CSI-RS-ActBWP-AllCC indicates the total number of CSI-RS ports in simultaneous CSI-RS resources in active BWPs across all CCs, and across MCG and SCG in case of NR-DC. This parameter limits the total number of ports that the NW may configure across all NZP-CSI-RS resources across all CCs, and across MCG and SCG in case of NR-DC (irrespective of the associated codebook type). The network applies this limit in addition to the limits signalled in MIMO-ParametersPerBand-> totalNumberPortsSimultaneousNZP-CSI-RS-PerCC and in Phy-ParametersFRX-Diff-> totalNumberPortsSimultaneousNZP-CSI-RS-PerCC.
The UE is mandated to report csi-RS-IM-ReceptionForFeedbackPerBandComb.
	BC
	Yes
	N/A
	N/A

	defaultQCL-CrossCarrierA-CSI-Trig-r16
Indicates whether the UE can be configured with enabledDefaultBeamForCCS for default QCL assumption for cross-carrier A-CSI-RS triggering for same/different numerologies as specified in TS 38.213 11].

Value diffOnly indicates the UE supports this feature for different SCS combination(s).
Value both indicates the UE supports this feature for same SCS and for different SCS combination(s) (low-to-high, high-to-low or both) reported for crossCarrierA-CSI-trigDiffSCS-r16.
	BC
	No
	N/A
	N/A

	diffNumerologyAcrossPUCCH-Group
Indicates whether different numerology across two NR PUCCH groups for data and control channel at a given time in NR CA and (NG)EN-DC/NE-DC is supported by the UE.
	BC
	No
	N/A
	N/A

	diffNumerologyAcrossPUCCH-Group-CarrierTypes-r16
Indicates whether different numerology across two NR PUCCH groups for data and control channel at a given time in NR CA for UE supporting two PUCCH groups with 3 or more bands with at least two carrier types. UE indicating support of this feature shall indicate support of twoPUCCH-Grp-ConfigurationsList-r16.
	BC
	No
	N/A
	N/A

	diffNumerologyWithinPUCCH-GroupLargerSCS
Indicates whether UE supports different numerology across carriers within a PUCCH group and a same numerology between DL and UL per carrier for data/control channel at a given time in NR CA, (NG)EN-DC/NE-DC and NR-DC.
In case of NR CA and (NG)EN-DC/NE-DC with one NR PUCCH group and in case of NR CA with two NR PUCCH groups, it also indicates whether the UE supports different numerologies across NR carriers within the same NR PUCCH group up to two different numerologies within the same NR PUCCH group, wherein NR PUCCH is sent on the carrier with larger SCS for data and control channel at a given time.
In case of (NG)EN-DC/NE-DC with two NR PUCCH groups, it indicates whether the UE supports different numerologies across NR carriers up to two different numerologies within an NR PUCCH group in FR1, wherein NR PUCCH is sent on the carrier with larger SCS, and same numerology across NR carriers within another NR PUCCH group in FR2 for data and control channel at a given time.
In case of NR-DC, it indicates whether the UE supports different numerologies across NR carriers within the same NR PUCCH group in MCG (in FR1) up to two different numerologies within the same NR PUCCH group wherein NR PUCCH is sent on the carrier with larger SCS for data/control channel at a given time; and same numerology across NR carriers in SCG (in FR2).
	BC
	No
	N/A
	N/A

	diffNumerologyWithinPUCCH-GroupLargerSCS-CarrierTypes-r16
Indicates whether UE supports different numerology across carriers up to 2 different numerologies within the same PUCCH group wherein PUCCH is sent on the carrier with larger SCS for data/control channel at a given time in NR CA for UE supporting two PUCCH groups with 3 or more bands with at least two carrier types. UE indicating support of this feature shall indicate support of twoPUCCH-Grp-ConfigurationsList-r16.

NOTE:	PUCCH is sent on a carrier with SCS not smaller than SCS of any DL carriers corresponding to the PUCCH group.
	BC
	No
	N/A
	N/A

	diffNumerologyWithinPUCCH-GroupSmallerSCS
Indicates whether UE supports different numerology across carriers within a PUCCH group and a same numerology between DL and UL per carrier for data/control channel at a given time in NR CA, (NG)EN-DC/NE-DC and NR-DC.
In case of NR CA and (NG)EN-DC/NE-DC with one NR PUCCH group and in case of NR CA with two NR PUCCH groups, it also indicates whether the UE supports different numerologies across NR carriers within the same NR PUCCH group up to two different numerologies within the same NR PUCCH group, wherein NR PUCCH is sent on the carrier with smaller SCS for data and control channel at a given time.
In case of (NG)EN-DC/NE-DC with two NR PUCCH groups, it indicates whether the UE supports different numerologies across NR carriers up to two different numerologies within an NR PUCCH group in FR1, wherein NR PUCCH is sent on the carrier with smaller SCS, and same numerology across NR carriers within another NR PUCCH group in FR2 for data and control channel at a given time.
In case of NR-DC, it indicates whether the UE supports different numerologies across NR carriers within the same NR PUCCH group in MCG (in FR1) up to two different numerologies within the same NR PUCCH group wherein NR PUCCH is sent on the carrier with smaller SCS for data/control channel at a given time; and same numerology across NR carriers in SCG (in FR2).
	BC
	No
	N/A
	N/A

	diffNumerologyWithinPUCCH-GroupSmallerSCS-CarrierTypes-r16
Indicates whether UE supports different numerology across carriers up to 2 different numerologies within the same PUCCH group wherein PUCCH is sent on the carrier with smaller SCS for data/control channel at a given time in NR CA for UE supporting two PUCCH groups with 3 or more bands with at least two carrier types. UE indicating support of this feature shall indicate support of twoPUCCH-Grp-ConfigurationsList-r16.

NOTE:	NR PUCCH is sent on a carrier with SCS not larger than SCS of any DL carriers corresponding to the NR PUCCH group.
	BC
	No
	N/A
	N/A

	dualPA-Architecture
For band combinations with single-band with UL CA, this field indicates the support of dual PA. If absent in such band combinations, the UE supports single PA for all the ULs. For other band combinations, this field is not applicable.
	BC
	No
	N/A
	N/A

	half-DuplexTDD-CA-SameSCS-r16
Indicates whether the UE supports directional collision handling between reference and other cell(s) for half-duplex operation in TDD CA with same SCS. The UE can include this field, only if simultaneousRxTxInterBandCA is not present.
	BC
	No
	TDD only
	N/A

	interCA-NonAlignedFrame-r16
Indicates whether the UE supports inter-band carrier aggregation operation where, within the same cell group, the frame boundaries of the SpCell and the SCell(s) are not aligned, the slot boundaries are aligned and the lowest subcarrier spacing of the subcarrier spacings given in scs-SpecificCarrierList for SpCell is smaller than or equal to the lowest subcarrier spacing of the subcarrier spacings given in scs-SpecificCarrierList for each of the non-aligned SCells.
	BC
	No
	N/A
	N/A

	interCA-NonAlignedFrame-B-r16
Indicates whether the UE supports inter-band carrier aggregation operation where, within the same cell group, the frame boundaries of the SpCell and the SCell(s) are not aligned, the slot boundaries are aligned and the lowest subcarrier spacing of the subcarrier spacings given in scs-SpecificCarrierList for SpCell is larger than the lowest subcarrier spacing of the subcarrier spacings given in scs-SpecificCarrierList for at least one of the non-aligned SCells.
A UE indicating support of interCA-NonAlignedFrame-B-r16 shall also indicate support of interCA-NonAlignedFrame-r16.
	BC
	No
	N/A
	N/A

	interFreqDAPS-r16
Indicates whether the UE supports inter-frequency handover, e.g. support of simultaneous DL reception of PDCCH and PDSCH from source and target cell. A UE indicating this capability shall also support synchronous DAPS handover, and single UL transmission for inter-frequency DAPS handover. The capability signalling comprises of the following parameters:

-	interFreqAsyncDAPS-r16 indicates whether the UE supports asynchronous DAPS handover.
-	interFreqDiffSCS-DAPS-r16 indicates whether the UE supports different SCSs in source PCell and inter-frequency target PCell in DAPS handover. The UE only includes this field if different SCSs can be supported in both UL and DL. If absent, the UE does not support either UL or DL SCS being different in DAPS handover.
-	interFreqMultiUL-TransmissionDAPS-r16 indicates whether the UE supports simultaneous UL transmission in source PCell and target PCell during a DAPS handover. The UE can include this field only if any of semiStaticPowerSharingDAPS-Mode1-r16, semiStaticPowerSharingDAPS-Mode2-r16 or dynamicPowersharingDAPS-r16 are included. Otherwise, the UE does not include this field.
-	interFreqSemiStaticPowerSharingDAPS-Mode1-r16 indicates whether the UE supports semi-static UL power sharing mode 1 during DAPS handover between source and target cells of same FR.
-	interFreqSemiStaticPowerSharingDAPS-Mode2-r16 indicates whether the UE supports semi-static UL power sharing mode 2 during DAPS handover between source and target cells of same FR. It is only applicable to DAPS Handover in synchronous scenarios. The UE only includes this field if semiStaticPowerSharingDAPS-Mode1-r16 is included. Otherwise, the UE does not include this field.
-	interFreqDynamicPowersharingDAPS-r16 indicates the value of T offset (short or long) that the UE supports for dynamic UL power sharing during DAPS handover between source and target cells of same FR. The UE only include this field if semiStaticPowerSharingDAPS-Mode1-r16 is included. Otherwise, the UE does not include this field.
-	interFreqUL-TransCancellationDAPS-r16 indicates support of cancelling UL transmission to the source PCell for inter-frequency DAPS handover.
	BC
	No
	N/A
	N/A

	intraBandFreqSeparationUL-AggBW-GapBW-r16
Indicates the UL frequency separation class between lower edge of lowest CC and upper edge of highest CC of Intra-band UL non-contiguous CA, i.e. including both the aggregated bandwidth and the gap bandwidth. 3 frequency separation classes are introduced and the values are as follow:

-	class I: Non-contiguous CA separation class ≤ 100MHz
-	class II: 100MHz < Non-contiguous CA separation class≤ 200MHz
-	class III: 200MHz < Non-contiguous CA separation class <600MHz
	BC
	No
	N/A
	FR1 only

	jointSearchSpaceGroupSwitchingAcrossCells-r16
Indicates whether the UE supports being configured with a group of cells and switching search space set group jointly over these cells. If the UE supports this feature, the UE needs to report searchSpaceSetGroupSwitchingwWithDCI-r16 or searchSpaceSetGroupSwitchingwWithoutDCI-r16.
	BC
	No
	N/A
	N/A

	maxUpTo3Diff-NumerologiesConfigSinglePUCCH-grp-r16
Indicates the UE support of up to 3 different numerologies in the same PUCCH group where UE is not configured with two NR PUCCH groups by indicating one or multiple NR carrier types {FR1 licensed TDD (fr1-NonSharedTDD-r16), FR1 unlicensed TDD (fr1-SharedTDD-r16), FR1 licensed FDD (fr1-NonSharedFDD-r16), FR2(fr2-r16)} that can transmit the PUCCH for NR part of (NG)EN-DC, NE-DC and NR-CA.

NOTE:	When the carrier type of NUL is indicated for PUCCH transmission location, the SUL in the same cell as in the NUL can also be configured for PUCCH transmission.
	BC
	No
	N/A
	N/A

	maxUpTo4Diff-NumerologiesConfigSinglePUCCH-grp-r16
Indicates the UE support of up to 4 different numerologies in the same PUCCH group where UE is not configured with two NR PUCCH groups by indicating one or multiple the NR carrier types {FR1 licensed TDD (fr1-NonSharedTDD-r16), FR1 unlicensed TDD (fr1-SharedTDD-r16), FR1 licensed FDD (fr1-NonSharedFDD-r16), FR2(fr2-r16)} that can transmit the PUCCH for NR part of (NG)EN-DC, NE-DC and NR-CA.

NOTE:	When the carrier type of NUL is indicated for PUCCH transmission location, the SUL in the same cell as in the NUL can also be configured for PUCCH transmission.
	BC
	No
	N/A
	N/A

	msgA-SUL-r16
Indicates whether the UE supports MSGA transmission in a band combination including SUL. A UE supporting this feature shall also indicate support of twoStepRACH-r16.
	BC
	No
	N/A
	N/A

	parallelTxMsgA-SRS-PUCCH-PUSCH-r16
Indicates whether the UE supports parallel transmission of MsgA and SRS/ PUCCH/ PUSCH across CCs in an inter-band CA band combination. A UE supporting this feature shall also indicate support of parallelTxPRACH-SRS-PUCCH-PUSCH.
	BC
	No
	N/A
	N/A

	parallelTxSRS-PUCCH-PUSCH
Indicates whether the UE supports parallel transmission of SRS and PUCCH/ PUSCH across CCs in an inter-band CA band combination.
	BC
	No
	N/A
	N/A

	parallelTxPRACH-SRS-PUCCH-PUSCH
Indicates whether the UE supports parallel transmission of PRACH and SRS/PUCCH/PUSCH across CCs in an inter-band CA band combination.
	BC
	No
	N/A
	N/A

	pdcch-BlindDetectionCA-Mixed-r16
This field indicates mixed operation of two variants of the number of blind detections in case of CA. UE indicating support of this feature shall also indicate support of pdcch-MonitoringMixed-r16.
	BC
	No
	N/A
	N/A

	pdcch-BlindDetectionCA-Mixed-NonAlignedSpan-r16
This field indicates mixed operation of two variants of the number of blind detections in case of CA when the UE supports aligned span and non-aligned span. In the case of non-aligned span, when the configured number of CCs with Rel-16 PDCCH monitoring is larger than the UE reported value, PDCCH monitoring occasion(s) should be configured only on same symbol(s) every slot. UE indicating support of this feature shall also indicate support of pdcch-MonitoringMixed-r16. The minimum of the summation of capability on the number of CCs with Rel-15 PDCCH monitoring capability and the capability on the number of CCs with Rel-16 PDCCH monitoring capability is 3.
	BC
	No
	N/A
	N/A

	pdcch-BlindDetectionMCG-UE-r16, pdcch-BlindDetectionSCG-UE-r16
This field indicates the number of blind detections supported for MCG and SCG, respectively.

If a UE supports pdcch-MonitoringCA-r16 or pdcch-MonitoringCA-NonAlighedSpan-r16, then the capability defined by pdcch-MonitoringCA-r16 or pdcch-MonitoringCA-NonAlighedSpan-r16 is applied to the feature.
	BC
	No
	N/A
	N/A

	pdcch-BlindDetectionMCG-UE-Mixed-r16, pdcch-BlindDetectionSCG-UE-Mixed-r16
This field indicates mixed operation of two variants of the number of blind detections supported for MCG and SCG, respectively.

If a UE supports pdcch-BlindDetectionCA-Mixed-r16 or pdcch-BlindDetectionCA-Mixed-NonAlignedSpan-r16, then the capability defined by pdcch-BlindDetectionCA-Mixed-r16 or pdcch-BlindDetectionCA-Mixed-NonAlignedSpan-r16 is applied to the feature.
	BC
	No
	N/A
	N/A

	pdcch-MonitoringCA-r16
Indicates the number of CCs for monitoring a maximum number of blind detections and non-overlapped CCEs per span when configured with DL CA with Rel-16 PDCCH monitoring capability on all the serving cells. This field also indicates supported span arrangement for CA. A UE that supports this feature shall also support pdcch-Monitoring-r16. UE indicating support of this feature shall also indicate support of pdcch-Monitoring-r16.
	BC
	No
	N/A
	N/A

	pdcch-MonitoringCA-NonAlignedSpan-r16
Indicates the number of CCs for monitoring a maximum number of blind detections and non-overlapped CCEs per span when configured with DL CA with Rel-16 PDCCH monitoring capability on all the serving cells in the case UE supports aligned span and non-aligned span. In the case of non-aligned span, when the configured number of CCs with Rel-16 PDCCH monitoring is larger than the UE reported value and PDCCH monitoring occasion(s) should be configured only on same symbol(s) every slot. UE indicating support of this feature shall also indicate support of pdcch-Monitoring-r16.
	BC
	No
	N/A
	N/A

	scellDormancyWithinActiveTime-r16
Indicates whether the UE supports SCell dormancy indication received on SPCell with DCI format 0_1/1_1 sent within the active time as defined in clause 10.3 of TS 38.213 [11]. If the UE indicates the support of this, the UE supports one dormant BWP and at least one non-dormant BWP per carrier. To support more than one non-dormant BWP in a carrier, the UE indicates support of upto4 in bwp-SameNumerology or upto4 in bwp-DiffNumerology. One dormant BWP and one non-dormant BWP are UE specific BWPs even for UEs not supporting bwp-SameNumerology.
	BC
	No
	N/A
	N/A

	scellDormancyOutsideActiveTime-r16
Indicates whether the UE supports SCell dormancy indication received on SPCell using DCI format 2_6 sent outside the active time as defined in clause 10.3 of TS 38.213 [11]. A UE supporting this feature shall also indicate support of power saving DRX adaptation using drx-Adaptation-r16 and shall also support one dormant BWP and at least one non-dormant BWP per carrier. To support more than one non-dormant BWP in a carrier, the UE indicates support of upto4 in bwp-SameNumerology or upto4 in bwp-DiffNumerology. One dormant BWP and one non-dormant BWP are UE specific BWPs even for UEs not supporting bwp-SameNumerology.
	BC
	No
	N/A
	N/A

	simultaneousCSI-ReportsAllCC
Indicates whether the UE supports CSI report framework and the number of CSI report(s) which the UE can simultaneously process across all CCs, and across MCG and SCG in case of NR-DC. The CSI report comprises periodic, semi-persistent and aperiodic CSI and any latency classes and codebook types. The CSI report in simultaneousCSI-ReportsAllCC includes the beam report and CSI report. This parameter may further limit simultaneousCSI-ReportsPerCC in MIMO-ParametersPerBand and Phy-ParametersFRX-Diff for each band in a given band combination.
	BC
	Yes
	N/A
	N/A

	simul-SRS-Trans-BC-r16
Indicates the number of SRS resources for positioning on a symbol for a given band combination. The UE can include this field only if the UE supports srs-PosResources-r16. Otherwise, the UE does not include this field;

NOTE 1:	For single-band band combinations, it defines the capability for intra-band CA, and for band combinations with at least two bands, it defines the capability for inter-band carrier aggregation.
NOTE 2:	if the UE does not indicate this capability for a band combination, the UE does not support the feature in this band combination.
	BC
	No
	N/A
	N/A

	simul-SRS-MIMO-Trans-BC-r16
Indicates the number of SRS resources for positioning and SRS resource for MIMO on a symbol for a given BC. The UE can include this field only if the UE supports srs-PosResources-r16. Otherwise, the UE does not include this field.

NOTE 1:	If UE reports 2 for the candidate value, it means both the number of SRS resource for positioning and SRS resource for MIMO equals to 1.
NOTE 2:	For single-band band combinations, it defines the capability for intra-band carrier aggregation, and for band combinations with at least two bands, it defines the capability for inter-band carrier aggregation.
NOTE 3:	if the UE does not indicate this capability for a band combination, the UE does not support the feature in this band combination.
	BC
	No
	N/A
	N/A

	simulTX-SRS-AntSwitchingInterBandUL-CA-r16
Indicates whether the UE support simultaneous transmission of SRS on different CCs for inter-band UL CA. The UE indicating support of this feature shall include at least one of the following capabilities:
-	supportSRS-xTyR-xLessThanY-r16 indicates support transmission of SRS for xTyR (x<y) based antenna switching and SRS for CB/NCB/BM on different CCs in overlapped symbol(s) for inter-band UL CA.
-	supportSRS-xTyR-xEqualToY-r16 indicates support transmission of SRS for xTyR (x=y) based antenna switching and SRS for CB/NCB/BM on different CCs in overlapped symbol(s) for inter-band UL CA.
-	supportSRS-AntennaSwitching Indicates whether the UE support simultaneous transmission of SRS for antenna switching on different CCs in overlapped symbol(s) for inter-band UL CA.
	BC
	No
	N/A
	N/A

	simultaneousRxTxInterBandCA
Indicates whether the UE supports simultaneous transmission and reception in TDD-TDD and TDD-FDD inter-band NR CA. It is mandatory for certain TDD-FDD and TDD-TDD band combinations defined in TS 38.101-1 [2], TS 38.101-2 [3] and TS 38.101-3 [4].
	BC
	CY
	N/A
	N/A

	simultaneousRxTxSUL
Indicates whether the UE supports simultaneous reception and transmission for a NR band combination including SUL. Mandatory/Optional support depends on band combination and captured in TS 38.101-1 [2].
	BC
	CY
	N/A
	N/A

	simultaneousSRS-AssocCSI-RS-AllCC
Indicates support of CSI-RS processing framework for SRS and the number of SRS resources that the UE can process simultaneously across all CCs, and across MCG and SCG in case of NR-DC, including periodic, aperiodic and semi-persistent SRS. This parameter may further limit simultaneousSRS-AssocCSI-RS-PerCC in MIMO-ParametersPerBand and Phy-ParametersFRX-Diff for each band in a given band combination.
	BC
	No
	N/A
	N/A

	supportedCSI-RS-ResourceListAlt-r16
Indicates the list of supported CSI-RS resources across all bands in a band combination by referring to codebookVariantsList. The following parameters are included in codebookVariantsList for each code book type:
-	maxNumberTxPortsPerResource indicates the maximum number of Tx ports in a resource across all bands within a band combination;
-	maxNumberResourcesPerBand indicates the maximum number of resources across all CCs within a band combination, simultaneously;
-	totalNumberTxPortsPerBand indicates the total number of Tx ports across all CCs within a band combination, simultaneously.
For each band in a band combination, supported values for these three parameters are determined in conjunction with supportedCSI-RS-ResourceListAlt reported in MIMO-ParametersPerBand.
	BC
	No
	N/A
	N/A

	supportedNumberTAG
Defines the number of timing advance groups supported by the UE. It is applied to NR CA, NR-DC, (NG)EN-DC/NE-DC and DAPS handover. For (NG)EN-DC/NE-DC, it indicates number of TAGs only for NR CG. The number of TAGs for the LTE MCG is signalled by existing LTE TAG capability signalling. For NR CA/NR-DC band combination, if the band combination comprised of more than one band entry (i.e., inter-band or intra-band non-contiguous band combination), it indicates that different timing advances on different band entries are supported. If absent, the UE supports only one TAG for the NR part. It is mandatory for the UE to support more than one TAG for NR-DC and it is mandatory for the UE to support 2 TAGs for inter-frequency DAPS. For the mixed inter-band and intra-band NR CA/NR-DC band combination, if the number of supported TAG is less than the number of band entries in the band combination, the UE only supports the configuration where all CCs of the same frequency band are configured with the same Timing Advance Group ID.
	BC
	CY
	N/A
	N/A

	twoPUCCH-Grp-ConfigurationsList-r16
Indicates one or multiple of supported configuration(s) of {primary PUCCH group config, secondary PUCCH group config} for the band combination where for each of the supported configuration the carrier type(s) (FR1-NonSharedTDD, FR1-SharedTDD, FR1-NonSharedFDD, FR2) that can be mapped to a PUCCH group and also the carrier types that can be configured with PUCCH transmission for primary PUCCH group and secondary PUCCH group for NR-CA band combination with 3 or more bands. The capability signalling of each primary or secondary PUCCH group configuration comprises of the following parameters:
-	pucch-GroupMapping-r16 indicates the PUCCH group(s) that a carrier type can be mapped to.
-	pucch-TX-r16 indicates the PUCCH group(s) that a carrier type can be configured for PUCCH transmission

NOTE 1:	For a band combination with SUL, the SUL band is counted as one of the bands.
NOTE 2:	For a band combination with SDL, the SDL band is counted as one of the bands. SDL is indicated as 'FR1-NonSharedFDD' carrier type. Per UE capabilities that are TDD only are not applicable to SDL.
NOTE 3:	When the carrier type of NUL is indicated for PUCCH transmission location, the SUL in the same cell as in the NUL can also be configured for PUCCH transmission.
NOTE 4:	When the carrier type of NUL is indicated for one PUCCH group config, the SUL in the same cell as in the NUL can also be configured for the PUCCH group.
NOTE 5:	If UE indicating this field does not support diffNumerologyAcrossPUCCH-Group-CarrierTypes-r16, the UE can only be configured with the same SCS across NR PUCCH groups.
	BC
	No
	N/A
	N/A

	uplinkTxDC-TwoCarrierReport-r16
Indicates whether the UE supports the uplink Tx Direct Current subcarrier location(s) reporting when configured with uplink CA with two carriers.
It is applicable only for (NG)EN-DC/NE-DC and NR CA where the NR has intra-band uplink CA with two uplink carriers.
	BC
	No
	N/A
	N/A



< End of change >


