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3GPP
7.2.3.2.3	Reference test frequencies for NR operating band n259
Table 7.2.3.2.3-1: Test frequencies for NR operating band n259 (SCS 120 kHz, ΔFRaster 120 kHz SSB SCS=120kHz, kSSB=0 and Offset(RBs)=0)
	CBW [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS
[kHz]
	GSCN
	absoluteFrequencySSB
[ARFCN]
	[image: ]
	Offset Carrier CORESET#0
[RBs]
Note 2
	CORESET#0 Index (Offset
[RBs])
Note 1
	offsetToPointA
(SIB1)
[PRBs]
Note 1

	100
	66
	Downlink
&
Uplink
	Mid
	41511.36
	2304355
	41463.84
	2303563
	0
	120
	23253
	2303803
	0
	0
	0 (0)
	0

	100
	66
	Downlink
&
Uplink
	Adjacent inter-frequency cell
	41615.04
	2306083
	41567.52
	2305291
	0
	120
	23259
	2305531
	0
	0
	0 (0)
	0

	Note 1:	The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-8 in TS 38.213 [22]. The value of CORESET#0 Index is signalled controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
Note 2:	The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.



Table 7.2.3.2.3-2: Test frequencies for NR operating band n259 (SCS 120 kHz, ΔFRaster 120 kHz, SSB SCS=240kHz, kSSB=0 and Offset(RBs)=0)
	CBW [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS
[kHz]
	GSCN
	absoluteFrequencySSB
[ARFCN]
	[image: ]
	Offset Carrier CORESET#0
[RBs]
Note 2
	CORESET#0 Index (Offset
[RBs])
Note 1
	offsetToPointA
(SIB1)
[PRBs]
Note 1

	100
	66
	Downlink
&
Uplink
	Mid
	41514.24
	2304403
	41466.72
	2303611
	0
	240
	23254
	2304091
	0
	0
	2 (0)
	0

	100
	66
	Downlink
&
Uplink
	Adjacent inter-frequency cell
	41617.92
	2306131
	41570.4
	2305339
	0
	240
	23260
	2305819
	0
	0
	0 (0)
	0

	Note 1:	The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-10 in TS 38.213 [22]. The value of CORESET#0 Index is signalled controlResourceSetZero (pdcch-ConfigSIB1) in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
Note 2:	The parameter Offset Carrier CORESET#0 specifies the offset from the lowest subcarrier of the carrier and the lowest subcarrier of CORESET#0. It corresponds to the parameter ΔFOffsetCORESET-0-Carrier in Annex C expressed in number of common RBs.
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