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	Reason for change:
	According to 24.501 cl 5.5.1.2.2, if UE has allowed NSSAI or configured NSSAI for the current PLMN, the requested NSSAI can be the allowed NSSAI for the current PLMN plus one or more S-NSSAIs from the configured NSSAI

	
	

	Summary of change:
	At step 89, add option to accept Registration Request containing requestedNSSAI with S-NSSAI=1 included in the list first followed by S-NSSAI=2
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	Testcase will fail a conformant UE.
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1. [bookmark: _Toc122434485][bookmark: _Toc58338509]Overview
This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk38 related to the title of this CR.
Contact:	Kalahasti, Narendra
	Narendra.Kalahasti@anritsu.com

1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc58338510]Corrections required
1.1 [bookmark: _Toc54186269][bookmark: _Toc58338511][bookmark: OLE_LINK12][bookmark: OLE_LINK13][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK10][bookmark: OLE_LINK11]Change 1
	Function name
	fl_TC_9_1_5_1_3_Body

	Reason for change
	According to 24.501 cl 5.5.1.2.2, if UE has allowed NSSAI or configured NSSAI for the current PLMN, the requested NSSAI can be the allowed NSSAI for the current PLMN plus one or more S-NSSAIs from the configured NSSAI

	Summary of change
	At step 89, add option to also accept Registration Request containing requestedNSSAI with S-NSSAI=1 included in the list first followed by S-NSSAI=2

	TTCN module
	Initial_Registration_NR5GC.ttcn

	MCC160 Comment
	



Before Change:
	  
  function fl_TC_9_1_5_1_3_Body() runs on NR5GC_PTC
  {

…

    //@siclog "Step 89" siclog@
    //Check: Does UE transmit a REGISTRATION REQUEST message including Requested NSSAI?
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?);
    v_RequestedNSSAI := ({
      iei := '2F'O,
      iel := '02'O,
      s_nssai := {cs_S_NSSAI(omit, '01'O, '02'O, omit)}
      }, {
      iei := '2F'O,
      iel := '04'O,
      s_nssai := {cs_S_NSSAI(omit, '01'O, '02'O, omit), cs_S_NSSAI(omit, '01'O, '01'O, omit)}
      });
    if (f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Mobility, -, -, -, -, -, -, v_RequestedNSSAI)) {     
      f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 89");
    } else {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 89");
    }

…

}



[bookmark: OLE_LINK5][bookmark: OLE_LINK4]
After Change:
	  
  function fl_TC_9_1_5_1_3_Body() runs on NR5GC_PTC
  {

…

    //@siclog "Step 89" siclog@
    //Check: Does UE transmit a REGISTRATION REQUEST message including Requested NSSAI?
    v_ReceivedMsg := f_NR_RRC_ConnEst_DefWithNas (v_NGC_NASCellA, tsc_NR_RRC_TI_Def, ?);
    v_RequestedNSSAI := ({
      iei := '2F'O,
      iel := '02'O,
      s_nssai := {cs_S_NSSAI(omit, '01'O, '02'O, omit)}
      }, {
      iei := '2F'O,
      iel := '04'O,
      s_nssai := {cs_S_NSSAI(omit, '01'O, '02'O, omit), cs_S_NSSAI(omit, '01'O, '01'O, omit)}
      }, {
      iei := '2F'O,
      iel := '04'O,
      s_nssai := {cs_S_NSSAI(omit, '01'O, '01'O, omit), cs_S_NSSAI(omit, '01'O, '02'O, omit)} 
      });
    if (f_Check_NG_RegistrationReqMsg (v_GMM_MobilityInfo, v_ReceivedMsg.Pdu, Mobility, -, -, -, -, -, -, v_RequestedNSSAI)) {
      f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 89");
    } else {
      f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 89");
    }

…

}




