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<Start of Changes>
Table 5.2A.2-1: Inter-band CA operating bands in FR2
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n257-n259
	n257, n259

	CA_n258-n260
	n258, n260

	CA_n260-n261
	n260, n261



<Next Changes>

[bookmark: _Toc21340754][bookmark: _Toc29805201][bookmark: _Toc36456410][bookmark: _Toc36469508][bookmark: _Toc37253917][bookmark: _Toc37322774][bookmark: _Toc37324180][bookmark: _Toc45889703]Table 5.5A.3-1: NR CA configurations for inter-band CA
	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 1)
	Bandwidth combination set

	
	
	
	50
	100
	200
	400
	

	CA_n257A-n259A
	-
	n257
	50
	100
	200
	400
	0

	
	
	n259
	50
	100
	200
	400
	

	CA_n257A-n259G
	-
	n257
	50
	100
	200
	400
	0

	
	
	n259
	CA_n259G
	

	CA_n257A-n259H
	-
	n257
	50
	100
	200
	400
	0

	
	
	n259
	CA_n259H
	

	CA_n257A-n259I
	-
	n257
	50
	100
	200
	400
	0

	
	
	n259
	CA_n259I
	

	CA_n257A-n259J
	-
	n257
	50
	100
	200
	400
	0

	
	
	n259
	CA_n259J
	

	CA_n257A-n259K
	-
	n257
	50
	100
	200
	400
	0

	
	
	n259
	CA_n259K
	

	CA_n257A-n259L
	-
	n257
	50
	100
	200
	400
	0

	
	
	n259
	CA_n259L
	

	CA_n257A-n259M
	-
	n257
	50
	100
	200
	400
	0

	
	
	n259
	CA_n259M
	

	CA_n257G-n259A
	-
	n257
	CA_n257G
	0

	
	
	n259
	50
	100
	200
	400
	

	CA_n257G-n259G
	-
	n257
	CA_n257G
	0

	
	
	n259
	CA_n259G
	

	CA_n257G-n259H
	-
	n257
	CA_n257G
	0

	
	
	n259
	CA_n259H
	

	CA_n257G-n259I
	-
	n257
	CA_n257G
	0

	
	
	n259
	CA_n259I
	

	CA_n257G-n259J
	-
	n257
	CA_n257G
	0

	
	
	n259
	CA_n259J
	

	CA_n257G-n259K
	-
	n257
	CA_n257G
	0

	
	
	n259
	CA_n259K
	

	CA_n257G-n259L
	-
	n257
	CA_n257G
	0

	
	
	n259
	CA_n259L
	

	CA_n257G-n259M
	-
	n257
	CA_n257G
	0

	
	
	n259
	CA_n259M
	

	CA_n257H-n259A
	-
	n257
	CA_n257H
	0

	
	
	n259
	50
	100
	200
	400
	

	CA_n257H-n259G
	-
	n257
	CA_n257H
	0

	
	
	n259
	CA_n259G
	

	CA_n257H-n259H
	-
	n257
	CA_n257H
	0

	
	
	n259
	CA_n259H
	

	CA_n257H-n259I
	-
	n257
	CA_n257H
	0

	
	
	n259
	CA_n259I
	

	CA_n257H-n259J
	-
	n257
	CA_n257H
	0

	
	
	n259
	CA_n259J
	

	CA_n257H-n259K
	-
	n257
	CA_n257H
	0

	
	
	n259
	CA_n259K
	

	CA_n257H-n259L
	-
	n257
	CA_n257H
	0

	
	
	n259
	CA_n259L
	

	CA_n257H-n259M
	-
	n257
	CA_n257H
	0

	
	
	n259
	CA_n259M
	

	CA_n257I-n259A
	-
	n257
	CA_n257I
	0

	
	
	n259
	50
	100
	200
	400
	

	CA_n257I-n259G
	-
	n257
	CA_n257I
	0

	
	
	n259
	CA_n259G
	

	CA_n257I-n259H
	-
	n257
	CA_n257I
	0

	
	
	n259
	CA_n259H
	

	CA_n257I-n259I
	-
	n257
	CA_n257I
	0

	
	
	n259
	CA_n259I
	

	CA_n257I-n259J
	-
	n257
	CA_n257I
	0

	
	
	n259
	CA_n259J
	

	CA_n257I-n259K
	-
	n257
	CA_n257I
	0

	
	
	n259
	CA_n259K
	

	CA_n257I-n259L
	-
	n257
	CA_n257I
	0

	
	
	n259
	CA_n259L
	

	CA_n257I-n259M
	-
	n257
	CA_n257I
	0

	
	
	n259
	CA_n259M
	

	CA_n258A-n260A
	-
	n258
	50
	100
	200
	400
	0

	
	
	n260
	50
	100
	200
	400
	

	CA_n260A-n261A
	-
	n260
	
	50
	100
	200
	0

	
	
	n261
	
	50
	100
	200
	

	NOTE 1: 	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
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<Next Changes>
[bookmark: _Hlk31890999][bookmark: _Toc21340953][bookmark: _Toc29805401][bookmark: _Toc36456610][bookmark: _Toc36469708][bookmark: _Toc37254117][bookmark: _Toc37322976][bookmark: _Toc37324382][bookmark: _Toc45889905]Table 7.3A.2.3-1: ΔRIB reference sensitivity relaxation for inter-band CA for power class 3
	NR CA bands
	NR band
	ΔRIB,P,n (dB)

	CA_n257-n259
	n257
	4.0

	
	n259
	4.0

	CA_n258-n260
	n258
	3.5

	
	n260
	3.5

	CA_n260-n261
	n260
	3.5

	
	n261
	3.5



<Next Changes>
Table 7.3A.3.3-1: ΔRIB,S,n EIS spherical coverage requirement relaxation for inter-band CA for power class 3
	NR CA bands
	NR band
	ΔRIB,S,n (dB)

	CA_n257-n259
	n257
	3.5

	
	n259
	3.5

	CA_n258-n260
	n258
	3.5

	
	n260
	3.5

	CA_n260-n261
	n260
	3.5

	
	n261
	3.5



<End of Changes>


