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	Reason for change:
	The current specification has defined UE behavior for measurement restriction for L1-SINR. There is a conflict between the descriptions in TS 38.214 and 38.331. Specifically,

- In 38.214, the higher layer parameters timeRestrictionForChannelMeasurements and timeRestrictionForInterferenceMeasurements are considered as optional. Whether to apply measurement restriction for L1-SINR is determined based on whether the associated higher layer parameter is configured or not.

- In 38.331, the higher layer parameters timeRestrictionForChannelMeasurements and timeRestrictionForInterferenceMeasurements are mandatory to be present. The candidate values for the two parameters are ‘configured’ and ‘notConfigured’.

When timeRestrictionForChannelMeasurements or timeRestrictionForInterferenceMeasurements is configured as “notConfigured”, if the UE determines whether to apply measurement restriction according to the description in 38.214, it may still be mist-interpreted as that the UE should apply measurement restriction, although the true intention of gNB is to disable measurement restriction.

	
	

	Summary of change:
	Update the operating conditions for applying measurement restriction for L1-SINR in 38.214 to be aligned with signalling design in 38.331, i.e., from “is not configured with” to “the value of … is configured as ‘notConfigured’”, and from “is configured with” to “the value of … is configured as ‘configured’”.

	
	

	Consequences if not approved:
	Inconsistency between 38.214 and 38.331.
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	Other comments:
	Isolated impact analysis:
This CR is to align the description in RAN1 specs with the signaling design in RAN2 specs. It is expected that both gNB and UE have been implemented accordig to this CR, so no impact is expected.
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< Unchanged parts are omitted >
When one or two resource settings are configured for L1-SINR measurement
-	If a UE is not configured withthe higher layer parameter timeRestrictionForChannelMeasurements in CSI-ReportConfig is set to ‘notConfigured’, the UE shall derive the channel measurements for computing L1-SINR reported in uplink slot n based on only the SSB or NZP CSI-RS, no later than the CSI reference resource, (defined in TS 38.211[4]) associated with the CSI resource setting. 
-	If a UE is configured withthe higher layer parameter timeRestrictionForChannelMeasurements in CSI-ReportConfig is set to ‘configured’, the UE shall derive the channel measurements for computing L1-SINR reported in uplink slot n based on only the most recent, no later than the CSI reference resource, occasion of SSB or NZP CSI-RS (defined in [4, TS 38.211]) associated with the CSI resource setting. 
-	If a UE is not configured withthe higher layer parameter timeRestrictionForInterferenceMeasurements in CSI-ReportConfig is set to ‘notConfigured’, the UE shall derive the interference measurements for computing L1-SINR reported in uplink slot n based on only the CSI-IM or NZP CSI-RS for interference measurement (defined in [4, TS 38.211]) or NZP CSI-RS for channel and interference measurement no later than the CSI reference resource associated with the CSI resource setting. 
-	If a UE is configured withthe higher layer parameter timeRestrictionForInterferenceMeasurements in CSI-ReportConfig is set to ‘configured’, the UE shall derive the interference measurements for computing the L1-SINR reported in uplink slot n based on the most recent, no later than the CSI reference resource, occasion of CSI-IM or NZP CSI-RS for interference measurement (defined in [4, TS 38.211]) or NZP CSI-RS for channel and interference measurement associated with the CSI resource setting.
< Unchanged parts are omitted >

