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With reference to slots for PUCCH transmissions each consisting of  symbols as defined in [4, TS 38.211], when a UE receives in a PDSCH an activation command [11, TS 38.321] for a secondary cell ending in slot n, the UE applies the corresponding actions in [11, TS 38.321] no later than the minimum requirement defined in [10, TS 38.133] and no earlier than slot [image: ], except for the following:
-	the actions related to CSI reporting on a serving cell that is active in slot [image: ]
-	the actions related to the sCellDeactivationTimer associated with the secondary cell [11, TS 38.321] that the UE applies in slot [image: ]
-	the actions related to CSI reporting on a serving cell which is not active in slot [image: ] that the UE applies in the earliest slot after [image: ] in which the serving cell is active.
The value of [image: ] is  where slot n+m is a slot indicated for PUCCH transmission with HARQ-ACK information for the PDSCH reception as described in Clause 9.2.3 and [image: ] is a number of slots per subframe for the SCS configuration [image: ] of the PUCCH transmission as defined in [4, TS 38.211].
<omitted text>
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<omitted text>
-	If the UE is provided enablePL-RS-UpdateForPUSCH-SRS, a mapping between sri-PUSCH-PowerControlId and PUSCH-PathlossReferenceRS-Id values can be updated by a MAC CE as described in [11, TS38.321]

-	For a PUSCH transmission scheduled by a DCI format that does not include an SRI field, or for a PUSCH transmission configured by ConfiguredGrantConfig and activated, as described in Clause 10.2, by a DCI format that does not include an SRI field, a RS resource index  is determined from the PUSCH-PathlossReferenceRS-Id mapped to sri-PUSCH-PowerControlId = 0	Comment by Aris Papasakellariou: This is indentation is changed but for some reason it is not being tracked.
<omitted text>

[bookmark: _Toc12021448][bookmark: _Toc20311560][bookmark: _Toc26719385][bookmark: _Toc29894816][bookmark: _Toc29899115][bookmark: _Toc29899533][bookmark: _Toc29917270][bookmark: _Toc36498144][bookmark: _Toc45699170][bookmark: _Toc60601287]7.2.1	UE behaviour
<omitted text>
-	If the UE is provided pathlossReferenceRSs and is not provided PUCCH-SpatialRelationInfo, the UE obtains the referenceSignal value in PUCCH-PathlossReferenceRS from the pucch-PathlossReferenceRS-Id with index 0 in PUCCH-PathlossReferenceRS where the RS resource is either on the primary cell or, if provided, on a serving cell indicated by a value of pathlossReferenceLinking
-	If the UE
-	is not provided pathlossReferenceRSs, and
-	is not provided PUCCH-SpatialRelationInfo, and
-	is provided enableDefaultBeamPL-ForPUCCH, and 
-	is not provided coresetPoolIndex value of 1 for any CORESET, or is provided coresetPoolIndex value of 1 for all CORESETs, in ControlResourceSet and no codepoint of a TCI field, if any, in a DCI format of any search space set maps to two TCI states [5, TS 38.212] 
	the UE determines a RS resource index  providing a periodic RS resource configured with with qcl-Type set to 'typeD' in the TCI state or the QCL assumption of a CORESET with the lowest index in the active DL BWP of the primary cell. For a PUCCH transmission over multiple slots, a same  applies to the PUCCH transmission in each of the multiple slots.
-	The parameter [image: ] is a value of deltaF-PUCCH-f0 for PUCCH format 0, deltaF-PUCCH-f1 for PUCCH format 1, deltaF-PUCCH-f2 for PUCCH format 2, deltaF-PUCCH-f3 for PUCCH format 3, and deltaF-PUCCH-f4 for PUCCH format 4, if provided; otherwise .
<omitted text>
7.6.2	NR-DC
<omitted text>
If a UE is provided semi-static-mode2 for nrdc-PCmode-FR1 or for nrdc-PCmode-FR2
-	if the UE is not provided tdd-UL-DL-ConfigurationCommon for the MCG or SCG, the UE determines a transmission power for the MCG or for the SCG as described in Clauses 7.1 through 7.5 using  or  or  as the maximum transmission power, respectively 
-	if at least one symbol of slot  of the MCG or of the SCG that is indicated as uplink or flexible to a UE by tdd-UL-DL-ConfigurationCommon and tdd-UL-DL-ConfigurationDedicated, if provided, overlaps with a symbol for any ongoing transmission overlapping with slot  of the SCG or of the MCG, respectively, the UE determines a power for the transmission on the SCG or the MCG overlapping with slot  as described in Clauses 7.1 through 7.5 using  or , respectively, as the maximum transmission power
-	otherwise, the UE determines a power for the transmission on MCG SCG or the MCGSCG overlapping with slot , as described in [8-3, TS 38.101-3] and in Clauses 7.1 through 7.5 without considering  or  or , respectively
The UE expects to be provided semi-static-mode2 for nrdc-PCmode-FR1 or for nrdc-PCmode-FR2 only for synchronous NR-DC operation [10, TS 38.133].
<omitted text>

9	UE procedure for reporting control information
If a UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG.
-	When the procedures are applied for MCG, the terms 'secondary cell', 'secondary cells' , 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG respectively.
-	When the procedures are applied for SCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells belonging to the SCG respectively. The term 'primary cell' in this clause refers to the PSCell of the SCG.
If a UE is configured with a PUCCH-SCell, the UE shall apply the procedures described in this clause for both primary PUCCH group and secondary PUCCH group
-	When the procedures are applied for the primary PUCCH group, the terms 'secondary cell', 'secondary cells' , 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the primary PUCCH group respectively.
-	When the procedures are applied for secondary PUCCH group, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells (not including the PUCCH-SCell), serving cell, serving cells belonging to the secondary PUCCH group respectively. The term 'primary cell' in this clause refers to the PUCCH-SCell of the secondary PUCCH group. If pdsch-HARQ-ACK-Codebook-secondaryPUCCHgroup-r16 is provided, pdsch-HARQ-ACK-Codebook is replaced by pdsch-HARQ-ACK-Codebook-secondaryPUCCHgroup-r16. If harq-ACK-SpatialBundlingPUCCH-secondaryPUCCHgroup is provided, harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUCCH-secondaryPUCCHgroup. If harq-ACK-SpatialBundlingPUSCH-secondaryPUCCHgroup is provided, harq-ACK-SpatialBundlingPUSCH is replaced by harq-ACK-SpatialBundlingPUSCH-secondaryPUCCHgroup.
If a UE is provided pdsch-HARQ-ACK-CodebookList-r16, pdsch-HARQ-ACK-Codebook is replaced by the relevant entry in pdsch-HARQ-ACK-CodebookList-r16.
<omitted text>

9.1.2	Type-1 HARQ-ACK codebook determination
<omitted text>
If the UE is provided pdsch-AggregationFactor-r16 in SPS-Config or pdsch-AggregationFactor in PDSCH-Config and no entry in pdsch-TimeDomainAllocationList and pdsch-TimeDomainAllocationListDCI-1-2 includes repetitionNumber in PDSCH-TimeDomainResourceAllocation-r16,  is a maximum value of pdsch-AggregationFactor-r16 in SPS-Config or pdsch-AggregationFactor in PDSCH-Config; otherwise  . The UE reports HARQ-ACK information for a PDSCH reception
-	from DL slot  to DL slot , if  is provided by pdsch-AggregationFactor or pdsch-AggregationFactor-r16 [6, TS 38.214], or 
-	from DL slot  to DL slot , if the time domain resource assignment field in the DCI format scheduling the PDSCH reception indicates an entry containing repetitionNumber, or 
-	in DL slot , otherwise 
only in a HARQ-ACK codebook that the UE includes in a PUCCH or PUSCH transmission in slot , where  is a UL slot overlapping with the end of the PDSCH reception in DL slot  and  is a number of slots indicated by the PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format or provided by dl-DataToUL-ACK if the PDSCH-to-HARQ_feedback timing indicator field is not present in the DCI format. If the UE reports HARQ-ACK information for the PDSCH reception in a slot other than slot , the UE sets a value for each corresponding HARQ-ACK information bit to NACK. 
<omitted text>
[bookmark: _Ref500250940][bookmark: _Toc12021473][bookmark: _Toc20311585][bookmark: _Toc26719410][bookmark: _Toc29894843][bookmark: _Toc29899142][bookmark: _Toc29899560][bookmark: _Toc29917297][bookmark: _Toc36498171][bookmark: _Toc45699197][bookmark: _Toc66974075]9.1.2.1	Type-1 HARQ-ACK codebook in physical uplink control channel
<omitted text>
If a UE receives a SPS PDSCH, or a SPS PDSCH release, or a PDSCH that is scheduled by a DCI format that does not support CBG-based PDSCH receptions1_0 and if
-	the UE is configured with more than one serving cells, or
-	[image: ], and
-	PDSCH-CodeBlockGroupTransmission is provided to the UE
the UE repeats [image: ] times the HARQ-ACK information for the transport block in the PDSCH or for the SPS PDSCH release.
A UE does not expect to detect a DCI format switching a DL BWP within [image: ] symbols prior to a first symbol of a PUCCH transmission where the UE multiplexes HARQ-ACK information, where [image: ] is defined in Clause 9.2.3. 
<omitted text>

9.1.3.1	Type-2 HARQ-ACK codebook in physical uplink control channel
<omitted text>
else
if there is a PDSCH on serving cell  associated with PDCCH in PDCCH monitoring occasion , or there is a PDCCH indicating SPS PDSCH release or SCell dormancy on serving cell  
if 
 
end if
 
if 
 
else 
 
end if
if harq-ACK-SpatialBundlingPUCCH is not provided and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of at least one serving cell,
 = HARQ-ACK information bit corresponding to the first transport block of this cell
 = HARQ-ACK information bit corresponding to the second transport block of this cell

elseif harq-ACK-SpatialBundlingPUCCH is provided to the UE and  is a monitoring occasion for PDCCH with a DCI format that supports PDSCH reception with two transport blocks and the UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks in at least one configured DL BWP of a serving cell,
 = binary AND operation of the HARQ-ACK information bits corresponding to the first and second transport blocks of this cell
 
else
 = HARQ-ACK information bit of this cell
 
end if 
end if
<omitted text>
If , the UE also determines  for obtaining a PUCCH transmission power, as described in Clause 7.2.1, with 
	
where
-	if ,  is the value of the counter DAI in the last DCI format scheduling CBG-based PDSCH reception for any serving cell  that the UE detects within the  PDCCH monitoring occasions 
-	if ,,  is the value of the total DAI in the last DCI format scheduling CBG-based PDSCH reception for any serving cell  that the UE detects within the  PDCCH monitoring occasions
-	,  if the UE does not detect any DCI format scheduling CBG-based PDSCH reception for any serving cell  in any of the  PDCCH monitoring occasions 
-	 is the total number of DCI formats scheduling CBG-based PDSCH receptions that the UE detects within the  PDCCH monitoring occasions for serving cell .  if the UE does not detect any DCI format scheduling CBG-based PDSCH reception for serving cell  in any of the  PDCCH monitoring occasions
-	 is the number of CBGs the UE receives in a PDSCH scheduled by a DCI format that supports CBG-based PDSCH reception that the UE detects in PDCCH monitoring occasion  for serving cell  and the UE reports corresponding HARQ-ACK information in the PUCCH 
<omitted text>

[bookmark: _Toc29894846][bookmark: _Toc29899145][bookmark: _Toc29899563][bookmark: _Toc29917300][bookmark: _Toc36498174][bookmark: _Toc45699200][bookmark: _Toc66974078]9.1.4	Type-3 HARQ-ACK codebook determination 
<omitted text>
If a UE receives a SPS PDSCH, or a PDSCH that is scheduled by a DCI format that does not support CBG-based PDSCH receptions 1_0 for a serving cell  and if maxCodeBlockGroupsPerTransportBlock is provided for serving cell , and pdsch-HARQ-ACK-OneShotFeedbackCBG is provided, the UE repeats  times the HARQ-ACK information for the transport block in the PDSCH.
If a UE detects a DCI format that includes a One-shot HARQ-ACK request field with value 1, the UE determines a PUCCH or a PUSCH to multiplex a Type-3 HARQ-ACK codebook for transmission in a slot as described in Clauses 9.2.3 and 9.2.5. The UE multiplexes only the Type-3 HARQ-ACK codebook in the PUCCH or the PUSCH for transmission in the slot.
<omitted text>

10	UE procedure for receiving control information
<omitted text>
[bookmark: _Hlk42271659]If a UE indicates in UE-NR-Capability-r16 a carrier aggregation capability larger than two downlink cells, the UE includes in UE-NR-Capability-r16 an indication for a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs that the UE can monitor per span when the UE is configured for carrier aggregation operation over more than two downlink cells with monitoringCapabilityConfig = r16monitoringcapability. When a UE is not configured for NR-DC operation and the UE is provided monitoringCapabilityConfig = r16monitoringcapability for all downlink cell where the UE monitors PDCCH, the UE determines a capability to monitor a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs per span that corresponds to  downlink cells, where
-	 is the number of configured downlink cells if the UE does not provide pdcch-MonitoringCA
-	otherwise,  is the value of pdcch-MonitoringCA
<omitted text>
If a UE indicates in UE-NR-Capability a carrier aggregation capability larger than one downlink cell with monitoringCapabilityConfig = r15monitoringcapability or larger than one downlink cell with monitoringCapabilityConfig = r16monitoringcapability, the UE includes in UE-NR-Capability-r16 an indication for a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs the UE can monitor for downlink cells with monitoringCapabilityConfig = r15monitoringcapability or for downlink cells with monitoringCapabilityConfig = r16monit
oringcapability when the UE is configured for carrier aggregation operation over more than two downlink cells with at least one downlink cell with monitoringCapabilityConfig = r15monitoringcapability and at least one downlink cell with monitoringCapabilityConfig = r16monitoringcapability. When a UE is not configured for NR-DC operation, the UE determines a capability to monitor a maximum number of PDCCH candidates and a maximum number of non-overlapped CCEs per slot or per span that corresponds to  downlink cells or to  downlink cells, respectively, where
<omitted text>

[bookmark: _Toc12021486][bookmark: _Toc20311598][bookmark: _Toc26719423][bookmark: _Toc29894858][bookmark: _Toc29899157][bookmark: _Toc29899575][bookmark: _Toc29917312][bookmark: _Toc36498186][bookmark: _Toc45699213][bookmark: _Toc66974091][bookmark: _Ref491451763][bookmark: _Ref491466492]10.1	UE procedure for determining physical downlink control channel assignment 
<omitted text>
If a UE is provided 
-	one or more search space sets by corresponding one or more of searchSpaceZero, searchSpaceSIB1, searchSpaceOtherSystemInformation, pagingSearchSpace, ra-SearchSpace, and 
-	a C-RNTI, an MCS-C-RNTI, or a CS-RNTI, a SL-RNTI, a SL-CS-RNTI, or a SL Semi-Persistent Scheduling V-RNTI
the UE monitors PDCCH candidates for DCI format 0_0 and DCI format 1_0 with CRC scrambled by the C-RNTI, the MCS-C-RNTI, or the CS-RNTI in the one or more search space sets in a slot where the UE monitors PDCCH candidates for at least a DCI format 0_0 or a DCI format 1_0 with CRC scrambled by SI-RNTI, RA-RNTI, MsgB-RNTI, or P-RNTI.
<omitted text>

[bookmark: _Toc29894874][bookmark: _Toc29899173][bookmark: _Toc29899591][bookmark: _Toc29917327][bookmark: _Toc36498201][bookmark: _Toc45699229][bookmark: _Toc66974107]15	Dual active protocol stack based handover
<omitted text>
For DAPS handover that is not intra-frequency, if
-	the UE does not indicate support of interFreqUL-TransCancellationDAPS-r16ul-TransCancellationDAPS, and
-	UE does not indicate a capability for power sharing between source and target MCG in DAPS handover or the UE is not provided with uplinkPowerSharingDAPS-Mode, 
the UE does not expect transmissions on the target and source cell in overlapping time resources.
For DAPS handover that is not intra-frequency, if
-	the UE indicates support of interFreqUL-TransCancellationDAPS-r16ul-TransCancellationDAPS, and
-	UE does not indicate a capability for power sharing between source and target MCG in DAPS handover or the UE is not provided with uplinkPowerSharingDAPS-Mode, and 
-	UE transmissions on the target cell and the source cell are in overlapping time resources, 
the UE transmits only on the target cell, and cancels the transmission to source cell.
For intra-frequency DAPS handover, if 
-	UE transmissions on the target cell and the source cell are in overlapping time resources, 
the UE transmits only on the target cell and cancels the transmission on the source cell.
<omitted text>

[bookmark: _Toc29894878][bookmark: _Toc29899177][bookmark: _Toc29899595][bookmark: _Toc29917331][bookmark: _Toc36498206][bookmark: _Toc45699234][bookmark: _Toc66974112]16.2.1	PSSCH
A UE determines a power  for a PSSCH transmission on a resource pool in symbols where a corresponding PSCCH is not transmitted in PSCCH-PSSCH transmission occasion  as:
	 [dBm]
where
-	 is defined in [8-1, TS 38.101-1]
-	 is determined by a value of sl-MaxTransPower based on a priority level of the PSSCH transmission and a CBR range that includes a CBR measured in slot  [6, TS 38.214]; if sl-MaxTransPower-r16 is not provided, then ;
-	if dl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	elseif sl-P0-PSSCH-PSCCH is provided
-	 [dBm]
-	else 
-	 [dBm]
where
-	 is a value of dl-P0-PSSCH-PSCCH if provided
-	 is a value of dl-Alpha-PSSCH-PSCCH, if provided; else,  
-	 as described in Clause 7.1.1 except that
-	the RS resource is the one the UE uses for determining a power of a PUSCH transmission scheduled by a DCI format 0_0 when the UE is configured to monitor PDCCH for detection of DCI format 0_0
-	the RS resource is the one corresponding to the SS/PBCH block the UE uses to obtain MIB when the UE is not configured to monitor PDCCH for detection of DCI format 0_0
-	 is a number of resource blocks for the PSSCH transmission occasion  and  is a SCS configuration
<omitted text>

[bookmark: _Toc29894884][bookmark: _Toc29899183][bookmark: _Toc29899601][bookmark: _Toc29917337][bookmark: _Toc36498212][bookmark: _Toc45699240][bookmark: _Toc66974118][bookmark: _Toc45699241][bookmark: _Toc66974119]16.2.4.3	Simultaneous SL and UL transmissions/receptions
If a UE 
-	would simultaneously transmit on the UL and on the SL in a carrier or in two respective carriersof a serving cell, and
-	the UE is not capable of simultaneous transmissions on the UL and on the SL in the carrier or in the two respective carriersof the serving cell
the UE transmits only on the link, UL or SL, with the higher priority.
If a UE 
-	would simultaneously transmit on the UL and receive on the SL in a carrier, or
-	would simultaneously transmit on the UL and receive on the SL in two respective carriers and the UE is not capable of simultaneous transmission on the UL and reception on the SL in the two respective carriers
the UE transmits on UL or receives on SL, with the higher priority.
If a UE 
-	is capable of simultaneous transmissions on the UL and on the SL of in two respective carriers of a serving cell, or of two respective serving cells,
-	would transmit on the UL and on the SL of in the two respective carriers of the serving cell, or of the two respective serving cells, 
-	the transmission on the UL would overlap with the transmission on the SL over a time period, and
-	the total UE transmission power over the time period would exceed 
the UE 
-	reduces the power for the UL transmission prior to the start of the UL transmission, if the SL transmission has higher priority than the UL transmission as determined in Clause 16.2.4.3.1, so that the total UE transmission power would not exceed 
-	reduces the power for the SL transmission prior to the start of the SL transmission, if the UL transmission has higher priority than the SL transmission as determined in Clause 16.2.4.3.1, so that the total UE transmission power would not exceed 
16.2.4.3.1	Prioritizations for sidelink and uplink transmissions/receptions 
A UE performs prioritization between SL transmissions/receptions and UL transmissions after performing the procedures described in Clause 9, Clause 9.2.5, and Clause 9.2.6, and in Clause 6.1 of [6, TS 38.214]. 
PSFCH transmissions in a slot have a same priority value as the smallest priority value among PSSCH receptions with corresponding HARQ-ACK information provided by the PSFCH transmissions in the slot.
<omitted text>

[bookmark: _Toc29894886][bookmark: _Toc29899185][bookmark: _Toc29899603][bookmark: _Toc29917339][bookmark: _Toc36498214][bookmark: _Toc45699244][bookmark: _Toc66974122]16.4	UE procedure for transmitting PSCCH 
A UE can be provided a number of symbols in a resource pool, by sl-TimeResourcePSCCH, starting from a second symbol that is available for SL transmissions in a slot, and a number of PRBs in the resource pool, by sl-FreqResourcePSCCH, starting from the lowest PRB of the lowest sub-channel of the associated PSSCH, for a PSCCH transmission with a SCI format 1-A.
A UE that transmits a PSCCH with SCI format 1-A using sidelink resource allocation mode 2 [6, TS 38.214] sets 
-	"Resource reservation period" as an index in sl-ResourceReservePeriodList1 corresponding to a reservation period provided by higher layers [11, TS 38.321], if the UE is provided sl-MultiReserveResource
<omitted text>
[bookmark: _Toc45699246][bookmark: _Toc66974124]16.5.1	Type-1 HARQ-ACK codebook determination 
This Clause applies if the UE is configured with pdsch-HARQ-ACK-Codebook = semi-static.
[bookmark: _Hlk40025985]If a UE is configured a SL configured grant tType 1, and the UE is configured a SL configured grant tType 2 or to monitor PDCCH for detection of DCI format 3_0 with CRC scrambled by SL-RNTI or SL-CS-RNTI, and the UE is provided a set of slot timing values  associated with a SL BWP by sl-PSFCH-ToPUCCH and sl-PSFCH-ToPUCCH-CG-Type1, the sl-PSFCH-ToPUCCH-CG-Type1 is one of sl-PSFCH-ToPUCCH.
A UE reports HARQ-ACK information for PSSCH transmissions with corresponding PSFCH reception occasions in slot  only in a HARQ-ACK codebook that the UE includes in a PUCCH or PUSCH transmission in slot , where  is a number of slots indicated by the PSFCH-to-HARQ_feedback timing indicator field in a DCI format 3_0 scheduling the PSSCH transmissions, or by a value of PSFCH-to-HARQ feedback timing indicator field in a DCI format 3_0 activating a SL configured grant Type-2 transmission, or by a value of sl-PSFCH-ToPUCCH for a SL configured grant Type-1. If the UE reports HARQ-ACK information for the PSSCH transmissions with corresponding PSFCH reception occasions in a slot other than slot , the UE sets a value for each corresponding HARQ-ACK information bit to NACK. 
If a UE reports HARQ-ACK information in a PUCCH only for 
-	PSFCH reception occasions associated with PSSCH transmissions scheduled by a DCI format 3_0 with counter SAI field value of 1, or 
-	PSFCH reception occasions associated with PSSCH transmissions corresponding to a SL configured grant
within a setthe  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions as determined in Clause 16.5.1.1, the UE determines a HARQ-ACK codebook only for the PSFCH reception occasion associated with PSSCH transmissions scheduled by DCI format 3_0 or only for the PSFCH reception occasion associated with PSSCH transmissions corresponding to a SL configured grant according to corresponding set  of occasions, where a value of a counter SAI in DCI format 3_0 is according to Table 16.5.2.1-1. Otherwise, the procedures in Clause 16.5.1.1 and in Clause 16.5.1.2 for a HARQ-ACK codebook determination apply.
[bookmark: _Toc45699247][bookmark: _Toc66974125]16.5.1.1	Type-1 HARQ-ACK codebook in physical uplink control channel
For a SL BWP on a serving cell  and an active UL BWP on the primary cell, as described in Clause 12, a UE determines a set of  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions for which the UE can multiplex corresponding HARQ-ACK information in a PUCCH transmission in slot . The determination is based on:
a)	a set of slot timing values  associated with the SL BWP where  is provided by sl-PSFCH-ToPUCCH for DCI format 3_0 or by sl-PSFCH-ToPUCCH-CG-Type1
b)	the ratio  between the sidelink SCS configuration  and the uplink SCS configuration  provided by subcarrierSpacing in BWP-Sidelink and BWP-Uplink for the SL BWP and the active UL BWP, respectively
c)	a set of sidelink resource pool bitmaps
d)	a value of a period of PSFCH transmission occasion resources for eacha sidelink resource pool provided by a respective sl-PSFCH-Period
For the set of slot timing values , the UE determines a set of  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions according to the following pseudo-code. 
<omitted text>
The cardinality of the set  defines a total number  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions corresponding to the HARQ-ACK information bits. A UE determines  HARQ-ACK information bits, for a total number of   HARQ-ACK information bits as  = HARQ-ACK information bit for candidate PSSCH transmission with index  with corresponding PSFCH reception, for  , as described in Clause 16.5. If the UE does not transmit a PSSCH in an occasion for candidate PSSCH transmission with corresponding PSFCH reception occasions, due to the UE not detecting a corresponding DCI format 3_0, the UE generates a NACK value for the occasion for candidate PSSCH transmission with corresponding PSFCH reception occasions. 
If , the UE determines a number of HARQ-ACK information bits  for obtaining a transmission power for a PUCCH, as described in Clause 7.2.1, as  where  is a number of HARQ-ACK information bits determined for corresponding PSSCH transmissions with corresponding PSFCH reception occasions in PSFCH reception occasion .
[bookmark: _Toc45699248][bookmark: _Toc66974126]16.5.1.2	Type-1 HARQ-ACK codebook in physical uplink shared channel
If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by a DCI format without an SAI field, then 
-	if the UE 
-	has not received any PDCCH with a DCI format 3_0 scheduling PSSCH transmissions with corresponding PSFCH reception occasions that the UE transmits corresponding HARQ-ACK information in the PUSCH, based on a value of a respective PSFCH-to-HARQ_feedback timing indicator field in a DCI format scheduling the PSSCH transmissions or on the value of PSFCH-to-HARQ feedback timing indicator field in a DCI format 3_0 activating a SL configured grant Type -2 transmission, or 
-	has not been provided PSSCH resources with corresponding PSFCH reception occasions that the UE transmits corresponding HARQ-ACK information based on the value of sl-PSFCH-ToPUCCH-CG-Type1 for a SL configured grant Type -1, in any of the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions, as described in Clause 16.5.1.1, 
the UE does not multiplex HARQ-ACK information in the PUSCH transmission;
-	else the UE generates the HARQ-ACK codebook as described in Clause 16.5.1.1, unless the UE generates HARQ-ACK information only for 
-	PSFCH reception occasions associated with PSSCH transmissions corresponding to a SL configured grant, or
-	PSFCH reception occasions associated with PSSCH transmissions that are scheduled by DCI format 3_0 with a counter SAI field value of 1 in the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions, 
in which case the UE generates HARQ-ACK information only for the PSFCH reception occasions as described in Clause 16.5.1.
A UE sets to NACK value in the HARQ-ACK codebook any HARQ-ACK information corresponding to PSFCH reception occasions associated with PSSCH transmissions scheduled by a DCI format 3_0 that the UE detects in a PDCCH monitoring occasion that starts after a PDCCH monitoring occasion where the UE detects a DCI format scheduling the PUSCH transmission.
If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by a DCI format that includes a SAI field, the UE generates the HARQ-ACK codebook as described in Clause 16.5.1.1 when a value of the SAI field in the DCI format is . The UE does not generate a HARQ-ACK codebook for multiplexing in the PUSCH transmission when  unless the UE generates HARQ-ACK information only for 
-	PSFCH reception occasions associated with PSSCH transmissions corresponding to a SL configured grant, or 
-	PSFCH reception occasions associated with PSSCH transmissions that are scheduled by a DCI format 3_0 with a counter SAI field value of 1 in the set  of occasions for candidate PSSCH transmissions with corresponding PSFCH reception occasions as described in Clause 16.5.1. 
 if the SAI field in the DCI format is set to '0'; otherwise, .
[bookmark: _Toc45699249][bookmark: _Toc66974127]16.5.2	Type-2 HARQ-ACK codebook determination 
This Clause applies if the UE is configured with pdsch-HARQ-ACK-Codebook = dynamic.
[bookmark: _Toc45699250][bookmark: _Toc66974128]16.5.2.1	Type-2 HARQ-ACK codebook in physical uplink control channel
<omitted text>
The set of PDCCH monitoring occasions for DCI format 3_0 for scheduling PSSCH transmissions with associated PSFCH reception occasions is defined as the PDCCH monitoring occasions in theacross active DL BWPs of the configured serving cell, indexed in ascending order of start time of the associated search space sets. The cardinality of the set of PDCCH monitoring occasions defines a total number  of PDCCH monitoring occasions.
A value of a counter sidelink assignment indicator (SAI) field in DCI format 3_0 denotes an accumulative number of PDCCH monitoring occasions where PSSCH transmissions with associated PSFCH receptions are scheduled, up to a current PDCCH monitoring occasion, in ascending order of PDCCH monitoring occasion index , where . 
<omitted text>
if a SL configured grant tType 1 is configured for a UE, or a SL configured grant tType 2 is configured and activated for a UE, and the SL configured grant provides a grant for PSSCH transmissions with PSFCH reception occasions in a slot , where  is the PSFCH-to-HARQ-feedback timing value for the SL configured grant
;
= HARQ-ACK information bit associated with the PSFCH reception occasions associated with the PSSCH transmissions scheduled by the SL configured grant
end if
<omitted text>
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