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	Reason for change:
	The SRS spatial information is among the information that can be sent from LMF to gNB for the Requested UL-SRS transmission characteristics (as described in table 8.10.2.4-1). The SRS spatial information indication is the same as the Spatial relation for Resource Idi, that is sent for SP SRS activation (Table 8.10.2.4-3). 
In NRPPa specification, both IEs are referring to the same Spatial Relation Information IE described in section 9.2.34 of TS 38.455.

The Spatial Relation IE in 9.2.34 is defined to refer to either the Rel-15 SRS ID, Rel-16 SRS ID, DL-PRS ID, or the NZP CSI-RS Resource ID. The latter parameter is missing from stage 2 tables.

Impacted 5G architecture options:
NR SA, NR-DC, (NG)EN-DC, NE-DC
 Impacted functionality:
Spatial Relations.
Inter-operability:

No Inter-Operability issue seen.


	
	

	Summary of change:
	Add mention in the following tables that NZP CSI-RS Resource ID, SRS ID, Positioning SRS ID is part of the Spatial relation info:
· Table 8.10.2.4-1
· Table 8.13.2.3-1
· Table 8.14.2.3-1
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START OF CHANGES
[bookmark: _Toc37338349][bookmark: _Toc46489192][bookmark: _Toc52567550][bookmark: _Toc67987490]8.10.2.4	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.10.2.4-1.
Table 8.10.2.4-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference:
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID
           - NZP CSI-RS Resource ID
           - SRS Resource ID
                         - Positioning SRS Resource ID



NEXT CHANGE
[bookmark: _Toc37338405][bookmark: _Toc46489250][bookmark: _Toc52567608][bookmark: _Toc67987548]8.13.2.3	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.13.2.3-1.
Table 8.13.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Pathloss reference:
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID
           - NZP CSI-RS Resource ID
           - SRS Resource ID
           - Positioning SRS Resource ID



NEXT CHANGE
[bookmark: _Toc37338417][bookmark: _Toc46489264][bookmark: _Toc52567622][bookmark: _Toc67987562]8.14.2.3	Information that may be transferred from the LMF to gNB
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.14.2.3-1.
Table 8.14.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent, aperiodic)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference:
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID
           - NZP CSI-RS Resource ID
           - SRS Resource ID
                         - Positioning SRS Resource ID
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