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{Start of changes}
[bookmark: _Toc27410915][bookmark: _Toc36039428][bookmark: _Toc43838788][bookmark: _Toc51772944][bookmark: _Toc58245151][bookmark: _Toc68089600][bookmark: _Toc69067721][bookmark: _Toc75383269][bookmark: _Toc83706917]A.4.3.2B.2	EN-DC Physical Layer Baseline Implementation Capabilities
[bookmark: _Toc51772945][bookmark: _Toc58245152][bookmark: _Toc68089601][bookmark: _Toc69067722][bookmark: _Toc75383270][bookmark: _Toc83706918][bookmark: _Toc27410916][bookmark: _Toc36039429][bookmark: _Toc43838789]A.4.3.2B.2.0	General EN-DC capabilities
Table A.4.3.2B.2.0-1: Downlink EN-DC capabilities (for one or more of the supported EN-DC configurations)
	Item
	Bandwidth Class
	Ref.
	Comments

	1
	DL EN-DC with 2 carriers
	38.101-3, 5.3B
	

	2
	DL EN-DC with 3 carriers
	38.101-3, 5.3B
	

	3
	DL EN-DC with 4 carriers
	38.101-3, 5.3B
	

	4
	DL EN-DC with 5 carriers
	38.101-3, 5.3B
	

	5
	DL EN-DC with 6 carriers
	38.101-3, 5.3B
	

	6
	DL EN-DC with 7 carriers
	38.101-3, 5.3B
	

	7
	DL EN-DC with 8 carriers
	38.101-3, 5.3B
	



Table A.4.3.2B.2.0-1A: Downlink EN-DC capabilities (number of NR DL carriers)
	Item
	Bandwidth Class
	Ref.
	Comments

	1
	DL EN-DC with 1 NR DL carriers
	38.101-3, 5.3B
	

	2
	DL EN-DC with 2 NR DL carriers
	38.101-3, 5.3B
	

	3
	DL EN-DC with 3 NR DL carriers
	38.101-3, 5.3B
	

	4
	DL EN-DC with 4 NR DL carriers
	38.101-3, 5.3B
	

	5
	DL EN-DC with 5 NR DL carriers
	38.101-3, 5.3B
	

	6
	DL EN-DC with 6 NR DL carriers
	38.101-3, 5.3B
	

	7
	DL EN-DC with 7 NR DL carriers
	38.101-3, 5.3B
	



Table A.4.3.2B.2.0-2: Uplink EN-DC capabilities (for one or more of the supported EN-DCNR CA configurations)
	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL EN-DC with 2 carriers
	38.101-3, 5.3B
	

	2
	UL EN-DC with 3 carriers
	38.101-3, 5.3B
	

	3
	UL EN-DC with 4 carriers
	38.101-3, 5.3B
	

	4
	UL EN-DC with 5 carriers
	38.101-3, 5.3B
	

	5
	UL EN-DC with 6 carriers
	38.101-3, 5.3B
	

	6
	UL EN-DC with 7 carriers
	38.101-3, 5.3B
	

	7
	UL EN-DC with 8 carriers
	38.101-3, 5.3B
	



Table A.4.3.2B.2.0-2A: Uplink EN-DC capabilities (number of NR UL carriers)
	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL EN-DC with 1 NR UL carriers
	38.101-3, 5.3B
	

	2
	UL EN-DC with 2 NR UL carriers
	38.101-3, 5.3B
	

	3
	UL EN-DC with 3 NR UL carriers
	38.101-3, 5.3B
	

	4
	UL EN-DC with 4 NR UL carriers
	38.101-3, 5.3B
	

	5
	UL EN-DC with 5 NR UL carriers
	38.101-3, 5.3B
	

	6
	UL EN-DC with 6 NR UL carriers
	38.101-3, 5.3B
	

	7
	UL EN-DC with 7 NR UL carriers
	38.101-3, 5.3B
	



[bookmark: _Toc44323941][bookmark: _Toc52990134][bookmark: _Toc60823333][bookmark: _Toc60825255][bookmark: _Toc69306156][bookmark: _Toc69309872][bookmark: OLE_LINK54]<Unchanged Sections Skipped>

[bookmark: _Toc27410917][bookmark: _Toc36039430][bookmark: _Toc43838790][bookmark: _Toc51772947][bookmark: _Toc58245154][bookmark: _Toc68089603][bookmark: _Toc69067724][bookmark: _Toc75383272][bookmark: _Toc83706920]A.4.3.2B.2.2	Intra-band non-contiguous EN-DC in FR1
<Unchanged Sections Skipped>
[bookmark: _Toc27410924][bookmark: _Toc36039437][bookmark: _Toc43838797][bookmark: _Toc51772954][bookmark: _Toc58245161][bookmark: _Toc68089610][bookmark: _Toc69067731][bookmark: _Toc75383279][bookmark: _Toc83706927]A.4.3.2B.2.3.6	Inter-band EN-DC including FR2 (two bands)
Table A.4.3.2B.2.3.6-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR2 and two bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.6-2)
	Item
	DL inter-band EN-DC including FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC including FR2 BW Class Combination A_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_A
	

	2
	Inter-band EN-DC including FR2 BW Class Combination A_B (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_B
	

	3
	Inter-band EN-DC including FR2 BW Class Combination A_C (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_C
	

	4
	Inter-band EN-DC including FR2 BW Class Combination A_D (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_D
	

	5
	Inter-band EN-DC including FR2 BW Class Combination A_E (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_E
	

	6
	Inter-band EN-DC including FR2 BW Class Combination A_F (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_F
	

	7
	Inter-band EN-DC including FR2 BW Class Combination A_G (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_G
	

	8
	Inter-band EN-DC including FR2 BW Class Combination A_H (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_H
	

	9
	Inter-band EN-DC including FR2 BW Class Combination A_I (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_I
	

	10
	Inter-band EN-DC including FR2 BW Class Combination A_J (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_J
	

	11
	Inter-band EN-DC including FR2 BW Class Combination A_K (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_K
	

	12
	Inter-band EN-DC including FR2 BW Class Combination A_L (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_L
	

	13
	Inter-band EN-DC including FR2 BW Class Combination A_M (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_M
	

	14
	Inter-band EN-DC including FR2 BW Class Combination A_O (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_O
	

	15
	Inter-band EN-DC including FR2 BW Class Combination A_P (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_P
	

	16
	Inter-band EN-DC including FR2 BW Class Combination A_Q (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_A_Q
	

	17
	Inter-band EN-DC including FR2 BW Class Combination (2A)_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_(2A)_A
	

	18
	Inter-band EN-DC including FR2 BW Class Combination C_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_C_A
	

	19
	Inter-band EN-DC including FR2 BW Class Combination C_E (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_C_E
	

	20
	Inter-band EN-DC including FR2 BW Class Combination C_F (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_C_F
	

	21
	Inter-band EN-DC including FR2 BW Class Combination D_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_DL_inter_band_EN_DC_FR2_2B_Class_D_A
	

	22
	Inter-band EN-DC including FR2 BW Class Combination E_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	c_DL_inter_band_EN_DC_FR2_2B_Class_E_A
	



Table A.4.3.2B.2.3.6-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR2 and two bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.6-2)
	Item
	UL inter-band EN-DC including FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC including FR2 BW Class Combination A_A (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_UL_inter_band_EN_DC_FR2_2B_Class_A_A
	

	2
	UL Inter-band EN-DC including FR2 BW Class Combination A_D (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_UL_inter_band_EN_DC_FR2_2B_Class_A_D
	

	3
	UL Inter-band EN-DC including FR2 BW Class Combination A_G (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_UL_inter_band_EN_DC_FR2_2B_Class_A_G
	

	4
	UL Inter-band EN-DC including FR2 BW Class Combination A_H (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_UL_inter_band_EN_DC_FR2_2B_Class_A_H
	

	5
	UL Inter-band EN-DC including FR2 BW Class Combination A_I (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_UL_inter_band_EN_DC_FR2_2B_Class_A_I
	

	6
	UL Inter-band EN-DC including FR2 BW Class Combination A_J (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_UL_inter_band_EN_DC_FR2_2B_Class_A_J
	

	7
	UL Inter-band EN-DC including FR2 BW Class Combination A_K (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_UL_inter_band_EN_DC_FR2_2B_Class_A_K
	

	8
	UL Inter-band EN-DC including FR2 BW Class Combination A_L (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_UL_inter_band_EN_DC_FR2_2B_Class_A_L
	

	9
	UL Inter-band EN-DC including FR2 BW Class Combination A_M (two bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.1
	pc_UL_inter_band_EN_DC_FR2_2B_Class_A_M
	



Table A.4.3.2B.2.3.6-2: Supported Inter-band EN-DC configurations including FR2 (two bands)
	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A_n257A
	Rel-15
	
	
	

	DC_1A_n257G
	Rel-16
	
	
	

	DC_1A_n257H
	Rel-16
	
	
	

	DC_1A_n257I
	Rel-16
	
	
	

	DC_1A_n257J
	Rel-16
	
	
	

	DC_1A_n257K
	Rel-16
	
	
	

	DC_1A_n257L
	Rel-16
	
	
	

	DC_1A_n257M
	Rel-16
	
	
	

	DC_2A_n257A
	Rel-15
	
	
	

	DC_2A_n260A
	Rel-15
	
	
	

	DC_2A-2A_n260A
	Rel-15
	
	
	

	DC_3A_n257A
	Rel-15
	
	
	

	DC_3A_n257G
	Rel-16
	
	
	

	DC_3A_n257H
	Rel-16
	
	
	

	DC_3A_n257I
	Rel-16
	
	
	

	DC_5A_n257A
	Rel-15
	
	
	

	DC_5A_n260A
	Rel-15
	
	
	

	DC_5A_n261A
	Rel-15
	
	
	

	DC_7A_n257A
	Rel-15
	
	
	

	DC_7A-7A_n257A
	Rel-15
	
	
	

	DC_8A_n257A
	Rel-15
	
	
	

	DC_12A_n260A
	Rel-15
	
	
	

	DC_13A_n257A
	Rel-15
	
	
	

	DC_14A_n260A
	Rel-16
	
	DC_14A_n260A
	

	DC_14A_n260G
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
	

	DC_14A_n260H
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
	

	DC_14A_n260I
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
	

	DC_19A_n257A
	Rel-15
	
	
	

	DC_19A_n257G
	Rel-16
	
	
	

	DC_19A_n257H
	Rel-16
	
	
	

	DC_19A_n257I
	Rel-16
	
	
	

	DC_21A_n257A
	Rel-15
	
	
	

	DC_21A_n257G
	Rel-16
	
	
	

	DC_21A_n257H
	Rel-16
	
	
	

	DC_21A_n257I
	Rel-16
	
	
	

	DC_30A_n260A
	Rel-15
	
	
	

	DC_66A-66A_n257A
	Rel-15
	
	
	

	DC_66A_n260A
	Rel-15
	
	
	

	DC_66A_n261A
	Rel-15
	
	
	

	DC_66A_n261G
	Rel-15
	
	
	

	DC_66A_n261H
	Rel-15
	
	
	

	DC_66A_n261I
	Rel-15
	
	
	

	DC_66A_n261J
	Rel-15
	
	
	

	DC_66A_n261K
	Rel-15
	
	
	

	DC_66A_n261L
	Rel-15
	
	
	

	DC_66A_n261M
	Rel-15
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.5.1-1, e.g. ‘DC_1A_n257A’ indicates EN-DC operation on E-UTRA band 1 with E-UTRA DL Bandwidth Class A and NR band n257 with NR DL CA Bandwidth Class A.



[bookmark: _Toc27410925][bookmark: _Toc36039438][bookmark: _Toc43838798][bookmark: _Toc51772955][bookmark: _Toc58245162][bookmark: _Toc68089611][bookmark: _Toc69067732][bookmark: _Toc75383280][bookmark: _Toc83706928]A.4.3.2B.2.3.7	Inter-band EN-DC including FR2 (three bands)
Table A.4.3.2B.2.3.7-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR2 and three bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.7-2)
	Item
	DL inter-band EN-DC including FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC including FR2 BW Class Combination A-A_A (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-A_A
	

	2
	Inter-band EN-DC including FR2 BW Class Combination A-A_G (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-A_G
	

	3
	Inter-band EN-DC including FR2 BW Class Combination A-A_H (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-A_H
	

	4
	Inter-band EN-DC including FR2 BW Class Combination A-A_I (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-A_I
	

	5
	Inter-band EN-DC including FR2 BW Class Combination A-C_A (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-C_A
	

	6
	Inter-band EN-DC including FR2 BW Class Combination A-C_G (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-C_G
	

	7
	Inter-band EN-DC including FR2 BW Class Combination A-C_H (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-C_H
	

	8
	Inter-band EN-DC including FR2 BW Class Combination A-C_I (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-C_I
	

	9
	Inter-band EN-DC including FR2 BW Class Combination A-D_A (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-D_A
	

	10
	Inter-band EN-DC including FR2 BW Class Combination A-D_G (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-D_G
	

	11
	Inter-band EN-DC including FR2 BW Class Combination A-D_H (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-D_H
	

	12
	Inter-band EN-DC including FR2 BW Class Combination A-D_I (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-D_I
	

	13
	Inter-band EN-DC including FR2 BW Class Combination A-E_A (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-E_A
	

	14
	Inter-band EN-DC including FR2 BW Class Combination A-E_G (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-E_G
	

	15
	Inter-band EN-DC including FR2 BW Class Combination A-E_H (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-E_H
	

	16
	Inter-band EN-DC including FR2 BW Class Combination A-E_I (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_DL_inter_band_EN_DC_FR2_3B_Class_A-E_I
	



Table A.4.3.2B.2.3.7-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR2 and three bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.7-2)
	Item
	UL inter-band EN-DC including FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC including FR2 BW Class Combination A_A (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_UL_inter_band_EN_DC_FR2_3B_Class_A_A
	

	2
	UL Inter-band EN-DC including FR2 BW Class Combination A_D (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_UL_inter_band_EN_DC_FR2_3B_Class_A_D
	

	3
	UL Inter-band EN-DC including FR2 BW Class Combination A_G (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_UL_inter_band_EN_DC_FR2_3B_Class_A_G
	

	4
	UL Inter-band EN-DC including FR2 BW Class Combination A_H (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_UL_inter_band_EN_DC_FR2_3B_Class_A_H
	

	5
	UL Inter-band EN-DC including FR2 BW Class Combination A_I (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_UL_inter_band_EN_DC_FR2_3B_Class_A_I
	

	6
	UL Inter-band EN-DC including FR2 BW Class Combination A_J (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_UL_inter_band_EN_DC_FR2_3B_Class_A_J
	

	7
	UL Inter-band EN-DC including FR2 BW Class Combination A_K (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_UL_inter_band_EN_DC_FR2_3B_Class_A_K
	

	8
	UL Inter-band EN-DC including FR2 BW Class Combination A_L (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_UL_inter_band_EN_DC_FR2_3B_Class_A_L
	

	9
	UL Inter-band EN-DC including FR2 BW Class Combination A_M (three bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.2
	pc_UL_inter_band_EN_DC_FR2_3B_Class_A_M
	



Table A.4.3.2B.2.3.7-2: Supported Inter-band EN-DC configurations including FR2 (three bands)
	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A_n257A
	Rel-15
	
	
	

	DC_1A-3A_n257G
	Rel-16
	
	
	

	DC_1A-3A_n257H
	Rel-16
	
	
	

	DC_1A-3A_n257I
	Rel-16
	
	
	

	DC_1A-19A_n257A
	Rel-15
	
	
	

	DC_1A-19A_n257G
	Rel-16
	
	
	

	DC_1A-19A_n257H
	Rel-16
	
	
	

	DC_1A-19A_n257I
	Rel-16
	
	
	

	DC_1A-21A_n257A
	Rel-15
	
	
	

	DC_1A-21A_n257G
	Rel-16
	
	
	

	DC_1A-21A_n257H
	Rel-16
	
	
	

	DC_1A-21A_n257I
	Rel-16
	
	
	

	DC_1A-42A_n257A
	Rel-15
	
	
	

	DC_1A-42A_n257G
	Rel-16
	
	
	

	DC_1A-42A_n257H
	Rel-16
	
	
	

	DC_1A-42A_n257I
	Rel-16
	
	
	

	DC_1A-42C_n257A
	Rel-15
	
	
	

	DC_1A-42D_n257A
	Rel-15
	
	
	

	DC_1A-42D_n257G
	Rel-16
	
	
	

	DC_1A-42D_n257H
	Rel-16
	
	
	

	DC_1A-42D_n257I
	Rel-16
	
	
	

	DC_1A-42E_n257A
	Rel-15
	
	
	

	DC_1A-42E_n257G
	Rel-16
	
	
	

	DC_1A-42E_n257H
	Rel-16
	
	
	

	DC_1A-42E_n257I
	Rel-16
	
	
	

	DC_2A-2A-14A_n260A
	Rel-16
	
	DC_2A_n260A
DC_14A_n260A
	

	DC_2A-2A-14A_n260G
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_14A_n260A
DC_14A_n260G
	

	DC_2A-2A-14A_n260H
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
	

	DC_2A-2A-14A_n260I
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
	

	DC_2A-5A_n257A
	Rel-15
	
	
	

	DC_2A-5A_n260A
	Rel-15
	
	
	

	DC_2A-12A_n260A
	Rel-15
	
	
	

	DC_2A-14A_n260A
	Rel-16
	
	DC_2A_n260A
DC_14A_n260A
	

	DC_2A-14A_n260G
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_14A_n260A
DC_14A_n260G
	

	DC_2A-14A_n260H
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
	

	DC_2A-14A_n260I
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
	

	DC_2A-30A_n260A
	Rel-15
	
	
	

	DC_2A-66A_n257A
	Rel-15
	
	
	

	DC_2A-66A_n260A
	Rel-15
	
	
	

	DC_3A-19A_n257A
	Rel-15
	
	
	

	DC_3A-19A_n257G
	Rel-16
	
	
	

	DC_3A-19A_n257H
	Rel-16
	
	
	

	DC_3A-19A_n257I
	Rel-16
	
	
	

	DC_3A-21A_n257A
	Rel-15
	
	
	

	DC_3A-21A_n257G
	Rel-16
	
	
	

	DC_3A-21A_n257H
	Rel-16
	
	
	

	DC_3A-21A_n257I
	Rel-16
	
	
	

	DC_3A-42A_n257A
	Rel-15
	
	
	

	DC_3A-42A_n257G
	Rel-16
	
	
	

	DC_3A-42A_n257H
	Rel-16
	
	
	

	DC_3A-42A_n257I
	Rel-16
	
	
	

	DC_3A-42C_n257A
	Rel-15
	
	
	

	DC_3A-42C_n257G
	Rel-16
	
	
	

	DC_3A-42C_n257H
	Rel-16
	
	
	

	DC_3A-42C_n257I
	Rel-16
	
	
	

	DC_3A-42D_n257G
	Rel-16
	
	
	

	DC_3A-42D_n257H
	Rel-16
	
	
	

	DC_3A-42D_n257I
	Rel-16
	
	
	

	DC_3A-42E_n257G
	Rel-16
	
	
	

	DC_3A-42E_n257H
	Rel-16
	
	
	

	DC_3A-42E_n257I
	Rel-16
	
	
	

	DC_5A-7A_n257A
	Rel-15
	
	
	

	DC_5A-30A_n260A
	Rel-15
	
	
	

	DC_5A-66A_n257A
	Rel-15
	
	
	

	DC_5A-66A_n260A
	Rel-15
	
	
	

	DC_12A-30A_n260A
	Rel-15
	
	
	

	DC_12A-66A_n260A
	Rel-15
	
	
	

	DC_14A-30A_n260A
	Rel-16
	
	DC_14A_n260A
DC_30A_n260A
	

	DC_14A-30A_n260G
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_30A_n260A
DC_30A_n260G
	

	DC_14A-30A_n260H
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
	

	DC_14A-30A_n260I
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
	

	DC_14A-66A_n260A
	Rel-16
	
	DC_14A_n260A
DC_66A_n260A
	

	DC_14A-66A_n260G
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_66A_n260A
DC_66A_n260G
	

	DC_14A-66A_n260H
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
	

	DC_14A-66A_n260I
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
	

	DC_14A-66A-66A_n260A
	Rel-16
	
	DC_14A_n260A
DC_66A_n260A
	

	DC_14A-66A-66A_n260G
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_66A_n260A
DC_66A_n260G
	

	DC_14A-66A-66A_n260H
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
	

	DC_14A-66A-66A_n260I
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
	

	DC_19A-21A_n257A
	Rel-15
	
	
	

	DC_19A-21A_n257G
	Rel-16
	
	
	

	DC_19A-21A_n257H
	Rel-16
	
	
	

	DC_19A-21A_n257I
	Rel-16
	
	
	

	DC_19A-42A_n257A
	Rel-15
	
	
	

	DC_19A-42A_n257G
	Rel-16
	
	
	

	DC_19A-42A_n257H
	Rel-16
	
	
	

	DC_19A-42A_n257I
	Rel-16
	
	
	

	DC_19A-42C_n257A
	Rel-15
	
	
	

	DC_19A-42C_n257G
	Rel-16
	
	
	

	DC_19A-42C_n257H
	Rel-16
	
	
	

	DC_19A-42C_n257I
	Rel-16
	
	
	

	DC_21A-42A_n257A
	Rel-15
	
	
	

	DC_21A-42A_n257G
	Rel-16
	
	
	

	DC_21A-42A_n257H
	Rel-16
	
	
	

	DC_21A-42A_n257I
	Rel-16
	
	
	

	DC_21A-42C_n257A
	Rel-15
	
	
	

	DC_21A-42C_n257G
	Rel-16
	
	
	

	DC_21A-42C_n257H
	Rel-16
	
	
	

	DC_21A-42C_n257I
	Rel-16
	
	
	

	DC_1A-3A_n257G
	Rel-16
	
	
	

	DC_1A-3A_n257H
	Rel-16
	
	
	

	DC_1A-3A_n257I
	Rel-16
	
	
	

	DC_1A-19A_n257G
	Rel-16
	
	
	

	DC_1A-19A_n257H
	Rel-16
	
	
	

	DC_1A-19A_n257I
	Rel-16
	
	
	

	DC_1A-21A_n257G
	Rel-16
	
	
	

	DC_1A-21A_n257H
	Rel-16
	
	
	

	DC_1A-21A_n257I
	Rel-16
	
	
	

	DC_1A-42A_n257G
	Rel-16
	
	
	

	DC_1A-42A_n257H
	Rel-16
	
	
	

	DC_1A-42A_n257I
	Rel-16
	
	
	

	DC_1A-42D_n257G
	Rel-16
	
	
	

	DC_1A-42D_n257H
	Rel-16
	
	
	

	DC_1A-42D_n257I
	Rel-16
	
	
	

	DC_1A-42E_n257G
	Rel-16
	
	
	

	DC_1A-42E_n257H
	Rel-16
	
	
	

	DC_1A-42E_n257I
	Rel-16
	
	
	

	DC_3A-19A_n257G
	Rel-16
	
	
	

	DC_3A-19A_n257H
	Rel-16
	
	
	

	DC_3A-19A_n257I
	Rel-16
	
	
	

	DC_3A-21A_n257G
	Rel-16
	
	
	

	DC_3A-21A_n257H
	Rel-16
	
	
	

	DC_3A-21A_n257I
	Rel-16
	
	
	

	DC_3A-42A_n257G
	Rel-16
	
	
	

	DC_3A-42A_n257H
	Rel-16
	
	
	

	DC_3A-42A_n257I
	Rel-16
	
	
	

	DC_3A-42C_n257G
	Rel-16
	
	
	

	DC_3A-42C_n257H
	Rel-16
	
	
	

	DC_3A-42C_n257I
	Rel-16
	
	
	

	DC_3A-42D_n257G
	Rel-16
	
	
	

	DC_3A-42D_n257H
	Rel-16
	
	
	

	DC_3A-42D_n257I
	Rel-16
	
	
	

	DC_3A-42E_n257G
	Rel-16
	
	
	

	DC_3A-42E_n257H
	Rel-16
	
	
	

	DC_3A-42E_n257I
	Rel-16
	
	
	

	DC_19A-21A_n257G
	Rel-16
	
	
	

	DC_19A-21A_n257H
	Rel-16
	
	
	

	DC_19A-21A_n257I
	Rel-16
	
	
	

	DC_19A-42A_n257G
	Rel-16
	
	
	

	DC_19A-42A_n257H
	Rel-16
	
	
	

	DC_19A-42A_n257I
	Rel-16
	
	
	

	DC_19A-42C_n257G
	Rel-16
	
	
	

	DC_19A-42C_n257H
	Rel-16
	
	
	

	DC_19A-42C_n257I
	Rel-16
	
	
	

	DC_21A-42A_n257G
	Rel-16
	
	
	

	DC_21A-42A_n257H
	Rel-16
	
	
	

	DC_21A-42A_n257I
	Rel-16
	
	
	

	DC_21A-42C_n257G
	Rel-16
	
	
	

	DC_21A-42C_n257H
	Rel-16
	
	
	

	DC_21A-42C_n257I
	Rel-16
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.5.2-1, e.g. ‘DC_1A-3A_n257A’ indicates EN-DC operation on E-UTRA CA configuration CA_1A-3A with E.UTRA DL Bandwidth Class A for both the E-UTRA bands 1 and 3 and NR band n257 with NR DL CA Bandwidth Class A.
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Table A.4.3.2B.2.3.8-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR2 and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.8-2)
	Item
	DL inter-band EN-DC including FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC including FR2 BW Class Combination A-A-A_A (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-A_A
	

	2
	Inter-band EN-DC including FR2 BW Class Combination A-A-A_G (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-A_G
	

	3
	Inter-band EN-DC including FR2 BW Class Combination A-A-A_H (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-A_H
	

	4
	Inter-band EN-DC including FR2 BW Class Combination A-A-A_I (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-A_I
	

	5
	Inter-band EN-DC including FR2 BW Class Combination A-A-C_A (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-C_A
	

	6
	Inter-band EN-DC including FR2 BW Class Combination A-A-C_G (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-C_G
	

	7
	Inter-band EN-DC including FR2 BW Class Combination A-A-C_H (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-C_H
	

	8
	Inter-band EN-DC including FR2 BW Class Combination A-A-C_I (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-C_I
	

	9
	Inter-band EN-DC including FR2 BW Class Combination A-A-D_G (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-D_G
	

	10
	Inter-band EN-DC including FR2 BW Class Combination A-A-D_H (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-D_H
	

	11
	Inter-band EN-DC including FR2 BW Class Combination A-A-D_I (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_DL_inter_band_EN_DC_FR2_4B_Class_A-A-D_I
	



Table A.4.3.2B.2.3.8-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR2 and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.8-2)
	Item
	UL inter-band EN-DC including FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC including FR2 BW Class Combination A_A (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_UL_inter_band_EN_DC_FR2_4B_Class_A_A
	

	2
	UL Inter-band EN-DC including FR2 BW Class Combination A_D (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_UL_inter_band_EN_DC_FR2_4B_Class_A_D
	

	3
	UL Inter-band EN-DC including FR2 BW Class Combination A_G (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_UL_inter_band_EN_DC_FR2_4B_Class_A_G
	

	4
	UL Inter-band EN-DC including FR2 BW Class Combination A_H (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_UL_inter_band_EN_DC_FR2_4B_Class_A_H
	

	5
	UL Inter-band EN-DC including FR2 BW Class Combination A_I (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_UL_inter_band_EN_DC_FR2_4B_Class_A_I
	

	6
	UL Inter-band EN-DC including FR2 BW Class Combination A_J (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_UL_inter_band_EN_DC_FR2_4B_Class_A_J
	

	7
	UL Inter-band EN-DC including FR2 BW Class Combination A_K (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_UL_inter_band_EN_DC_FR2_4B_Class_A_K
	

	8
	UL Inter-band EN-DC including FR2 BW Class Combination A_L (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_UL_inter_band_EN_DC_FR2_4B_Class_A_L
	

	9
	UL Inter-band EN-DC including FR2 BW Class Combination A_M (four bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.3
	pc_UL_inter_band_EN_DC_FR2_4B_Class_A_M
	



Table A.4.3.2B.2.3.8-2: Supported Inter-band EN-DC configurations including FR2 (four bands)
	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-19A_n257A
	Rel-15
	
	
	

	DC_1A-3A-19A_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A_n257H
	Rel-16
	
	
	

	DC_1A-3A-19A_n257I
	Rel-16
	
	
	

	DC_1A-3A-21A_n257A
	Rel-15
	
	
	

	DC_1A-3A-21A_n257G
	Rel-16
	
	
	

	DC_1A-3A-21A_n257H
	Rel-16
	
	
	

	DC_1A-3A-21A_n257I
	Rel-16
	
	
	

	DC_1A-3A-42A_n257A
	Rel-15
	
	
	

	DC_1A-3A-42A_n257G
	Rel-16
	
	
	

	DC_1A-3A-42A_n257H
	Rel-16
	
	
	

	DC_1A-3A-42A_n257I
	Rel-16
	
	
	

	DC_1A-3A-42C_n257A
	Rel-15
	
	
	

	DC_1A-3A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-42C_n257I
	Rel-16
	
	
	

	DC_1A-3A-42D_n257A
	Rel-16
	
	
	

	DC_1A-3A-42D_n257G
	Rel-16
	
	
	

	DC_1A-3A-42D_n257H
	Rel-16
	
	
	

	DC_1A-3A-42D_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A_n257A
	Rel-15
	
	
	

	DC_1A-19A-21A_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A_n257I
	Rel-16
	
	
	

	DC_1A-19A-42A_n257A
	Rel-15
	
	
	

	DC_1A-19A-42A_n257G
	Rel-16
	
	
	

	DC_1A-19A-42A_n257H
	Rel-16
	
	
	

	DC_1A-19A-42A_n257I
	Rel-16
	
	
	

	DC_1A-19A-42C_n257A
	Rel-15
	
	
	

	DC_1A-19A-42C_n257G
	Rel-16
	
	
	

	DC_1A-19A-42C_n257H
	Rel-16
	
	
	

	DC_1A-19A-42C_n257I
	Rel-16
	
	
	

	DC_1A-21A-42A_n257A
	Rel-15
	
	
	

	DC_1A-21A-42A_n257G
	Rel-16
	
	
	

	DC_1A-21A-42A_n257H
	Rel-16
	
	
	

	DC_1A-21A-42A_n257I
	Rel-16
	
	
	

	DC_1A-21A-42C_n257A
	Rel-15
	
	
	

	DC_1A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-21A-42C_n257I
	Rel-16
	
	
	

	DC_2A-2A-14A-66A_n260A
	Rel-16
	
	DC_2A_n260A
DC_14A_n260A
DC_66A_n260A
	

	DC_2A-2A-14A-66A_n260G
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_14A_n260A
DC_14A_n260G
DC_66A_n260A
DC_66A_n260G
	

	DC_2A-2A-14A-66A_n260H
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
	

	DC_2A-2A-14A-66A_n260I
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
	

	DC_2A-14A-30A_n260A
	Rel-16
	
	DC_2A_n260A
DC_14A_n260A
DC_30A_n260A
	

	DC_2A-14A-30A_n260G
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_14A_n260A
DC_14A_n260G
DC_30A_n260A
DC_30A_n260G
	

	DC_2A-14A-30A_n260H
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
	

	DC_2A-14A-30A_n260I
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
	

	DC_2A-14A-66A_n260A
	Rel-16
	
	DC_2A_n260A
DC_14A_n260A
DC_66A_n260A
	

	DC_2A-14A-66A_n260G
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_14A_n260A
DC_14A_n260G
DC_66A_n260A
DC_66A_n260G
	

	DC_2A-14A-66A_n260H
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
	

	DC_2A-14A-66A_n260I
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
	

	DC_2A-14A-66A-66A_n260A
	Rel-16
	
	DC_2A_n260A
DC_14A_n260A
DC_66A_n260A
	

	DC_2A-14A-66A-66A_n260G
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_14A_n260A
DC_14A_n260G
DC_66A_n260A
DC_66A_n260G
	

	DC_2A-14A-66A-66A_n260H
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
	

	DC_2A-14A-66A-66A_n260I
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
	

	DC_3A-19A-21A_n257A
	Rel-15
	
	
	

	DC_3A-19A-42A_n257A
	Rel-15
	
	
	

	DC_3A-19A-42A_n257G
	Rel-16
	
	
	

	DC_3A-19A-42A_n257H
	Rel-16
	
	
	

	DC_3A-19A-42A_n257I
	Rel-16
	
	
	

	DC_3A-19A-42C_n257A
	Rel-15
	
	
	

	DC_3A-19A-42C_n257G
	Rel-16
	
	
	

	DC_3A-19A-42C_n257H
	Rel-16
	
	
	

	DC_3A-19A-42C_n257I
	Rel-16
	
	
	

	DC_3A-21A-42A_n257A
	Rel-15
	
	
	

	DC_3A-21A-42A_n257G
	Rel-16
	
	
	

	DC_3A-21A-42A_n257H
	Rel-16
	
	
	

	DC_3A-21A-42A_n257I
	Rel-16
	
	
	

	DC_3A-21A-42C_n257A
	Rel-15
	
	
	

	DC_3A-21A-42C_n257G
	Rel-16
	
	
	

	DC_3A-21A-42C_n257H
	Rel-16
	
	
	

	DC_3A-21A-42C_n257I
	Rel-16
	
	
	

	DC_14A-30A-66A_n260A
	Rel-16
	
	DC_14A_n260A
DC_30A_n260A
DC_66A_n260A
	

	DC_14A-30A-66A_n260G
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_30A_n260A
DC_30A_n260G
DC_66A_n260A
DC_66A_n260G
	

	DC_14A-30A-66A_n260H
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
	

	DC_14A-30A-66A_n260I
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
	

	DC_14A-30A-66A-66A_n260A
	Rel-16
	
	DC_14A_n260A
DC_30A_n260A
DC_66A_n260A
	

	DC_14A-30A-66A-66A_n260G
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_30A_n260A
DC_30A_n260G
DC_66A_n260A
DC_66A_n260G
	

	DC_14A-30A-66A-66A_n260H
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
	

	DC_14A-30A-66A-66A_n260I
	Rel-16
	
	DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
	

	DC_19A-21A-42A_n257A
	Rel-15
	
	
	

	DC_19A-21A-42A_n257G
	Rel-16
	
	
	

	DC_19A-21A-42A_n257H
	Rel-16
	
	
	

	DC_19A-21A-42A_n257I
	Rel-16
	
	
	

	DC_19A-21A-42C_n257A
	Rel-15
	
	
	

	DC_19A-21A-42C_n257G
	Rel-16
	
	
	

	DC_19A-21A-42C_n257H
	Rel-16
	
	
	

	DC_19A-21A-42C_n257I
	Rel-16
	
	
	

	DC_1A-3A-19A_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A_n257H
	Rel-16
	
	
	

	DC_1A-3A-19A_n257I
	Rel-16
	
	
	

	DC_1A-3A-21A_n257G
	Rel-16
	
	
	

	DC_1A-3A-21A_n257H
	Rel-16
	
	
	

	DC_1A-3A-21A_n257I
	Rel-16
	
	
	

	DC_1A-3A-42A_n257G
	Rel-16
	
	
	

	DC_1A-3A-42A_n257H
	Rel-16
	
	
	

	DC_1A-3A-42A_n257I
	Rel-16
	
	
	

	DC_1A-3A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-42C_n257I
	Rel-16
	
	
	

	DC_1A-3A-42D_n257A
	Rel-16
	
	
	

	DC_1A-3A-42D_n257G
	Rel-16
	
	
	

	DC_1A-3A-42D_n257H
	Rel-16
	
	
	

	DC_1A-3A-42D_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A_n257I
	Rel-16
	
	
	

	DC_1A-19A-42A_n257G
	Rel-16
	
	
	

	DC_1A-19A-42A_n257H
	Rel-16
	
	
	

	DC_1A-19A-42A_n257I
	Rel-16
	
	
	

	DC_1A-19A-42C_n257G
	Rel-16
	
	
	

	DC_1A-19A-42C_n257H
	Rel-16
	
	
	

	DC_1A-19A-42C_n257I
	Rel-16
	
	
	

	DC_1A-21A-42A_n257G
	Rel-16
	
	
	

	DC_1A-21A-42A_n257H
	Rel-16
	
	
	

	DC_1A-21A-42A_n257I
	Rel-16
	
	
	

	DC_1A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-21A-42C_n257I
	Rel-16
	
	
	

	DC_3A-19A-42A_n257G
	Rel-16
	
	
	

	DC_3A-19A-42A_n257H
	Rel-16
	
	
	

	DC_3A-19A-42A_n257I
	Rel-16
	
	
	

	DC_3A-19A-42C_n257G
	Rel-16
	
	
	

	DC_3A-19A-42C_n257H
	Rel-16
	
	
	

	DC_3A-19A-42C_n257I
	Rel-16
	
	
	

	DC_3A-21A-42A_n257G
	Rel-16
	
	
	

	DC_3A-21A-42A_n257H
	Rel-16
	
	
	

	DC_3A-21A-42A_n257I
	Rel-16
	
	
	

	DC_3A-21A-42C_n257G
	Rel-16
	
	
	

	DC_3A-21A-42C_n257H
	Rel-16
	
	
	

	DC_3A-21A-42C_n257I
	Rel-16
	
	
	

	DC_19A-21A-42A_n257G
	Rel-16
	
	
	

	DC_19A-21A-42A_n257H
	Rel-16
	
	
	

	DC_19A-21A-42A_n257I
	Rel-16
	
	
	

	DC_19A-21A-42C_n257G
	Rel-16
	
	
	

	DC_19A-21A-42C_n257H
	Rel-16
	
	
	

	DC_19A-21A-42C_n257I
	Rel-16
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.5.3-1, e.g. ‘DC_1A-3A-19A_n257A’ indicates EN-DC operation on E-UTRA CA configuration CA_1A-3A-19A with E.UTRA DL Bandwidth Class A for all the E-UTRA bands 1, 3 and 19 and NR band n257 with NR DL CA Bandwidth Class A.
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Table A.4.3.2B.2.3.9-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR2 and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.9-2)
	Item
	DL inter-band EN-DC including FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC including FR2 BW Class Combination A-A-A-A_A (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_DL_inter_band_EN_DC_FR2_5B_Class_A-A-A-A_A
	

	2
	Inter-band EN-DC including FR2 BW Class Combination A-A-A-A_G (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_DL_inter_band_EN_DC_FR2_5B_Class_A-A-A-A_G
	

	3
	Inter-band EN-DC including FR2 BW Class Combination A-A-A-A_H (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_DL_inter_band_EN_DC_FR2_5B_Class_A-A-A-A_H
	

	4
	Inter-band EN-DC including FR2 BW Class Combination A-A-A-A_I (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_DL_inter_band_EN_DC_FR2_5B_Class_A-A-A-A_I
	

	5
	Inter-band EN-DC including FR2 BW Class Combination A-A-A-C_A (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_DL_inter_band_EN_DC_FR2_5B_Class_A-A-A-C_A
	

	6
	Inter-band EN-DC including FR2 BW Class Combination A-A-A-C_G (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_DL_inter_band_EN_DC_FR2_5B_Class_A-A-A-C_G
	

	7
	Inter-band EN-DC including FR2 BW Class Combination A-A-A-C_H (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_DL_inter_band_EN_DC_FR2_5B_Class_A-A-A-C_H
	

	8
	Inter-band EN-DC including FR2 BW Class Combination A-A-A-C_I (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_DL_inter_band_EN_DC_FR2_5B_Class_A-A-A-C_I
	



Table A.4.3.2B.2.3.9-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR2 and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.9-2)
	Item
	UL inter-band EN-DC including FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC including FR2 BW Class Combination A_A (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_A_A
	

	2
	Inter-band EN-DC including FR2 BW Class Combination A_D (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_A_D
	

	3
	Inter-band EN-DC including FR2 BW Class Combination A_G (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_A_G
	

	4
	Inter-band EN-DC including FR2 BW Class Combination A_H (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_A_H
	

	5
	Inter-band EN-DC including FR2 BW Class Combination A_I (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_A_I
	

	6
	Inter-band EN-DC including FR2 BW Class Combination A_J (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_A_J
	

	7
	Inter-band EN-DC including FR2 BW Class Combination A_K (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_A_K
	

	8
	Inter-band EN-DC including FR2 BW Class Combination A_L (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_A_L
	

	9
	Inter-band EN-DC including FR2 BW Class Combination A_M (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_A_M
	

	10
	Inter-band EN-DC including FR2 BW Class Combination C_A (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_C_A
	

	11
	Inter-band EN-DC including FR2 BW Class Combination C_G (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_C_G
	

	12
	Inter-band EN-DC including FR2 BW Class Combination C_H (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_C_H
	

	13
	Inter-band EN-DC including FR2 BW Class Combination C_I (five bands)
	36.101, 5.6A.1
38.101-3, 5.5B.5.4
	pc_UL_inter_band_EN_DC_FR2_5B_Class_C_I
	



Table A.4.3.2B.2.3.9-2: Supported Inter-band EN-DC configurations including FR2 (five bands)
	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-19A-42A_n257A
	Rel-15
	
	
	

	DC_1A-3A-19A-42A_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257A
	Rel-15
	
	
	

	DC_1A-3A-19A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257I
	Rel-16
	
	
	

	DC_1A-3A-21A-42A_n257A
	Rel-15
	
	
	

	DC_1A-3A-21A-42C_n257A
	Rel-15
	
	
	

	DC_1A-3A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257A
	Rel-15
	
	
	

	DC_1A-19A-21A-42A_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257A
	Rel-15
	
	
	

	DC_1A-19A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257I
	Rel-16
	
	
	

	DC_2A-14A-30A-66A_n260A
	Rel-16
	
	DC_2A_n260A
DC_14A_n260A
DC_30A_n260A
DC_66A_n260A
	

	DC_2A-14A-30A-66A_n260G
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_14A_n260A
DC_14A_n260G
DC_30A_n260A
DC_30A_n260G
DC_66A_n260A
DC_66A_n260G
	

	DC_2A-14A-30A-66A_n260H
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
	

	DC_2A-14A-30A-66A_n260I
	Rel-16
	
	DC_2A_n260A
DC_2A_n260G
DC_2A_n260H
DC_2A_n260I
DC_14A_n260A
DC_14A_n260G
DC_14A_n260H
DC_14A_n260I
DC_30A_n260A
DC_30A_n260G
DC_30A_n260H
DC_30A_n260I
DC_66A_n260A
DC_66A_n260G
DC_66A_n260H
DC_66A_n260I
	

	DC_1A-3A-19A-42A_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257I
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257I
	Rel-16
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.5.4-1, e.g. ‘DC_1A-3A-19A-42A_n257A’ indicates EN-DC operation on E-UTRA CA configuration CA_1A-3A-19A-42A with E-UTRA DL Bandwidth Class A for all the E-UTRA bands 1, 3, 19 and 42 and NR band n257 with NR DL CA Bandwidth Class A.
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{End of changes}
