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6.2.3.7	Test frequencies for NR sidelink configurations for signalling testing
The default channel bandwidths for NR sidelink signalling test are specified per NR sidelink operation band. The test frequencies are defined so that no frequency overlapping takes place, in order to avoid unnecessary inter-frequency interference.
For signalling test cases, the mapping of frequency ranges to NR sidelink test frequencies are as follows:
-	for band with only one test frequency: Low Range (NRf1);
-	for band with up to two test frequencies: Low Range (NRf1) and High Range (NRf2);
-	for band with up to three test frequencies: Low Range (NRf1), Mid Range (NRf2) and High Range (NRf3);
The test frequencies, subcarrier spacing, default channel bandwidth and S-SSBSL-SS/PBCH block parameters for signalling is specified in Table 6.2.3.7-1.
Table 6.2.3.7-1: Test frequencies for NR Sidelink operating bands using 10FFS MHz channel bandwidth
	NR
Band
	SCS
[kHz]
	CBW [MHz]
	carrierBandwidth
[PRBs]
	Range
	Carrier centre
[MHz]
	Carrier centre
[ARFCN]
	point A [MHz]
	sl-absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	sl-absoluteFrequencySSB
[ARFCN]

	n47
	15
	10FFS
	52FFS
	Low, Mid, High
	Same values as for Low, Mid and High range in clause 4.3.1.8.1.2 for bandwidth=10FFS MHz and SCS=15 kHz. For sl-absoluteFrequencySSB, same value as for S-SSB Low in clause 4.3.1.8.1.2 for bandwidth=10FFS MHz and SCS=15 kHz is used.
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