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	Reason for change:
	The Function f_NR_GetDefaultDRB_SCG() is called to initialise v_DRBId, but this function will not return a valid result before any SCG is established.


	
	

	Summary of change:
	Moved the call to f_NR_GetDefaultDRB_SCG() to initialise v_DRBId after the SCG Bearer is established.
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1. [bookmark: _Toc122434485][bookmark: _Toc78271350]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc78271351]Corrections required

2.1 Change 1
	Function name
	f_TC_8_2_2_5_2_TestBody()

	Reason for change
	The Function f_NR_GetDefaultDRB_SCG() is called to initialise v_DRBId, but this function will not return a valid result before any SCG is established.

	Summary of change
	Moved call to f_NR_GetDefaultDRB_SCG() to initialise v_DRBId after the SCG Bearer is established.

	TTCN module
	RRC_Reconfiguration_NRDC_NR5GC.ttcn

	MCC160 Comment
	



Before Change
	function f_TC_8_2_2_5_2_TestBody() runs on NR5GC_PTC
  {

    var template (value) RRCReconfiguration_v1530_IEs v_V1530Ext;
    var template (value) RRCReconfiguration_v1560_IEs v_V1560Ext;
    var template (omit) RadioBearerConfig v_RadioBearerConfig2;
    var template GSM_MobilityInfo_Type v_PDUSessionInfo;
    var template(value) CellGroupConfig v_CellGroupConfigMCG;
    var template (value) DRB_ToAddModList v_DRBToAddModList;
    var DRB_Identity v_DRBId :=f_NR_GetDefaultDRB_SCG();
    
    ….
    //@siclog "Step 3" siclog@
    //Check: Does the test result of generic test procedure in TS 38.508-1 subclause 4.9.1 indicate that the UE is capable of exchanging IP data on Split DRB over the SCG path?// @sic R5-206342 sic@
    v_PDUSessionInfo := f_Get_PDUSessionForDNNType(f_NR5GC_MobileInfo_GetSessionInfoList(), Internet_DNN);
    f_NR5GC_CheckDataPath(nr_Cell10,
                          f_NR5GC_GetPdnIndex(valueof(v_PDUSessionInfo)),
                          dedicatedBearer,
                          v_DRBId,
                          "Step 3",
                          -, -, nr_Cell10);
    
    //@siclog "Step 4" siclog@
 ….
    }//End of fl_TC_8_2_2_5_2_TestBody



After Change
	function f_TC_8_2_2_5_2_TestBody() runs on NR5GC_PTC
  {

    var template (value) RRCReconfiguration_v1530_IEs v_V1530Ext;
    var template (value) RRCReconfiguration_v1560_IEs v_V1560Ext;
    var template (omit) RadioBearerConfig v_RadioBearerConfig2;
    var template GSM_MobilityInfo_Type v_PDUSessionInfo;
    var template(value) CellGroupConfig v_CellGroupConfigMCG;
    var template (value) DRB_ToAddModList v_DRBToAddModList;
    var DRB_Identity v_DRBId ;  // Removed := f_NR_GetDefaultDRB_SCG();
  
……    

    //@siclog "Step 3" siclog@
    //Check: Does the test result of generic test procedure in TS 38.508-1 subclause 4.9.1 indicate that the UE is capable of exchanging IP data on Split DRB over the SCG path?// @sic R5-206342 sic@
    v_PDUSessionInfo := f_Get_PDUSessionForDNNType(f_NR5GC_MobileInfo_GetSessionInfoList(), Internet_DNN);
    v_DRBId :=f_NR_GetDefaultDRB_SCG();
    f_NR5GC_CheckDataPath(nr_Cell10,
                          f_NR5GC_GetPdnIndex(valueof(v_PDUSessionInfo)),
                          dedicatedBearer,
                          v_DRBId,
                          "Step 3",
                          -, -, nr_Cell10);
    
    //@siclog "Step 4" siclog@
 ……
    
    }//End of fl_TC_8_2_2_5_2_TestBody




