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	Reason for change:
	The max reference power for FR2 is currently being set to -85, but the preamble function will set the cell power to -82 ( = tsc_NR_ServingCellSSS_EPRE_FR2) which will cause a fatal error in fl_NR_ChangeCellAttenuation.


	
	

	Summary of change:
	Changing the initial max reference power to -82 for FR2 operation

	 
	

	Consequences if not approved:
	Test case will not execute properly in NR FR2 bands

	
	8.

	Clauses affected:
	8.2.3.2.1.ENDC
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1. [bookmark: _Toc122434485][bookmark: _Toc83720939]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2020-09_D21wk37 related to the title of this CR.
Contact:	Shaun Harry
	shaun.harry@keysight.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc83720940]Corrections required

1. [bookmark: _Toc14250][bookmark: _Toc83720941]Change 1
	Function name
	f_TC_8_2_3_2_1_ENDC_NR()

	Reason for change
	The max reference power for FR2 is currently being set to -85, but the preamble function will set the cell power to -82 ( = tsc_NR_ServingCellSSS_EPRE_FR2) which will cause a fatal error in fl_NR_ChangeCellAttenuation.

	Summary of change
	Changing the initial max reference power to -82 for FR2 operation

	TTCN module
	RRCMeasurement_ENDC_NR.ttcn

	MCC160 Comment
	



Before Change:
	
function f_TC_8_2_3_2_1_ENDC_NR() runs on ENDC_NR_PTC
{//Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / RSRQ based measurements / EN-DC
var integer v_Noc := -87; //@sic R5-200997, R5s200292 sic@
f_ENDC_NR_Init();

f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -85, -85 ); //Maximum power level for FR2 FFS

  



After Change:
	function f_TC_8_2_3_2_1_ENDC_NR() runs on ENDC_NR_PTC
{//Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / RSRQ based measurements / EN-DC
var integer v_Noc := -87; //@sic R5-200997, R5s200292 sic@
f_ENDC_NR_Init();

f_NR_CellInfo_InitMaxReferencePower(nr_Cell1, -85, -82 ); //Maximum power level for FR2 FFS //Ref Power for FR2 changed from -85 to -82


  




