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[bookmark: _Toc84413983][bookmark: _Toc84405374][bookmark: _Toc83580865][bookmark: _Toc69084493][bookmark: _Toc68231080][bookmark: _Toc61373130][bookmark: _Toc61367747][bookmark: _Toc45889021][bookmark: _Toc45888422]7.4	Maximum input level
Maximum input level is defined as the maximum mean power received at the UE antenna port, at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel. The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexs A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.4-1.
Table 7.4-1: Maximum input level
	Rx Parameter
	Units
	Channel bandwidth (MHz)

	
	
	5, 10, 15, 20
	25, 30, 35, 40, 45, 50
	60, 70, 80, 90, 100

	Power in Transmission Bandwidth Configuration4
	dBm
	-252
	-25 + 10log10(BWChannel /20)Note 2
	-202

	
	
	-273,5
	-27 + 10log10(BWChannel /20)Note 3,5
	-223,5

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum uplink configuration specified in Table 7.3.2-3 with PCMAX_L,f,c as defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is A.3.2.3 or A.3.3.3 for 64 QAM.
NOTE 3:	Reference measurement channel is A.3.2.4 or A.3.3.4 for 256 QAM.
NOTE 4:	Power in transmission bandwidth configuration value is rounded to the nearest 0.5dB value.
NOTE 5:   Reference measurement channel is A.3.2.x for 1024 QAM.
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[bookmark: _Toc84413985][bookmark: _Toc84405376][bookmark: _Toc83580867][bookmark: _Toc69084495][bookmark: _Toc68231082][bookmark: _Toc61373132][bookmark: _Toc61367749][bookmark: _Toc45889023][bookmark: _Toc45888424][bookmark: _Toc37251512][bookmark: _Toc36107738][bookmark: _Toc29802996][bookmark: _Toc29802371][bookmark: _Toc29801947][bookmark: _Toc21344459]7.4A.1	Maximum input level for Intra-band contiguous CA
For intra-band contiguous carrier aggregation maximum input level is defined as the maximum mean power received at the UE antenna port, over the Transmission bandwidth configuration of each CC.
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexs A.3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.4A.1-1 for each component carrier.
Table 7.4A.1-1: Maximum input level for Intra-band contiguous CA
	Rx Parameter
	Units 
	NR CA Bandwidth Class

	
	
	B
	C
	D
	

	Power in largest transmission bandwidth configuration CC, Plargest BW
	dBm
	-232
	-232
	-252
	

	
	
	-253,4
	-253,4
	-273,4
	

	Power in each other CC
	dBm
	Plargest BW +10*log{(NRB,c*SCSc)/(NRB,largest BW*SCSlargest BW)}

	NOTE 1:	The transmitter shall be set to 4 dB below PCMAX_L,f,c at the minimum uplink configuration specified in Table 7.3.2-3 with PCMAX_L,f,c as defined in clause 6.2.4.
NOTE 2:	Reference measurement channel is A.3.2.3 or A.3.3.3 for 64 QAM.
NOTE 3:	Reference measurement channel is A.3.2.4 or A.3.3.4 for 256 QAM.
NOTE 4:   Reference measurement channel is A.3.2.x for 1024 QAM.



[bookmark: _Toc21344460][bookmark: _Toc29801948][bookmark: _Toc29802372][bookmark: _Toc29802997][bookmark: _Toc36107739][bookmark: _Toc37251513][bookmark: _Toc45888425][bookmark: _Toc45889024][bookmark: _Toc61367750][bookmark: _Toc61373133][bookmark: _Toc68231083][bookmark: _Toc69084496]<<End of Change>>
