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[bookmark: _Toc368022973]
[bookmark: _Toc368022961]5.7.4	TX–RX frequency separation
a)	The default E-UTRA TX channel (carrier centre frequency) to RX channel (carrier centre frequency) separation is specified in Table 5.7.4-1 for the TX and RX channel bandwidths defined in Table 5.6.1-1
Table 5.7.4-1: Default UE TX-RX frequency separation
	E-UTRA Operating Band
	TX - RX 
carrier centre frequency
separation

	1
	190 MHz

	2
	80 MHz.

	3
	95 MHz.

	4
	400 MHz

	5
	45 MHz

	6
	45 MHz

	7
	120 MHz

	8
	45 MHz

	9
	95 MHz

	10
	400 MHz

	11
	48 MHz

	12
	30 MHz

	13
	-31 MHz

	14
	-30 MHz

	17
	30 MHz

	18
	45 MHz

	19
	45 MHz

	20
	-41 MHz

	21
	48 MHz

	22
	100 MHz

	23
	180 MHz

	24
	-101.51, -120.5 MHz

	25
	80 MHz

	NOTE 1:	Default TX-RX carrier centre frequency separation.



b)	The use of other TX channel to RX channel carrier centre frequency separation is not precluded and is intended to form part of a later release.
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