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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< Start of the First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955075][bookmark: _Toc29991262][bookmark: _Toc36555662][bookmark: _Toc44497325][bookmark: _Toc45107713][bookmark: _Toc45901333][bookmark: _Toc51850412][bookmark: _Toc56693415][bookmark: _Toc64446958][bookmark: _Toc66286452][bookmark: _Toc74151147][bookmark: _Toc81321755][bookmark: _Toc20955356][bookmark: _Toc29504977][bookmark: _Toc29503809][bookmark: _Toc29504393]8.2.6.2	Successful Operation


Figure 8.2.6.2-1: Xn-U Address Indication, successful operation for UE context retrieval


Figure 8.2.6.2-2: Xn-U Address Indication, successful operation for MR-DC with 5GC
UE Context Retrieval
The Xn-U Address Indication procedure is initiated by the new NG-RAN node. Sending the XN-U ADDRESS INDICATION message, the new NG-RAN node informs the old NG-RAN node of successfully established PDU Session Resource contexts to which user data pending at the old NG-RAN node can be forwarded.
The new NG-RAN node may include Secondary Data Forwarding Info from target NG-RAN node List IE for an additional Xn-U tunnel for data forwarding.
Upon reception of the XN-U ADDRESS INDICATION message, the old NG-RAN node should forward pending user data to the indicated TNL addresses.
MR-DC with 5GC
The Xn-U Address Indication procedure is initiated by the M-NG-RAN node. 
Upon reception of the XN-U ADDRESS INDICATION message, in case of data forwarding, the S-NG-RAN node should forward pending DL user data to the indicated TNL addresses; in case Data Forwarding Info from target E-UTRAN node IE is received, the S-NG-RAN node should perform inter-system direct data forwarding to the indicated TNL addresses as specified in TS38.300 [9]; in case of completion of Xn-U bearer establishment for SN terminated bearers, the S-NG-RAN node may start delivery of user data to the indicated TNL address, and shall, if supported, use the received QoS Mapping Information IE within the DRBs to Be Setup List IE in the PDU Session Resource Setup Complete Info – SN terminated IE to set DSCP and/or flow label fields for the delivery of user data to the indicated TNL address.
If the XN-U ADDRESS INDICATION message includes the DRB IDs taken into use IE, the S-NG-RAN node shall, if applicable, act as specified in TS 37.340 [8].
[bookmark: _Toc20955076][bookmark: _Toc29991263][bookmark: _Toc36555663]If the XN-U ADDRESS INDICATION message includes the CHO MR-DC Indicator IE, the S-NG-RAN node shall, if supported, consider that the XN-U ADDRESS INDICATION message concerns a Conditional Handover, and act as specified in TS 37.340 [8].
If the XN-U ADDRESS INDICATION message includes the CHO MR-DC Early Data Forwarding Indicator IE set to "stop", the S-NG-RAN node shall, if supported and if already initiated, stop early data forwarding for the provided Data Forwarding Address information.
<<<<<<<<<<<<<<<<<<<< End of the First Change >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< Start of the Second Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955190][bookmark: _Toc29991385][bookmark: _Toc36555785][bookmark: _Toc44497492][bookmark: _Toc45107880][bookmark: _Toc45901500][bookmark: _Toc51850579][bookmark: _Toc56693582][bookmark: _Toc64447125][bookmark: _Toc66286619][bookmark: _Toc74151314][bookmark: _Toc81321922]9.1.1.11	XN-U ADDRESS INDICATION
This message is either sent by the new NG-RAN node to transfer data forwarding information to the old NG-RAN node, or by the M-NG-RAN node to provide either data forwarding or Xn-U bearer address related information for SN terminated bearers to the S-NG-RAN node.
Direction: new NG-RAN node  old NG-RAN node, M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	ignore

	Old NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the old NG-RAN node
	YES
	ignore

	Xn-U Address Information per PDU Session Resources List
	
	1
	
	
	YES
	reject

	>Xn-U Address Information per PDU Session Resources Item
	
	1..<maxnoofPDUSessions>
	
	
	–
	

	>>PDU Session ID 
	M
	
	9.2.3.18
	
	–
	

	>>Data Forwarding Info from target NG-RAN node
	O
	
	Data Forwarding Info from target NG-RAN node
9.2.1.16
	
	–
	

	>>Secondary Data Forwarding Info from target NG-RAN node List
	O
	
	9.2.1.31
	This IE would be present only when the target M-NG-RAN node decide to split a PDU session between MN and SN
	YES
	ignore

	>>PDU Session Resource Setup Complete Info – SN terminated
	O
	
	9.2.1.30
	
	–
	

	>>DRB IDs taken into use
	O
	
	DRB List 9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject

	>>Data Forwarding Info from target E-UTRAN node
	O
	
	Data Forwarding Info from target E-UTRAN node
9.2.1.xx
	
	
	

	CHO MR-DC Indicator
	O
	
	ENUMERATED (true, ...)
	Indicating that the XN-U ADDRESS INDICATION message is for Conditional Handover, as specified in TS 37.340 [8].
	YES
	reject

	CHO MR-DC Early Data Forwarding Indicator
	O
	
	ENUMERATED (stop, ...)
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< End of the Second Change >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<< Start of the Third Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc13919465][bookmark: _Toc36556051][bookmark: _Toc45832993][bookmark: _Toc64447472]9.2.1.xx	Data Forwarding Info from target E-UTRAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Data Forwarding Info from Target E-UTRAN node List
	
	0..1
	
	

	>Data Forwarding Info from Target E-UTRAN node Item
	
	1..< maxnoofDataForwardingTunneltoE-UTRAN >
	
	

	>>DL Forwarding UP TNL Information
	M
	
	UP Transport Layer Information 9.2.3.30
	

	>>QoS Flows To Be Forwarded List
	
	1
	
	

	>>> QoS Flows To Be Forwarded Item
	
	1..<maxnoofQoSFlows>
	
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	



	Range bound
	Explanation

	maxnoofDataForwardingTunneltoE-UTRAN
	Maximum no. of Data Forwarding Tunnels to E-UTRAN for a UE. Value is 256.

	maxnoofQoSflows
	Maximum no. of QoS flows in a PDU Session. Value is 64.



<<<<<<<<<<<<<<<<<<<< End of the Third Change >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<< Start of the Forth Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc81322241]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
**************** skip unchanged part *******************
	maxnoofBluetoothName,
	maxnoofCellIDforMDT,
	maxnoofMDTPLMNs,
	maxnoofTAforMDT,
	maxnoofWLANName,
	maxnoofSensorName,
	maxnoofNeighPCIforMDT,
	maxnoofFreqforMDT,
	maxnoofNonAnchorCarrierFreqConfig,
	maxnoofDataForwardingTunneltoE-UTRAN

**************** skip unchanged part *******************
XnUAddressInfoperPDUSession-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF XnUAddressInfoperPDUSession-Item

XnUAddressInfoperPDUSession-Item ::= SEQUENCE {
	pduSession-ID			PDUSession-ID,
	dataForwardingInfoFromTargetNGRANnode		DataForwardingInfoFromTargetNGRANnode										OPTIONAL,
	pduSessionResourceSetupCompleteInfo-SNterm			PDUSessionResourceBearerSetupCompleteInfo-SNterminated		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { XnUAddressInfoperPDUSession-Item-ExtIEs} }					OPTIONAL,
	...
}

XnUAddressInfoperPDUSession-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-SecondarydataForwardingInfoFromTarget-List	CRITICALITY ignore	EXTENSION SecondarydataForwardingInfoFromTarget-List	PRESENCE optional}|
{ ID id-DRB-IDs-takenintouse						CRITICALITY reject	EXTENSION DRB-List												PRESENCE optional}|
	{ ID id-dataForwardingInfoFromTargetE-UTRANnode						CRITICALITY ignore					DataForwardingInfoFromTargetE-UTRANnode								PRESENCE optional},
	...
}

[bookmark: _Hlk513539535]DataForwardingAccepted	::= ENUMERATED {data-forwarding-accepted, ...}

DataForwardingInfoFromTargetE-UTRANnode ::= SEQUENCE {
	dataForwardingInfoFromTargetE-UTRANnode-List			DataForwardingInfoFromTargetE-UTRANnode,
	iE-Extension		ProtocolExtensionContainer { { DataForwardingInfoFromTargetE-UTRANnode-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingInfoFromTargetE-UTRANnode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: OLE_LINK6]DataForwardingInfoFromTargetE-UTRANnode-List ::= SEQUENCE (SIZE(1.. maxnoofDataForwardingTunneltoE-UTRAN)) OF DataForwardingInfoFromTargetE-UTRANnode-Item

DataForwardingInfoFromTargetE-UTRANnode-Item ::= SEQUENCE {
	dlForwardingUPTNLInformation	UPTransportLayerInformation,
	qosFlowsToBeForwarded-List	QoSFlowsToBeForwarded-List,
	iE-Extension		ProtocolExtensionContainer { { DataForwardingInfoFromTargetE-UTRANnode-Item-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingInfoFromTargetE-UTRANnode-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoSFlowsToBeForwarded-List ::= SEQUENCE (SIZE(1..maxnoofQoSFlows)) OF QoSFlowsToBeForwarded-Item
QoSFlowsToBeForwarded-Item ::= SEQUENCE {
	qosFlowIdentifier			QoSFlowIdentifier,
	iE-Extension		ProtocolExtensionContainer { { QoSFlowsToBeForwarded-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFlowsToBeForwarded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515516966]DataForwardingInfoFromTargetNGRANnode ::= SEQUENCE {
	qosFlowsAcceptedForDataForwarding-List			QoSFLowsAcceptedToBeForwarded-List,
	pduSessionLevelDLDataForwardingInfo				UPTransportLayerInformation								OPTIONAL,
	pduSessionLevelULDataForwardingInfo				UPTransportLayerInformation								OPTIONAL,
	dataForwardingResponseDRBItemList				DataForwardingResponseDRBItemList						OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataForwardingInfoFromTargetNGRANnode-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingInfoFromTargetNGRANnode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< End of the Forth Change >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<< Start of the Fifth Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc64447442][bookmark: _Toc66286936][bookmark: _Toc74151634][bookmark: _Toc81322243][bookmark: _Toc13919471][bookmark: _Toc36556057][bookmark: _Toc45832999][bookmark: _Toc64447478]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
**************** skip unchanged part *******************
maxnoofSSBAreas								INTEGER ::= 64
maxnoofRACHReports							INTEGER ::= 64
maxnoofNRSCSs								INTEGER ::= 5
maxnoofPhysicalResourceBlocks				INTEGER ::= 275
maxnoofAdditionalPDCPDuplicationTNL			INTEGER ::= 2
maxnoofRLCDuplicationstate					INTEGER ::= 3
maxnoofWLANName								INTEGER ::= 4
maxnoofNonAnchorCarrierFreqConfig			INTEGER ::= 15
maxnoofDataForwardingTunneltoE-UTRAN    	INTEGER ::= 256
Not modified
id-ExtendedUEIdentityIndexValue									ProtocolIE-ID ::= 244
id-PagingeDRXInformation										ProtocolIE-ID ::= 245
id-CHO-MRDC-EarlyDataForwarding									ProtocolIE-ID ::= 246
[bookmark: _Hlk85727394]id-SCGIndicator													ProtocolIE-ID ::= 247
id-UESpecificDRX												ProtocolIE-ID ::= 248
id-PDUSessionExpectedUEActivityBehaviour						ProtocolIE-ID ::= 249
id-QoS-Mapping-Information										ProtocolIE-ID ::= 250
id-dataForwardingInfoFromTargetE-UTRANnode						ProtocolIE-ID ::= 2xx


END
-- ASN1STOP






<<<<<<<<<<<<<<<<<< End of the Fifth Change >>>>>>>>>>>>>>>>>>>>
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