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Background
■ The [RAN94e-R18Prep-10] Mobility Enhancements discussion and the objectives of the draft WID 

(RP-212710) focus on the following areas 

- L1/L2 mobility enhancements

- DAPS/CHO related enhancements

- CA/DC related mobility enhancements


■ The UE diversification has been supported on the market and standards

- The High/Medium/Low-end UE devices can support the different UE capabilities and complexities. 

- The support in standards: e.g. XR/IIOT for High-end device, RedCap for Low-end device


■ The listed areas/objectives require the higher NW and UE complexity, but mobility enhancements are also 
useful (and practical) for the low-end UE devices which cannot rely on the support of multiple beams and/
or DC configurations. 


R18Pre Discussion Structure

Draft WID scope
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Limitation of the current draft WID scope
■ Current WID scope focuses the enhancements to some specific UE types:

- The enhancement for the UE who supports CA/DC

- The enhancement for the UE who supports DAPS

- The enhancement for the UE who supports the MIMO enhancement


■ Current WID scope does not consider the solutions that do not require additional capabilities on both the UE and the NW (and which can be easily 
implemented). 

- CHO and DAPS HO are specified as the two main solutions in R16 mobility enhancements. 

- But in the real deployment, while the CHO is widely supported by UE vendors and NW vendors due to the low complexity, but this is not the case 

with DAPS.

- LTE already supports mobility enhancements which do not depend on the complex MIMO/DC requirements while this is lacking in NR. 


■ Observations 
- Current draft WID scope cannot improve the mobility performance for the UEs who donot support the CA/DC or the UEs who donot support the 

strong MIMO capability.

- R18 mobility enhancement should consider the enhancement for the different UE Types.  
■ All the listed objectives/areas are not suitable for at least the low-end UE devices. 


- The mobility enhancement based on simple UE operation should be included in the R18 scope.

Current draft WID scope UE requirements

L1/L2 mobility enhancement • The enhancement requires UE to support the strong MIMO capability. 

DAPS/CHO enhancement • R16 DAPS HO is much more complex to UE due to the new DAPS PDCP mode and the simultaneous Rx UE requirement.

• Further R18 enhancements requires UE to support simultaneous Rx at least,  to support CA/DC+DAPS, or CHO+CA/DC, or CHO +CPC/CPAC. 

CA/DC related mobility enhancement • The enhancement requires the UE to support CA/DC first. 
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The simple solutions for the mobility enhancements
■ LTE like RACH-less HO and MBB HO can be considered for the HO interruption time reduction purpose. 

- Benefit

■ Both solutions do not require high UE complexity, and UE is not required to support the simultaneous reception/transmission. 


- Potential drawback

■ The HO interruption time may be not exact 0ms but can be reduced compared to the legacy HO. 

■ But if UE can support the DL sync in target cell before HO, or if the UE can support the DL sync acquisition and the 

transmission via source link simultaneously, the HO interruption time can achieve 0ms. 


■ Observation 
- The LTE like MBB and RACH-less HO scheme can reduce the HO interruption time with low complexity.  
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Conclusions and WID proposal
■ R18 mobility enhancement should consider the enhancement for the different UE types (for e.g., which do not require the support of 

complex MIMO/DC operations) 

- R18 mobility enhancement should include the LTE like MBB HO and RACH-less HO.
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