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<Start of modified section>
[bookmark: _Toc27419184][bookmark: _Toc36040060][bookmark: _Toc43900792][bookmark: _Toc51768015][bookmark: _Toc58241938][bookmark: _Toc68076591][bookmark: _Toc75369781]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.523-1: "5GS; User Equipment (UE) conformance specification; Part 1: Protocol".
[3]	3GPP TS 38.523-3: "5GS; User Equipment (UE) conformance specification; Part 3: Protocol Test Suites".
[4]	3GPP TS 38.508-1: "5GS; User Equipment (UE) conformance specification; Part 1: Common test environment".
[5]	3GPP TS 38.508-2: "5GS; User Equipment (UE) conformance specification; Part 2: Common Implementation Conformance Statement (ICS) proforma".
[bookmark: REF_TS36509][6]	3GPP TS 38.509: "5GS; Special conformance testing functions for User Equipment (UE)".
[7]	3GPP TS 36.508: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRAN); Common Test Environments for User Equipment (UE) Conformance Testing".
[8]	3GPP TS 36.509: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Special conformance testing functions for User Equipment (UE)".
[9]	3GPP TS 34.229-2: "Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP);User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) specification".
[10]	3GPP TS 36.523-2: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access (E-UTRAN); User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) proforma specification".
[zz]	3GPP TS 34.123-2: "User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) proforma specification".

<End of modifed section>
<Start of modified section>
Table 4.1-5a: Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	11
	Multi-layer and Services
	
	
	

	11.1
	5GS / EPS Fallback
	
	
	

	11.1.1
	MO MMTEL voice call setup from NR RRC_IDLE / EPS Fallback with redirection / Single registration mode with N26 interface / Success
	Rel-15
	C54
	UEs supporting 5G Core and E-UTRA and EPS IMS Voice (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and EPS fallback

	…
	
	
	
	

	11.4.11
	5GMM-REGISTERED.NORMAL-SERVICE / N26 interface not supported / S1 mode to N1 mode transfer of an existing emergency PDN connection
	Rel-15
	C85A
	UEs supporting 5G core and Emergency PDN connection transfer from S1 mode to N1 mode when network does not support N26 interface, and, E-UTRA and EPS IMS emergency call (VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS") and emergency services in NR connected to 5GCN

	11.5
	eCall over IMS
	
	
	

	11.5.1
	eCall Only mode / T3444 / eCall inactivity procedure / Removal of eCall only restriction after an eCall over IMS / 5GS to EPS
	Rel-16
	Cbbc
	UEs supporting 5G Core and E-UTRA and IMS eCall Only type of emergency services over 5GS and Manual type of eCall initiation

	11.5.2
	eCall Only mode / T3445 / eCall inactivity procedure / Removal of eCall only restriction after a call to URI for test service / 5GS to EPS
	Rel-16
	Cbbd
	UEs supporting 5G Core and E-UTRA and IMS eCall Only type of emergency services over 5GS and Manual type of eCall initiation and capable of triggering a Test eCall



Table 4.1-5b: Additional Information of Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	11
	
	
	
	

	11.1
	
	
	
	

	11.1.1
	
	
	
	Rel-15 E-UTRA

	11.1.2
	
	
	
	Rel-15 E-UTRA

	11.1.3
	
	
	
	Rel-15 E-UTRA

	11.1.4
	
	
	
	Rel-15 E-UTRA

	11.1.5
	
	
	
	Rel-15 E-UTRA

	11.1.6
	
	
	
	Rel-15 E-UTRA

	11.1.7
	
	
	
	Rel-15 E-UTRA

	11.1.8
	
	
	
	Rel-16 E-UTRA

	11.1.9
	
	
	
	Rel-16 E-UTRA

	11.2
	
	
	
	

	11.2.1
	
	
	
	Rel-16 UTRA

	11.3
	
	
	
	

	11.3.1
	pc_inactiveState
	
	
	

	11.3.6
	pc_inactiveState
	
	
	

	11.4
	
	
	
	

	11.4.10
	
	
	
	Rel-15 E-UTRA

	11.4.11
	
	
	
	Rel-15 E-UTRA

	11.5
	
	
	
	

	11.5.1
	
	
	Note 4
	Rel-15 E-UTRA

	11.5.2
	
	
	Note 4
	Rel-15 E-UTRA

	Note 4:	This test case can optionally be executed from Release 15 onwards.


<End of modifed section>
<Start of modified section>

[bookmark: _Toc27419192][bookmark: _Toc36040068][bookmark: _Toc43900800][bookmark: _Toc51768023][bookmark: _Toc58241946][bookmark: _Toc68076599][bookmark: _Toc75369789]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	…
	
	

	C155
	IF A.4.1-5/1 AND (A.4.1-4A/2 OR A.4.1-4A/4) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE

	C156
	IF A.4.1-5/1 AND (A.4.1-4A/5 OR A.4.1-4A/6) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE

	Cbbc
	IF A.4.1-5/1 AND [10](A.4.1-1/1 OR A.4.1-1/2) AND [9]A.12/64 AND [zz]A.10/16 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and IMS eCall Only type of emergency services over 5GS and Manual type of eCall initiation

	Cbbd
	IF A.4.1-5/1 AND [10](A.4.1-1/1 OR A.4.1-1/2) AND [9]A.12/64 AND [zz]A.10/16 AND [zz]A.10/19 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and IMS eCall Only type of emergency services over 5GS and Manual type of eCall initiation and capable of triggering a Test eCall


<End of modifed section>


3GPP
