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[bookmark: _Toc61357524][bookmark: _Toc61359298][bookmark: _Toc67916237]<start of change>

6.5A.2.2.2	Spectrum emission mask for intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation the spectrum emission mask requirement is defined as a composite spectrum emissions mask. Composite spectrum emission mask applies to frequencies up to ΔfOOB starting from the edges of the sub-blocks. Composite spectrum emission mask is defined as follows
a)	Composite spectrum emission mask is a combination of individual sub-block spectrum emissions masks 
b)	In case the sub-block consist of one component carrier the sub-lock general spectrum emission mask is defined in subclause 6.5.2.1
c)	If for some frequency sub-block spectrum emission masks overlap then spectrum emission mask allowing higher power spectral density applies for that frequency
d)	If for some frequency a sub-block spectrum emission mask overlaps with the sub-block bandwidth of another sub-block, then the emission mask does not apply for that frequency.
For the When signalling is absent for dualPA-Architecture IE is absent, if carrier leakage or I/Q image may lands inside the gap spectrum between 2 UL CCs when UL CCs are synchronized with frequencies in the gap, exception to the SEM requirement applies.
<end of change>

<next change>
[bookmark: _Toc21344410][bookmark: _Toc29801897][bookmark: _Toc29802321][bookmark: _Toc29802946][bookmark: _Toc36107688][bookmark: _Toc37251462][bookmark: _Toc45888338][bookmark: _Toc45888937][bookmark: _Toc59650265][bookmark: _Toc61357537][bookmark: _Toc61359311][bookmark: _Toc67916250]6.5A.3.1	General spurious emissions
For inter-band carrier aggregation with uplink assigned to two NR bands, the spurious emission requirement Table 6.5.3.1-2 apply for the frequency ranges that are more than FOOB as defined in Table 6.5.3.1-1 away from edges of the assigned channel bandwidth on a component carrier. If for some frequency a spurious emission requirement of individual component carrier overlaps with the spectrum emission mask or channel bandwidth of another component carrier then it does not apply.
NOTE:	For inter-band carrier aggregation with uplink assigned to two NR bands the requirements in Table 6.5.3.1-2 could be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur; in that case, the requirements for remaining applicable frequencies in Table 6.5.3.1-2 would be considered to be verified by the measurements verifying the one uplink inter-band CA spurious emission requirement.
For intra-band contiguous carrier aggregation the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.5A.3.1-1 from the edge of the aggregated channel bandwidth. For frequencies ΔfOOB greater than FOOB as specified in Table 6.5A.3.1-1 the spurious emission requirements in Table 6.5.3.1-2 are applicable.
Table 6.5A.3.1-1: Boundary between out of band and spurious emission domain for intra-band contiguous carrier aggregation
	Aggregated Channel bandwidth
	OOB boundary FOOB (MHz) 

	BWChannel_CA
	BWChannel_CA + 5



For intra-band non-contiguous carrier aggregation transmission the spurious emission requirement is defined as a composite spurious emission requirement. Composite spurious emission requirement applies to frequency ranges that are more than FOOB away from the edges of each carrier in the gap and out of the gap. Composite spurious emission requirement is defined as follows 
a)	Composite spurious emission requirement is a combination of individual sub-block spurious emission requirements
b)	In case the sub-block consist of one component carrier the sub-lock spurious emission requirement and FOOB are defined in subclause 6.5.3.1
c)	If for some frequency an individual sub-block spurious emission requirement overlaps with the general spectrum emission mask or the sub-block bandwidth of another sub-block then it does not apply
For theWhen signalling is absent for dualPA-Architecture IE is absent, if carrier leakage or I/Q image may lands inside the gap spectrum between 2 UL CCs when UL CCs are synchronized with frequencies in the gap, exception to the general spurious requirement applies.
<end of change>

<next change>

6.5A.2.4.1.2	NR ACLR for intra-band non-contiguous CA
For intra-band non-contiguous carrier aggregation, CA Adjacent Channel Leakage power Ratio(CAACLR) is the ratio of the sum of the filtered mean power centred on each assigned channel frequency to the filtered mean power centred on an adjacent NR channel frequency at nominal channel spacing. In case the gap bandwidth Wgap between 2 uplink CCs is smaller than maximum of the 2 uplink channel bandwidths then no CAACLR requirement is set for the gap. Each assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1-1. If the measured adjacent channel power is greater than –50dBm then the ACLR shall be higher than the value specified in Table 6.5A.2.4.1.2-1.
Table 6.5A.2.4.1.2-1: General requirements for intra-band non-contiguous CA ACLR
	
	ACLR / Measurement bandwidth

	CA ACLR
	30 dB

	CA Measurement bandwidth for each sub block
(NOTE 1)
	MBWACLR

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel
/
- BWChannel

	NOTE 1: MBWACLR is the single-channel ACLR measurement bandwidths specified in 6.5.2.4.1.



When the signalling is absent for dualPA-Architecture IE, if carrier leakage or I/Q image may lands inside the gap spectrum between 2 UL CCs when UL CCs are synchronized with frequencies in the gap , exception to the ACLR requirement with 3dB relaxation applies.


<end of change>

