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	Reason for change:
	Clause 9.2.5.0 of 38.213 is to handle the prioritization between PUCCH with SL HARQ-ACK and PUCCH with DL HARQ-ACK or SR or CSI. The current wording leads to a misunderstanding that the rule is also applied for prioritization between two PUCCH with SL HARQ-ACK.

	
	

	Summary of change:
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[bookmark: _Toc45699207][bookmark: _Toc83289679]9.2.5.0	UE procedure for prioritization between SL HARQ-ACK information in a PUCCH and DL HARQ-ACK or SR or CSIUCI in a PUCCH
The priority value of a PUCCH transmission is as described in clause 16.2.4.3.1.
For prioritization between SL HARQ-ACK information in a first PUCCH and DL HARQ-ACK or SR or CSIUCI in a second PUCCH
-	if the second PUCCH has priority index 1, 
-	if sl-PriorityThreshold-UL-URLLC is provided
-	the UE transmits the first PUCCH if a smallest priority value of the first PUCCH is smaller than sl-PriorityThreshold-UL-URLLC; otherwise, the UE transmits the second PUCCH
-	else
-	the UE transmits the second PUCCH
-	else
-	the UE transmits the first PUCCH if the smallest priority value of the first PUCCH is smaller than sl-PriorityThreshold; otherwise, the UE transmits the second PUCCH
