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<< Start of Changes >>
–	CSI-ReportConfig for CSI
Table 7.3.1-12F: CSI-ReportConfig for CSI
	Derivation Path: Table 4.6.3-39

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ReportConfig ::= SEQUENCE {
	
	
	

	  reportConfigId
	CSI-ReportConfigId-CSI
	
	

	
	CSI-ReportConfigId-CSI with condition SCELL_CSI_ON_SPCELL
	
	SCELL_CSI_ON_SPCELL

	  carrier
	Not present
	indicates the same serving cell as this report configuration
	

	
	ServCellIndex of the SCell
	
	SCELL_CSI_ON_SPCELL

	  resourcesForChannelMeasurement
	CSI-ResourceConfigId-CSI
	
	

	  csi-IM-ResourcesForInterference
	CSI-ResourceConfigId-CSI-IM
	
	

	  nzp-CSI-RS-ResourcesForInterference
	Not present
	
	

	  reportConfigType CHOICE {
	
	
	

	    periodic SEQUENCE {
	
	
	

	      reportSlotConfig CHOICE {
	
	
	

	        slots5
	2
	
	SCS15

	        slots10
	4
	
	SCS30

	        slots40
	4
	
	SCS120

	      }
	
	
	

	      pucch-CSI-ResourceList SEQUENCE (SIZE (1..maxNrofBWPs)) OF PUCCH-CSI-Resource {
	1 entry
	
	

	        PUCCH-CSI-Resource [1] SEQUENCE {
	
	entry 1
	

	          uplinkBandwidthPartId
	BWP-Id of active UL BWP
	
	

	          pucch-Resource
	8
	The first format 2 PUCCH resource configured in Table 4.6.3-112 is used
	

	
	89
	The second first format 2 PUCCH resource configured in Table 4.6.3-112 is used
	SCELL_CSI_ON_SPCELL

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity CHOICE {
	
	
	

	    cri-RI-PMI-CQI
	null
	
	FR1

	    cri-RI-CQI
	null
	
	FR2

	  }
	
	
	

	  codebookConfig
	CodebookConfig-CSI
	
	FR1

	
	Not present
	
	FR2

	}
	
	
	



	Condition
	Explanation

	SCELL_CSI_ON_SPCELL
	For SCell CSI reporting on NR SpCell


<< End of Changes >>
