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4.6	Default NG-RAN RRC message and information elements contents
[bookmark: _Toc27749346]4.6.0	General
[bookmark: _Toc27749347]4.6.0.1	Global conditions
Groups of RRC and 5GMM conditions including always one and only one condition set to trueper table, unless explicitly stated.
Table 4.6.0.1-1: Signalling, RF/RRM/Performance
	Condition
	Explanation

	SIG
	Used for signalling test cases

	RF
	Used for RF/Performance test cases

	RRM
	Used for RRM test cases



Table 4.6.0.1-2: NR operating bands
	Condition
	Explanation

	FR1
	410 MHz – 7125 MHz

	FR2
	24250 MHz – 52600 MHz



Table 4.6.0.1-3: FDD/TDD
	Condition
	Explanation

	FDD
	Frequency Division Duplex

	TDD
	Time Division Duplex



Table 4.6.0.1-4: Subcarrier spacing
	Condition
	Explanation

	SCS15
	15kHz

	SCS30
	30kHz

	SCS60
	60kHz

	SCS120
	120kHz

	SCS240
	240kHz



Table 4.6.0.1-5: SST
	Condition
	Explanation

	SST_eMBB
	Slice suitable for the handling of 5G enhanced Mobile Broadband.

	SST_URLLC
	Slice suitable for the handling of ultra- reliable low latency communications.

	SST_MIoT
	Slice suitable for the handling of massive IoT.

	SST_V2X
	Slice suitable for the handling of V2X services.

	NOTE:	For the conditions in this table, one or more conditions are set to true.



Table 4.6.0.1-6: Channel bandwidth
	Condition
	Explanation

	BW5
	5mhz

	BW10
	10mhz

	BW15
	15mhz

	BW20
	20mhz

	BW25
	25mhz

	BW30
	30mhz

	BW40
	40mhz

	BW50
	50mhz

	BW60
	60mhz

	BW80
	80mhz

	BW100
	100mhz



[bookmark: _Toc21353731][bookmark: _Toc27749348]4.6.1	Contents of RRC messages
	Condition
	Explanation

	firstSegment
	The first segment of the RRCReconfiguration or RRCResume message

	lastSegment
	The last segment of the RRCReconfiguration or RRCResume message



[bookmark: _Toc21353743][bookmark: _Toc27749361]–	RRCReconfiguration
Table 4.6.1-13: RRCReconfiguration
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	Not present
	
	

	
	RadioBearerConfig with conditions SRB2 and DRB1
	
	NR, NR-DC

	
	RadioBearerConfig with conditions SRB2 and REEST
	
	REEST

	      secondaryCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC

	
	CellGroupConfig with condition NR-DC_SCG
	OCTET STRING (CONTAINING CellGroupConfig)
	NR-DC_SCG

	
	CellGroupConfig with conditions EN-DC and PSCell_change
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_HO

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_MEAS

	
	CellGroupConfig with condition SCell_add
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_SCell_add

	
	Not present
	
	

	      measConfig
	Not present
	
	

	
	MeasConfig
	Measurements configuration
	NR_MEAS, EN-DC_MEAS,
IRAT_MEAS

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	NR, SCell_add, NR_MEAS, NR-DC, SIDELINK, DAPS_HO_ReleaseSource, CHO, CPC, REEST

	        masterCellGroup
	CellGroupConfig with condition SRB2_DRB1
	OCTET STRING (CONTAINING CellGroupConfig)
	NR, NR-DC

	
	CellGroupConfig with condition SCell_add
	OCTET STRING (CONTAINING CellGroupConfig)
	SCell_add

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	NR_MEAS

	
	CellGroupConfig with condition REEST
	OCTET STRING (CONTAINING CellGroupConfig)
	REEST

	        fullConfig
	Not present
	
	

	        dedicatedNAS-MessageList
	Not present
	
	

	        dedicatedNAS-MessageList SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message {
	1 entry
	
	NR

	          DedicatedNAS-Message[1]
	DedicatedNAS-Message
	entry 1
A sequence of OCTET STRING (s) containing one or more DedicatedNAS-Message(s)
	

	        }
	
	
	

	        masterKeyUpdate
	Not present
	
	

	        masterKeyUpdate SEQUENCE {
	
	
	MasterKeyChange

	          keySetChangeIndicator
	true
	
	 

	          nextHopChainingCount
	NextHopChainingCount
	
	

	          nas-Container
	Not present
	
	

	
	OCTET STRING including the 10 Octets value generated according to TS 24.501 [28] clause 9.11.2.9
	
	Inter_Sys_HO

	        }
	
	
	

	        dedicatedSIB1-Delivery
	Not present
	
	

	        dedicatedSystemInformationDelivery
	Not present
	
	

	        otherConfig
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	NR-DC, SIDELINK, DAPS_HO_ReleaseSource, CHO, CPC, NE-DC

	          otherConfig-v1540
	Not present
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            mrdc-SecondaryCellGroupConfig
	Not present
	
	

	            mrdc-SecondaryCellGroupConfig CHOICE {
	
	
	NR-DC, NE-DC

	              setup SEQUENCE {
	
	
	

	                mrdc-ReleaseAndAdd
	Not present
	
	

	                mrdc-SecondaryCellGroup CHOICE {
	
	
	

	                  nr-SCG
	RRCReconfiguration with condition NR-DC_SCG
	OCTET STRING (CONTAINING RRCReconfiguration)
	NR-DC

	                  eutra-SCG
	RRCConnectionReconfiguration according TS 36.508 [2], table 4.6.1-8 with condition NE-DC
	OCTET STRING (CONTAINING RRCConnectionReconfiguration)
	NE-DC

	
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	
	
	
	

	            radioBearerConfig2
	Not present
	
	NE-DC

	
	RadioBearerConfig with condition DRBn and SecondaryKeys 
	OCTET STRING (CONTAINING RadioBearerConfig)
	NR-DC

	            sk-Counter
	SK-Counter
	
	

	            nonCriticalExtension
	Not present
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	SIDELINK, DAPS_HO_ReleaseSource, CHO, CPC

	              otherConfig-v1610
	Not present
	
	

	              bap-Config-r16
	Not present
	
	

	              iab-IP-AddressConfigurationList-r16
	Not present
	
	

	              conditionalReconfiguration-r16
	Not present
	
	

	
	ConditionalReconfiguration
	
	CHO, CPC

	              daps-SourceRelease-r16
	Not present
	
	

	
	true
	
	DAPS_HO_ReleaseSource

	              t316-r16
	Not present
	
	

	              needForGapsConfigNR-r16
	Not present
	
	

	              onDemandSIB-Request-r16
	Not present
	
	

	              dedicatedPosSysInfoDelivery-r16
	Not present
	
	

	              sl-ConfigDedicatedNR-r16
	Not present
	
	

	              sl-ConfigDedicatedNR-r16 CHOICE {
	
	
	SIDELINK

	                setup 
	SL-ConfigDedicatedNR-r16
	
	

	              }
	
	
	

	              sl-ConfigDedicatedEUTRA-Info-r16
	Not present
	
	

	              smtc-r16
	Not present
	
	

	              nonCriticalExtension
	Not present
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	EN-DC_MEAS
	An EN-DC measurement is configured

	IRAT_MEAS
	An IRAT measurement is configured in the NR PCell

	NR_MEAS
	A NR measurement is configured

	NR
	NG-RAN NR Radio Access

	NR-DC
	NR-NR Dual Connectivity is configured

	NR-DC_SCG
	Add SCG side configuration(NR-DC)

	EN-DC_HO
	NR PSCell change (EN-DC)

	SCell_add
	Add SCell

	EN-DC_SCell_add
	Add Scell (EN-DC)

	MasterKeyChange
	MasterKeyUpdate when peforming ReconfigurationWithSync and indicating a change of the AS security algorithms associated to the master key

	Inter_Sys_HO
	Used during inter-system handover to NR procedure

	REEST
	The first RRCReconfiguration message after successful completion of the RRC re-establishment procedure

	SIDELINK
	For NR sidelink dedicated configuration

	DAPS_HO_ReleaseSource
	The source cell part of DAPS operation is to be stopped and the source cell part of DAPS configuration is to be released.

	CHO
	Conditional handover

	CPC
	Conditional PSCell change

	NE-DC
	NR E-UTRA Dual Connectivity is configured





[bookmark: _Toc21353776][bookmark: _Toc27749394]4.6.3	Radio resource control information elements
[bookmark: _Toc21353795][bookmark: _Toc27749414]–	CellGroupConfig
Table 4.6.3-19: CellGroupConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  cellGroupId
	CellGroupId
	
	

	
	CellGroupId condition NR-DC_SCG
	
	NR-DC_SCG

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	EN-DC

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRB2
	entry 1
	

	
	RLC-BearerConfig with conditions AM and DRB2 and Re-establish_RLC
	
	 PSCell_change

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	SRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB1
	entry 1
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	SRB2_DRB1

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRB1
	entry 2
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	2 entries
	
	SRB2_DRB2

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions AM and DRB2
	entry 2
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1 entry
	
	DRBn, NR-DC_SCG

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions AM and DRBn
	entry 1
DRBn is allocated according to internal TTCN mapping
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	3 entries
	
	PCell_change

	    RLC-BearerConfig[1]
	RLC-BearerConfig with conditions SRB1 and Re-establish_RLC
	entry 1
	

	    RLC-BearerConfig[2]
	RLC-BearerConfig with conditions SRB2 and Re-establish_RLC
	entry 2
	

	    RLC-BearerConfig[3]
	RLC-BearerConfig with conditions AM, DRB1 and Re-establish_RLC
	entry 3
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	1+n entries
	n is the number of DRBs established before RRC resume
	RESUME

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB2 and RESUME
	entry 1
	

	    RLC-BearerConfig[k+1, k=1..n]
	RLC-BearerConfig with condition DRBk and RESUME
	entry [k+1, k=1..n]
	

	  }
	
	
	

	  rlc-BearerToAddModList SEQUENCE (SIZE(1..maxLCH)) OF RLC-BearerConfig {
	21+n entries
	n is the number of DRBs established before RRC re-establishement
	REEST

	    RLC-BearerConfig[1]
	RLC-BearerConfig with condition SRB1
	entry 1
	

	    RLC-BearerConfig[21]
	RLC-BearerConfig with condition SRB2 and Re-establish_RLC
	entry 21
	

	    RLC-BearerConfig[k+21, k=1..n]
	RLC-BearerConfig with condition DRBk and Re-establish_RLC
	entry [k+21, k=1..n]
	

	  }
	
	
	

	  rlc-BearerToAddModList
	Not present
	
	

	  rlc-BearerToReleaseList
	Not present
	
	

	  mac-CellGroupConfig
	MAC-CellGroupConfig
	
	

	
	Not present
	
	SRB2_DRB1, MEAS, SRB2_DRB2, SCell_add

	  physicalCellGroupConfig
	PhysicalCellGroupConfig
	
	

	
	Not present
	
	SRB2_DRB1, MEAS, SRB2_DRB2, SCell_add

	  spCellConfig
	Not present
	
	SRB2_DRB1, SRB2_DRB2, SCell_add

	  spCellConfig SEQUENCE {
	
	
	

	    servCellIndex
	Not present
	
	

	
	ServCellIndex
	
	EN-DC, EN-DC AND MEAS

	
	ServCellIndex with condition NR-DC_SCG
	
	NR-DC_SCG

	    reconfigurationWithSync
	Not present
	
	

	    reconfigurationWithSync SEQUENCE {
	
	
	EN-DC, PCell_change, PSCell_change, NR-DC_SCG

	      spCellConfigCommon
	ServingCellConfigCommon
	
	

	      newUE-Identity
	RNTI-Value
	
	

	
	RNTI-Value with condition NR-DC_SCG
	
	NR-DC_SCG

	      t304
	ms1000
	
	

	      rach-ConfigDedicated
	Not present
	
	

	      rach-ConfigDedicated CHOICE {
	
	
	CFRA

	        uplink
	RACH-ConfigDedicated
	
	

	        supplementaryUplink
	RACH-ConfigDedicated
	
	SUL AND SIG

	      }
	
	
	

	    }
	
	
	

	    rlf-TimersAndConstants CHOICE {
	
	
	

	      setup
	RLF-TimersAndConstants
	
	

	    }
	
	
	

	    rlf-TimersAndConstants
	Not present
	
	MEAS, RESUME

	    rlmInSyncOutOfSyncThreshold
	Not present
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	EN-DC, SRB1, PCell_change, PSCell_change, NR-DC_SCG, REEST

	
	Not present
	
	

	
	ServingCellConfig with condition MEAS
	
	MEAS

	
	ServingCellConfig with condition RESUME
	
	RESUME

	  }
	
	
	

	  sCellToAddModList 
	Not present
	
	

	  sCellToAddModList SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig {
	1 entry
	
	SCell_add

	    SCellConfig[1] SEQUENCE {
	
	entry 1
	

	      sCellIndex
	SCellIndex
	
	

	      sCellConfigCommon
	ServingCellConfigCommon with condition No_UL
	
	

	      sCellConfigDedicated
	ServingCellConfig with condition No_UL
	
	

	    }
	
	
	

	  }
	
	
	

	  sCellToReleaseList
	Not present
	
	

	  reportUplinkTxDirectCurrent
	Not present
	
	

	  bap-Address-r16
	Not present
	
	

	  bh-RLC-ChannelToAddModList-r16
	Not present
	
	

	  bh-RLC-ChannelToReleaseList-r16
	Not present
	
	

	  f1c-TransferPath-r16
	Not present
	
	

	  simultaneousTCI-UpdateList1-r16
	Not present
	
	

	  simultaneousTCI-UpdateList2-r16
	Not present
	
	

	  simultaneousSpatial-UpdatedList1-r16
	Not present
	
	

	  simultaneousSpatial-UpdatedList2-r16
	Not present
	
	

	  uplinkTxSwitchingOption-r16
	Not present
	
	

	  uplinkTxSwitchingPowerBoosting-r16
	Not present
	
	

	}
	
	
	



	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	CFRA
	This condition applies when CFRA is configured

	SUL
	Supplementary Uplink

	SRB1
	Establishment of SRB1

	SRB2_DRB1
	Establishment of SRB2 and DRB1

	SRB2_DRB2
	Establishment of SRB2 and DRB2

	DRBn
	Establishment of DRBn

	PCell_change
	Intra-NR PCell change (standalone NR) 

	PSCell_change
	NR PSCell change (EN-DC)

	SCell_add
	Add SCell

	MEAS
	A NR or EN-DC measurement is configured

	NR-DC_SCG
	Add SCG (NR-DC)

	RESUME
	Used in RRCResume Message

	REEST
	The first RRCReconfiguration message after successful completion of the RRC re-establishment procedure.



[bookmark: _Toc21353914][bookmark: _Toc27749533]–	RadioBearerConfig
Table 4.6.3-132: RadioBearerConfig
	 Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	1 entry
	
	SRB1

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      SRB-Identity
	SRB-Identity with condition SRB1
	
	

	      reestablishPDCP
	Not present
	
	

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	1 entry
	
	SRB2, RESUME

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      SRB-Identity
	SRB-Identity with condition SRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	RESUME, REEST

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	1 entry
	
	SRB3

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      srb-Identity
	SRB-Identity with condition SRB3
	
	

	      reestablishPDCP
	Not present
	
	

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod {
	2 entries
	
	SRB_NR_PDCP
REEST

	    SRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      SRB-Identity
	SRB-Identity with condition SRB1
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	SRB_NR_PDCP AND Re-establish_PDCP

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	    SRB-ToAddMod[2] SEQUENCE {
	
	entry 2
	

	      SRB-Identity
	SRB-Identity with condition SRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	SRB_NR_PDCP AND Re-establish_PDCP,
REEST

	      discardOnPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	Default
	

	    }
	
	
	

	  }
	
	
	

	  srb3-ToRelease
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	EN-DC_DRB

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        eps-BearerIdentity
	6
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity using condition DRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	EN-DC_DRB AND Re-establish_PDCP

	      recoverPDCP
	Not present
	
	

	
	true
	
	EN-DC_DRB AND Recover_PDCP

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	MCG_NR_PDCP

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        eps-BearerIdentity
	12
	EPS Bearer Id of default MCG DRB
	

	      }
	
	
	

	      drb-Identity
	8
	DRB Id of default MCG DRB
	

	      reestablishPDCP
	Not present
	
	

	      recoverPDCP
	Not present
	
	

	      pdcp-Config
	PDCP-Config
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	DRB1

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        sdap-Config
	SDAP-Config
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity using condition DRB1
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	DRB1 AND Re-establish_PDCP

	      recoverPDCP
	Not present
	
	

	
	true
	
	DRB1 AND Recover_PDCP

	      pdcp-Config
	PDCP-Config
	
	

	      daps-Config-r16
	Not present
	
	

	
	true
	
	DRB1 AND DAPS_PDCP

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	DRB2

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        sdap-Config
	SDAP-Config
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity using condition DRB2
	
	

	      reestablishPDCP
	Not present
	
	

	
	true
	
	DRB2 AND Re-establish_PDCP

	      recoverPDCP
	Not present
	
	

	
	true
	
	DRB2 AND Recover_PDCP

	      pdcp-Config
	PDCP-Config
	
	

	      daps-Config-r16
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	n entries
	n is the number of DRBs established before RRC resume or RRC re-establishment
	RESUME, REEST

	    DRB-ToAddMod[k, k=1..n] SEQUENCE {
	
	entry [k, k=1..n]
	

	      cnAssociation
	Not present
	
	

	      drb-Identity
	DRB-Identity with condition DRBk
	
	

	      reestablishPDCP
	true
	
	

	      recoverPDCP
	Not present
	
	

	      pdcp-Config
	Not present
	
	

	      daps-Config-r16
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod {
	1 entry
	
	DRBn

	    DRB-ToAddMod[1] SEQUENCE {
	
	entry 1
	

	      cnAssociation CHOICE {
	
	
	

	        sdap-Config
	[bookmark: _GoBack]SDAP-Config with condition NR-DCNo-defaultDRB
	
	

	      }
	
	
	

	      drb-Identity
	DRB-Identity with condition DRBn
	
	

	      reestablishPDCP
	Not present
	
	

	      recoverPDCP
	Not present
	
	

	      pdcp-Config
	PDCP-Config 
	
	

	
	PDCP-Config with condition Split
	
	Split

	    }
	
	
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  securityConfig
	Not present
	
	SRB1

	  securityConfig SEQUENCE {
	
	
	

	    securityAlgorithmConfig
	SecurityAlgorithmConfig
	
	

	    keyToUse
	master
	
	

	
	secondary
	
	SRB3, EN-DC_DRB, SecondaryKeys

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	SRB3
	Establishment of SRB3

	MCG_NR_PDCP
	EN-DC MCG DRB configured or reconfigured with NR PDCP

	SRB_NR_PDCP
	EN-DC SRB1 and SRB2 configured with NR PDCP

	SRB1
	Establishment of SRB1

	SRB2
	Establishment of SRB2

	DRB1
	Establishment of DRB1

	DRB2
	Establishment of DRB2

	DRBn
	Establishment of DRBn

	EN-DC_DRB
	EN-DC DRB configured on SCG

	Re-establish_PDCP
	Re-establishment of PDCP

	Recover_PDCP
	Recovery of PDCP

	RESUME
	Used in RRCResume Message

	REEST
	The first RRCReconfiguration message after successful completion of the RRC re-establishment procedure.

	SecondaryKeys
	NR-DC SCG or MCG DRB configured or reconfigured with secondary security keys

	Split
	Split PDCP: more than one RLC

	DAPS_PDCP
	Used when the bearer is configured as DAPS bearer
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