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<<Unchanged sections skipped>>
4.6.3	Radio resource control information elements
[bookmark: _Toc21354273][bookmark: _Toc27749923]<<Unchanged tables skipped>>
–	PRB-Id
Table 4.6.3-109: PRB-Id
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PRB-Id
	0
	
	

	
	Set to value of the L_RBs - nrofPRBs where L_RBs is found in Table 4.3.1.0D-1 or Table 4.3.1.0D-2 for the bandwidth and SCS configured and nrofPRBs is defined for the corresponding PUCCH-Resource (1 otherwise).
	
	secondHopPRB



	Condition
	Explanation

	secondHopPRB
	The IE secondHopPRB in PUCCH-Resource is now set.


<<Unchanged sections skipped>>
7.3.1	Radio resource control information elements for RRM
As defined in clause 4.6.3 with the following exceptions:
<<Unchanged tables skipped>>
–	CodebookConfig-CSI
Table 7.3.1-32: CodebookConfig-CSI
	Derivation Path: Table 4.6.3-25

	Information Element
	Value/remark
	Comment
	Condition

	CodebookConfig ::= SEQUENCE {
	
	
	

	  codebookType  CHOICE {
	
	
	

	    type1  SEQUENCE {
	
	
	

	      subType CHOICE {
	
	
	

	        typeI-SinglePanel SEQUENCE {
	
	
	

	          nrOfAntennaPorts CHOICE {
	
	
	

	            two SEQUENCE {
	
	
	

	              twoTX-CodebookSubsetRestriction
	111111
	
	

	            }
	
	
	

	          }
	
	
	

	        } 
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[bookmark: _Toc21353891][bookmark: _Toc27749510]–	PRB-Id
Table 7.3.1-33: PRB-Id
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PRB-Id
	0
	
	

	
	Set to value of the L_RBs - nrofPRBs where L_RBs is the Bandwith of the UL BWP specified in the test, and nrofPRBs is defined for the corresponding PUCCH-Resource (1 otherwise).
	UL BWP configurations are defined in TS 38.533 Annex A.8.2
	secondHopPRB



	Condition
	Explanation

	secondHopPRB
	The IE secondHopPRB in PUCCH-Resource is now set.



7.4	FFS
<<End of change>>

