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<Start of modified section 1>
[bookmark: _Toc27419191][bookmark: _Toc36040067][bookmark: _Toc43900799][bookmark: _Toc51768022][bookmark: _Toc58241945][bookmark: _Toc68076598][bookmark: _Toc75369788][bookmark: _Toc90490559]4.1	Protocol conformance test cases applicability
…
Table 4.1-3a: Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	8
	RRC
	
	
	

	8.1
	NR RRC
	
	
	

	8.1.1
	RRC connection management procedures
	
	
	

	8.1.1.1
	Paging
	
	
	

	8.1.1.1.1
	RRC / Paging for connection / Multiple paging records
	Rel-15
	C21
	UEs supporting 5G Core

	…
	…
	…
	…
	…

	8.1.4
	Handover
	
	
	

	8.1.4.1
	Intra NR handover
	
	
	

	8.1.4.1.1
	Void
	
	
	

	8.1.4.1.2
	Intra NR handover / Success / Inter-frequency
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.3
	Void
	
	
	

	8.1.4.1.4
	Void
	
	
	

	8.1.4.1.5
	Intra NR handover / Failure / Re-establishment successful
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.6
	Intra NR handover / Failure / Re-establishment failure
	Rel-15
	C21
	UEs supporting 5G Core

	8.1.4.1.7
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release
	
	
	

	8.1.4.1.7.1
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.7.2
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.7.3
	NR CA / Intra NR handover / Success / PCell Change and SCell addition / SCell release / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.1.8
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change
	
	
	

	8.1.4.1.8.1
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.8.2
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.8.3
	NR CA / Intra NR handover / Success / PCell Change / SCell no Change / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.1.9
	NR CA / Intra NR handover / Failure / Re-establishment successful
	
	
	

	8.1.4.1.9.1
	NR CA / Intra NR handover / Failure / Re-establishment successful / Intra-band Contiguous CA
	Rel-15
	C41
	UEs supporting 5G Core and intra-band contiguous CA

	8.1.4.1.9.2
	NR CA / Intra NR handover / Failure / Re-establishment successful / Inter-band CA
	Rel-15
	C42
	UEs supporting 5G Core and inter-band CA

	8.1.4.1.9.3
	NR CA / Intra NR handover / Failure / Re-establishment successful / Intra-band non-contiguous CA
	Rel-15
	C43
	UEs supporting 5G Core and intra-band non-contiguous CA

	8.1.4.2
	Inter-RAT handover
	
	
	

	8.1.4.2.1
	Inter-RAT handover from NR
	
	
	

	8.1.4.2.1.1
	Inter-RAT handover / From NR to E-UTRA / Success
	Rel-15
	C32
	UEs supporting 5G Core and E-UTRA

	8.1.4.2.1.2
	Inter-RAT handover / From NR to EN-DC / Success
	Rel-16
	C96
	UEs supporting 5G Core and EN-DC and inter-RAT Handover from NR to EN-DC

	8.1.4.2.2
	Inter-RAT handover to NR
	
	
	

	8.1.4.2.2.1
	Inter-RAT handover / From E-UTRA to NR / Success
	Rel-15
	C99
	UEs supporting 5GS and E-UTRA and (inter-RAT Handover to NR FR1 TDD from EUTRA connected to EPC or inter-RAT Handover to NR FR1 FDD from EUTRA connected to EPC or inter-RAT Handover to NR FR2 TDD from EUTRA connected to EPC)

	8.1.4.3
	DAPS handover
	
	
	

	8.1.4.3.1
	DAPS handover with key change / Success / Intra-frequency
	Rel-16
	C101
	UEs supporting 5G Core and intra-frequency DAPS handover

	8.1.4.3.2
	DAPS handover / HO Failure and source link available / HO Success and RLF in source / Intra-frequency
	Rel-16
	C101
	UEs supporting 5G Core and intra-frequency DAPS handover

	8.1.4.3.4
	DAPS handover with key change / Success / Inter-frequency
	Rel-16
	C130
	UEs supporting 5G Core and inter-frequency DAPS handover

	8.1.4.3.5
	DAPS handover / HO Failure and source link available / HO Success and RLF in source / Inter-frequency
	Rel-16
	C130
	UEs supporting 5G Core and inter-frequency DAPS handover

	8.1.4.4
	Conditional handover
	
	
	

	8.1.4.4.1
	Conditional handover / Success / A3 / A5 / A3+A5
	Rel-16
	C116
	UEs supporting 5G Core and conditional handover and supporting 2 trigger events for same execution condition

	8.1.4.4.2
	Conditional handover / modify conditional handover configuration
	Rel-16
	C115
	UEs supporting 5G Core and conditional handover

	8.1.4.4.3
	Conditional handover / Failure
	Rel-16
	C117
	UEs supporting 5G Core and conditional handover and conditional handover during re-establishment procedure when the selected cell is configured as candidate cell for condition handover

	8.1.4.4.4
	Conditional handover / legacy Handover / legacy Handover Failure
	Rel-16
	C115
	UEs supporting 5G Core and conditional handover

	8.1.5
	RRC others
	
	
	

	8.1.5.1
	UE capability transfer
	
	
	

	8.1.5.1.1
	UE Capability transfer / Success
	Rel-15
	C21
	UEs supporting 5G Core

	…
	…
	…
	…
	…



<End of modified section 1>

<Start of modified section 2>
[bookmark: _Toc27419192][bookmark: _Toc36040068][bookmark: _Toc43900800][bookmark: _Toc51768023][bookmark: _Toc58241946][bookmark: _Toc68076599][bookmark: _Toc75369789][bookmark: _Toc90490560]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	…
	
	

	[bookmark: _Hlk83823575]C153
	IF A.4.1-3/2 AND A.4.3.8-1/19hh01 THEN R ELSE N/A
	UEs supporting EN-DC and conditional PSCell change
Editor's note: hh01 to be resolved.

	C154
	IF A.4.1-5/1 AND (A.4.1-4A/1 OR A.4.1-4A/3) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and intra-band contiguous CA and RRC_INACTIVE

	C155
	IF A.4.1-5/1 AND (A.4.1-4A/2 OR A.4.1-4A/4) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and intra-band non-contiguous CA and RRC_INACTIVE

	C156
	IF A.4.1-5/1 AND (A.4.1-4A/5 OR A.4.1-4A/6) AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and inter-band CA and RRC_INACTIVE

	C157
	IF A.4.1-4/6 AND A.4.3.7-1/3 AND A.4.3.7-1/1 THEN R ELSE N/A
	UEs supporting NR-DC and SRB3 and (UL transmission via either MCG path or SCG path for the split SRB)

	C158
	IF A.4.1-5/1 AND A.4.1-4/6 AND A.4.3.7-1/19 THEN R ELSE N/A
	UEs supporting 5G Core and NR-DC and RRC_INACTIVE

	C159
	IF A.4.1-5/2 AND [10] A.4.1-1/5 THEN R ELSE N/A
	UEs supporting 5G core over non-3GPP Access Network and WLAN and additional UE-requested PDU establishment

	C160
	IF A.4.1-3/3 THEN R ELSE N/A
	UEs supporting NE-DC

	C161
	IF A.4.1-5/1 AND A.4.3.7-1/21 AND [10] A.4.4-1/98 THEN R ELSE N/A
	UEs supporting 5G Core and RRC connection release with Deprioritisation and ManualModeNetworkSelectionException

	C162
	IF A.4.1-5/1 AND [9] A.21/2
	UEs supporting 5G Core and NG.114 v2.0

	C163
	IF A.4.1-5/1 AND A.4.3.10-1/2 AND A.4.3.10-1/3 THEN R ELSE N/A
	UE supporting 5G core and NR sidelink transmission mode 2 and Sidelink CSI report

	C164
	IF A.4.1-5/1 AND A.4.3.10-1/1 AND A.4.3.10-1/3 THEN R ELSE N/A
	UE supporting 5G core and NR sidelink mode 1 transmission and Sidelink CSI report

	C165
	IF A.4.1-5/1 AND A.4.3.7-1/33 THEN R ELSE N/A
	UE supporting 5G Core and V2X communication

	C166
	IF A.4.1-5/1 AND A.4.3.7-1/34 THEN R ELSE N/A
	UE supporting 5G Core and V2X communication over NR-PC5

	C167
	IF A.4.1-5/1 AND A.4.3.7-1/24 AND A.4.3.7-1/30 THEN R ELSE N/A
	UEs supporting 5G Core and SNPN and user initiated SNPN reselection in automatic mode on NR

	C168
	IF A.4.1-5/1 AND A.4.3.7-1/23 AND A.4.3.7-1/31 THEN R ELSE N/A
	UEs supporting 5G Core and CAG and Autonomous search function on NR

	C169
	IF A.4.1-5/1 AND A.4.3.7-1/23 AND A.4.3.7-1/52 THEN R ELSE N/A
	UEs supporting 5G Core and CAG and acquisition of CGI  information from neighbour NR NPN cell

	C170
	IF A.4.1-5/1 AND [10](A.4.1-1/1 OR A.4.1-1/2) AND [9]A.12/64 AND [11]A.10/16 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and IMS eCall Only type of emergency services over 5GS and Manual type of eCall initiation

	C171
	IF A.4.1-5/1 AND [10](A.4.1-1/1 OR A.4.1-1/2) AND [9]A.12/64 AND [11]A.10/16 AND [11]A.10/19 THEN R ELSE N/A
	UEs supporting 5G Core and E-UTRA and IMS eCall Only type of emergency services over 5GS and Manual type of eCall initiation and capable of triggering a Test eCall


<End of modified section 2>

