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<< Unchanged sections omitted >>
[bookmark: _Toc27478617][bookmark: _Toc36227331]7.7D.5	Test Requirement
The throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3 with parameters specified in Tables 7.7D.5-1 and 7.7D.5-2.
Table 7.7D.5-1: Spurious response parameters
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	30MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	7
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	

	
	dB
	9
	9
	9
	9
	9

	Note 1:	The transmitter shall be set to 4dB below PCMAX_L with PCMAX_L as defined in clause 6.2.4.
Note 2:	The reference measurement channel is specified in Annex A.3 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.



Table 7.7D.5-2: Spurious Response
	
Parameter
	Unit
	Level

	PInterferer
(CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies



[bookmark: _Toc45888483][bookmark: _Toc45889082][bookmark: _Toc59650449][bookmark: _Toc61357721][bookmark: _Toc61359495][bookmark: _Toc67916435][bookmark: _Toc75533981][bookmark: _Toc75819867][bookmark: _Toc76508711][bookmark: _Toc76717661][bookmark: _Toc83294302][bookmark: _Toc84335341]7.7E	Spurious response for V2X
[bookmark: _Toc45888484][bookmark: _Toc45889083][bookmark: _Toc59650450][bookmark: _Toc61357722][bookmark: _Toc61359496][bookmark: _Toc67916436][bookmark: _Toc75533982][bookmark: _Toc75819868][bookmark: _Toc76508712][bookmark: _Toc76717662][bookmark: _Toc83294303][bookmark: _Toc84335342]7.7E.0	Minimum conformance requirements
7.7E.0.1	General
Spurious response is a measure of the receiver’s ability to receive a wanted signal on its assigned channel frequency without exceeding a given degradation due to the presence of an unwanted CW interfering signal at any other frequency for which a response is obtained, i.e. for which the out-of-band blocking limit as specified in clause 7.6E.3 is not met.
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.7.2 with parameters for the wanted signal as specified in Table 7.7E.0.1-1 and Table 7.7E.0.1-2 for NR V2X bands. The relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.
Table 7.7E.0.1-1: Spurious response parameters for NR V2X
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	30 MHz
	40 MHz

	Power in transmission bandwidth configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	dB
	6
	9
	11
	12

	NOTE 1:	Reference measurement channel is A.7.2



Table 7.7E.0.1-2: Spurious response for NR V2X
	
Parameter
	Unit
	Level

	PInterferer  (CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies



[bookmark: _Toc45888485][bookmark: _Toc45889084][bookmark: _Toc59650451][bookmark: _Toc61357723][bookmark: _Toc61359497][bookmark: _Toc67916437][bookmark: _Toc75533983][bookmark: _Toc75819869][bookmark: _Toc76508713][bookmark: _Toc76717663][bookmark: _Toc83294304][bookmark: _Toc84335343]7.7E.0.2	Spurious response for V2X con-current operation
For the inter-band con-current NR V2X operation, the requirements specified in clause 7.7E.0.1 shall apply for the NR sidelink reception in the operating Bands in Table 5.2E.1-1 and the requirements specified in clause 7.7 shall apply for the NR downlink reception in licensed band while all downlink carriers are active.
The normative reference for this requirement is TS 38.101-1 [2] clause 7.7E.
7.7E.1	Spurious response for V2X / non-concurrent operation

7.7E.2	Spurious response for V2X / con-current operation

[bookmark: _Toc27478618][bookmark: _Toc36227332]7.8	Intermodulation characteristics
[bookmark: _Toc27478619][bookmark: _Toc36227333]7.8.1	General
Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency in the presence of two or more interfering signals which have a specific frequency relationship to the wanted signal
<< End of changes >>
