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<< start of changes  >>
<< Unchanged sections omitted >>
[bookmark: _Toc27410929][bookmark: _Toc36039442][bookmark: _Toc43838802][bookmark: _Toc51772959][bookmark: _Toc58245166][bookmark: _Toc68089615][bookmark: _Toc69067736][bookmark: _Toc75383284][bookmark: _Toc83706932][bookmark: _Toc90491637]A.4.3.2B.2.3.11	Inter-band EN-DC including FR1 and FR2 (three bands)
Table A.4.3.2B.2.3.11-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR1 and FR2, and three bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.11-2)
	Item
	DL inter-band EN-DC including FR1 and FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC including FR1 and FR2 BW Class Combination A_A-A (three bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.2
	pc_DL_inter_band_EN_DC_FR1_FR2_3B_Class_A_A-A
	



Table A.4.3.2B.2.3.11-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR1 and FR2, and three bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.11-2)
	Item
	UL inter-band EN-DC including FR1 and FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC including FR1 and FR2 BW Class Combination A_A (three bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.2
	pc_UL_inter_band_EN_DC_FR1_FR2_3B_Class_A_A
	



Table A.4.3.2B.2.3.11-2: Supported Inter-band EN-DC configurations including FR1 and FR2 (three bands)
	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)	Comment by ZTE-Ma Zhifeng: Remove this column.

	DC_1A_n78A-n257A
	Rel-15
	
	
	

	DC_1A_n79A-n257A
	Rel-15
	
	
	

	DC_3A_n78A-n257A
	Rel-15
	
	
	

	DC_3A_n79A-n257A
	Rel-15
	
	
	

	DC_19A_n78A-n257A
	Rel-15
	
	
	

	DC_19A_n79A-n257A
	Rel-15
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.6.2-1, e.g. ‘DC_1A_n78A-n257A’ indicates EN-DC operation on E-UTRA band 1 with E-UTRA DL Bandwidth Class A and NR CA configuration CA_n78A-n257A on NR band n78 and n257 both with NR DL CA Bandwidth Class A.



[bookmark: _Toc27410930][bookmark: _Toc36039443][bookmark: _Toc43838803][bookmark: _Toc51772960][bookmark: _Toc58245167][bookmark: _Toc68089616][bookmark: _Toc69067737][bookmark: _Toc75383285][bookmark: _Toc83706933][bookmark: _Toc90491638]A.4.3.2B.2.3.12	Inter-band EN-DC including FR1 and FR2 (four bands)
Table A.4.3.2B.2.3.12-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR1 and FR2, and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.12-2)
	Item
	DL inter-band EN-DC including FR1 and FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	Inter-band EN-DC including FR1 and FR2 BW Class Combination A-A_A-A (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_DL_inter_band_EN_DC_FR1_FR2_4B_Class_A-A_A-A
	

	2
	Inter-band EN-DC including FR1 and FR2 BW Class Combination A-A_A-G (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_DL_inter_band_EN_DC_FR1_FR2_4B_Class_A-A_A-G
	

	3
	Inter-band EN-DC including FR1 and FR2 BW Class Combination A-A_A-H (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_DL_inter_band_EN_DC_FR1_FR2_4B_Class_A-A_A-H
	

	4
	Inter-band EN-DC including FR1 and FR2 BW Class Combination A-A_A-I (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_DL_inter_band_EN_DC_FR1_FR2_4B_Class_A-A_A-I
	



Table A.4.3.2B.2.3.12-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR1 and FR2, and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.12-2)
	Item
	UL inter-band EN-DC including FR1 and FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	UL Inter-band EN-DC including FR1 and FR2 BW Class Combination A_A (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_UL_inter_band_EN_DC_FR1_FR2_4B_Class_A_A
	

	2
	UL Inter-band EN-DC including FR1 and FR2 BW Class Combination A_G (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_UL_inter_band_EN_DC_FR1_FR2_4B_Class_A_G
	

	3
	UL Inter-band EN-DC including FR1 and FR2 BW Class Combination A_H (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_UL_inter_band_EN_DC_FR1_FR2_4B_Class_A_H
	

	4
	UL Inter-band EN-DC including FR1 and FR2 BW Class Combination A_I (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_UL_inter_band_EN_DC_FR1_FR2_4B_Class_A_I
	

	5
	UL Inter-band EN-DC including FR1 and FR2 BW Class Combination A_A-A (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_UL_inter_band_EN_DC_FR1_FR2_4B_Class_A_A-A
	

	6
	UL Inter-band EN-DC including FR1 and FR2 BW Class Combination A_A-G (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_UL_inter_band_EN_DC_FR1_FR2_4B_Class_A_A-G
	

	7
	UL Inter-band EN-DC including FR1 and FR2 BW Class Combination A_A-H (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_UL_inter_band_EN_DC_FR1_FR2_4B_Class_A_A-H
	

	8
	UL Inter-band EN-DC including FR1 and FR2 BW Class Combination A_A-I (four bands)
	36.101, 5.6A.1
38.101-1, 5.3A.5
38.101-2, 5.3A.4
38.101-3, 5.5B.6.3
	pc_UL_inter_band_EN_DC_FR1_FR2_4B_Class_A_A-I
	



Table A.4.3.2B.2.3.12-2: Supported Inter-band EN-DC configurations including FR1 and FR2 (four bands)
	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)	Comment by ZTE-Ma Zhifeng: Remove this column.

	DC_1A-3A_n78A-n257A
	Rel-15
	
	
	

	DC_1A-3A_n78A-n257G
	Rel-16
	
	
	

	DC_1A-3A_n78A-n257H
	Rel-16
	
	
	

	DC_1A-3A_n78A-n257I
	Rel-16
	
	
	

	Note 1:	Notation used for inter-band EN-DC Bands is according to TS 38.101-3 [25] Table 5.5B.6.3-1, e.g. ‘DC_1A-3A_n78A-n257G’ indicates EN-DC operation on E-UTRA CA configuration CA_1A-3A with E-UTRA DL Bandwidth Class A for all the E-UTRA bands 1 and 3 and NR bands n78 and n257 with NR DL CA Bandwidth Class A and G respectively.



[bookmark: _Toc27410931][bookmark: _Toc36039444][bookmark: _Toc43838804][bookmark: _Toc51772961][bookmark: _Toc58245168][bookmark: _Toc68089617][bookmark: _Toc69067738][bookmark: _Toc75383286][bookmark: _Toc83706934][bookmark: _Toc90491639]A.4.3.2B.2.3.13	Inter-band EN-DC including FR1 and FR2 (five bands)
Table A.4.3.2B.2.3.13-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR1 and FR2, and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.13-2)
	Item
	DL inter-band EN-DC including FR1 and FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	TBD
	TBD
	TBD
	



Table A.4.3.2B.2.3.13-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR1 and FR2, and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.13-2)
	Item
	UL inter-band EN-DC including FR1 and FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	TBD
	TBD
	TBD
	



Table A.4.3.2B.2.3.13-2: Supported Inter-band EN-DC configurations including FR1 and FR2 (five bands)
	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)	Comment by ZTE-Ma Zhifeng: Remove this column.

	TBD
	TBD
	
	
	



[bookmark: _Toc27410932][bookmark: _Toc36039445][bookmark: _Toc43838805][bookmark: _Toc51772962][bookmark: _Toc58245169][bookmark: _Toc68089618][bookmark: _Toc69067739][bookmark: _Toc75383287][bookmark: _Toc83706935][bookmark: _Toc90491640]A.4.3.2B.2.3.14	Inter-band EN-DC including FR1 and FR2 (six bands)
Table A.4.3.2B.2.3.14-1: Downlink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR1 and FR2, and six bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.14-2)
	Item
	DL inter-band EN-DC including FR1 and FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	TBD
	TBD
	TBD
	



Table A.4.3.2B.2.3.14-1a: Uplink Bandwidth Class Combination capabilities for Inter-band EN-DC including FR1 and FR2, and six bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.14-2)
	Item
	UL inter-band EN-DC including FR1 and FR2 Bandwidth Class
	Ref.
	Mnemonic
	Comments

	1
	TBD
	TBD
	TBD
	



Table A.4.3.2B.2.3.14-2: Supported Inter-band EN-DC configurations including FR1 and FR2 (six bands)
	EN-DC configuration / Item
	Release
	Supported
	Supported EN-DC Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)	Comment by ZTE-Ma Zhifeng: Remove this column.

	TBD
	TBD
	
	
	




==============================================================
<< End of changes >>



