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<Start of modified section>
Table 6.4.1-pp23: USIM Configuration 23pp
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFUST
	
	Service n°4 Service Dialling
Numbers (SDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are available
	

	EFEST
	
	Services n°1 Fixed Dialling Numbers (FDN) is disabled
	

	EFSDN
	
	Two entries of SDNs, eCall Test Number (123456) and eCall reconfiguration number (345678)
	

	EFSDNURI
	
	Two entries of SDNs, eCall Test Number (tel:123456) and eCall reconfiguration number (tel:345678)
	



Table 6.4.1-qq24: USIM Configuration 24qq
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFUST
	
	Service n°2 Fixed Dialling
Numbers (FDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are available
	

	EFEST
	
	Service n°1 Fixed Dialling
Numbers (FDN) is enabled
	

	EFFDN
	
	Two entries of FDNs, eCall Test Number (123456) and eCall reconfiguration number (345678)
	

	EFFDNURI
	
	Two entries of FDNs, eCall Test Number (tel:123456) and eCall reconfiguration number (tel:345678)
	


<End of modifed section>
<Start of modified section>
Table 6.4.1-tt: USIM Configuration tt
	USIM field
	Priority
	Value
	Access Technology Identifier

	EFUST
	
	Service n°2 Fixed Dialling
Numbers (FDN), Service n°99 URI support by UICC, Service n°89 eCall Data and Service n°112 eCall Data over IMS are available
	

	EFEST
	
	Service n°1 Fixed Dialling
Numbers (FDN) is enabled
	

	EFFDN
	
	Two entries of FDNs, eCall Test Number (123456) and eCall reconfiguration number (345678)
	

	EFFDNURI
	
	Two entries of FDNs, eCall Test Number (tel:123456) and eCall reconfiguration number (tel:345678)
	

	EFFPLMN
	
	The HPLMN (MCC+MNC) of the IMSI is set to PLMN4.
	



<End of modifed section>
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