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	Reason for change:
	Current test case describes an establishment of an IMS MO speech call at step 20A-20I. 

Current implementation of the test case expects two IMS MO speech calls. This can cause issues as test case is still waiting an INVITE (MO) during Postamble procedures.
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	Removed for statement in function f_TC_11_2_6_IMS1 to only expect an IMS MO speech call during complete test case execution.
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0. [bookmark: _Toc94860985]Correction to function f_TC_11_2_6_IMS1
	Function name
	f_TC_11_2_6_IMS1

	Reason for change
	Current test case describes an establishment of an IMS MO speech call at step 20A-20I. 
Current implementation of the test case expects two IMS MO speech calls. This can cause issues as test case is still waiting an INVITE (MO) during Postamble procedures.

	Summary of change
	Removed for statement in function f_TC_11_2_6_IMS1 to only expect an IMS MO speech call during complete test fcase execution.

	TTCN module
	LTE\11\IMS_EmergencyCall_IMS.ttcn

	MCC160 Comment
	



Before Change:
	<<SKIPPED CODE>>
  function f_TC_11_2_6_IMS1() runs on IMS_PTC
  { // @sic R5s150177 sic@ @sic R5-150733 sic@
    var template (present) SipUrl v_OtherCalleeUri := cr_SipUrl_Common((c_sipScheme, c_telScheme), ?); // @sic R5s150177 change 9, R5s150204: cr_SipUri_HostPort(?) sic@ @sic R5s150855 change 5 sic@
    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */
    var MessageHeader v_MessageHeader_Response183;
<<REMOVED CODE>>
    var integer v_MaxMOCalls := 2; //2 IMS MO calls to be initiated
    var integer i;
<<REMOVED CODE>>

    f_IMS_PTC_Init();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration(-, -, -, "600000"); // @sic R5-151769 change 1 sic@
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
<<REMOVED CODE>>
    for (i:=0; i< v_MaxMOCalls; i:=i+1) {
<<REMOVED CODE>>
      /* Table 11.2.6.x.x.x Parallel behaviour
         Steps 5-13 expected sequence defined in annex C.21 of TS 34.229-1 [35]. */
      v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4(v_OtherCalleeUri);
      
      f_IMS_IPCAN_WaitForTrigger(IPCAN);
      v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);
      f_IMS_IPCAN_SendCoOrdMsg(IPCAN); // @sic R5s140589 sic@
      
      f_IMS_MOCallSetup_AnnexC21C25_Steps5_8(v_InviteRequestWithSdp, v_MessageHeader_Response183);
      f_IMS_MOCallSetup_AnnexC21C25_Step9_11(v_InviteRequestWithSdp);
      f_IMS_MOCallSetup_Send200OK_ReceiveACK(v_InviteRequestWithSdp);
      
      f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    
      //IMS call to be released
      f_IMS_IPCAN_WaitForTrigger(IPCAN);
      
      f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);
      
      //Inform EUTRA : IMS call released
      f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
<<REMOVED CODE>>
    }
<<REMOVED CODE>>
    f_IMS_IpcanReleaseWithOptionalDeregistration();
  } 
<<SKIPPED CODE>>

	




After Change:
	<<SKIPPED CODE>>
  function f_TC_11_2_6_IMS1() runs on IMS_PTC
  { // @sic R5s150177 sic@ @sic R5-150733 sic@
    var template (present) SipUrl v_OtherCalleeUri := cr_SipUrl_Common((c_sipScheme, c_telScheme), ?); // @sic R5s150177 change 9, R5s150204: cr_SipUri_HostPort(?) sic@ @sic R5s150855 change 5 sic@
    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;  /* @sic R5w140112: IMS_InviteRequestWithSdp_Type instead of IMS_DATA_REQ */
    var MessageHeader v_MessageHeader_Response183;

    f_IMS_PTC_Init();
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_Registration(-, -, -, "600000"); // @sic R5-151769 change 1 sic@
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    
    /* Table 11.2.6.x.x.x Parallel behaviour
       Steps 5-13 expected sequence defined in annex C.21 of TS 34.229-1 [35]. */
    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4(v_OtherCalleeUri);
      
    f_IMS_IPCAN_WaitForTrigger(IPCAN);
    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN); // @sic R5s140589 sic@
      
    f_IMS_MOCallSetup_AnnexC21C25_Steps5_8(v_InviteRequestWithSdp, v_MessageHeader_Response183);
    f_IMS_MOCallSetup_AnnexC21C25_Step9_11(v_InviteRequestWithSdp);
    f_IMS_MOCallSetup_Send200OK_ReceiveACK(v_InviteRequestWithSdp);
      
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    
    //IMS call to be released
    f_IMS_IPCAN_WaitForTrigger(IPCAN);
      
    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite);
      
    //Inform EUTRA : IMS call released
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    
    f_IMS_IpcanReleaseWithOptionalDeregistration();
  }
 <<SKIPPED CODE>>




