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	Reason for change:
	1. The SDAP configuration should be set to None whilst configuring DRB as part of the intra-NR intra-cell handover (Step 6).

2. The default OnSR UL grant configuration should be configured before the OPEN UE TEST LOOP procedure is started.

	
	

	Summary of change:
	1. SDAP configuration set to None for DRB

2. OnSR UL Grant configuration configured.
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc92449144]Corrections required for NR5GC testcase 7.1.3.4.2
0.1 [bookmark: _Toc92449145]Correction to fl_TC_7_1_3_4_2_NR5GC_TestBody
	Function name
	fl_TC_7_1_3_4_2_NR5GC_TestBody()

	Reason for change
	The SDAP configuration should be set to None whilst configuring DRB as part of the intra-NR intra-cell handover (Step 6).

	Summary of change
	SDAP configuration set to None for DRB

	TTCN module
	PDCP_NR5GC

	MCC160 Comment
	



Before Change:
	function fl_TC_7_1_3_4_2_NR5GC_TestBody(NR_PDCP_SS_State_Type p_NR_PDCP_State) runs on NR5GC_PTC
 {

     <<SKIPPED CODE>>

   var template (value) NR_RadioBearerList_Type v_SS_Drb_ConfigList := {f_NR_GetRadioBearerConfig_FullUM(nr_Cell1,p_NR_PDCP_State.DRB_Id ,-,cs_NR_PDCP_RbConfig_TransparentMode(PDCP_SNLength18))};

     <<SKIPPED CODE>>



After Change:
	function fl_TC_7_1_3_4_2_NR5GC_TestBody(NR_PDCP_SS_State_Type p_NR_PDCP_State) runs on NR5GC_PTC
 {

     <<SKIPPED CODE>>

      var template (value) NR_RadioBearerList_Type v_SS_Drb_ConfigList := {f_NR_GetRadioBearerConfig_FullUM(nr_Cell1,p_NR_PDCP_State.DRB_Id,-, cs_NR_PDCP_RbConfig_TransparentMode(PDCP_SNLength18),cs_SDAP_Configuration_None)}; //WA#

     <<SKIPPED CODE>>



0.2 [bookmark: _Toc92449146]Correction to f_TC_7_1_3_4_2_NR5GC
	Function name
	f_TC_7_1_3_4_2_NR5GC()

	Reason for change
	The default OnSR UL grant configuration should be configured before the OPEN UE TEST LOOP procedure is started.

	Summary of change
	OnSR UL Grant configuration configured.

	TTCN module
	PDCP_NR5GC

	MCC160 Comment
	



Before Change:
	function f_TC_7_1_3_4_2_NR5GC() runs on NR5GC_PTC
  { //PDCP handover / Non-lossless handover / PDCP sequence number maintenance

     <<SKIPPED CODE>>

    fl_TC_7_1_3_4_2_NR5GC_TestBody(v_NR_PDCP_State);
    f_NR_TestBody_Set(false);
    
    f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(nr_Cell1);
    
    //Postamble
    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
    f_NR_ReleaseAllCells();
  }




After Change:
	function f_TC_7_1_3_4_2_NR5GC() runs on NR5GC_PTC
  { //PDCP handover / Non-lossless handover / PDCP sequence number maintenance

     <<SKIPPED CODE>>

    fl_TC_7_1_3_4_2_NR5GC_TestBody(v_NR_PDCP_State);
    f_NR_TestBody_Set(false);
    
    f_NR_ULGrantConfiguration_Start(nr_Cell1); //WA#
    f_NR5GC_OpenUE_TestLoopMode_Deactivate_TestMode(nr_Cell1);
    
    //Postamble
    f_NR_Postamble(nr_Cell1, STATE_CONNECTED_3A);
    f_NR_ReleaseAllCells();
  }




