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The network may activate and deactivate the configured Semi-persistent CSI-RS/CSI-IM resource sets of a Serving Cell by sending the SP CSI-RS/CSI-IM Resource Set Activation/Deactivation MAC CE described in clause 6.1.3.12. The configured Semi-persistent CSI-RS/CSI-IM resource sets are initially deactivated upon configuration and after a handover.
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[bookmark: _Toc60777121][bookmark: _Toc68015061]START OF CHANGES
[bookmark: _Toc90287219][bookmark: _Toc46490351][bookmark: _Toc52752046][bookmark: _Toc52796508][bookmark: _Toc76574191][bookmark: _Toc29239849][bookmark: _Toc37296208][bookmark: _Toc46490335][bookmark: _Toc52752030][bookmark: _Toc52796492][bookmark: _Toc90287203]5.7	Discontinuous Reception (DRX)
The MAC entity may be configured by RRC with a DRX functionality that controls the UE's PDCCH monitoring activity for the MAC entity's C-RNTI, CI-RNTI, CS-RNTI, INT-RNTI, SFI-RNTI, SP-CSI-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, TPC-SRS-RNTI, and AI-RNTI. When using DRX operation, the MAC entity shall also monitor PDCCH according to requirements found in other clauses of this specification. When in RRC_CONNECTED, if DRX is configured, for all the activated Serving Cells, the MAC entity may monitor the PDCCH discontinuously using the DRX operation specified in this clause; otherwise the MAC entity shall monitor the PDCCH as specified in TS 38.213 [6].
NOTE 1:	If Sidelink resource allocation mode 1 is configured by RRC, a DRX functionality is not configured.
RRC controls DRX operation by configuring the following parameters:
-	drx-onDurationTimer: the duration at the beginning of a DRX cycle;
-	drx-SlotOffset: the delay before starting the drx-onDurationTimer;
-	drx-InactivityTimer: the duration after the PDCCH occasion in which a PDCCH indicates a new UL or DL transmission for the MAC entity;
-	drx-RetransmissionTimerDL (per DL HARQ process except for the broadcast process): the maximum duration until a DL retransmission is received;
-	drx-RetransmissionTimerUL (per UL HARQ process): the maximum duration until a grant for UL retransmission is received;
-	drx-LongCycleStartOffset: the Long DRX cycle and drx-StartOffset which defines the subframe where the Long and Short DRX cycle starts;
-	drx-ShortCycle (optional): the Short DRX cycle;
-	drx-ShortCycleTimer (optional): the duration the UE shall follow the Short DRX cycle;
-	drx-HARQ-RTT-TimerDL (per DL HARQ process except for the broadcast process): the minimum duration before a DL assignment for HARQ retransmission is expected by the MAC entity;
-	drx-HARQ-RTT-TimerUL (per UL HARQ process): the minimum duration before a UL HARQ retransmission grant is expected by the MAC entity;
-	ps-Wakeup (optional): the configuration to start associated drx-onDurationTimer in case DCP is monitored but not detected;
-	ps-TransmitOtherPeriodicCSI (optional): the configuration to report periodic CSI that is not L1-RSRP on PUCCH during the time duration indicated by drx-onDurationTimer in case DCP is configured but associated drx-onDurationTimer is not started;
-	ps-TransmitPeriodicL1-RSRP (optional): the configuration to transmit periodic CSI that is L1-RSRP on PUCCH during the time duration indicated by drx-onDurationTimer in case DCP is configured but associated drx-onDurationTimer is not started.
Serving Cells of a MAC entity may be configured by RRC in two DRX groups with separate DRX parameters. When RRC does not configure a secondary DRX group, there is only one DRX group and all Serving Cells belong to that one DRX group. When two DRX groups are configured, each Serving Cell is uniquely assigned to either of the two groups. The DRX parameters that are separately configured for each DRX group are: drx-onDurationTimer, drx-InactivityTimer. The DRX parameters that are common to the DRX groups are: drx-SlotOffset, drx-RetransmissionTimerDL, drx-RetransmissionTimerUL, drx-LongCycleStartOffset, drx-ShortCycle (optional), drx-ShortCycleTimer (optional), drx-HARQ-RTT-TimerDL, and drx-HARQ-RTT-TimerUL.
When DRX is configured, the Active Time for Serving Cells in a DRX group includes the time while:
-	drx-onDurationTimer or drx-InactivityTimer configured for the DRX group is running; or
-	drx-RetransmissionTimerDL or drx-RetransmissionTimerUL is running on any Serving Cell in the DRX group; or
-	ra-ContentionResolutionTimer (as described in clause 5.1.5) or msgB-ResponseWindow (as described in clause 5.1.4a) is running; or
-	a Scheduling Request is sent on PUCCH and is pending (as described in clause 5.4.4); or
-	a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the Random Access Preamble not selected by the MAC entity among the contention-based Random Access Preamble (as described in clauses 5.1.4 and 5.1.4a).
When DRX is configured, the MAC entity shall:
1>	if a MAC PDU is received in a configured downlink assignment:
2>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
2>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
1>	if a MAC PDU is transmitted in a configured uplink grant and LBT failure indication is not received from lower layers:
2>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first transmission (within a bundle) of the corresponding PUSCH transmission;
2>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process at the first transmission (within a bundle) of the corresponding PUSCH transmission.
1>	if a drx-HARQ-RTT-TimerDL expires:
2>	if the data of the corresponding HARQ process was not successfully decoded:
3>	start the drx-RetransmissionTimerDL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerDL.
1>	if a drx-HARQ-RTT-TimerUL expires:
2>	start the drx-RetransmissionTimerUL for the corresponding HARQ process in the first symbol after the expiry of drx-HARQ-RTT-TimerUL.
1>	if a DRX Command MAC CE or a Long DRX Command MAC CE is received:
[bookmark: _Hlk49354090]2>	stop drx-onDurationTimer for each DRX group;
2>	stop drx-InactivityTimer for each DRX group.
1>	if drx-InactivityTimer for a DRX group expires:
2>	if the Short DRX cycle is configured:
3>	start or restart drx-ShortCycleTimer for this DRX group in the first symbol after the expiry of drx-InactivityTimer;
3>	use the Short DRX cycle for this DRX group.
2>	else:
3>	use the Long DRX cycle for this DRX group.
1>	if a DRX Command MAC CE is received:
2>	if the Short DRX cycle is configured:
3>	start or restart drx-ShortCycleTimer for each DRX group in the first symbol after the end of DRX Command MAC CE reception;
3>	use the Short DRX cycle for each DRX group.
2>	else:
3>	use the Long DRX cycle for each DRX group.
1>	if drx-ShortCycleTimer for a DRX group expires:
2>	use the Long DRX cycle for this DRX group.
1>	if a Long DRX Command MAC CE is received:
2>	stop drx-ShortCycleTimer for each DRX group;
2>	use the Long DRX cycle for each DRX group.
1>	if the Short DRX cycle is used for a DRX group, and [(SFN × 10) + subframe number] modulo (drx-ShortCycle) = (drx-StartOffset) modulo (drx-ShortCycle):
2>	start drx-onDurationTimer for this DRX group after drx-SlotOffset from the beginning of the subframe.
1>	if the Long DRX cycle is used for a DRX group, and [(SFN × 10) + subframe number] modulo (drx-LongCycle) = drx-StartOffset:
2>	if DCP monitoring is configured for the active DL BWP as specified in TS 38.213 [6], clause 10.3:
3>	if DCP indication associated with the current DRX cycle received from lower layer indicated to start drx-onDurationTimer, as specified in TS 38.213 [6]; or
3>	if all DCP occasion(s) in time domain, as specified in TS 38.213 [6], associated with the current DRX cycle occurred in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to start of the last DCP occasion, or during a measurement gap, or when the MAC entity monitors for a PDCCH transmission on the search space indicated by recoverySearchSpaceId of the SpCell identified by the C-RNTI while the ra-ResponseWindow is running (as specified in clause 5.1.4); or
3>	if ps-Wakeup is configured with value true and DCP indication associated with the current DRX cycle has not been received from lower layers:
4>	start drx-onDurationTimer after drx-SlotOffset from the beginning of the subframe.
2>	else:
3>	start drx-onDurationTimer for this DRX group after drx-SlotOffset from the beginning of the subframe.
NOTE 2:	In case of unaligned SFN across carriers in a cell group, the SFN of the SpCell is used to calculate the DRX duration.
1>	if a DRX group is in Active Time:
2>	monitor the PDCCH on the Serving Cells in this DRX group as specified in TS 38.213 [6];
2>	if the PDCCH indicates a DL transmission:
3>	start the drx-HARQ-RTT-TimerDL for the corresponding HARQ process in the first symbol after the end of the corresponding transmission carrying the DL HARQ feedback;
NOTE 3:	When HARQ feedback is postponed by PDSCH-to-HARQ_feedback timing indicating an inapplicable  non-numerical k1 value, as specified in TS 38.213 [6], the corresponding transmission opportunity to send the DL HARQ feedback is indicated in a later PDCCH requesting the HARQ-ACK feedback.
3>	stop the drx-RetransmissionTimerDL for the corresponding HARQ process.
3>	if the PDSCH-to-HARQ_feedback timing indicate an inapplicable non-numerical k1 value as specified in TS 38.213 [6]:
4>	start the drx-RetransmissionTimerDL in the first symbol after the (end of the last) PDSCH transmission (within a bundle) for the corresponding HARQ process.
2>	if the PDCCH indicates a UL transmission:
3>	start the drx-HARQ-RTT-TimerUL for the corresponding HARQ process in the first symbol after the end of the first transmission (within a bundle) of the corresponding PUSCH transmission;
3>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
2>	if the PDCCH indicates a new transmission (DL or UL) on a Serving Cell in this DRX group:
3>	start or restart drx-InactivityTimer for this DRX group in the first symbol after the end of the PDCCH reception.
NOTE 3a:	A PDCCH indicating activation of SPS or configured grant type 2 is considered to indicate a new transmission.
2>	if a HARQ process receives downlink feedback information and acknowledgement is indicated:
3>	stop the drx-RetransmissionTimerUL for the corresponding HARQ process.
1>	if DCP monitoring is configured for the active DL BWP as specified in TS 38.213 [6], clause 10.3; and
1>	if the current symbol n occurs within drx-onDurationTimer duration; and
1>	if drx-onDurationTimer associated with the current DRX cycle is not started as specified in this clause:
2>	if the MAC entity would not be in Active Time considering grants/assignments/DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:
3>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7];
3>	not report semi-persistent CSI configured on PUSCH;
3>	if ps-TransmitPeriodicL1-RSRP is not configured with value true:
4>	not report periodic CSI that is L1-RSRP on PUCCH.
3>	if ps-TransmitOtherPeriodicCSI is not configured with value true:
4>	not report periodic CSI that is not L1-RSRP on PUCCH.
1>	else:
2>	in current symbol n, if a DRX group would not be in Active Time considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received and Scheduling Request sent until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause:
3>	not transmit periodic SRS and semi-persistent SRS defined in TS 38.214 [7] in this DRX group;
3>	not report CSI on PUCCH and semi-persistent CSI configured on PUSCH in this DRX group.
2>	if CSI masking (csi-Mask) is setup by upper layers:
3>	in current symbol n, if drx-onDurationTimer of a DRX group would not be running considering grants/assignments scheduled on Serving Cell(s) in this DRX group and DRX Command MAC CE/Long DRX Command MAC CE received until 4 ms prior to symbol n when evaluating all DRX Active Time conditions as specified in this clause; and
4>	not report CSI on PUCCH in this DRX group.
NOTE 4:	If a UE multiplexes a CSI configured on PUCCH with other overlapping UCI(s) according to the procedure specified in TS 38.213 [6] clause 9.2.5 and this CSI multiplexed with other UCI(s) would be reported on a PUCCH resource either outside DRX Active Time of the DRX group in which this PUCCH is configured or outside the on-duration period of the DRX group in which this PUCCH is configured if CSI masking is setup by upper layers, it is up to UE implementation whether to report this CSI multiplexed with other UCI(s).
Regardless of whether the MAC entity is monitoring PDCCH or not on the Serving Cells in a DRX group, the MAC entity transmits HARQ feedback, aperiodic CSI on PUSCH, and aperiodic SRS defined in TS 38.214 [7] on the Serving Cells in the DRX group when such is expected.
The MAC entity needs not to monitor the PDCCH if it is not a complete PDCCH occasion (e.g. the Active Time starts or ends in the middle of a PDCCH occasion).
NEXT CHANGES
[bookmark: _GoBack]5.18	Handling of MAC CEs
[bookmark: _Toc90287220]5.18.1	General
This clause specifies the requirements upon reception of the following MAC CEs:
-	SP CSI-RS/CSI-IM Resource Set Activation/Deactivation MAC CE;
-	Aperiodic CSI Trigger State Subselection MAC CE;
-	TCI States Activation/Deactivation for UE-specific PDSCH MAC CE;
-	TCI State Indication for UE-specific PDCCH MAC CE;
-	SP CSI reporting on PUCCH Activation/Deactivation MAC CE;
-	SP SRS Activation/Deactivation MAC CE;
-	PUCCH spatial relation Activation/Deactivation MAC CE;
-	Enhanced PUCCH spatial relation Activation/Deactivation MAC CE;
-	SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE;
-	Recommended Bit Rate MAC CE;
-	Enhanced SP/AP SRS Spatial Relation Indication MAC CE;
-	SRS Pathloss Reference RS Update MAC CE;
-	PUSCH Pathloss Reference RS Update MAC CE;
-	Serving Cell set based SRS Spatial Relation Indication MAC CE;
-	SP Positioning SRS Activation/Deactivation MAC CE;
-	Timing Delta MAC CE;
-	Guard Symbols MAC CEs.
[bookmark: _Toc90287221]5.18.2	Activation/Deactivation of Semi-persistent CSI-RS/CSI-IM resource set
The network may activate and deactivate the configured Semi-persistent CSI-RS/CSI-IM resource sets of a Serving Cell by sending the SP CSI-RS/CSI-IM Resource Set Activation/Deactivation MAC CE described in clause 6.1.3.12. The configured Semi-persistent CSI-RS/CSI-IM resource sets are initially deactivated upon (re-)configuration by upper layers and after a handoverreconfiguration with sync.
The MAC entity shall:
1>	if the MAC entity receives an SP CSI-RS/CSI-IM Resource Set Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SP CSI-RS/CSI-IM Resource Set Activation/Deactivation MAC CE.
[bookmark: _Toc90287222]5.18.3	Aperiodic CSI Trigger State Subselection
The network may select among the configured aperiodic CSI trigger states of a Serving Cell by sending the Aperiodic CSI Trigger State Subselection MAC CE described in clause 6.1.3.13.
The MAC entity shall:
1>	if the MAC entity receives an Aperiodic CSI trigger State Subselection MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding Aperiodic CSI trigger State Subselection MAC CE.
[bookmark: _Toc90287223]5.18.4	Activation/Deactivation of UE-specific PDSCH TCI state
The network may activate and deactivate the configured TCI states for PDSCH of a Serving Cell or a set of Serving Cells configured in simultaneousTCI-UpdateList1 or simultaneousTCI-UpdateList2 by sending the TCI States Activation/Deactivation for UE-specific PDSCH MAC CE described in clause 6.1.3.14. The network may activate and deactivate the configured TCI states for a codepoint of the DCI Transmission configuration indication field as specified in TS 38.212 [9] for PDSCH of a Serving Cell by sending the Enhanced TCI States Activation/Deactivation for UE-specific PDSCH MAC CE described in clause 6.1.3.24. The configured TCI states for PDSCH are initially deactivated upon (re-)configuration by upper layers and after a handoverreconfiguration with sync.
The MAC entity shall:
1>	if the MAC entity receives a TCI States Activation/Deactivation for UE-specific PDSCH MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the TCI States Activation/Deactivation for UE-specific PDSCH MAC CE.
1>	if the MAC entity receives an Enhanced TCI States Activation/Deactivation for UE-specific PDSCH MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the Enhanced TCI States Activation/Deactivation for UE-specific PDSCH MAC CE.
[bookmark: _Toc90287224]5.18.5	Indication of TCI state for UE-specific PDCCH
The network may indicate a TCI state for PDCCH reception for a CORESET of a Serving Cell or a set of Serving Cells configured in simultaneousTCI-UpdateList1 or simultaneousTCI-UpdateList2 by sending the TCI State Indication for UE-specific PDCCH MAC CE described in clause 6.1.3.15.
The MAC entity shall:
1>	if the MAC entity receives a TCI State Indication for UE-specific PDCCH MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the TCI State Indication for UE-specific PDCCH MAC CE.
[bookmark: _Toc90287225]5.18.6	Activation/Deactivation of Semi-persistent CSI reporting on PUCCH
The network may activate and deactivate the configured Semi-persistent CSI reporting on PUCCH of a Serving Cell by sending the SP CSI reporting on PUCCH Activation/Deactivation MAC CE described in clause 6.1.3.16. The configured Semi-persistent CSI reporting on PUCCH is initially deactivated upon (re-)configuration by upper layers and after a handoverreconfiguration with sync.
The MAC entity shall:
1>	if the MAC entity receives an SP CSI reporting on PUCCH Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SP CSI reporting on PUCCH Activation/Deactivation MAC CE.
[bookmark: _Toc90287226]5.18.7	Activation/Deactivation of Semi-persistent SRS and Indication of spatial relation of SP/AP SRS
The network may activate and deactivate the configured Semi-persistent SRS resource sets of a Serving Cell by sending the SP SRS Activation/Deactivation MAC CE described in clause 6.1.3.17. The network may also activate and deactivate the configured Semi-persistent SRS resource sets of a Serving Cell by sending the Enhanced SP/AP SRS Spatial Relation Indication MAC CE described in clause 6.1.3.26. The configured Semi-persistent SRS resource sets are initially deactivated upon (re-)configuration by upper layers and after a handoverreconfiguration with sync. The network may indicate the spatial relation info of SP/AP SRS resource sets of a Serving Cell by sending the Enhanced SP/AP SRS spatial relation Indication MAC CE described in clause 6.1.3.26.
The MAC entity shall:
1>	if the MAC entity receives an SP SRS Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SP SRS Activation/Deactivation MAC CE.
1>	if the MAC entity receives an Enhanced SP/AP SRS Spatial Relation Indication MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the Enhanced SP/AP SRS Spatial Relation Indication MAC CE.
[bookmark: _Toc90287227]5.18.8	Activation/Deactivation of spatial relation of PUCCH resource
The network may activate and deactivate a spatial relation for a PUCCH resource of a Serving Cell by sending the PUCCH spatial relation Activation/Deactivation MAC CE described in clause 6.1.3.18. The network may also activate and deactivate a spatial relation for a PUCCH resource or a PUCCH resource group of a Serving Cell by sending the Enhanced PUCCH spatial relation Activation/Deactivation MAC CE described in clause 6.1.3.25. The configured spatial relation for a PUCCH resource is initially deactivated upon (re-)configuration by upper layers and after reconfiguration with sync.
The MAC entity shall:
1>	if the MAC entity receives a PUCCH spatial relation Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the PUCCH spatial relation Activation/Deactivation MAC CE.
1>	if the MAC entity receives an Enhanced PUCCH spatial relation Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the Enhanced PUCCH spatial relation Activation/Deactivation MAC CE.
[bookmark: _Toc90287228]5.18.9	Activation/Deactivation of semi-persistent ZP CSI-RS resource set
The network may activate and deactivate the configured Semi-persistent ZP CSI-RS resource set of a Serving Cell by sending the SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE described in clause 6.1.3.19. The configured Semi-persistent ZP CSI-RS resource sets are initially deactivated upon (re-)configuration by upper layers and after a handoverreconfiguration with sync.
The MAC entity shall:
1>	if the MAC entity receives an SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE.
[bookmark: _Toc29239872][bookmark: _Toc37296234][bookmark: _Toc46490361][bookmark: _Toc52752056][bookmark: _Toc52796518][bookmark: _Toc90287229]5.18.10	Recommended Bit Rate
The recommended bit rate procedure is used to provide the MAC entity with information about the bit rate which the gNB recommends. The bit rate is the recommended bit rate of the physical layer. Averaging window of default value 2000 ms will apply as specified in TS 26.114 [13].
The gNB may transmit the Recommended bit rate MAC CE to the MAC entity to indicate the recommended bit rate for the UE for a specific logical channel and a specific direction (either uplink or downlink). Upon reception of a Recommended bit rate MAC CE the MAC entity shall:
-	indicate to upper layers the recommended bit rate for the indicated logical channel and direction.
The MAC entity may request the gNB to indicate the recommended bit rate for a specific logical channel and a specific direction. If the MAC entity is requested by upper layers to query the gNB for the recommended bit rate for a logical channel and for a direction (i.e. for uplink or downlink), the MAC entity shall:
1>	if a Recommended bit rate query for this logical channel and this direction has not been triggered:
2>	trigger a Recommended bit rate query for this logical channel, direction, and desired bit rate.
If the MAC entity has UL resources allocated for new transmission the MAC entity shall:
1>	for each Recommended bit rate query that the Recommended Bit Rate procedure determines has been triggered and not cancelled:
2>	if bitRateQueryProhibitTimer for the logical channel and the direction of this Recommended bit rate query is configured, and it is not running; and
2>	if the MAC entity has UL resources allocated for new transmission and the allocated UL resources can accommodate a Recommended bit rate MAC CE plus its subheader as a result of LCP as defined in clause 5.4.3.1:
3>	instruct the Multiplexing and Assembly procedure to generate the Recommended bit rate MAC CE for the logical channel and the direction of this Recommended bit rate query;
3>	start the bitRateQueryProhibitTimer for the logical channel and the direction of this Recommended bit rate query;
3>	cancel this Recommended bit rate query.
[bookmark: _Toc46490362][bookmark: _Toc52752057][bookmark: _Toc52796519][bookmark: _Toc90287230][bookmark: _Toc37296235]5.18.11	Void
[bookmark: _Toc46490363][bookmark: _Toc52752058][bookmark: _Toc52796520][bookmark: _Toc90287231][bookmark: _Toc37296236]5.18.12	Void
[bookmark: _Toc37296237][bookmark: _Toc46490364][bookmark: _Toc52752059][bookmark: _Toc52796521][bookmark: _Toc90287232]5.18.13	Void
[bookmark: _Toc37296238][bookmark: _Toc46490365][bookmark: _Toc52752060][bookmark: _Toc52796522][bookmark: _Toc90287233]5.18.14	Update of Pathloss Reference RS of SRS
The network may activate and update a pathloss reference RS for a SRS resource of a Serving Cell by sending the SRS Pathloss Reference RS Update MAC CE described in clause 6.1.3.27.
The MAC entity shall:
1>	if the MAC entity receives a SRS Pathloss Reference RS Update MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SRS Pathloss Reference RS Update MAC CE.
[bookmark: _Toc37296239][bookmark: _Toc46490366][bookmark: _Toc52752061][bookmark: _Toc52796523][bookmark: _Toc90287234]5.18.15	Update of Pathloss Reference RS of PUSCH
The network may activate and update a pathloss reference RS for PUSCH of a Serving Cell by sending the PUSCH Pathloss Reference RS Update MAC CE described in clause 6.1.3.28.
The MAC entity shall:
1>	if the MAC entity receives a PUSCH Pathloss Reference RS Update MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the PUSCH Pathloss Reference RS Update MAC CE.
[bookmark: _Toc37296240][bookmark: _Toc46490367][bookmark: _Toc52752062][bookmark: _Toc52796524][bookmark: _Toc90287235]5.18.16	Indication of spatial relation of SRS resource for a Serving Cell set
The network may indicate the spatial relation info of SRS resource of a set of Serving Cells configured in simultaneousSpatial-UpdatedList1 or simultaneousSpatial-UpdatedList2 by sending the Serving Cell set based SRS Spatial Relation Indication MAC CE described in clause 6.1.3.29.
The MAC entity shall:
1>	if the MAC entity receives a Serving Cell set based SRS Spatial Relation Indication MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the Serving Cell set based SRS Spatial Relation Indication MAC CE.
[bookmark: _Toc37296241][bookmark: _Toc46490368][bookmark: _Toc52752063][bookmark: _Toc52796525][bookmark: _Toc90287236]5.18.17	Activation/Deactivation of Semi-persistent Positioning SRS
The network may activate and deactivate the configured resource sets of Semi-persistent Positioning SRS of a Serving Cell by sending the SP Positioning SRS Activation/Deactivation MAC CE described in clause 6.1.3.36. The configured resource sets Semi-persistent Positioning SRS are initially deactivated upon (re-)configuration by upper layers and after a handoverreconfiguration with sync.
The MAC entity shall:
1>	if the MAC entity receives an SP Positioning SRS Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SP Positioning SRS Activation/Deactivation MAC CE.
[bookmark: _Toc46490369][bookmark: _Toc52752064][bookmark: _Toc52796526][bookmark: _Toc90287237]5.18.18	Timing offset adjustment for IAB
For IAB operation, in order to achieve time-domain synchronization across multiple backhaul hops, a timing adjustment may be provided to an IAB node by its parent node. This parameter is applicable only to IAB nodes. The Timing Delta MAC CE carries Tdelta which is used to determine the timing adjustment.
Upon reception of a Timing Delta MAC CE the IAB node shall:
-	apply the value of Tdelta as specified in TS 38.213 [6].
[bookmark: _Toc46490370][bookmark: _Toc52752065][bookmark: _Toc52796527][bookmark: _Toc90287238]5.18.19	Guard symbols for IAB
For IAB operation, the MAC entity on the IAB-DU or IAB-donor-DU reserves a sufficient number of symbols at the beginning and/or the end of slots where the child IAB-node switches operation from its IAB-DU to its IAB-MT function and operation from its IAB-MT to its IAB-DU function. The MAC entity on the IAB-DU or IAB-donor-DU informs the child node about the number of guard symbols it provides via the Provided Guard Symbols MAC CE. The IAB-MT on the child node may inform the parent IAB-DU or IAB-donor-DU about the number of guard symbols desired via the Desired Guard Symbols MAC CE.
Upon reception of a Provided Guard Symbols MAC CE the MAC entity shall:
-	indicate to lower layers the number of provided guard symbols and the SCS configuration for the indicated Serving Cell.
The MAC entity may:
1>	if a Desired Guard Symbol query has not been triggered:
2>	trigger a Desired Guard Symbol query for this Serving Cell.
If the MAC entity has UL resources allocated for new transmission the MAC entity shall:
1>	for each Desired Guard Symbol query that has been triggered and not cancelled:
2>	if the allocated UL resources can accommodate a Desired Guard Symbols MAC CE plus its subheader as a result of LCP as defined in clause 5.4.3.1:
3>	instruct the Multiplexing and Assembly procedure to generate the Desired Guard Symbols MAC CE;
3>	cancel this Desired Guard Symbol query.
A separate value for the number of guard symbols is specified for each of the following eight switching scenarios (see Table 5.18.19-1).
Table 5.18.19-1: Switching scenarios and relevant guard symbols
	Switching scenario
	Field for number of guard symbols in MAC CE

	IAB-MT operation to IAB-DU operation
	MT Rx to DU Tx
	NmbGS1

	
	MT Rx to DU Rx
	NmbGS2

	
	MT Tx to DU Tx
	NmbGS3

	
	MT Tx to DU Rx
	NmbGS4

	IAB-DU operation to IAB-MT operation
	DU Rx to MT Tx
	NmbGS5

	
	DU Rx to MT Rx
	NmbGS6

	
	DU Tx to MT Tx
	NmbGS7

	
	DU Tx to MT Rx
	NmbGS8


END OF CHANGES
