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Table 5.5A.3.1-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configurationor single uplink carrier5
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n1A-n3A
	CA_n1A-n3A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n1(2A)-n3A
	-
	n1
	See CA_n1(2A) bandwidth combination set 0 in Table 5.5A.2-1
	0

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n1(2A)-n5A
	-
	n1
	See CA_n1(2A) bandwidth combination set 0 in Table 5.5A.2-1
	0

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n1(2A)-n8A
	-
	n1
	See CA_n1(2A) bandwidth combination set 0 in Table 5.5A.2-1
	0

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n1A-n77A
	-
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n78A
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n78A
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n78A
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	2

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n1A-n78(2A)
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	
	
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	2

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n1A-n78C
	CA_n1A-n78A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	
	
	n1
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	2

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n1(2A)-n78A
	-
	n1
	See CA_n1(2A) bandwidth combination set 0 in Table 5.5A.2-1
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n1A-n79A
	CA_n1A-n79A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n3A-n5A
	CA_n3A-n5A
	n3
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	0

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n3(2A)-n5A
	-
	n3
	See CA_n3(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n5
	5
	10
	15
	
	
	
	
	
	
	
	
	
	
	

	CA_n3(2A)-n8A
	-
	n3
	See CA_n3(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n3A-n41A
	n414
CA_n3A-n41A4
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n3A-n77A
	-
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n3A-n78A
	CA_n3A-n78A
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n3A-n78(2A)
	CA_n3A-n78A
CA_n78(2A)
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	CA_n3A-n78A
	n3
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n3(2A)-n78A
	-
	n3
	See CA_n3(2A) bandwidth combination set 0 in Table 5.5A.2-1
	0

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n3A-n79A
	-
	n3
	5
	10
	15
	20
	25
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n5A-n7A
	-
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	

	CA_n5A-n78A
	CA_n5A-n78A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n5A-n78(2A)
	CA_n5A-n78A
	n5
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0


	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 2 in Table 5.5A.2-1
	

	CA_n7A-n78A
	CA_n7A-n78A
	n7
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n7
	5
	10
	15
	20
	25
	30
	40
	50
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n8A-n75A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n8A-n78A
	CA_n8A-n78A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	
	
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n8A-n78(2A)
	CA_n8A-n78A
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n8A-n79A
	-
	n8
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n79
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n24A-n41A
	CA_n24A-41A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n24A-41(2A)
	CA_n24A-41A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	

	CA_n24A-n48A
	CA_n24A-48A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	5
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n24A-n48B
	CA_n24A-48A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48B Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n24A-48(2A)
	CA_n24A-48A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n24A-n77A
	CA_n24A-77A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	 
	10
	15
	20
	25
	30
	40
	50
	60
	70
	80
	90
	100
	

	CA_n24A-n77C
	CA_n24A-77A
	n24
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n77
	See CA_n77C Bandwidth Combination Set 1 in Table 5.5A.1-1
	

	CA_n25A-n46A
	-
	n25
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	

	CA_n26A-n66A
	CA_n26A-n66A
	n26
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n26A-n70A
	CA_n26A-n70A
	n26
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n26A-n66(2A)
	CA_n26A-n66A
	n26
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	
	

	CA_n28A-n41A
	CA_n28A-n41A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n28A-n41A
	CA_n28A-n41A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	1

	
	
	n41
	
	10
	15
	20
	25
	30
	40
	50
	60
	
	80
	90
	100
	

	CA_n28A-n75A
	-
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n28A-n78A
	CA_n28A-n78A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n28A-n78(2A)
	CA_n28A-n78A
	n28
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	See CA_n78(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n28A-n79A
	CA_n28A-n79A
	n28
	5
	10
	15
	20
	
	30
	
	
	
	
	
	
	
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n29A-n66A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	CA_n29A-n66B
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n29A-n66(2A)
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n29A-n70A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n41A-n78A
	-
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	
	100
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n41A-n79A
	CA_n41A-n79A
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	
	
	n41
	
	10
	15
	20
	
	
	40
	50
	60
	
	
	
	
	1

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n41C-n79A
	CA_n41A-n79A
CA_n41C
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n46A-n48A
	CA_n46A-n48A
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	0

	
	
	n48
	
	
	
	20
	
	
	
	
	
	
	
	
	
	

	CA_n46B-n48A
	CA_n46A-n48A
	n46
	See CA_n46B Bandwidth Combination Set 0 in 38.101-1 Table 5.5A.1-1
	0

	
	
	n48
	
	
	
	20
	
	
	
	
	
	
	
	
	
	

	CA_n46C-n48A
	CA_n46A-n48A
	n46
	See CA_n46C Bandwidth Combination Set 0 in 38.101-1 Table 5.5A.1-1
	0

	
	
	n48
	
	
	
	20
	
	
	
	
	
	
	
	
	
	

	CA_n46D-n48A
	CA_n46A-n48A
	n46
	See CA_n46D Bandwidth Combination Set 0 in 38.101-1 Table 5.5A.1-1
	0

	
	
	n48
	
	
	
	20
	
	
	
	
	
	
	
	
	
	

	CA_n46E-n48A
	CA_n46A-n48A
	n46
	See CA_n46E Bandwidth Combination Set 0 in 38.101-1 Table 5.5A.1-1
	0

	
	
	n48
	
	
	
	20
	
	
	
	
	
	
	
	
	
	

	CA_n46A-n66A
	-
	n46
	
	
	
	20
	
	
	40
	
	60
	
	80
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48A-n66A
	CA_n48A-n66A
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n48
	5
	10
	15
	20
	
	
	40
	501
	601
	
	801
	901
	1001
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701 
	801
	901
	1001
	2

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48A-n66(2A)
	CA_n48A-n66A
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701
	801
	901
	1001
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n48A-n70A6
	CA_n48A-n70A
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701 
	801
	901
	1001
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n48A-n71A
	CA_n48A-n71A
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701 
	801
	901
	1001
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n48A-n71(2A)
	CA_n48A-n71A
	n48
	5
	10
	15
	20
	
	30
	40
	501
	601
	701
	801
	901
	1001
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n48B-n66A
	CA_n48A-n66A
	n48
	See CA_n48B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48B Bandwidth Combination Set 1 in Table 5.5A.1-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	2

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48B-n70A
	CA_n48A-n70A
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n48B-n71A
	CA_n48A-n71A
	n48
	See CA_n48B Bandwidth Combination Set 2 in Table 5.5A.1-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n48(2A)-n66A
	CA_n48A-n66A
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	1

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	
	
	n48
	See CA_n48(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	2

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	

	CA_n48(2A)-n70A
	CA_n48A-n70A
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n48(2A)-n71A
	CA_n48A-n71A
	n48
	See CA_n48(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n66A-n70A
	-
	n66
	5
	10
	15
	20
	25
	
	
	
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n66B-n70A
	-
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n70A
	-
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	

	CA_n66A-n71A
	CA_n66A-n71A
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n66A-n71(2A)
	-
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	
	CA_n66A-n71A
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	
	1

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n66(2A)-n71A
	CA_n66A-n71A
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n71(2A)
	CA_n66A-n71A
	n66
	See CA_n66(2A) Bandwidth Combination Set 1 in Table 5.5A.2-1
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n66B-n71A
	CA_n66A-n71A
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n70A-n71A
	CA_n70A-n71A
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	
	0

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	

	CA_n70A-n71A(2A)
	CA_n70A-n71A
	n70
	5
	10
	15
	201
	
	
	
	
	
	
	
	
	
	0

	
	
	n71
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n75A-n78A
	-
	n75
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n76A-n78A
	-
	n76
	5
	
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	

	CA_n77A-n79A
	-
	n77
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	CA_n78A-n79A
	-
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	
	80
	90
	100
	0

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	
	80
	
	100
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink.
NOTE 2:	The minimum requirements for intra-band contiguous or non-contiguous CA apply.
NOTE 3:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
NOTE 4: 	Power Class 2 is allowed for this uplink combination or single uplink carrier in this downlink/uplink combination
NOTE 5: 	Only single uplink carriers with power class other than PC3 are listed.
NOTE 6:   The same configuration applies to corresponding NR-DC configuration in Table 5.5B.1-1. If UE supporting NR-DC configuration do not support the corresponding CA configuration, NR-DC configuration is used in CA test cases.
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Table 5.5A.3.2-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (three bands)
	NR CA configuration
	Uplink CA configuration
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	
	
	
	5
	10
	15
	20
	25
	30 
	40
	50
	60
	80
	90
	100
	

	CA_n1A-n78A-n79A4
	CA_n1A-n78A
CA_n1A-n79A
CA_n78A-n79A
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n78
	
	10
	15
	20
	
	
	40
	50
	60
	80
	90
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	
	
	

	
	
	n1
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	1

	
	
	n78
	
	10
	15
	20
	25
	30
	40
	50
	60
	80
	90
	
	

	
	
	n79
	
	
	
	
	
	
	40
	50
	60
	80
	
	
	

	CA_n26A-n66A-n70A
	CA_n26A-n66A CA_n26A-n70A
	n26
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	CA_n29A-n66A-n70A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	CA_n29A-n66B-n70A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1 in TS38.101-1
	

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	CA_n29A-n66(2A)-n70A
	-
	n29
	5
	10
	
	
	
	
	
	
	
	
	
	
	0

	
	
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 in TS38.101-1
	

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	CA_n48A-n66A-n70A
	CA_n48A-n66A
CA_n48-n70A
	n48
	5
	10
	15
	20
	
	30
	40
	50
	60
	80
	90
	100
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	CA_n48A-n66A-n71A
	CA_n48A-n71A
CA_n66A-n71A
CA_n48A-n66A
	n48
	5
	10
	15
	20
	
	30
	40
	50
	60
	80
	90
	100
	0

	
	
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n48A-n70A-n71A
	CA_n48A-n71A
CA_n70A-n71A
CA_n48A-n70A
	n48
	5
	10
	15
	20
	
	30
	40
	50
	60
	80
	90
	100
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n66A-n70A-n71A
	CA_n66A-n71A
CA_n70A-n71A
	n66
	5
	10
	15
	20
	
	
	40
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n66A-n70A-n71(2A)
	CA_n66A-n71A
CA_n70A-n71A
	n66
	5
	10
	15
	20
	25
	30
	40
	
	
	
	
	
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	
	
	n71
	
	See CA_n71(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n66B-n70A-n71A
	CA_n66A-n71A
CA_n70A-n71A
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A.1-1 in TS 38.101-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n70A-n71A
	CA_n66A-n71A
CA_n70A-n71A
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1 in TS 38.101-1
	0

	
	
	n70
	5
	10
	15
	201
	251
	
	
	
	
	
	
	
	

	
	
	n71
	5
	10
	15
	20
	
	
	
	
	
	
	
	
	

	NOTE 1:	This UE channel bandwidth is applicable only to downlink
NOTE 2:	For the 20 MHz bandwidth, the minimum requirements are specified for NR UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz.
NOTE 3:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
NOTE 4:	Simultaneous Rx/Tx capability for TDD combinations does not apply for UEs supporting band n78 with an n77 implementation.
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Table 5.5A.3.3-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (four bands)


5.5B	Configurations for DC
For an NR- DC configuration specified in Table 5.5B.1-1, the bandwidth combination sets for the corresponding NR CA configuration in 5.5A.3,i.e.,dual uplink inter-band carrier aggregation with uplink assigned to two NR bands, are applicable to Dual Connectivity. If UE supporting NR-DC configuration do not support the corresponding CA configuration, NR-DC configuration is used in CA test cases.
Table 5.5B.1-1: Inter-band NR- DC configurations (two bands)
	NR-DC
configuration
	Uplink NR-DC
configuration

	DC_n48A-n70A
	DC_n48A-n70A
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-------- End of changes --------
