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<Unchanged Text Skipped>
Table 6.2.2.4.1-4: Uplink configuration for almost contiguous allocation
	Channel Bandwidth（MHz）
	SCS(kHz)
	OFDM
	Outer Full
	Inner Full

	
	
	
	
	

	
	
	
	Cluster1 RB allocations
	Cluster2 RB allocations
	Cluster1 RB allocations
	Cluster2 RB allocations

	
	
	
	(LCRB @ RBstart)
	(LCRB @ RBstart)
	(LCRB @ RBstart)
	(LCRB @ RBstart)

	25
	15
	CP
	48@0
	53@80
	N/A
	N/A

	
	30
	CP
	24@0
	25@40
	N/A
	N/A

	
	60
	CP
	12@0
	13@18
	N/A
	N/A

	30
	15
	CP
	64@0
	64@96
	N/A
	N/A

	
	30
	CP
	32@0
	30@48
	N/A
	N/A

	
	60
	CP
	16@0
	14@24
	N/A
	N/A

	40
	15
	CP
	80@0
	88@128
	N/A
	N/A

	
	30
	CP
	40@0
	42@64
	N/A
	N/A

	
	60
	CP
	20@0
	19@32
	12@12
	8@28

	45
	15
	CP
	80@0
	116@126
	48@64
	55@128

	
	30
	CP
	40@0
	55@64
	24@32
	26@64

	
	60
	CP
	20@0
	26@32
	12@16
	12@32

	50
	15
	CP
	96@0
	110@160
	48@64
	48@144

	
	30
	CP
	48@0
	53@80
	24@32
	24@72

	
	60
	CP
	24@0
	25@40
	12@16
	12@36

	60
	15
	CP
	N/A
	N/A
	N/A
	N/A

	
	30
	CP
	64@0
	66@96
	32@32
	16@80

	
	60
	CP
	32@0
	31@48
	16@16
	8@40

	70
	15
	CP
	N/A
	N/A
	N/A
	N/A

	
	30
	CP
	80@0
	77@112
	32@32
	16@80

	
	60
	CP
	40@0
	37@56
	16@16
	8@40

	80
	15
	CP
	N/A
	N/A
	N/A
	N/A

	
	30
	CP
	80@0
	89@128
	32@32
	16@80

	
	60
	CP
	40@0
	43@64
	16@16
	8@40

	90
	15
	CP
	N/A
	N/A
	N/A
	N/A

	
	30
	CP
	96@0
	101@144
	32@32
	16@80

	
	60
	CP
	48@0
	49@72
	16@16
	8@40

	100
	15
	CP
	N/A
	N/A
	N/A
	N/A

	
	30
	CP
	112@0
	97@176
	48@64
	48@144

	
	60
	CP
	48@0
	55@80
	24@32
	24@72
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