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[bookmark: _Toc524968914][bookmark: _Toc524968908][bookmark: _Toc75510019][bookmark: _Toc68538436][bookmark: _Toc52217967][bookmark: _Toc36713654][bookmark: _Toc90971497][bookmark: _Toc36713251][bookmark: _Toc58499579]<<< START OF CHANGES >>>
[bookmark: _Toc68538434][bookmark: _Toc58499577][bookmark: _Toc36713249][bookmark: _Toc90971495][bookmark: _Toc100158403][bookmark: _Toc75510017][bookmark: _Toc20936804][bookmark: _Toc36713652][bookmark: _Toc52217965]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [9] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [9].
For the purposes of the present document, the following abbreviations apply:
5GS	5G System
ACLR	Adjacent Channel Leakage Ratio
BWP	Bandwidth Part
CA	Carrier Aggregation
DC	Dual Connectivity
DRX	Discontinuous Reception
EIRP	Effective Isotropic Radiated Power
EN-DC	E-UTRA/NR Dual Connectivity
FR1	Frequency Range 1 (410 MHz - 7125 MHz)
FR2	Frequency Range 2 (24250 MHz - 52600 MHz)
HST	High Speed Train
ICS	Implementation Conformance Statement
IXIT	Implementation eXtra Information for Testing
NR	New Radio
NSA	Non-Standalone, a mode of operation where operation of another radio is assisted with another radio
PIXIT	Protocol Implementation eXtra Information for Testing
PRACH	Physical Random Access Channel
RLM	Radio Link Monitoring
RRM	Radio Resource Management
SA	Standalone
SCS	System Conformance Statement
SUL	Supplementary UpLink
TC	Test Case
TRP	Total Radiated Power
TxD	Tx Diversity
UEUT	User Equipment Under Test
UL MIMO	Uplink Multiple Antenna transmission
V2X	Vehicle to Everything
[bookmark: _Toc90971496][bookmark: _Toc36713653][bookmark: _Toc52217966][bookmark: _Toc20936805][bookmark: _Toc75510018][bookmark: _Toc100158404][bookmark: _Toc58499578][bookmark: _Toc68538435][bookmark: _Toc36713250]4	Recommended test case applicability
[bookmark: _Toc100158405]<< UNCHANGED PARTS SKIPPED >>
4.0	Test case conditions and selection criteria
For the purposes of the present document, the applicability of conformance test cases conditions given in Table 4.0-1 apply. The tested bands selection criteria given in Table 4.0-2 apply. The tested CA/DC configuration selection criteria given in Table 4.0-3 apply. The ICS proformas used in Table 4.0-1, Table 4.0-2 and Table 4.0-3 are defined in TS 38.508-2 [8] unless otherwise stated.
[bookmark: _Hlk68458867]Table 4.0-1: Applicability of conformance test cases conditions
	C001	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 THEN R ELSE N/A

	C001a	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.1-7/3 THEN R ELSE N/A

	C001b	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.5-1/1 THEN R ELSE N/A

	C001c	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.1-2/2e OR A.4.3.1-2/12) THEN R ELSE N/A

	C001d	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/QQ) THEN R ELSE N/A

	C001e	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND A.4.3.2-1/XX THEN R ELSE N/A

	C002	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.1-2/3 OR A.4.1-2/5) THEN R ELSE N/A

	C003	IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.2-1/14 OR A.4.3.2-1/15) THEN R ELSE N/A

	C003b	IF A.4.1-1/1 AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.2-1/14 OR A.4.3.2-1/15) AND (A.4.3.2-1/58 OR A.4.3.2-1/59 OR A.4.3.2-1/60) THEN R ELSE N/A

	C003a	IF A.4.1-1/1 AND A.4.1-2/7 AND A.4.1-3/1 AND (A.4.3.2-1/14 OR A.4.3.2-1/15) THEN R ELSE N/A



<< UNCHANGED PARTS SKIPPED >>
Table 4.0-2: Tested Bands Selection Criteria
	Code
	Tested Bands Selection Criteria
	Comment

	D001
	(A.4.3.1-1 OR A.4.3.1-2) AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FR1 Bands without SUL/SDL bands

	D002
	A.4.3.1-4
	All supported FR1 PC2 Bands

	D003
	A.4.3.1-5
	All supported FR1 SUL Bands

	D004
	{1,2,3,5,7,8,12,14,20,25,28,30,34,38,39,40,41,50,51,65,66,70,71,74,75,76}
	UE supported bands among n1,n2,n3,n5,n7,n8,n12,n14,n20,n25,n28,n30,n34,n38,n39,n40,n41,n50,n51,n65,n66,n70,n71,n74,n75,n76

	D005
	A.4.3.1-3
	All supported FR2 Bands

	D006
	A.4.3.1-1 OR A.4.3.1-2
	All supported FR1 Bands

	D007
	A.4.3.1-1 OR A.4.3.1-2 OR A.4.3.1-3
	All supported NR Bands

	D008
	ANY((A.4.3.1-1) AND 10MHz)
	Any FDD FR1 band within the set supporting 10 MHz UE Channel BW

	D009
	ANY((A.4.3.1-2) AND 20MHz)
	Any TDD FR1 band within the set supporting 20 MHz UE Channel BW

	D010
	ANY((A.4.3.1-2) AND 40MHz)
	Any TDD FR1 band within the set supporting 40 MHz UE Channel BW

	D011
	A.4.3.9-4a OR A.4.3.9-4b
	All supported 4 Rx antenna ports Bands

	D012
	A.4.3.1-1 AND NOT (A.4.3.1-5 OR A.4.3.1-6)
	All supported FDD bands without SUL/SDL bands

	D013
	ANY((A.4.3.1-3) AND 50MHz)
	Any TDD FR2 band within the set supporting 50 MHz UE Channel BW

	D014
	ANY((A.4.3.1-3) AND 100MHz)
	Any TDD FR2 band within the set supporting 100 MHz UE Channel BW

	D015
	ANY((A.4.3.1-3) AND 200MHz)
	Any TDD FR2 band within the set supporting 200 MHz UE Channel BW

	D016
	A.4.3.1-9
	All supported FR1 sidelink bands

	D017
	{40, 41, 77, 78, 79}
	UE supported TDD bands among n40, n41, n77, n78, n79

	D018
	A.4.3.1-2/2e OR A.4.3.1-2/12
	All supported FR1 Bands for operation with shared spectrum channel access

	D019
	{34, 38, 39, 48, 90} AND 10MHz
	TDD FR1 bands among n34, n38, n39, n48, n90 supporting 10MHz UE Channel BW

	Dxx1
	ANY((A.4.3.1-1 OR A.4.3.1-2) AND NOT (A.4.3.2-1/XX))
	Any FDD or TDD FR1 band not supporting TxD

	Dxx2
	ANY((A.4.3.1-4 AND A.4.3.2-1/XX) OR A.4.3.1-4e) 
	Any NR FR1 PC2 band supporting TxD OR any NR FR1 PC1.5 band

	NOTE 1:	Band Selection is based on set theory. For each feature, item number shall correspond to the Band number. The result is the set of bands for which the test shall be conducted. The following operators are used:
		AND:	Set intersection ( [image: \cap \!\,] ). {1,2} AND {2,3} = {2}
		OR:	Set union ( [image: \cup \!\,] ). {1,2} OR {2,3} = {1,2,3}
		NOT:	Set complement (\), full set being all bands. NOT{1} = {2 ...256}
		Also note that this is set without repetitions so {1} AND {1} = {1}
	The following basic sets are used:
		{1,2}:				Explicitly given band set
		10MHz:			All bands supporting 10 MHz




<< UNCHANGED PARTS SKIPPED >>

[bookmark: _Toc20936807][bookmark: _Toc58499581][bookmark: _Toc68538438][bookmark: _Toc100158407][bookmark: _Toc90971499][bookmark: _Toc36713253][bookmark: _Toc75510021][bookmark: _Toc52217969][bookmark: _Toc36713656][bookmark: _Toc69305897][bookmark: _Toc27477788][bookmark: _Toc60825000][bookmark: _Toc44323722][bookmark: _Toc36226467][bookmark: _Toc52989887][bookmark: _Toc60823078]4.1.1	FR1 standalone conformance test cases
Table 4.1.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-1 [1]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001Dxx1
	PC1
PC1.5
PC2
PC3
	

	6.2.2
	UE maximum output power reduction
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001Dxx1
	PC1
PC1.5
PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5.2.4.1 is executed.
Skip TC 6.2.2 if UE supports NSA and TS 38.521-3 TC 6.2B.2.3 or 6.5B.2.3.3.1 has been executed.

	6.2.3
	UE additional maximum output power reduction
	Rel-15
	C001
	UEs supporting 5GS FR1 PC3
	D001Dxx1
	PC1
PC1.5
PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5.2.3, 6.5.2.4.2 and 6.5.3.3 are executed.
Skip TC 6.2.3 if UE supports NSA and TS 38.521-3 TC 6.2B.3.3 has been executed or TS 38.521-3 TCs 6.5B.2.3.2, 6.5B.2.3.3.2 and 6.5B.4.3 have been executed.

	<< UNCHANGED PARTS SKIPPED >>

	6.2D.2
	UE maximum output power reduction for UL MIMO
	Rel-15
	C003
	UEs supporting 5GS FR1 and UL MIMO
	D001
	PC2
PC3
	Test execution is not necessary if TS 38.521-1 TC 6.5D.2.4.1 is executed.

	<< UNCHANGED PARTS SKIPPED >>

	6.5.2.4.1
	NR ACLR
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001Dxx1
	PC1
PC1.5
PC2
PC3
	Skip TC 6.5.2.4.1 if UE supports NSA and TS 38.521-3 TC 6.5B.2.3.3.1 has been executed.

	<< UNCHANGED PARTS SKIPPED >>

	6.5F.2.4
	Adjacent channel leakage ratio for operation with shared spectrum channel access
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	6.5F.3.1
	General spurious emissions
	Rel-16
	C001c
	UEs supporting 5GS FR1 and operation with shared spectrum channel access
	D018
	
	

	6.2G
	Transmitter power for Tx Diversity
	
	
	
	
	
	

	6.2G.1
	UE maximum output power for Tx Diversity
	Rel-15
	C001e
	UEs supporting 5GS FR1 and transparent Tx diversity at least one NR FR1 band
	Dxx2
	
PC2
	

	6.2G.2
	UE maximum output power reduction for Tx Diversity
	Rel-15
	C001e
	UEs supporting 5GS FR1 and transparent Tx diversity at least one NR FR1 band
	Dxx2
	PC1.5
PC2
	

	6.2G.3	
	UE additional maximum output power reduction
	Rel-15
	C001e
	UEs supporting 5GS FR1 and transparent Tx diversity at least one NR FR1 band
	Dxx2
	PC1.5
PC2
	

	6.5G.2.3
	Adjacent channel leakage ratio
	Rel-15
	C001e
	UEs supporting 5GS FR1 and transparent Tx diversity at least one NR FR1 band
	Dxx2
	PC1.5
PC2
	

	7
	Receiver Characteristics
	
	
	
	
	
	

	7.3.2
	Reference sensitivity power level
	Rel-15
	C001
	UEs supporting 5GS FR1
	D001
	2Rx
4Rx
	


<< END OF CHANGES >>
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