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NOTE:	This clause has been written such that it does not constrain the implementation of different architectures and designs of test equipment.
All test equipment used to perform conformance testing for frequency range 1 on a UE shall provide the following minimum functionality:
-	Conducted test method 
All test equipment used to perform conformance testing for frequency range 2 on a UE shall provide the following minimum functionality:
-	OTA test method
All test equipment used to perform conformance testing on a UE shall provide a platform suitable for testing UE's that are either:
-	non-standalone(NSA) mode; or
-	standalone(SA) mode.
All test equipment used to perform conformance testing on a UE shall provide a platform suitable for testing UE's that are either of following duplex mode for NR and E-UTRA (NSA only) respectively.
a)	FDD Mode; or
b)	TDD Mode; or
c)	both FDD/TDD Modes; or.
d)	HD-FDD Mode (NR RedCap only).
All test equipment shall provide the following minimum functionality.
-	The capability of emulating a single NR cell and a single E-UTRA (for NSA mode only) cell with the appropriate channels to allow the UE to register on the cell.
-	The capability to allow the UE to set up an RRC connection with the system simulator, and to maintain the connection for the duration of the test.
-	The capability (for the specific test):
-	to select and support an appropriate radio bearer for the downlink;
-	to set up and support the appropriate radio bearer for the uplink;
<End of modified section 1>
