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<Unchanged Text Skipped>
[bookmark: _Toc21026404][bookmark: _Toc27743657][bookmark: _Toc36196801][bookmark: _Toc36197493][bookmark: _Toc43898158][bookmark: _Toc52550649][bookmark: _Toc58952354][bookmark: _Toc68098109][bookmark: _Toc68098382][bookmark: _Toc68360512][bookmark: _Toc76557577][bookmark: _Toc84435469][bookmark: _Toc92802637]6.2.3	UE maximum output power with additional requirements
Editor’s note: The following aspects are either missing or not yet determined:
· Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2 and 4.
6.2.3.1	Test purpose
Additional spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power.
6.2.3.2	Test applicability
This test case applies to all types of NR UE release 15 and forward. 
6.2.3.3	Minimum conformance requirements

<Unchanged Text Skipped>

6.2.3.4	Test description
6.2.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.2.3.4.1-2 to Table 6.2.3.4.1-3. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.2.3.4.1-1: Void

Table 6.2.3.4.1-2: Test configuration table for NS_202
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-
	Modulation
	RB allocation
(NOTE 1)

	1 (NOTE 4)
	
	DFT-s-OFDM QPSK
	Inner_Full

	2
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left for PC2, PC3 and PC4
Inner_Partial for PC1 (NOTE 2)

	3 (NOTE 3)
	
	DFT-s-OFDM 64QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 3:	Test ID only applicable to PC1
NOTE 4:	Test ID only applicable to PC21, PC3 and PC4



Table 6.2.3.4.1-3: Test configuration table for NS_203
	[bookmark: _Hlk86239378]Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Frequency
	Channel Bandwidth
	Downlink Configuration
	Uplink Configuration

	
	
	
	-
	Modulation
	RB allocation
(NOTE 1)

	1
	Default
	Default
	
	DFT-s-OFDM QPSK
	Inner_Full

	2
	Default
	Default
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left for PC2, PC3 and PC4
Inner_Partial for PC1 (NOTE 2)

	3 (NOTE 2)
	Low range + Channel Bandwidth
	Default
	
	DFT-s-OFDM QPSK
	Inner_Partial

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test ID only applicable to PC1
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