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<Start of Changes>
6.3.4.4.5	Test requirement
The requirement for the power measurements made in step (1.5) and (2.5) of the test procedure shall not exceed the values specified in Table 6.3.4.4.5-1 and Table 6.3.4.4.5-2. The power measurement period shall be 1 sub-frame (1ms).
Table 6.3.4.4.5-1: Power control tolerance (Pint ≥ P ≥ Pmin)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUCCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(5.5dB+TT) dB of the 1st measurement.

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(5.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3.4.4.5-3.



Table 6.3.4.4.5-2: Power control tolerance (Pmax ≥ P > Pint)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUCCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(3.5dB+TT) dB of the 1st measurement.

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(3.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3.4.4.5-4.



[bookmark: _Hlk84421471]Table 6.3.4.4.5-3: Test Tolerance (Pint ≥ P ≥ Pmin)
	Test Metric
	FR2a
	FR2b

	IFF (Max device size ≤ 30 cm)
	0.26 dB
	0.26 dB



Table 6.3.4.4.5-4: Test Tolerance (Pmax ≥ P > Pint)
	Test Metric
	FR2a
	FR2b

	IFF (Max device size ≤ 30 cm)
	0.26 dB
	0.26 dB



[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<Unchanged Text Skipped>

6.3A.4.4.1.5	Test requirement
The requirement for the power measurements made in step 8 of the test procedure shall not exceed the values specified in Table 6.3A.4.4.1.5-1 and Table 6.3A.4.4.1.5-2. The power measurement period shall be 1 sub-frame (1ms).
Table 6.3A.4.4.1.5-1: Power control tolerance (Pint ≥ P ≥ Pmin)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(5.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.1.5-3.



Table 6.3A.4.4.1.5-2: Power control tolerance (Pmax ≥ P > Pint)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(3.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.1.5-4.



Table 6.3A.4.4.1.5-3: Test Tolerance (Pint ≥ P ≥ Pmin)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



Table 6.3A.4.4.1.5-4: Test Tolerance (Pmax ≥ P > Pint)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



<Unchanged Text Skipped>

6.3A.4.4.2.5	Test requirement
The requirement for the power measurements made in step 8 of the test procedure shall not exceed the values specified in Table 6.3A.4.4.2.5-1 and Table 6.3A.4.4.2.5-2. The power measurement period shall be 1 sub-frame (1ms).
Table 6.3A.4.4.2.5-1: Power control tolerance (Pint ≥ P ≥ Pmin)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(5.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.2.5-3.



Table 6.3A.4.4.2.5-2: Power control tolerance (Pmax ≥ P > Pint)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(3.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.2.5-4.



Table 6.3A.4.4.2.5-3: Test Tolerance (Pint ≥ P ≥ Pmin)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



Table 6.3A.4.4.2.5-4: Test Tolerance (Pmax ≥ P > Pint)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



<Unchanged Text Skipped>
6.3A.4.4.3.5	Test requirement
The requirement for the power measurements made in step 8 of the test procedure shall not exceed the values specified in Table 6.3A.4.4.3.5-1 and Table 6.3A.4.4.3.5-2. The power measurement period shall be 1 sub-frame (1ms).
Table 6.3A.4.4.3.5-1: Power control tolerance (Pint ≥ P ≥ Pmin)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(5.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.3.5-3.



Table 6.3A.4.4.3.5-2: Power control tolerance (Pmax ≥ P > Pint)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(3.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.3.5-4.



Table 6.3A.4.4.3.5-3: Test Tolerance (Pint ≥ P ≥ Pmin)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



Table 6.3A.4.4.3.5-4: Test Tolerance (Pmax ≥ P > Pint)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



<Unchanged Text Skipped>
6.3A.4.4.4.5	Test requirement
The requirement for the power measurements made in step 8 of the test procedure shall not exceed the values specified in Table 6.3A.4.4.4.5-1 and Table 6.3A.4.4.4.5-2. The power measurement period shall be 1 sub-frame (1ms).
Table 6.3A.4.4.4.5-1: Power control tolerance (Pint ≥ P ≥ Pmin)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(5.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.4.5-3.



Table 6.3A.4.4.4.5-2: Power control tolerance (Pmax ≥ P > Pint)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(3.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.4.5-4.



Table 6.3A.4.4.4.5-3: Test Tolerance (Pint ≥ P ≥ Pmin)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



Table 6.3A.4.4.4.5-4: Test Tolerance (Pmax ≥ P > Pint)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



<Unchanged Text Skipped>
6.3A.4.4.5.5	Test requirement
The requirement for the power measurements made in step 8 of the test procedure shall not exceed the values specified in Table 6.3A.4.4.5.5-1 and Table 6.3A.4.4.5.5-2. The power measurement period shall be 1 sub-frame (1ms).
Table 6.3A.4.4.5.5-1: Power control tolerance (Pint ≥ P ≥ Pmin)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(5.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.5.5-3.



Table 6.3A.4.4.5.5-2: Power control tolerance (Pmax ≥ P > Pint)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(3.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.5.5-4.



Table 6.3A.4.4.5.5-3: Test Tolerance (Pint ≥ P ≥ Pmin)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



Table 6.3A.4.4.5.5-4: Test Tolerance (Pmax ≥ P > Pint)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



<Unchanged Text Skipped>
6.3A.4.4.6.5	Test requirement
The requirement for the power measurements made in step 8 of the test procedure shall not exceed the values specified in Table 6.3A.4.4.6.5-1 and Table 6.3A.4.4.6.5-2. The power measurement period shall be 1 sub-frame (1ms).
Table 6.3A.4.4.6.5-1: Power control tolerance (Pint ≥ P ≥ Pmin)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(5.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.6.5-3.



Table 6.3A.4.4.6.5-2: Power control tolerance (Pmax ≥ P > Pint)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(3.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.6.5-4.



Table 6.3A.4.4.6.5-3: Test Tolerance (Pint ≥ P ≥ Pmin)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



Table 6.3A.4.4.6.5-4: Test Tolerance (Pmax ≥ P > Pint)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



<Unchanged Text Skipped>
6.3A.4.4.7.5	Test requirement
The requirement for the power measurements made in step 8 of the test procedure shall not exceed the values specified in Table 6.3A.4.4.7.5-1 and Table 6.3A.4.4.7.5-2. The power measurement period shall be 1 sub-frame (1ms).
Table 6.3A.4.4.7.5-1: Power control tolerance (Pint ≥ P ≥ Pmin)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(5.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.7.5-3.



Table 6.3A.4.4.7.5-2: Power control tolerance (Pmax ≥ P > Pint)
	TPC command
	UL channel
	Test requirement measured power

	0 dB
	PUSCH
	Given 3 power measurements in the pattern, the 2nd, and later measurements shall be within ±(3.5dB+TT) dB of the 1st measurement.

	Note 1:	TT for each duplex, Sub-Carrier Spacing, frequency and channel bandwidth is specified in Table 6.3A.4.4.7.5-4.



Table 6.3A.4.4.7.5-3: Test Tolerance (Pint ≥ P ≥ Pmin)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



Table 6.3A.4.4.7.5-4: Test Tolerance (Pmax ≥ P > Pint)
	Test Metric
	FR2a
	FR2b

	IFF (Quiet Zone size ≤ 30 cm)
	FFS
	FFS



<End of Changes>
