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< Unchanged sections omitted >
6.2.1.1.5	Test requirement
The EIRP derived in step 5 and TRP derived in step 6 shall not exceed the values specified in Table 6.2.1.1.5-1 to Table 6.2.1.1.5-4.
< Unchanged tables omitted >
Table 6.2.1.1.5-3: UE maximum output test requirements for power class 3 for single band UE
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)
	Min peak EIRP (dBm)

	n257
	23+TT
	43
	22.4-TT

	n258
	23+TT
	43
	22.4-TT

	n260
	23+TT
	43
	20.6-TT

	n261
	23+TT
	43
	22.4-TT



Table 6.2.1.1.5-3a: UE maximum output test requirements for power class 3 for multi-band UE (Rel-15)
	ID
	Supported FR2 bands set
	Test requirement (dB)
(Note 1)
	Maximum sum of MBp, ∑MBP (dB)
(Note 3)
	Comments

	
	
	n257
	n258
	n260
	n261
	
	

	1
	n257, n258
	22.4-TT-MBp
	22.4-TT-MBp
	
	
	1.3
	Maximum 0.75 dB relaxation allowed for each band

	2
	n257, n260
	22.4-TT-MBp
	
	20.6-TT-MBp
	
	1.0
	Maximum 0.75 dB relaxation allowed for each band

	3
	n258, n260
	
	22.4-TT-MBp
	20.6-TT-MBp
	
	1.0
	Maximum 0.75 dB relaxation allowed for each band

	4
	n258, n261
	
	22.4-TT-MBp
	
	22.4-TT-MBp
	1.0
	Maximum 0.75 dB relaxation allowed for each band

	5
	n260, n261
	
	
	20.6-TT
	22.4-TT
	0.0
	No relaxation factor allowed

	6
	n257, n258, n260
	22.4-TT-MBp
	22.4-TT-MBp
	20.6-TT-MBp
	
	1.7
	Maximum 0.75 dB relaxation allowed for each band

	7
	n257, n258, n261
	22.4-TT-MBp
	22.4-TT-MBp
	
	22.4-TT-MBp
	1.7
	Maximum 0.75 dB relaxation allowed for each band

	8
	n257, n260, n261
	22.4-TT-MBp
	
	20.6-TT-MBp
	22.4-TT-MBp
	0.5
	Maximum 0.75 dB relaxation allowed for each band

	9
	n258, n260, n261
	
	22.4-TT-MBp
	20.6-TT-MBp
	22.4-TT-MBp
	1.5
	Maximum 0.75 dB relaxation allowed for each band

	10
	n257, n258, n260, n261
	22.4-TT-MBp
	22.4-TT-MBp
	20.6-TT-MBp
	22.4-TT-MBp
	1.7
	Maximum 0.75 dB relaxation allowed for each band

	11
	n257, n261
	22.4-TT
	
	
	22.4-TT
	0.0
	No relaxation factor allowed

	Note 1:	MBp is the Multi-band Relaxation factor declared by the UE for the tested band in table A.4.3.9-2 of TS38.508-2 [11]. This declaration shall fulfil the requirements in Table 6.2.1.1.3.3-4.
Note 2:	All UE supported bands needs to be tested to ensure the multi-band relaxation declaration is compliant
Note 3:	Max allowed sum of MBp over all supported FR2 bands as defined in clause 6.2.1.1.3.3.
Note 4:	For a Rel-15 UE supporting FR2 bands set not defined in Table 6.2.1.1.3.3-4, Table 6.2.1.1.5-3d applies.



Table 6.2.1.1.5-3b: Test Tolerance (Max TRP for Power class 3)
	Test Metric
	FR2a
	FR2b

	Max device size ≤ 30 cm
	2.65 dB
	2.77 dB



Table 6.2.1.1.5-3c: Test Tolerance (Min peak EIRP for Power class 3)
	Test Metric
	FR2a
	FR2b

	Max device size ≤ 30 cm
	2.87 dB
	2.87 dB



Table 6.2.1.1.5-3d: UE maximum output test requirements for power class 3 (Rel-16 and forward)
	ID
	FR2 bands/set 
	Test requirement (dB)
(Note 1)
	Comments

	
	
	n257
	n258
	n259
	n260
	n261
	

	1
	n257 
	22.4-TT-MBP,n
	
	
	
	
	

	2
	n258
	 
	22.4-TT-MBP,n
	
	 
	
	

	3
	n259
	
	
	18.7-TT-MBP,n
	 
	
	

	4
	n260
	
	 
	
	20.6-TT-MBP,n
	 
	

	5
	n261
	
	
	
	
	22.4-TT-MBP,n
	  

	6
	n257, n261
	22.4-TT-MBP,n
	 
	
	
	22.4-TT-MBP,n
	MBP,n relaxation is 0 dB

	7
	n260, n261
	
	
	
	20.6-TT-MBP,n
	22.4-TT-MBP,n
	MBP,n relaxation is 0 dB

	Note 1:	MBP,n is the Multi-band Relaxation factor for the tested band. This shall fulfil the requirements in Table 6.2.1.1.3.3-5.



Table 6.2.1.1.5-4: UE maximum output power test requirements for power class 4
	Operating band
	Max TRP (dBm)
	Max EIRP (dBm)
	Min peak EIRP (dBm)

	n257
	23+TT
	43
	34-TT

	n258
	23+TT
	43
	34-TT

	n260
	23+TT
	43
	31-TT

	n261
	23+TT
	43
	34-TT



< Unchanged sections omitted >
[bookmark: _Toc21026678][bookmark: _Toc27743964][bookmark: _Toc36197137][bookmark: _Toc36197829]6.6.1	Beam correspondence - EIRP
Editor’s note: This clause is incomplete for band n259. The following aspects are either missing or not yet determined:
- Measurement Uncertainties and Test Tolerances are FFS for power class 31, 2 and 4.
- The test case is incomplete for band n259.
[bookmark: _GoBack]
< End of changes >

