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[bookmark: _Toc51775921][bookmark: _Toc56772943][bookmark: _Toc64447572][bookmark: _Toc74152228][bookmark: _Toc88654081][bookmark: _Toc99056130][bookmark: _Toc99959063]8.2.6	Positioning Information Exchange
[bookmark: _Toc534730099][bookmark: _Toc51775922][bookmark: _Toc56772944][bookmark: _Toc64447573][bookmark: _Toc74152229][bookmark: _Toc88654082][bookmark: _Toc99056131][bookmark: _Toc99959064]8.2.6.1	General
The Positioning Information Exchange procedure is initiated by the LMF to request to the NG-RAN node positioning information for the UE. This procedure applies only if the NG-RAN node is a gNB.
[bookmark: _Toc534730100][bookmark: _Toc51775923][bookmark: _Toc56772945][bookmark: _Toc64447574][bookmark: _Toc74152230][bookmark: _Toc88654083][bookmark: _Toc99056132][bookmark: _Toc99959065]8.2.6.2	Successful Operation


Figure 8.2.6.2-1: Positioning Information Exchange procedure, successful operation
The LMF initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the NG-RAN node.
If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message.
If the Spatial Relation Information per SRS Resource IE and the Periodicity List IE are both included in the Requested SRS Transmission Characteristics IE, the NG-RAN node shall consider that the Spatial Relation per SRS Resource Item IE and the Periodicity List Item IE have one-to-one mapping relation.
If the UE Reporting Information IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account for allocating proper CG-SDT resources when positioning a UE.
If the UE TEG ID Information Request IE is included in the POSITIONING INFORMATION REQUEST message and set to “true”, the NG-RAN node shall, if supported, provide the UE Tx TEG association in the POSITIONING INFORMATION RESPONSE message.
[bookmark: _Toc99056133][bookmark: _Toc99959066]8.2.6.3	Unsuccessful Operation


Figure 8.2.6.3-1: Positioning Information Exchange procedure, unsuccessful operation
If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message and the NG-RAN node is unable to configure any SRS transmissions for the UE, it shall respond with a POSITIONING INFORMATION FAILURE message. If a handover of the target UE has been triggered, the NG-RAN node shall send a POSITIONING INFORMATION FAILURE message with an appropriate cause value.
If the NG-RAN node is unable to provide any of the requested information, the NG-RAN node shall respond with a POSITIONING INFORMATION FAILURE message with an appropriate cause value.

*********************
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8.2.7      Positioning Information Update
[bookmark: _Toc534730104][bookmark: _Toc51775927][bookmark: _Toc56772949][bookmark: _Toc64447578][bookmark: _Toc74152234][bookmark: _Toc88654087][bookmark: _Toc99056136][bookmark: _Toc99959069]8.2.7.1          General
The Positioning Information Update procedure is initiated by the NG-RAN node to indicate to the LMF that a change has occurred in the SRS configuration or in the UE Tx TEG association. This procedure applies only if the NG-RAN node is a gNB.
[bookmark: _Toc534730105][bookmark: _Toc51775928][bookmark: _Toc56772950][bookmark: _Toc64447579][bookmark: _Toc74152235][bookmark: _Toc88654088][bookmark: _Toc99056137][bookmark: _Toc99959070]8.2.7.2          Successful Operation
[image: ]
Figure 8.2.7.2-1: Positioning Information Update procedure, successful operation
The NG-RAN node initiates the procedure by sending a POSITIONING INFORMATION UPDATE message to the LMF. If the SRS Configuration IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall consider this information as the updated SRS Configuration for the UE. If the SFN Initialisation Time IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall consider this information as the SFN Initialisation Time associated to the SRS Configuration.
[bookmark: _Toc534730106][bookmark: _Toc51775929][bookmark: _Toc56772951][bookmark: _Toc64447580][bookmark: _Toc74152236][bookmark: _Toc88654089]If the UE Tx TEG Association IE is included in the POSITIONING INFORMATION UPDATE message, the LMF shall, if supported, consider it as the UE Tx TEG association for the SRS resources that have changed their TEG association since the last update. 
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[bookmark: _Toc478159723][bookmark: _Toc51775960][bookmark: _Toc56772982][bookmark: _Toc64447611][bookmark: _Toc74152267][bookmark: _Toc88654120][bookmark: _Toc99056182][bookmark: _Toc99959115]8.5.1	Measurement
[bookmark: _Toc478159724][bookmark: _Toc51775961][bookmark: _Toc56772983][bookmark: _Toc64447612][bookmark: _Toc74152268][bookmark: _Toc88654121][bookmark: _Toc99056183][bookmark: _Toc99959116]8.5.1.1	General
The Measurement procedure allows the LMF to request one or more TRPs in the NG-RAN node to perform and report positioning measurements. This procedure applies only if the NG-RAN node is a gNB.
[bookmark: _Toc478159725][bookmark: _Toc51775962][bookmark: _Toc56772984][bookmark: _Toc64447613][bookmark: _Toc74152269][bookmark: _Toc88654122][bookmark: _Toc99056184][bookmark: _Toc99959117]8.5.1.2	Successful Operation


Figure 8.5.1.2.1: Measurement procedure. Successful operation.
The LMF initiates the procedure by sending a MEASUREMENT REQUEST message to the NG-RAN node, indicating in the TRP Measurement Request List IE the TRP(s) from which measurements are requested. The NG-RAN node shall use the included information to configure positioning measurements by the indicated TRP(s). If at least one of the requested measurements has been successful for at least one of the TRPs, the NG-RAN node shall reply with a MEASUREMENT RESPONSE message including the TRP Measurement Response List IE.
If the Report Characteristics IE is set to "OnDemand", the NG-RAN node shall return the corresponding measurement results in the MEASUREMENT RESPONSE message, and the LMF shall consider that this reporting has been terminated by the NG-RAN node. If the Report Characteristics IE is set to "Periodic", the NG-RAN node shall initiate the corresponding measurements, and it shall reply with the MEASUREMENT RESPONSE message without including any measurement results in the message. The NG-RAN node shall then periodically initiate the Measurement Report procedure for the corresponding measurements, with the requested reporting periodicity.
If the Measurement Beam Information Request IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall include the Measurement Beam Information IE in the TRP Measurement Result IE of the MEASUREMENT RESPONSE message.
If the Measurement Quality IE is included in the TRP Measurement Result IE in the MEASUREMENT RESPONSE message, the LMF may take it into account as the TRP estimate of the measurement quality. If the Measurement Quality IE includes the Zenith Quality IE, the LMF may take it into account within the angle measurement quality.
If the Timing Reporting Granularity Factor IE is included in the TRP Measurement Quantities IE in the MEASUREMENT REQUEST message, the NG-RAN node may take it into account when configuring measurements including UL RTOA and gNB Rx-Tx Time Difference.
If the System Frame Number IE and/or the Slot Number IE are included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, consider that the respective information indicates the activation time of SRS transmission.
If the Report Characteristics IE is set to "OnDemand" and the Response Time IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, return the corresponding measurement results in the MEASUREMENT RESPONSE message within the indicated time.
If the Measurement Characteristics Request Indicator IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, include the requested information in the MEASUREMENT RESPONSE message.
If the Number of TRP Rx TEGs IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, use it to measure the same SRS resource with different TRP Rx TEGs for the indicated TRP, and report the corresponding UL-RTOA and/or gNB Rx-Tx time difference measurements.
If the Number of TRP RxTx TEGs IE is included in the MEASUREMENT REQUEST message, the NG-RAN node shall, if supported, use it to measure the same SRS resource with different TRP RxTx TEGs with the same TRP Tx TEG for the indicated TRP, and report the corresponding gNB Rx-Tx time difference measurements.
If the Measurement Time Occasion IE is included in the MEASUREMENT REQUEST message, the NG-RAN node may take it into account as the number of SRS measurement time occasions for a measurement instance.
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[bookmark: _Toc51775968][bookmark: _Toc56772990][bookmark: _Toc64447619][bookmark: _Toc74152275][bookmark: _Toc88654128][bookmark: _Toc99056190][bookmark: _Toc99959123]8.5.3	Measurement Update
[bookmark: _Toc478159729][bookmark: _Toc51775969][bookmark: _Toc56772991][bookmark: _Toc64447620][bookmark: _Toc74152276][bookmark: _Toc88654129][bookmark: _Toc99056191][bookmark: _Toc99959124]8.5.3.1	General
The Measurement Update Procedure allows the LMF to notify the NG-RAN node of a change in a previously configured measurement. This procedure applies only if the NG-RAN node is a gNB.
[bookmark: _Toc478159730][bookmark: _Toc51775970][bookmark: _Toc56772992][bookmark: _Toc64447621][bookmark: _Toc74152277][bookmark: _Toc88654130][bookmark: _Toc99056192][bookmark: _Toc99959125]8.5.3.2	Successful Operation


Figure 8.5.3.2.1: Measurement Update: Successful Operation.
The LMF initiates the procedure by sending a MEASUREMENT UPDATE message.
If the SRS Configuration IE is included in the MEASUREMENT UPDATE message, the NG-RAN node shall overwrite the previously stored SRS configuration.
If the AoA Search Window Information IE is included in the TRP Measurement Update List IE in the MEASUREMENT UPDATE message, the NG-RAN node shall clear any previously stored AoA search window information and store the newly received information.
If the Number of TRP Rx TEGs IE is included in the TRP Measurement Update List IE in the MEASUREMENT UPDATE message, the NG-RAN node shall clear any previously stored information and store the newly received information.
If the Number of TRP RxTx TEGs IE is included in the TRP Measurement Update List IE in the MEASUREMENT UPDATE message, the NG-RAN node shall clear any previously stored information and store the newly received information.
If the Measurement Characteristics Request Indicator IE is included in the MEASUREMENT UPDATE message, the NG-RAN node shall clear any previously stored information and store the newly received information.
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[bookmark: _Toc51775994][bookmark: _Toc56773016][bookmark: _Toc64447645][bookmark: _Toc74152301][bookmark: _Toc88654154][bookmark: _Toc99056216][bookmark: _Toc99959149]9.1.1.10	POSITIONING INFORMATION REQUEST
This message is sent by the LMF to request positioning information.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Requested SRS Transmission Characteristics
	O
	
	9.2.27
	
	YES
	ignore

	UE Reporting Information
	O
	
	9.2.70
	
	YES
	ignore

	UE TEG ID Information Request
	O
	
	ENUMERATED(true,…)
	
	YES
	ignore
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[bookmark: _Toc51776011][bookmark: _Toc56773033][bookmark: _Toc64447662][bookmark: _Toc74152318][bookmark: _Toc88654171][bookmark: _Toc99056240][bookmark: _Toc99959173]9.1.4.1	MEASUREMENT REQUEST
This message is sent by the LMF to request the NG-RAN node to configure a positioning measurement.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536, …) 
	
	YES
	reject

	TRP Measurement Request List
	
	1
	
	
	YES
	reject

	>TRP Measurement Request Item 
	
	1..<maxnoofMeasTRPs>
	
	
	EACH
	reject

	>>TRP ID
	M
	
	9.2.24
	
	-
	

	>>Search Window Information
	O
	
	9.2.26
	
	-
	

	>>Cell ID
	O
	
	NR CGI
9.2.9
	The Cell ID of the TRP identified by the TRP ID IE.
	YES
	ignore

	>>AoA Search Window Information
	O
	
	UL-AoA Assistance Information 9.2.66
	
	YES
	ignore

	>>Number of TRP Rx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	>>Number of TRP RxTx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, ...)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…, 20480ms, 40960ms, extended) 
	The codepoint 120ms, 240ms, 480ms, 1024ms, 2048ms, 1min, 6min, 12min, 30min, and 60min are not applicable
	YES
	reject

	TRP Measurement Quantities
	
	1
	
	
	YES
	reject

	>TRP Measurement Quantities Item
	
	1 .. <maxnoPosMeas>
	
	
	EACH
	reject

	>TRP Measurement Type
	M
	
	ENUMERATED (gNB-RxTxTimeDiff, UL-SRS-RSRP, UL-AoA, UL-RTOA,…,  Multiple UL-AoA, UL SRS-RSRPP)
	
	-
	

	>Timing Reporting Granularity Factor
	O
	
	INTEGER (0..5)
	Value (0..5) corresponds to (k0..k5)
TS 38.133 [16]
	-
	

	SFN initialisation Time
	O
	
	Relative Time 1900
9.2.36
	If this IE is not present, the TRP may assume that the value is same as its own SFN initialisation time.
	YES
	ignore

	SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	Measurement Beam Information Request
	O
	
	ENUMERATED (true,...)
	This IE is ignored when the Measurement Characteristics Request Indicator IE is included.
	YES
	ignore

	[bookmark: OLE_LINK17]System Frame Number
	O 
	
	INTEGER(0..1023)
	
	YES
	ignore

	Slot Number
	O
	
	INTEGER(0..79)
	
	YES
	ignore

	Measurement Periodicity Extended
	C-ifMeasPerExt
	
	ENUMERATED (160ms, 320ms, 1280ms, 2560ms, 61440ms, 81920ms, 368640ms, 737280ms, 1843200ms, …)
	
	YES
	reject

	Response Time
	O
	
	9.2.68
	This IE is ignored when the Report Characteristics IE is set to “periodic”.
	YES
	ignore

	Measurement Characteristics Request Indicator
	O
	
	9.2.81
	
	YES
	ignore

	Measurement Time Occasion
	O
	
	ENUMERATED (o1, o4, …)
	
	YES
	ignore



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".

	ifMeasPerExt
	This IE shall be present if the Measurement Periodicity IE is set to the value "extended".



	Range bound
	Explanation

	maxnoPosMeas
	Maximum no. of measured quantities that can be configured and reported with one positioning measurement message. Value is 16384.

	maxnoofMeasTRPs
	Maxmum no. of TRPs that can be included within one message. Value is 64. 
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[bookmark: _Toc51776015][bookmark: _Toc56773037][bookmark: _Toc64447666][bookmark: _Toc74152322][bookmark: _Toc88654175][bookmark: _Toc99056244][bookmark: _Toc99959177]9.1.4.5	MEASUREMENT UPDATE
This message is sent by the LMF to update a previously configured measurement.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536, …) 
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536, …) 
	
	YES
	reject

	SRS Configuration
	O
	
	9.2.28
	
	YES
	ignore

	TRP Measurement Update List 
	
	0..1
	
	
	YES
	reject

	>TRP Measurement Update Item 
	
	1..<maxnoofMeasTRPs>
	
	
	EACH
	reject

	>>TRP ID
	M
	
	9.2.24
	
	-
	

	>>AoA Search Window Information
	O
	
	UL-AoA Assistance Information 9.2.66
	
	YES
	ignore

	>>Number of TRP Rx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	>>Number of TRP RxTx TEGs
	O
	
	ENUMERATED (2, 3, 4, 6, 8, …)
	
	YES
	ignore

	Measurement Characteristics Request Indicator
	O
	
	9.2.81
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMeasTRPs
	Maxmum no. of TRPs that can be included within one message. Value is 64. 
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[bookmark: _Toc534730167][bookmark: _Toc51776041][bookmark: _Toc56773063][bookmark: _Toc64447692][bookmark: _Toc74152348][bookmark: _Toc88654201][bookmark: _Toc99056270][bookmark: _Toc99959203][bookmark: _Hlk8920296]9.2.22	Positioning SIB Type
This parameter defines a specific positioning SIB, as defined in TS 37.355 [14].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning SIB Type
	M
	
	ENUMERATED ( posSibType1-1, 
posSibType1-2, 
posSibType1-3, 
posSibType1-4, 
posSibType1-5,
posSibType1-6, 
posSibType1-7, 
posSibType1-8,
posSibType2-1, 
posSibType2-2, 
posSibType2-3,
posSibType2-4, 
posSibType2-5, 
posSibType2-6, 
posSibType2-7, 
posSibType2-8,
posSibType2-9, 
posSibType2-10, 
posSibType2-11, 
posSibType2-12, 
posSibType2-13, 
posSibType2-14, 
posSibType2-15, 
posSibType2-16,
posSibType2-17, 
posSibType2-18, 
posSibType2-19, 
posSibType2-20, 
posSibType2-21, 
posSibType2-22, 
posSibType2-23, 
posSibType2-24,
posSibType2-25,
posSibType3-1, 
posSibType4-1,
posSibType5-1, 
posSibType6-1,  
posSibType6-2,
[bookmark: _Hlk101381555]posSibType6-3, 
...,
posSibType1-9, posSibType1-10,
posSibType6-4, posSibType6-5, posSibType6-6)
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[bookmark: _Toc51776059][bookmark: _Toc56773081][bookmark: _Toc64447710][bookmark: _Toc74152366][bookmark: _Toc88654219][bookmark: _Toc99056288][bookmark: _Toc99959221]9.2.41	Additional Path List
This information element contains the additional path results of time measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Additional Path Item
	
	1..<maxnopath>
	
	
	-
	

	>CHOICE Relative Path Delay
	M
	
	
	
	-
	

	>>k0
	M
	
	INTEGER(0..16351)
	
	-
	

	>>k1
	M
	
	INTEGER(0..8176)
	
	-
	

	>>k2
	M
	
	INTEGER(0..4088)
	
	-
	

	>>k3
	M
	
	INTEGER(0..2044)
	
	-
	

	>>k4
	M
	
	INTEGER(0..1022)
	
	-
	

	>>k5
	M
	
	INTEGER(0..511)
	
	-
	

	>Path Quality
	O
	
	Measurement Quality
9.2.43
	
	-
	

	>Multiple UL-AoA
	O
	
	9.2.71
	
	YES
	ignore

	>Path Power
	O
	
	UL SRS-RSRPP
9.2.72
	
	YES
	ignore



	Range bound
	Explanation

	maxnopath
	Maximum no. of additional path measurement. Value is 2.



*********************
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9.2.61	Requested DL PRS Transmission Characteristics 
This IE contains the requested PRS configuration for transmission by the LMF.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Requested DL-PRS Resource Set List
	
	1
	
	

	>Requested DL-PRS Resource Set Item
	
	1..<maxnoofPRSresourceSet>
	
	

	>>PRS bandwidth
	O
	
	INTEGER(1..63)
	24,28,…,272 PRBs

	>>Comb Size
	O
	
	ENUMERATED(2, 4, 6, 12, …) 
	

	>>Resource Set Periodicity
	O
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…)
	

	>>Resource Repetition Factor
	O
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…) 
	

	>>Resource Number of Symbols
	O
	
	ENUMERATED(n2,n4,n6,n12,…)
	

	>>Requested DL-PRS Resource List
	O
	
	9.2.62
	

	>>Resource Set Start Time and Duration
	O
	
	Start Time and Duration
9.2.63
	This IE is ignored if the Start Time and Duration IE is present

	Number of Frequency Layers
	O
	
	INTEGER(1..4)
	

	Start Time and Duration
	O
	
	9.2.63
	



	Range bound
	Explanation

	maxnoofPRSresourceSet
	Maximum no of PRS resources set. Value is 8.

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.



[bookmark: _Toc99056309][bookmark: _Toc99959242][bookmark: _Hlk94357236]9.2.62	Requested DL-PRS Resource List 
This IE contains the requested DL-PRS resource list.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Requested DL-PRS Resource List
	
	1
	
	NR-DL-PRS-Resource-r16 as defined in TS 37.355 [14]

	>Requested DL-PRS Resource Item
	
	1..<maxnoofPRSresource>
	
	

	>>CHOICE QCL Info
	 O
	
	
	

	>>>SSB
	
	
	
	

	>>>>NR PCI
	M
	
	INTEGER(0..1007)
	

	>>>>SSB Index
	O
	
	INTEGER(0..63)
	

	>>>DL-PRS
	
	
	
	

	>>>>QCL Source PRS Resource Set ID
	M
	
	INTEGER(0..7)
	

	>>>>QCL Source PRS Resource ID 
	O
	
	INTEGER(0..63)
	



	Range bound
	Explanation

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.



*********************
Skip the unchanged
*********************
[bookmark: _Toc99056313][bookmark: _Toc99959246]9.2.66	UL-AoA assistance information 
This information element contains the expected uplink Angle of Arrival and uncertainty range.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE AngleMeasurement
	M
	
	
	

	>Expected UL Angle of Arrival
	
	
	
	

	>>Expected Azimuth AoA
	
	1
	
	Defined as
(φAOA - ΔφAOA/2, φAOA + ΔφAOA/2)

	>>>Expected Azimuth AoA Value
	M
	
	INTEGER(0..3599)
	φAOA component of Expected Azimuth AoA

	>>>Expected Azimuth AoA Uncertainty Range
	M
	
	INTEGER(0..3599)
	ΔφAOA component of Expected Azimuth AoA

	>>Expected Zenith AoA
	
	0..1
	
	Defined as
(θZOA – ΔθZOA/2, θZOA + ΔθZOA/2)

	>>>Expected Zenith AoA Value
	M
	
	INTEGER(0..1799)
	θZOA component of Expected Zenith AoA

	>>>Expected Zenith AoA Uncertainty Range
	M
	
	INTEGER(0..1799)
	ΔθZOA component of Expected Zenith AoA

	>Expected UL Angle of Arrival Zenith Only
	
	
	
	Defined as
(θZOA – ΔθZOA/2, θZOA + ΔθZOA/2)

	>>Expected Zenith AoA Value
	M
	
	INTEGER(0..1799)
	θZOA component of Expected Zenith AoA

	>>Expected Zenith AoA Uncertainty Range
	M
	
	INTEGER(0..1799)
	ΔθZOA component of Expected Zenith AoA

	LCS to GCS Translation
	O
	
	9.2.69
	If absent, the azimuth and zenith are provided in GCS. In case of zenith only, the z-axis of LCS is defined along the linear array axis.



*********************
Skip the unchanged
*********************
[bookmark: _Toc99056317][bookmark: _Toc99959250]9.2.70	UE Reporting Information
This IE contains the UE Reporting Information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Reporting Amount
	M
	
	ENUMERATED (0, 1, 2, 4, 8, 16, 32, 64)
)INTEGER (0..64)
	Value 0 represents an infinite number of periodic reporting

	Reporting Interval
	M
	
	ENUMERATED (none, 1, 2, 4, 8, 10, 16, 20, 32, 64)ENUMERATED (none, 0.25, 0.5, 1, 2, 4, 8, 16, 32, 64)
	Unit: seconds



[bookmark: _Toc99056324][bookmark: _Toc99959257]9.2.78	UE Tx TEG Association
This information element contains the UE Tx TEG association.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Tx TEG Association item
	1 .. <maxnoUETEGs>
	1..<maxnoUETEGs>
	
	

	>UE Tx TEG ID
	M
	
	INTEGER (0..7)
	

	>Positioning SRS Resource ID List
	
	0..1<maxnoSRS-ResourcePerSet>
	
	

	>>Positioning SRS Resource ID Item
	
	1..<maxnoSRS-PosResourcePerSet>
	
	

	>>>Positioning SRS Resource ID
	M
	
	INTEGER(0..63)
	



	Range bound
	Explanation

	maxnoUETEGs
	Maximum no of reported UE Tx TEG association. Value is 8.

	maxnoSRS-ResourcePerSet
	Maximum no of SRS Resources per set. Value is 16.


	maxnoSRS-PosResourcePerSet
	Maximum no of positioning SRS resources per positioning SRS resource set. Value is 16.



[bookmark: _Toc99056325][bookmark: _Toc99959258]9.2.79	TRP Tx TEG Association
This information element contains the TRP Tx TEG information.
	[bookmark: _Hlk94359644]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TRP TEG item
	1 .. <maxnoTRPTEGs>
	1..<maxnoTRPTEGs>
	
	

	>TRP Tx TEG ID
	M
	
	INTEGER (0..7)
	

	>DL-PRS Resource Set ID
	M
	
	INTEGER (0..7)
	

	>DL-PRS Resource ID List
	
	0..1<maxPRS-ResourcesPerSet>
	
	

	>>DL-PRS Resource ID Item
	
	1..<maxPRS-ResourcesPerSet>
	
	

	>>>DL-PRS Resource ID
	M
	
	INTEGER (0..63)
	



	Range bound
	Explanation

	maxnoTRPTEGs
	Maximum no of reported TRP Tx TEG association. Value is 8.

	maxPRS-ResourcesPerSet
	Maximum no of DL-PRS resources of the DL-PRS resource set of the TRP. Value is 64.



*********************
Skip the unchanged
*********************
[bookmark: _Toc99056328][bookmark: _Toc99959261][bookmark: _Hlk94648081]9.2.82	TRP Beam Antenna Information
The IE provides the beam antenna information of the TRP. It includes either the explicit beam antenna information, or a reference to another TRP’s signalled configuration, or the indication that no change has occurred with respect to previously signalled configuration.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE TRP Beam Antenna Info Item
	M
	
	
	

	>Reference
	
	
	
	

	>>Associated TRP ID
	M
	
	TRP ID
9.2.24
	This IE specifies the TRP ID of the associated TRP from which the beam information parameters are adopted in Local Coordinate System (LCS).

	>Explicit
	
	
	
	

	>>TRP Beam Antenna Angles
	M
	
	9.2.83
	

	>>LCS to GCS Translation
	O
	
	9.2.69
	Included if the azimuth and  elevation are not provided in GCS.

	>No Change
	
	
	NULL
	No change compared to the previously signalled configuration for this TRP.



[bookmark: _Toc99056329][bookmark: _Toc99959262]9.2.83	TRP Beam Antenna Angles
The IE provides the beam antenna information of the TRP. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TRP Beam Antenna Angles Item
	M
	1..< maxnoAzimuthAngles>
	
	

	>TRP Azimuth Angle
	M
	
	INTEGER (0..3599)
	Scale factor 0.1 deg.
For GCS, the azimuth angle is measured counter-clockwise from geographical North.
For LCS, the azimuth angle is measured counter-clockwise from the x-axis of the LCS.

	>TRP Azimuth Angle fine
	O
	
	INTEGER (0..9)
	Fine angle

	>TRP Elevation Angle List
	
	1
	
	

	>>TRP Elevation Angle Item
	
	1..<maxnoElevationAngles>
	
	

	>>>TRP Elevation Angle
	M
	
	INTEGER (0..1800)
	Scale factor 0.1 deg.
For GCS, the elevation angle is measured relative to zenith and positive to the horizontal direction (elevation 0 deg. points to zenith, 90 deg to the horizon).
For LCS, the elevation angle is measured relative to the z-axis of the LCS (elevation 0 deg. points to the z-axis, 90 deg to the x-y plane).

	>>>TRP Elevation Angle fine
	O
	
	INTEGER (0..9)
	Fine angle

	>>>TRP Beam Power List
	
	1
	
	Relative power between DL-PRS Resources for the given Azimuth and Elevation Angle.
The first Relative Power element in this list provides the peak power for this Azimuth/Elevation angle and is defined as 0dB power. All the remaining Relative Power Element's in this list provide the relative DL-PRS Resource power relative to this first element in the list.

	>>>>TRP Beam Power Item
	
	2..< maxNumResourcesPerAngle>
	
	

	>>>>>PRS Resource Set ID
	O
	
	INTEGER (0..7)
	DL-PRS Resource Set ID of the DL-PRS Resource for which the Relative Power is provided. If this field is absent, the DL-PRS Resource Set ID for this instance of the Beam Power List is the same as the DL-PRS Resource Set ID of the previous instance in the Beam Power List. This field shall be included at least in the first instance of the Beam Power List.

	>>>>>PRS Resource ID
	M
	
	INTEGER (0..63)
	DL-PRS Resource for which the Relative Power is provided.

	>>>>>TRP Beam Relative Power
	M
	
	INTEGER (0..30)INTEGER (0..500)
	The power values span from -30 to 0dB Scale factor -0.1 dB 

	>>>>>TRP Beam Relative Power "fine"
	O
	
	INTEGER (0..9)
	Relative Power with 0.1dB resolution. The power spans from -0.9 to 0dB



	Range bound
	Explanation

	maxNumResourcesPerAngle
	Maximum number of DL-PRS Resources per angle per TRP. Value is 51224.

	maxnoAzimuthAngles
	Maximum number of azimuth angles per TRP. Value is 3600.

	maxnoElevationAngles
	Maximum number of elevation angles per azimuth angle/TRP. Value is 1801.




*********************
Skip the unchanged
*********************

[bookmark: _Toc534903102][bookmark: _Toc51776081][bookmark: _Toc56773103][bookmark: _Toc64447733][bookmark: _Toc74152389][bookmark: _Toc88654243][bookmark: _Toc99056334][bookmark: _Toc99959267][bookmark: _Hlk506316534]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
*********************
Skip the unchanged
*********************
[bookmark: _Hlk50051047][bookmark: _Hlk50146145][bookmark: _Hlk40736469]-- MEASUREMENT UPDATE
--
-- **************************************************************

MeasurementUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementUpdate-IEs}},
	...
}

MeasurementUpdate-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}| 
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-TRP-MeasurementUpdateList	CRITICALITY reject	TYPE TRP-MeasurementUpdateList	PRESENCE optional}|
	{ ID id-MeasurementCharacteristicsRequestIndicator	CRITICALITY ignore	TYPE	MeasurementCharacteristicsRequestIndicator	PRESENCE optional},
	...
}

*********************
Skip the unchanged
*********************

[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390][bookmark: _Toc88654244][bookmark: _Toc99056335][bookmark: _Toc99959268]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-MeasurementQuantities-Item,
[bookmark: _Hlk50146160][bookmark: _Hlk50051367]	id-CGI-NR,
	id-SFNInitialisationTime-NR,
	id-GeographicalCoordinates,
	id-ResultSS-RSRP,
	id-ResultSS-RSRQ,
	id-ResultCSI-RSRP,
	id-ResultCSI-RSRQ,
	id-AngleOfArrivalNR,
	id-ResultNR,
	id-ResultEUTRA,
	maxCellinRANnode,
	maxCellReport,
	maxNrOfErrors,
	maxNoMeas,
	maxnoOTDOAtypes,
	maxServCell,
	id-OtherRATMeasurementQuantities-Item,
	id-WLANMeasurementQuantities-Item,
	maxGERANMeas,
	maxUTRANMeas,
	maxWLANchannels,
	maxnoFreqHoppingBandsMinusOne,
[bookmark: _Hlk50051846][bookmark: _Hlk50146182]	id-TDD-Config-EUTRA-Item,
	maxNrOfPosSImessage,
	maxnoAssistInfoFailureListItems,
	maxNrOfSegments,
	maxNrOfPosSIBs,
	maxnoPosMeas,
	maxnoTRPs,
	maxnoTRPInfoTypes,
	maxNoOfMeasTRPs,
	maxNoPath,
	maxnoofAngleInfo,
	maxnolcs-gcs-translation,
	maxnoBcastCell,
[bookmark: _Hlk42766711]	maxnoSRSTriggerStates,
	maxnoSpatialRelations,
	maxNRMeas,
	maxEUTRAMeas,
	maxIndexesReport,
	maxCellReportNR,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxPRS-ResourceSets,
	maxPRS-ResourcesPerSet,
	maxNoSSBs,
	maxnoofPRSresourceSet,
	maxnoofPRSresource,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoARPs,
	maxnoTRPTEGs,
	maxnoUETEGs,
	maxFreqLayers,
	maxnoPRSTRPs,
	maxNumResourcesPerAngle,
[bookmark: _Hlk96616442]	maxnoAzimuthAngles,
	maxnoElevationAngles,
	id-Cell-ID,
	id-TRPInformationTypeItem,
	id-SrsFrequency,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-PRS-Resource-ID,
	id-OnDemandTRPPRS,
	id-AoA-SearchWindow,
	id-ZoA,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-ARPLocationInfo,
	id-ARP-ID,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGIDInformation,
	id-TRPRXTEGID,
	id-TRPBeamAntennaInformation,
	id-NR-TADV,
	id-pathPower,





*********************
Skip the unchanged
*********************

-- A

AbortTransmission ::= CHOICE {
	deactivateSRSResourceSetID		SRSResourceSetID,
	releaseALL						NULL,
	choice-extension							ProtocolIE-Single-Container { { AbortTransmission-ExtIEs } }
}

AbortTransmission-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

ActiveULBWP  ::= SEQUENCE {
	locationAndBandwidth		INTEGER (0..37949,...),
	subcarrierSpacing           ENUMERATED {kHz15, kHz30, kHz60, kHz120,...},
	cyclicPrefix				ENUMERATED {normal, extended},
	txDirectCurrentLocation		INTEGER (0..3301,...),
	shift7dot5kHz				ENUMERATED {true, ...} OPTIONAL,
	sRSConfig					SRSConfig,
	iE-Extensions				ProtocolExtensionContainer { { ActiveULBWP-ExtIEs} } OPTIONAL,
	...
}

ActiveULBWP-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


AdditionalPathList ::= SEQUENCE (SIZE (1.. maxNoPath)) OF AdditionalPathListItem


AdditionalPathListItem ::= SEQUENCE {
	relativeTimeOfPath	RelativePathDelay,
	pathQuality			TrpMeasurementQuality	OPTIONAL,  
	iE-Extensions		ProtocolExtensionContainer { { AdditionalPathListItem-ExtIEs} } OPTIONAL,
	...
}

AdditionalPathListItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-MultipleULAoA	CRITICALITY ignore EXTENSION MultipleULAoA PRESENCE optional}|
	{ ID id-pathPower		CRITICALITY ignore EXTENSION UL-SRS-RSRPP PRESENCE optional},
	...
}

[bookmark: _Hlk50052783]*********************
Skip the unchanged
*********************

-- P

[bookmark: _Hlk50052796]PathlossReferenceInformation ::= SEQUENCE {
	pathlossReferenceSignal					PathlossReferenceSignal,
	iE-Extensions					ProtocolExtensionContainer { { PathlossReferenceInformation-ExtIEs } } OPTIONAL,
	...
}

PathlossReferenceInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
} 


PathlossReferenceSignal ::= CHOICE { 
	sSB-Reference					SSB,
	dL-PRS-Reference				DL-PRS,
	choice-Extension				ProtocolIE-Single-Container {{ PathlossReferenceSignal-ExtensionIE }}
}

PathlossReferenceSignal-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	...
}


PCI-EUTRA ::= INTEGER (0..503, ...)

PhysCellIDGERAN ::= INTEGER (0..63, ...)

PhysCellIDUTRA-FDD ::= INTEGER (0..511, ...)

PhysCellIDUTRA-TDD ::= INTEGER (0..127, ...)

PLMN-Identity ::= OCTET STRING (SIZE(3))

[bookmark: _Hlk50052815]PeriodicityList ::= SEQUENCE (SIZE (1.. maxnoSRS-ResourcePerSet)) OF PeriodicityItem

PeriodicityItem ::= ENUMERATED {ms0dot125, ms0dot25, ms0dot5, ms0dot625, ms1, ms1dot25, ms2, ms2dot5, ms4dot, ms5, ms8, ms10, ms16, ms20, ms32, ms40, ms64, ms80m, ms160, ms320, ms640m, ms1280, ms2560, ms5120, ms10240, ...}


PosSIBs ::= SEQUENCE (SIZE (1.. maxNrOfPosSIBs)) OF SEQUENCE {
	posSIB-Type						PosSIB-Type,
	posSIB-Segments					PosSIB-Segments,
	assistanceInformationMetaData	AssistanceInformationMetaData	OPTIONAL,
	broadcastPriority				INTEGER (1..16,...)				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PosSIBs-ExtIEs} }	OPTIONAL,
	...
}

PosSIBs-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PosSIB-Segments ::= SEQUENCE (SIZE (1.. maxNrOfSegments)) OF SEQUENCE {
	assistanceDataSIBelement			OCTET STRING,
	iE-Extensions						ProtocolExtensionContainer { { PosSIB-Segments-ExtIEs} }	OPTIONAL,
	...
}

PosSIB-Segments-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PosSIB-Type ::= ENUMERATED {
	posSibType1-1, 
	posSibType1-2, 
	posSibType1-3, 
	posSibType1-4, 
	posSibType1-5,
	posSibType1-6, 
	posSibType1-7,
	posSibType1-8, 
	posSibType2-1, 
	posSibType2-2, 
	posSibType2-3,
	posSibType2-4, 
	posSibType2-5, 
	posSibType2-6, 
	posSibType2-7, 
	posSibType2-8,
	posSibType2-9, 
	posSibType2-10, 
	posSibType2-11, 
	posSibType2-12, 
	posSibType2-13, 
	posSibType2-14, 
	posSibType2-15, 
	posSibType2-16,
	posSibType2-17, 
	posSibType2-18, 
	posSibType2-19, 
	posSibType2-20, 
	posSibType2-21, 
	posSibType2-22, 
	posSibType2-23,
	posSibType2-24,
	posSibType2-25, 
	posSibType3-1, 
	posSibType4-1,
	posSibType5-1,
	posSibType6-1,  
	posSibType6-2,
	posSibType6-3,  
	...,
	posSibType1-9,
	posSibType1-10,
	posSibType6-4, 
	posSibType6-5, 
	posSibType6-6  
}

[bookmark: _Hlk50053176]*********************
Skip the unchanged
*********************
TRP-BeamAntennaAnglesList-Item ::= SEQUENCE {
	trp-azimuth-angle					INTEGER (0..3599),
	trp-azimuth-angle-fine				INTEGER (0..9)	OPTIONAL,
	trp-elevation-angle-list			SEQUENCE (SIZE (1.. maxnoElevationAngles)) OF TRP-ElevationAngleList-Item,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-BeamAntennaAnglesList-Item-ExtIEs}}			OPTIONAL,
	...
}

TRP-BeamAntennaAnglesList-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRP-ElevationAngleList-Item ::= SEQUENCE {
	trp-elevation-angle					INTEGER (0..1800),
	trp-elevation-angle-fine			INTEGER (0..9)	OPTIONAL,
	trp-beam-power-list					SEQUENCE (SIZE (2..maxNumResourcesPerAngle)) OF TRP-Beam-Power-Item,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-ElevationAngleList-Item-ExtIEs}}			OPTIONAL,
	...
}

TRP-ElevationAngleList-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {

*********************
Skip the unchanged
*********************
TRP-Beam-Power-Item ::= SEQUENCE {
	pRSResourceSetID				PRS-Resource-Set-ID		OPTIONAL,
	pRSResourceID					PRS-Resource-ID,
	relativePower					INTEGER (0..50030), --negative value
	relativePowerFine				INTEGER (0..9)			OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer {{ TRP-Beam-Power-Item-ExtIEs}}					OPTIONAL,
	...
}

TRP-Beam-Power-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

*********************
Skip the unchanged
*********************


TRP-MeasurementUpdateList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementUpdateItem

TRP-MeasurementUpdateItem ::= SEQUENCE {
	tRP-ID						TRP-ID, 
	aoA-window-information		AoA-AssistanceInfo	OPTIONAL, 
	iE-extensions					ProtocolExtensionContainer { { TRP-MeasurementUpdateItem-ExtIEs } } OPTIONAL,
	...
}

TRP-MeasurementUpdateItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-NumberOfTRPRxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTEG		PRESENCE optional }|
	{ ID id-NumberOfTRPRxTxTEG		CRITICALITY ignore EXTENSION NumberOfTRPRxTxTEG		PRESENCE optional },
	...
}


*********************
Skip the unchanged
*********************

-- U

UARFCN ::= INTEGER (0..16383, ...)

[bookmark: _Hlk50053198][bookmark: _Hlk50147335]UE-Measurement-ID ::= INTEGER (1..15, ..., 16..256)

UEReportingInformation::= SEQUENCE {
	reportingAmount				ENUMERATED {ma0, ma1, ma2, ma4, ma8, ma16, ma32, ma64}INTEGER (0..64),
	reportingInterval			ENUMERATED {none, quarter, half, one, two, four, eight, ten, sixteen, twenty, thirty-two, sixty-four, ...},
	iE-extensions			ProtocolExtensionContainer { { UEReportingInformation-ExtIEs } }	OPTIONAL,
	...
}

UEReportingInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

** Unchanged text skipped **

UETEGItem ::= SEQUENCE {
		uE-Tx-TEG-ID				INTEGER (0..7),
		sRSResourceSetID			SRSResourceSetID,	Comment by Ericsson: To be deleted by CR0057
		posSRSResourceSetID-List	PosSRSResourceID-ListSEQUENCE (SIZE(1.. maxnoSRS-ResourcePerSet)) OF SRSResourceID-Item	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { UETEGItem-ExtIEs } } OPTIONAL,
	...
}

*********************
Skip the unchanged
*********************

[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc64447736][bookmark: _Toc74152392][bookmark: _Toc88654246][bookmark: _Toc99056337][bookmark: _Toc99959270][bookmark: _Hlk506316802]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NRPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
*********************
Skip the unchanged
*********************
9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NRPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NRPPA-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-errorIndication												ProcedureCode ::= 0
id-privateMessage												ProcedureCode ::= 1
id-e-CIDMeasurementInitiation									ProcedureCode ::= 2
id-e-CIDMeasurementFailureIndication							ProcedureCode ::= 3
id-e-CIDMeasurementReport										ProcedureCode ::= 4
id-e-CIDMeasurementTermination									ProcedureCode ::= 5
id-oTDOAInformationExchange										ProcedureCode ::= 6
[bookmark: _Hlk50053256]id-assistanceInformationControl									ProcedureCode ::= 7
id-assistanceInformationFeedback								ProcedureCode ::= 8
id-positioningInformationExchange								ProcedureCode ::= 9
id-positioningInformationUpdate									ProcedureCode ::= 10
id-Measurement													ProcedureCode ::= 11
id-MeasurementReport											ProcedureCode ::= 12
id-MeasurementUpdate											ProcedureCode ::= 13
id-MeasurementAbort												ProcedureCode ::= 14
id-MeasurementFailureIndication									ProcedureCode ::= 15
id-tRPInformationExchange										ProcedureCode ::= 16
id-positioningActivation										ProcedureCode ::= 17
id-positioningDeactivation										ProcedureCode ::= 18
id-pRSConfigurationExchange										ProcedureCode ::= 19
id-measurementPreconfiguration									ProcedureCode ::= 20
id-measurementActivation										ProcedureCode ::= 21

-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNrOfErrors								INTEGER ::= 256
maxCellinRANnode							INTEGER ::= 3840
[bookmark: _Hlk50053312]maxIndexesReport							INTEGER ::= 64
maxNoMeas									INTEGER ::= 64
maxCellReport								INTEGER ::= 9
[bookmark: _Hlk50053328]maxCellReportNR								INTEGER ::= 9
maxnoOTDOAtypes								INTEGER ::= 63
maxServCell									INTEGER ::= 5
[bookmark: _Hlk50147438][bookmark: _Hlk50053339]maxEUTRAMeas								INTEGER ::= 8
maxGERANMeas								INTEGER ::= 8
[bookmark: _Hlk50053350]maxNRMeas									INTEGER ::= 8
maxUTRANMeas								INTEGER ::= 8
maxWLANchannels								INTEGER ::= 16
maxnoFreqHoppingBandsMinusOne				INTEGER ::= 7
[bookmark: _Hlk50053376][bookmark: _Hlk50147461]maxNoPath									INTEGER ::= 2
maxNrOfPosSImessage							INTEGER ::= 32
maxnoAssistInfoFailureListItems				INTEGER ::= 32
maxNrOfSegments								INTEGER ::= 64
[bookmark: _Hlk515623150]maxNrOfPosSIBs								INTEGER ::= 32 
maxNoOfMeasTRPs								INTEGER ::= 64
maxnoTRPs									INTEGER ::= 65535
maxnoTRPInfoTypes							INTEGER ::= 64
maxnoofAngleInfo							INTEGER ::= 65535
maxnolcs-gcs-translation					INTEGER ::= 3
maxnoBcastCell								INTEGER ::= 16384
maxnoSRSTriggerStates						INTEGER ::= 3
maxnoSpatialRelations						INTEGER ::= 64
maxnoPosMeas								INTEGER ::= 16384
maxnoSRS-Carriers							INTEGER ::= 32
maxnoSCSs									INTEGER ::= 5
[bookmark: _Hlk50048717]maxnoSRS-Resources							INTEGER ::= 64
maxnoSRS-PosResources						INTEGER ::= 64
maxnoSRS-ResourceSets						INTEGER ::= 16
maxnoSRS-ResourcePerSet						INTEGER ::= 16
maxnoSRS-PosResourceSets					INTEGER ::= 16
[bookmark: _Hlk50064167]maxnoSRS-PosResourcePerSet					INTEGER ::= 16
maxPRS-ResourceSets							INTEGER ::= 2
maxPRS-ResourcesPerSet						INTEGER ::= 64
maxNoSSBs									INTEGER ::= 255
maxnoofPRSresourceSet						INTEGER ::= 8
maxnoofPRSresource							INTEGER ::= 64
maxnoofULAoAs								INTEGER ::= 8
maxNoPathExtended							INTEGER ::= 8
maxnoARPs									INTEGER ::=	16
maxnoUETEGs									INTEGER ::= 8
maxnoTRPTEGs								INTEGER ::= 8
maxFreqLayers								INTEGER ::= 4
maxNumResourcesPerAngle						INTEGER ::= 51224
maxnoAzimuthAngles							INTEGER ::= 3600
maxnoElevationAngles						INTEGER ::= 1801
maxnoPRSTRPs								INTEGER ::= 256

*********************
Skip the unchanged
*********************

id-UE-TEG-Info-Request											ProtocolIE-ID ::= 90
id-MeasurementTimeOccasion										ProtocolIE-ID ::= 91
id-MeasurementCharacteristicsRequestIndicator					ProtocolIE-ID ::= 92
id-TRPBeamAntennaInformation									ProtocolIE-ID ::= 93
id-NR-TADV														ProtocolIE-ID ::= 94
id-pathPower													ProtocolIE-ID ::= xx

END
-- ASN1STOP
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