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	Reason for change:
	In current stage-2 procedures, the preconfigured PPW can be (de)activated by the LMF, which is not supported by RAN3. Since the current stage-2 procedure does not support UE-initiated PPW (de)activation, it is necessary to support LMF-initiated requests for PPW (de)activation.
Also, it is necessary to support LMF-initiated request for preconfigured MG deactivation.

	
	

	Summary of change:
	LMF-initiated PPW activaiton is added to Postioning Function.
LMF-initiated PMG/PPW deactivation is added to Positioning Function.
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Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
This CR has impact under functional point of view. 
The changes are backward compatible.

	
	

	Consequences if not approved:
	Preconguration activation/deactivation procedures are not aligned with stage-2.
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[bookmark: _Toc64448135][bookmark: _Toc74152931]<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc98932593][bookmark: _Toc97909427]5.2.11	Positioning function
This function allows to transfer location management messages between gNB-CU and gNB-DU. With this function, gNB-CU request TRP information from gNB-DU, and gNB-DU response to gNB-CU with the TRP information. With this function, gNB-CU request positioning measurements from gNB-DU, and gNB-DU response to gNB-CU with the positioning measurements.
The function allows to transfer the positioning assistance data from gNB-CU to gNB-DU. The gNB-DU is responsible for broadcasting the positioning assistance data according to the scheduling parameters available.
The function allows the gNB-CU to request the gNB-DU to configure PRS transmissions.
The function allows the gNB-CU to request the gNB-DU to configure measurement gap or PRS processing window.
The function allows the gNB-CU to request the gNB-DU to activate or deactivate preconfigured measurement gaps or PRS processing window.

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>

