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[bookmark: _Toc99038946][bookmark: _Toc99731209][bookmark: _Hlk101791732]9.3.1.267	Remote UE Local ID
This IE uniquely identifies a L2 U2N Remote UE within the connected Relay UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Remote UE Local ID
	M
	
	INTEGER (10.. 2556, ...) 
	Corresponds to the sl-LocalIdentity defined in TS 38.331 [8].
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,

////////////////////////////////////////////////////////////////////////////skip unchanged////////////////////////////////////////////////////////////////////
-- R

RACH-Config-Common	::= OCTET STRING

RACH-Config-Common-IAB	::= OCTET STRING

RACHReportContainer::= OCTET STRING

RACHReportInformationList	::= SEQUENCE (SIZE(1.. maxnoofRACHReports)) OF RACHReportInformationItem

RACHReportInformationItem	::= SEQUENCE {
	rACHReportContainer				RACHReportContainer,
	uEAssitantIdentifier			GNB-DU-UE-F1AP-ID		OPTIONAL, 
	iE-Extensions			ProtocolExtensionContainer { { RACHReportInformationItem-ExtIEs} }	OPTIONAL,
	...
}

RACHReportInformationItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}



RadioResourceStatus ::= SEQUENCE {
	sSBAreaRadioResourceStatusList		SSBAreaRadioResourceStatusList,
	iE-Extensions	ProtocolExtensionContainer { { RadioResourceStatus-ExtIEs} } OPTIONAL
}

RadioResourceStatus-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SliceRadioResourceStatus		CRITICALITY ignore	EXTENSION SliceRadioResourceStatus		PRESENCE optional	}|
	{ ID id-MIMOPRBusageInformation			CRITICALITY ignore	EXTENSION MIMOPRBusageInformation			PRESENCE optional	},
	...
}

MIMOPRBusageInformation ::= SEQUENCE {
	dl-GBR-PRB-usage-for-MIMO		INTEGER (0..100),
	ul-GBR-PRB-usage-for-MIMO		INTEGER (0..100),
	dl-non-GBR-PRB-usage-for-MIMO	INTEGER (0..100),
	ul-non-GBR-PRB-usage-for-MIMO 	INTEGER (0..100),
	dl-Total-PRB-usage-for-MIMO 	INTEGER (0..100),
	ul-Total-PRB-usage-for-MIMO 	INTEGER (0..100),
	iE-Extensions					ProtocolExtensionContainer { { MIMOPRBusageInformation-ExtIEs} }	OPTIONAL,
	...
}

MIMOPRBusageInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RANAC ::= INTEGER (0..255) 

RAN-MeasurementID ::= INTEGER (1.. 65536, ...)

RAN-UE-MeasurementID ::= INTEGER (1.. 256, ...)

RAN-UE-PDC-MeasID ::= INTEGER (1..16, ...)

RANUEID ::= OCTET STRING (SIZE (8))

RANUEPagingIdentity ::= SEQUENCE	{
	iRNTI						BIT STRING (SIZE(40)),
	iE-Extensions				ProtocolExtensionContainer { { RANUEPagingIdentity-ExtIEs } }	OPTIONAL}

RANUEPagingIdentity-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RAT-FrequencyPriorityInformation::= CHOICE {
	eNDC		SubscriberProfileIDforRFP,
	nGRAN		RAT-FrequencySelectionPriority,
	choice-extension			ProtocolIE-SingleContainer { { RAT-FrequencyPriorityInformation-ExtIEs} }
}

RAT-FrequencyPriorityInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

RAT-FrequencySelectionPriority::= INTEGER (1.. 256, ...)

RBSetConfiguration ::= SEQUENCE {
	subcarrierSpacing				SubcarrierSpacing,
	rBSetSize		                RBSetSize,
	rBSetList                       RBSetList	 OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RBSetConfiguration-ExtIEs} } OPTIONAL
}

RBSetConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RBSetSize ::=	ENUMERATED { rb2, rb4, rb8, rb16, rb32, rb64}

RBSetList ::= SEQUENCE (SIZE(1..maxnoofRBsetsPerCell)) OF RBSetItem

RBSetItem ::= SEQUENCE {
	rBSetIndex 		        INTEGER (0.. maxnoofRBsetsPerCell-1),
	initialRBIndex			INTEGER (0.. maxnoofPhysicalResourceBlocks-1),
	iE-Extensions			ProtocolExtensionContainer {{RBSetItemExtIEs }}	 OPTIONAL
}

RBSetItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


Re-routingDisableIndicator ::= ENUMERATED {
	true,
	...
}

Redcap-Bcast-Information ::= BIT STRING(SIZE(8))


Reestablishment-Indication	::=	ENUMERATED  {
	reestablished,
	...
}

ReferencePoint ::= CHOICE {
	coordinateID					CoordinateID,
	referencePointCoordinate		AccessPointPosition,
	referencePointCoordinateHA		NGRANHighAccuracyAccessPointPosition,
	choice-Extension				ProtocolIE-SingleContainer { { ReferencePoint-ExtIEs} }
}

ReferencePoint-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

ReferenceSFN ::= INTEGER (0..1023)

ReferenceSignal ::= CHOICE { 
	nZP-CSI-RS								NZP-CSI-RS-ResourceID,
	sSB										SSB,
	sRS										SRSResourceID,
	positioningSRS							SRSPosResourceID,
	dL-PRS									DL-PRS,
	choice-extension						ProtocolIE-SingleContainer {{ReferenceSignal-ExtIEs }}
}

ReferenceSignal-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

RelativeCartesianLocation ::= SEQUENCE {
	xYZunit						ENUMERATED {mm, cm, dm, ...},
	xvalue						INTEGER (-65536..65535),
	yvalue						INTEGER (-65536..65535),
	zvalue						INTEGER (-32768..32767),
	locationUncertainty			LocationUncertainty,
	iE-Extensions				ProtocolExtensionContainer { { RelativeCartesianLocation-ExtIEs} } OPTIONAL
}

RelativeCartesianLocation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RelativeGeodeticLocation ::= SEQUENCE { 
	milli-Arc-SecondUnits		ENUMERATED {zerodot03, zerodot3, three, ...},	
	heightUnits					ENUMERATED {mm, cm, m, ...}, 
	deltaLatitude				INTEGER (-1024.. 1023),
	deltaLongitude				INTEGER (-1024.. 1023),
	deltaHeight					INTEGER (-1024.. 1023),
	locationUncertainty			LocationUncertainty,
	iE-extensions				ProtocolExtensionContainer {{RelativeGeodeticLocation-ExtIEs }} OPTIONAL
}

RelativeGeodeticLocation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RemoteUELocalID ::= INTEGER (10.. 256255, ...)


ReferenceTime ::= OCTET STRING

RegistrationRequest ::= ENUMERATED{start, stop, add, ...}

[bookmark: _Hlk50711169]ReportCharacteristics ::= BIT STRING (SIZE(32))

ReportingPeriodicity ::= ENUMERATED{ms500, ms1000, ms2000, ms5000, ms10000, ...}

RequestedBandCombinationIndex ::= OCTET STRING

RequestedFeatureSetEntryIndex ::= OCTET STRING

RequestedP-MaxFR2 ::= OCTET STRING

Requested-PDCCH-BlindDetectionSCG ::= OCTET STRING


RequestedSRSTransmissionCharacteristics ::= SEQUENCE {
	numberOfTransmissions		INTEGER (0..500, ...)		OPTIONAL,
-- The IE shall be present if the Resource Type IE is set to “periodic” --
	resourceType				ENUMERATED  {periodic, semi-persistent, aperiodic,...},
	bandwidthSRS				BandwidthSRS,
	sRSResourceSetList 			SRSResourceSetList				OPTIONAL,
	sSBInformation				SSBInformation				OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedSRSTransmissionCharacteristics-ExtIEs} } OPTIONAL
}

RequestedSRSTransmissionCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-SrsFrequency		CRITICALITY ignore EXTENSION SrsFrequency		PRESENCE optional },
	...
}

