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[bookmark: _Toc20955407][bookmark: _Toc29991615][bookmark: _Toc36556018][bookmark: _Toc44497803][bookmark: _Toc45108190][bookmark: _Toc45901810][bookmark: _Toc51850891][bookmark: _Toc56693895][bookmark: _Toc64447439][bookmark: _Toc66286933][bookmark: _Toc74151631][bookmark: _Toc88654105][bookmark: _Toc97904461][bookmark: _Toc98868599]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ActivationIDforCellActivation,
	AMF-Region-Information,
//skip unchanged part
	id-PSCellHistoryInformationRetrieve,
	id-SSBOffsets-List,
	id-NG-RANnode2SSBOffsetsModificationRange,
	id-Coverage-Modification-List,
	id-SourcePSCellCGI,
	id-FailedPSCellCGI,
	id-SCGFailureReportContainer,
	id-SNMobilityInformation,
//skip unchanged part


-- **************************************************************
--
-- SCG FAILURE INFORMATION REPORT
--
-- **************************************************************

ScgFailureInformationReport ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ ScgFailureInformationReport-IEs}},
	...
}

ScgFailureInformationReport-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory }|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY ignore		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory }|
	{ ID id-SourcePSCellCGI									CRITICALITY ignore		TYPE GlobalNG-RANCell-ID							PRESENCE optional }| 
	{ ID id-FailedPSCellCGI								CRITICALITY ignore		TYPE GlobalNG-RANCell-ID							PRESENCE optional }| 
	{ ID id-SuitablePSCellCGI							CRITICALITY ignore		TYPE GlobalNG-RANCell-ID							PRESENCE optional }|
	{ ID id-SCGFailureReportContainer					CRITICALITY ignore		TYPE SCGFailureReportContainer					PRESENCE mandatory }| 
	{ ID id-SNMobilityInformation				CRITICALITY ignore		TYPE SNMobilityInformation						PRESENCE optional },
	...
}
//skip unchanged part
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


//skip unchanged part
	id-MBS-SessionAssociatedInformation,
	id-MBS-SessionInformation-List,
	id-SliceRadioResourceStatus-List,
	id-CompositeAvailableCapacitySupplementaryUplink,
	id-SCGUEHistoryInformation,
	id-SSBOffsets-List,
	id-NG-RANnode2SSBOffsetsModificationRange,
	id-NR-U-Channel-List,
//skip unchanged part
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

//skip unchanged part
id-resourceStatusReporting										ProcedureCode ::= 35
id-mobilitySettingsChange										ProcedureCode ::= 36
id-accessAndMobilityIndication									ProcedureCode ::= 37
id-cellTrafficTrace 												ProcedureCode ::= 38
id-RANMulticastGroupPaging										ProcedureCode ::= 39
id-scgFailureInformationReport									ProcedureCode ::= 40
id-scgFailureInformationTransfer								ProcedureCode ::= 41
id-ProcedureCode41-NotToBeUsed									ProcedureCode ::= 41
id-scgFailureTransfer											ProcedureCode ::= 42
id-f1CTrafficTransfer											ProcedureCode ::= 43
id-iABTransportMigrationManagement								ProcedureCode ::= 44
id-iABTransportMigrationModification							ProcedureCode ::= 45
id-iABResourceCoordination										ProcedureCode ::= 46
//skip unchanged part

id-NG-RANnode2SSBOffsetModificationRange															ProtocolIE-ID ::= 281
id-Coverage-Modification-List																		ProtocolIE-ID ::= 282
id-NR-U-Channel-List																				ProtocolIE-ID ::= 283
id-SourcePSCellCGI																						ProtocolIE-ID ::= 284
id-FailedPSCellCGI																					ProtocolIE-ID ::= 285
id-SCGFailureReportContainer																		ProtocolIE-ID ::= 286
id-SNMobilityInformation																			ProtocolIE-ID ::= 287
id-SourcePSCellID																					ProtocolIE-ID ::= 288

